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DUAL BAND FM TRANSCEIVER



Twice the versatility, twice the fun! V/V, U/U simultaneous receive capability The IC-2725E is a unique dual band mobile, providing VHF/VHF, UHF/UHF simultaneous receive capability along with VHF/UHF full duplex operation. Simple touch of a button allows you to change the main (transmit) band and sub band.



Independent controls for each band Operating two bands simultaneously is very simple with Icom’s symmetric layout with a wide LCD display showing both band settings in an easy to read side by side format. The IC-2725E provides separate tuning, volume, squelch knobs and function buttons for the left and right side bands. Also, listen to both bands independently through separate left and right band audio jacks.



Dynamic Memory Scan (DMS) With 212 memory channels, Icom’s exclusive Dynamic Memory Scan system gives you flexibility over your scanning lists, fully customizable in 10 banks.



Selectable Green and Amber Display.



Photo shows combined controller/main unit setup using optional MB-85.



Compact, remote control head



CTCSS and DTCS



The control head with the 3.5m (11.5’) separation cable is an easy to install two pieces configuration. This configuration offers the flexibility of mounting the head while placing the main unit in an out-of-the-way location without any additional cost. Microphone jacks are mounted both on the control head and main unit of the radio!



The IC-2725E incorporates 50 CTCSS and 104 DTCS operation along with the tone scan function. Don’t miss out on communications because of not having the proper type of “tones”! The “pocket beep” feature gives you an audible and visible indicator of an incoming call.



HM-133, remote control microphone



• Optional MB-85 allows mounting the controller on the main unit • 9600bps packet data terminal (mini-DIN 6-pin connector) • 10dB RF attenuator • Selectable squelch delay • 12 DTMF memory channels (24 digits) • Sub band auto mute function • Wide/narrow channel spacing • Newly adopted MOS-FET power amplifier



The backlit HM-133, gives you control of your IC-2725E in the palm of your hand. The Icom exclusive “Hot keys” (F1/F2) memorize the transceiver full settings. As if switching between two separate radios, VHF/UHF operating frequencies, tone settings as well as the display color and set mode settings are memorized. HM-133



And more…



DUAL BAND FM TRANSCEIVER



SPECIFICATIONS GENERAL



TRANSMITTER



• Frequency coverage EURO version ITR Version • Mode • Number of memory channels • Antenna impedance • Power supply requirement • Usable temperature range • Frequency stability • Tuning step increments • Current drain (at 13.8V DC) Transmit



: (Unit: MHz) 144–146, 430–440 144–146, 430–434, 435–438 : FM : 212 (Including 2 call and 10 scan edges) : 50Ω (SO-239) : 13.8V DC ±15% : –10°C to +60°C : ±10ppm (–10°C to +60°C) : 5, 10, 12.5, 15, 20, 25, 30 and 50kHz : VHF 12A UHF 11A Receive stand-by 1.2A max. audio 1.8A • Dimensions (projections not included; W×H ×D) : Controller 140 × 50 × 27mm Main Unit 140 × 40 × 187mm : • Weight (approx.) Controller 150g Main Unit 1.4kg



• Output power



: VHF 50W, 20W, 5W selectable UHF 35W, 20W, 5W selectable : ±5.0kHz : Less than –60dB : 600Ω (8-pin modular jack)



• Max. frequency deviation • Spurious emissions • Microphone impedance



RECEIVER • Receive system • Intermediate frequencies



: Double conversion superheterodyne : 1st 38.85/46.05MHz 2nd 450/455kHz : Less than 0.18µV : Less than 0.13µV (at threshold) : More than 12kHz/–6dB Less than 30kHz/–60dB : More than 60dB : More than 2.4W at 10% distortion with an 8Ω load : 2-conductor 3.5 (d) mm/8Ω



(Left/right side band)



• Sensitivity (at 12dB SINAD) • Squelch sensitivity • Selectivity • Spurious rejection ratio • Audio output (at 13.8V DC) • Ext. speaker connector



Supplied accessories: (*depending on version) • Hand microphone, HM-133 • Mounting bracket, MB-84* • DC power cable, OPC-1132 • Separation cable, OPC-1155* • Spare fuse All stated specifications are subject to change without notice or obligation.



OPTIONS ■ MOUNTING BRACKETS



■ MICROPHONE ACCESSORIES



■ OTHER ACCESSORIES



• MB-84 CONTROLLER BRACKET Mounts the remote controller in a convenient location for operation with the front panel detached. • MB-85 COMBINATION BRACKET Mounts the remote controller to the main unit. 20cm (7.87in.) separation cable is supplied • MB-65 MOUNTING BASE Mounts the remote controller with the MB-84. Adjustable angle and direction for optimum positioning. • MB-17A MOBILE MOUNTING BRACKET The main unit is easily attached and removed.



• HM-118TN/TAN DTMF MICROPHONE DTMF microphone. • HM-118N HAND MICROPHONE Regular hand microphone. • HM-133 REMOTE CONTROL MICROPHONE Full remote control microphone with keypad backlighting. Supplied with some versions. • OPC-440/OPC-647 MIC EXTENSION CABLES OPC-440: 5.0m (16.4ft); OPC-647: 2.5m (8.2ft) • OPC-589 MIC ADAPTER CABLE Allows you to connect an 8-pin microphone.



• CS-2720 CLONING SOFTWARE + OPC-478 CLONING CABLE For quick and easy programming of memories, etc. • OPC-347/OPC-1132 DC POWER CABLES OPC-347: 7.0m (23ft); OPC-1132: 3.0m (9.8ft) • OPC-441 SPEAKER EXTENSION CABLE 5.0m (16.4ft) • OPC-1156 SEPARATION CABLE For operation with the front panel detached. 3.5m (11.5ft). An modular connector is supplied. • SP-10 EXTERNAL SPEAKER



HM-118N



MB-84 OPC-589 SP-10 MB-17A



HM-133



MB-85



OPC-1156



HM-118TN/TAN



1-1-32, Kamiminami, Hirano-ku, Osaka 547-0003, Japan



Phone: 06 6793 5302



Fax: 06 6793 0013



URL: http://www.icom.co.jp/world/index.html



Icom America Inc.



Icom (Europe) GmbH



Asia Icom Inc.



< Corporate Headquarters >



Communication Equipment Himmelgeister Str. 100, D-40225 Düsseldorf, Germany Phone : 0211 346047 Fax : 0211 333639 URL : http://www.icomeurope.com



6F No. 68, Sec. 1 Cheng-Teh Road, Taipei, Taiwan, R.O.C. Phone : (02) 2559 1899 Fax : (02) 2559 1874 URL : http://www.asia-icom.com



2380 116th Avenue N.E., Bellevue, WA 98004, U.S.A. Phone : (425) 454-8155 Fax : (425) 454-1509 URL : http://www.icomamerica.com < Customer Service > Phone : (425) 454-7619



Icom Canada Glenwood Centre #150-6165 Highway 17, Delta, B.C., V4K 5B8, Canada Phone : (604) 952-4266 Fax : (604) 952-0090 URL : http://www.icomcanada.com



Icom (Australia) Pty. Ltd. A.B.N. 88 006 092 575 290-294 Albert Street, Brunswick, Victoria, 3056, Australia Phone : 03 9387 0666 Fax : 03 9387 0022 URL : http://www.icom.net.au



Icom New Zealand 146A Harris Road, East Tamaki, Auckland, New Zealand Phone : 09 274 4062 Fax : 09 274 4708 URL : http://www.icom.co.nz



Icom Spain S.L.



Beijing Icom Ltd.



Crta. de Gracia a Manresa Km. 14,750 08190 Sant Cugat del Valles Barcelona, SPAIN Phone : (93) 590 26 70 Fax : (93) 589 04 46 URL : http://www.icomspain.com



1305, Wanshang Plaza, Shijingshan Road, Beijing, China Phone : (010) 6866 6337 Fax : (010) 6866 3553



Count on us!



Your local distributor/dealer:



Icom (UK) Ltd. Unit 9, Sea St., Herne Bay, Kent, CT6 8LD, U.K. Phone : 01227 741741 Fax : 01227 741742 URL : http://www.icomuk.co.uk



Icom France S.a Zac de la Plaine, Rue Brindejonc des Moulinais BP 5804, 31505 Toulouse Cedex, France Phone : 561 36 03 03 Fax : 561 36 03 00 URL : http://www.icom-france.com



005



Certificate Number Q14190



Icom Inc. (Japan), is an ISO9001 certification acquired company. 02SE0??0



© 2002 Icom Inc.



Printed in Japan
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IC-F4029SDR Manual - Icom UK 

... may impair transceiver performance and invalidate the warranty. ...... Declare on our sole responsibility that this equipment complies with the essential ...
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(UK) Leaflet GL 500_HHI 

try, the glass industry, ship yards, etc. Production: ... stability. With both front wheels at the inmost position, the machine is able to drive through a passage of ...
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Liasse fiscale ICOM 

CrÃ©ances rattachÃ©es Ã  des participations. BB. BC. Autres titres immobilisÃ©s. BD. BE .... 440 386. 361 626. 1 584. 386 672. 77 260. 225. 1 267 752. 2 298 690.
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Instruction Manual - Icom America 

Section 2 for battery charging. SUPPLIED ACCESSORIES. Antenna. Belt clip. Headset adapter. Power adapter. (For Battery charger). Handstrap. Battery pack.
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ICOM IC-2820 MenuList 

Sorry for any misspelling, English is not my native languish. If you find any errors, then please e-mail me: [email protected] ... 01 YOUR CALL SIGN MEMORY.
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Modifications for the ICOM 

Mar 19, 1999 - Computer control of ICOM 701 via accessory connecter English language ...... is presented for educational purposes only, and is not an endorsement of any particular practice. ...... N6. (18). (7). N7. (19). (8). N8. (20). (9) grounded.
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uk 

Jun 6, 2001 - accordance with the Decree of July 1, 1993 (No. 100) concerning studies at .... One semester corresponds to 20 points. An academic year ...
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Icom IC-7410 Service manual.pdf 

External SP connector : 2-conductor 3.5 (d) mm. (1â�„8â€³)/8 Î© .... AUDIO OUTPUT FROM THE SP/HEADPHONES ...... 5210001050 S.FUS ICP-S0.5TN. T ...... MS. 0. 104. VDDIN. T. 105. VDDINT. 1 0 6. GND. 107. VDDEXT. 108. SDCAS. 109.
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PGP - UK 

operating conditions and applications for these products or systems, the user, through his own ...... enhanced torque and speed control as well as smooth torque ripple. ... other integrated or bolt-on valve options are also available. ...... This pum
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largumentation dans le discours icom french pdf 

The Book largumentation dans le discours icom french is free to download and read online at Online Ebook Library. Get largumentation dans le discours icom ...
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ICOM HM-133 Microphone Mods - ZL2VH 

switched on using the LOW setting as detailed in the user manual. 7) Some ... The Chinese HM-133 microphones are not expensive to buy online. If ICOM are ...










 


[image: alt]





Fiches UK 

Complex form digitising. â€¢ Triangulation of a big cloud of points. â€¢ Constraints meshing. â€¢ Colour mapping for surface inspectionâ€¦ APPLICATIONS : â€¢ Competitor ...
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Tape. (Uk) 

Optical Sound and Aspic Records et .Tape. graphic design : Digital Baobab. Tracklisting : 01. Point. 02. Bm Song Preludic. 03. Bm Song. 04. Full Smoking. 05.










 


[image: alt]





RN2008 UK 

26 juin 2008 - of the Interministerial Mission for the Fight against Drugs and Drug Addiction (Mission ..... from Latin America. These subjects ... spread to hallucinogenic mushrooms, discussing the death of a young French woman in ..... very similar
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largumentation dans le discours icom french pdf 

Are you looking for largumentation dans le discours icom french PDF?. If you are areader who likes to download largumentation dans le discours icom french ...
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JO-1FD - AIPHONE UK 

JO-1FD. Thank you for selecting Aiphone for your communication and security needs. .... This manual was created by Aiphone Co., Ltd., all rights reserved. Copying ...... Zorg er bij installatie of het afsluiten van kabels voor dat de voeding niet.
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2017 UK +44 ... 

3000Im:36W/m 0.3-1.05A 48V 230V | 21 28 34 43 35 46 58 71. *MCB: Miniature Circuit Breaker/Disjoncteur/Mini Interruptor/x aa sylla &ÂºlatÂº. Driver Model No.
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CERAN Greases - Total UK 

open gears and chains. â€¢ Cement plants, mines, quarries, offshore. â€¢ Multi-purpose applications in industry (coiler, rolling mill). â€¢ Offshore environment (cables ...
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ITG Book UK Template 

faÃ§on dont des cadres tels que ITIL (et l'ISO 20000) et. COBIT pourraient Ãªtre utilisÃ©s dans une mise en Å“uvre de l'ISO 27001 dans An Introduction to ISO27001 ...
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Max = 100 - Allegion UK 

ONDERDELEN. NOTE: references to the exploded view are printed on the figures to help identify each component. NOTE : les rÃ©fÃ©rences de la vue Ã©clatÃ©e sont.










 


[image: alt]





AM Tuner - Sony UK 

analogique DAB). Sortie numÃ©rique. Borne: Coaxiale et optique. FrÃ©quence d'Ã©chantillonnage: 48kHz. Sortie RDI. Optique. Borne d'antenne. 75Î©, femelle F.
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ecosport - Ford UK 

Spacious, eye-catching and athletic: it's the perfect SUV for life in the city plus ..... EcoSport lets you choose from a diverse collection of colour combinations.
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