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IC Installation

A Pop-up Window will appear as below. (Default : COM1/9600) ... If the display reads 'FM 87.5MHZ' the re-set was completed successfully. If not repeat the steps. 
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SNAP UPGRADE PROCESS AND INSTALLATION HELP GUIDE NOTE: There is a three step process to successfully complete the Chip Installation (IC202), Firmware upgrade and Re-Flashing of the DSP Processor.



IC Installation 1. You must remove the Top Cover and the Back Plate to complete this modification as well as three boards from the main board.



2. You only need to remove 3 PCB’s. The Direct-Input/Pre-Out Card the Digital Input Card and Analog Input Card (Pointed out above). The Result should leave you looking like below.



3. Locate IC202 on the MAIN PCB.



4. Unsolder IC202 from its post.



5. Install the Replacement (UPDATED IC).



Part # 24LG16BI



6. Reassemble your unit and this completes the IC Installation process. Be sure that your connections are correct and that you do not have any cold solder joints. NOTE: YOU ARE NOW READY FOR THE FIRMWARE UPGRADE. PLEASE REVIEW THE FOLLOWING STEPS BEFORE YOU ATTEMPT THE FIRMWARE UPGRADE AND DSP FLASH.



FIRMWARE UPGRADE



1. Write down all the custom settings you have memorized in your unit as they will be lost during the upgrade procedure. 2. Be sure to follow the directions in this guide in detail.



5. Power on the receiver by pressing the Power button and check that the standby buttons shows an orange light. 6. Connect the receiver to your computer with an RS232 cable.



NOTE: The SNAP UPGRADE is only successful with an RS-232 connection. A USB cable will not allow you to flash the DSP board. BE SURE TO IMPLEMENT THE SNAP UPGRADE WITH AN RS-232 CABLE.



7. Locate the Firmware Program (Micom Upgrade) and double click on it to open and run it .



9. A Pop-up Window will appear as below. (Default : COM1/9600). Based on your actual computer, you may change the COM port setting but the baud rate must be 9600.



10. Click on the File Open tab and find the Firmware file.



11. Once you have found the File open it: The File name is R965_ver5.x_20050615.BIN



Note: (It is recommended to save the .BIN file in a specific folder. The default setting is C:\Program files\Sherwood receiver) 12. Click on the Upgrade button.



Note: Wait until Programming has completed. At this time DO NOT DISCONNECT POWER!!!



Note: The “Device Restart” message means something is wrong or failed in the above procedure. If you receive this message, check your cable or COM port. If the connection is good, turn the Newcastle unit Off and then On (Rapidly) within 1 second and click the Upgrade button again. (Repeat step 12 above). 13. Once the Programming has finished is should read PROGRAM SUCCESS! At this point click on EXIT.



THIS COMPLETES THE FIRMWARE UPGRADE PROCESS. AT THIS POINT YOU MUST RESET YOUR UNIT.



To RESET the R-865, R-965 or P-965 follow the steps listed below: 1. Move the SVC switch to the OPR position.



2.



Press the “Power” Button on the front panel of the receiver.



3.



With the receiver still in the “STANDBY” mode (Orange LED), hold the ROOM2 and TONE MODE buttons simultaneously. This will re-set the microprocessor.



4.



If the display reads ‘FM 87.5MHZ’ the re-set was completed successfully. If not repeat the steps above.



DSP UPGRADE NOTE: VERY IMPORTANT!!!!!!!!!!!!!!!!!! DSP FLASH is only possible with an RS-232 cable connection. DO NOT POWER DOWN THE UNIT AT ANY TIME DURING THE DSP FLASHING PROCESS or DAMAGE WILL OCCUR!!!!!! After you have successfully installed the new IC (IC202), upgraded the FIRMWARE and have RESET your unit we can move on. In the following steps “To flash the DSP processor” the power must be ON for it to take successfully. This means that the BLUE LED must be On and the LCD Display must show 87.5FM.



“TO FLASH THE DSP PROCESSOR” 1. Open the DSP Program.



2. Select Port Setting.



3. Find your File.



NOTE: VERY IMPORTANT!!!



NOTE: Depending on your Serial Number you will either Flash with Internal or External. 4. The External DSP Program is a folder and inside of this folder you will find 4 files. All 4 of these files must be flashed if your Serial Number falls in the external category. Start with the first and proceed until you have done all four.



5. The INTERNAL DSP Program is a folder and inside of this folder you will find 4 files. All 4 of these files must be flashed if your Serial Number falls in the internal category. Start with the first and proceed until you have done all four.



6. Flash one at a time until all 4 are done.



7. Click the Send button to continue the flash.



8. The program will check your system.



9. The program will erase your data base.



NOTE: After each of the 4 files have been flashed your computer program should read Success once “type checking” has reached 100%. Be sure to flash all four and make certain that all four give you a SUCCESS indication.



10. After all four files have been flashed your computer program should read success and you have completed the DSP FLASHING PROCESS.
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IC 

menu and select "Restore Module Config-New ECU". ... Input the PCM engineering number, enter the first (4) digits then select the box at the end of the.










 








IC - UserManual.wiki 

occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be ... to which the receiver is connected. â—‹ Consult the dealer or an experienced radio/TV technician for help ... noc










 








IC - UserManual.wiki 

television reception, which can be determined by turning the equipment off and on, the user ... Consult the dealer or an experienced radio/TV technician for help.










 








ic description 

TDA9361 : TV signal processor - Teletext decoder with embedded Âµ-Controller. TDA9381 : TV ... Linear RGB or YUV input with fast blanking for external RGB/YUV sources. .... ADC 1 : For program sorting in ATSS (High Impedance). Key-in. 7.










 








T ic - tactemps 

riences et par chacun des modules de l'exposition. Les enfants ... le temps qui passe, lui permettre de construire une reprÃ©sent at ion de la notion de temp s.










 








555 Timer IC 

cillator, the free running frequency and the duty cy- cle are both ... Operating Free Air Temperature Range .... flip-flop is set, releasing the short circuit across the.










 








IC-756POR2 Service manual 

(RF-A unit, RL122, R123) attenuators via the antenna selec- tor (RL101). ...... R363. 7030003520 S.RESISTOR. ERJ3GEYJ 472 V (4.7 kÎ©). R380. 7030003560 ...
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disconnec\ed Irc.-n ilS power soun::e. 3. 00 NOT ...... IC1 outputs off-phase components as pulse signals via pins 52, 53. ..... [MAIN SP) jack with an. L25, L27,.










 








ICOM IC-2820 MenuList 

Sorry for any misspelling, English is not my native languish. If you find any errors, then please e-mail me: [email protected] ... 01 YOUR CALL SIGN MEMORY.










 








IC - FCC ID 

2 nov. 2015 - (2) this device must accept any interference received, including ... cause harmful interference to radio or television reception, which can be ...










 








IC-756POR3 Service manual 

sweep generator. 7. ALWAYS connect a 50 dB to 60 dB attenuator between ...... filters to suppress the higher harmonic components. The amplified signal from ...Missing:










 








IC Main Canopy Manual 

By using this parachute assembly, or allowing it to be used by others, the user waives any ... may enable the user of this parachute to reach speeds beyond those for which the ..... clean non contaminated water will remove most contaminants.










 








IC-7100 SERVICE MANUAL 

C6103 4510010460 ELE. DXN-5R5H334U. C6104 4030017030 S.CER C1005 JB 1A 273K-T. B 143.0/60.9. C6105 4030019990 S.CER C1005 JB 1C 104K-T.










 








xhe-dyna m ic 

EMBASE - Embase avec oreilles de fixation et tirants ou par faux-chÃ¢ssis intÃ©grÃ© limitant de la hauteur de l'installation. Disponible aussi, sur demande, en.










 








FRkDE:R,IC .BASTIAT 

hcrasantes, cette tension perpetuelle vers un resultat im- possible, cet ...... Ben4fice tutal. On voit ici le multiplicateur (deuxieme colonne) ddcroitre sans cease,.










 








Liasse fiscale IC 2000 

IC 2000. 4 0 2 7 8 7 2 3 8. 91374 VERRIERES LE BUISSON CEDEX. 1 2. 1 2 ..... et virements de poste Ã  poste. 3. IMMOBILISATIONS. CZ. KD. KG. KJ. KM. KP.










 








fcc warning ic warning - UserManual.wiki 

Programming Instructions: 1) Turn vehicle ignition key to ON position, without starting engine (Key-On Engine-Off - Position "1"). 2) Insert Programmer into OBD ...










 








IC-2725 Leaflet - Icom UK 

of the radio! HM-133, remote control microphone. The backlit .... OPC-589 MIC ADAPTER CABLE. Allows you to connect an 8-pin microphone. s OTHER ...










 








82B715 IC bus extender - Lens 

Jan 9, 1998 - over long distances without degradation of system performance or .... is extracted from a full data sheet with the same type number and title. For.
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19) When last key fob is programmed with the ignition OFF, remove and ... aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence.










 








3D IC Chip access - eufanet 

Matthew LEFEVRE. Michael OBEIN. Jackie YANG â€¦ LASER Chip Access in 3D ICs â€¦ EUFANET. November 29, 2011. CONFIDENTIAL â€¦and other techniques ...










 








fcc warning ic warning - UserManual.wiki 

If Green LED is not on, you may remove the Programmer and try again. 3) A Buzzer sounds for 1 second Indicating ready state for learning sequence - Press the ...










 








Icom IC-7410 Service manual.pdf 

External SP connector : 2-conductor 3.5 (d) mm. (1â�„8â€³)/8 Î© .... AUDIO OUTPUT FROM THE SP/HEADPHONES ...... 5210001050 S.FUS ICP-S0.5TN. T ...... MS. 0. 104. VDDIN. T. 105. VDDINT. 1 0 6. GND. 107. VDDEXT. 108. SDCAS. 109.
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