






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































ICC9 - Schematic Diagram - Reptips

1 3 Die blaue Taste der Fernbedlenung gedrÃ¼ckt halten und gleichzeitig ... 1 4 Das folgende Menu erscheint nach erneutem DrÃ¼cken der blauen Taste. 

















 Télécharger le PDF 






 3MB taille
 2 téléchargements
 444 vues






 commentaire





 Report
























ICC9 Schematic Diagram



Teletext - ICC9



DVT 9001 DVT 9002 DVT 9003 DVT 9100-9102 DVT 9101-9103



LOCATION OF CONTROLS - EMPLACEMENT DES REGLAGES SERVICE LAGEPLAN - POSIZIONE REGULATOR1 DI SERVIZIO SITUAClÓN DE LOS AJUSTES IPO1 1
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ADJUSTMENTS - REGLAGES - EINSTELLUNGEN REGOLAZIONE - AJUSTES



U sys



Aligning the television set



Einstellen des Fernsehgertätes



Recommended order - Configuration of the television set - U System - Adjusting G2 and Focus - H-VCO - Vertical and horizontal geometry - Video adjustments - satellite Module



Empfohlene Reihenfolge - TV Einstellungen - U System - Einstellung G2 und Focus - H-VCO - Vertikal und horizontal Geometrie - Video Abgleich - Satelliten Baustein



Contrast, brightness volume to minimum



TV-Keypad + / (Volume)



Tubes 413 21” MP 25” SF-H 25” FST
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L S E R V I C E - M O D E ri It is necessary to enter the Service Mode In order to carry out alignment of the TV set. Most adjustments can be made with the RCU, except the Focus and Screen voltages



Der Service-Mode wird fur den Gertäteabgleich benötigt Alle Einstellungen erfolgen mit der Fernbedlenung FB ( bis auf Fokuseinstellung und Schirmgitterspannung )



1. Service Mode Access



1 Service-Mode einschalten



Important : The Service Mode cannot be entered if any equipment connected to the Scart socket, i.e pin 8 switching voltage present



Achtung : Der Service-Mode I%t sich nicht einschalten, wenn an einer Euro-AV-Buchse ein Gerät aktiviert ist. d h die Schaltspannung anliegt



IS



1 1 Mit der Fernbedienung das Fernsehgerät in Stand-by schalten 1 2 Das Gerät mit dem Netrschalter ausschalten (warten bis LED dunkel ist) 1 3 Die blaue Taste der Fernbedlenung gedrückt halten und gleichzeitig das Gerät mit dem Netrschalter einschalten 1 4 Das folgende Menu erscheint nach erneutem Drücken der blauen Taste



1 1 With the RCU, switch the TV set into the “Standby” mode. 1.2 Switch “Off” the TV set by mains supply switch (wait until LED IS dark) 1 3 Whilst depressing the RCU “Blue (VT)” button. switch “On” the TV set using the mains supply switch. 1.4 Release and press once again the RCU “Blue (VT) “ button, the following “Set-Up” menu should be displayed ”
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DLI BD I
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Access to and indlcatlon of sub-menus



SET - UP X 802F



ROM Version



CornposItIon of the receiver The folIowIng table shows how the characters used correspond to the cornposItIon of J the receiver



Thre esub-menus



a) SET-UP b) VIDEO c) GEOM



WY



GEOM



~



TTNDMPZK71



--r-T--



I



STD



Adjustment menu selectIo barn 1 to 4 line dlsplayc s whicd hcan be selected by kevs 1 t o4 on the remot econtrol



VIDEO



BLI



BDI



BDLI



BD
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Konflguratlon des Elllpfallgers Folgende Tab& relgl woe die benutrten Zelchen de1 Konflouratlon des



Auswahl-Block des E~nstell Menus 1 4 Zellen werden angezelgt dlese konnen mit den Tasteli 1-4 der Fernbedlenung angewahll werden



can be accessed from the main service mode menu:



D r e i Untermenüs sind vom Haupt-Servicemenü aus zugänglich



TVsettigs Access to video adjustments Geometry adjustments



a) SET-UP b) VIDEO c) GEOM



: TV Elnstellungen V!deoelnstellungen Blld-Geometrle-Elnstellungcn



2. Sub-Menu Selection



2. Sub-Menü Wahl



2 1 Wiht ht h e R C U V o l u m e “+ ”a n d “- ”b u t t o n s , hIghlIgh t h e t m e n u contalnln t h e gf u n c t i o n t o b e a l i g n e d 2 2 Press the RC “ B l uUe (VT) ” button Selectton



2 1 Mit den Tasten +/- wlrd das entsprechende Menu gewzihlt, welches mlt der blauen Taste ssdurchgeblattert wlrd>x 2.2 Drticken Sle die “blaue FB-Taste (VT) ” Selektlon Selektlon Dr&ken Sle die ” -+f+” FB-Taste urn elnrustellende Funktlonen hervorruheben



3. Switching between Service and TV modes



3. Umschalten zwischen Service-Mode und TV-Betrieb



3.1 Whilst in the Service Mode, normal TV controls are disabled, to enable these controls whilst in the Service Mode (1.e for channel changing etc ) press the”TV” button on the RCU To return to the Service Mode, press the “Blue (VT)” button on the RCU



3 1 Im Service-Mode sind die normalen Fernsehfunktionen nicht bedienbar Werden diese im Service-Mode benBtlgt (z B. Programmwechsel), kann mlt der Taste ( TV ) in den normalen TV-Betrlcb geschaltet werdcn Durch Driicken der blauen Taste gelangt man rurtick zum ServiceMode.



4. Alignment and storing new function value



4. Abgleich der gewtihlten Funktion und Speichern



: SelectIon Press the RCU “-w ” button to hIghlIght the function to be allgned



Der momentane Wert der gewtihlten Funktlon wlrd hexaderlmal rechts neben der abruglelchenden Positlon angegeben und kann mlt der Taste + bzw - auf der Fembedlenung verandert werdcn Die Anderungen des fewelllgen Meniis kbnnen unter MEMO rnlt der + Taste gespelchert, brw unter RESTORE ruckgangig gemacht werden. So 1st es m6gllch. an verschledenen Stellen LU prtifen. ohno Irgendwelthe Werte LLI IBschen: es se! denn.dle Spelcher-Funktlon wurde ausgeftihrt. Im MeniJpunkt ROM kann man die Software-Defnultwerte laden Sic sind aber nur elne grobe Annaherung an den noch vorrunehmenden Abglelch und sollten nur Irn Notfall verwendet werden



4.1 The current value of the selected function IS dlsplayed in a hexadecimal form to the right of the function name This value IS adjusted by means of the RCU Volume “+” and “-” buttons 4 2 To STORE the functions new value, hIghlIght MEMO and press the RCU Volume I’+” button 4 3 To RESTORE the functions orlglnal value, hIghlIght RESTORE and press the RCU Volume “+‘I button. So It’s possible to check and here and there wlthout destroying any values unless the store function were executed 4 4 Selectton the ROM functions downloads the production software default values, these are not very accurate and should only be used in very spoclal cases 5. Leaving



the Service Mode



5. Service-Mode verlassen



5 1 To leave the Service mode either. switch the TV set Into “Standby” or switch “Off” the mains supply



5.1 Zum Verlassen des Service-Mode das Gernt in Stand-by schalten odcr mlt dem Netrschalter ausschalten
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K42Jr SCHEMATIC Revision 2.0 Schematic Diagram 

2. C7534. 0.1UF/25V. C7534. 0.1UF/25V. VCC. 1. DXP. 2. DXN. 3. THERM#. 4. SMBCLK. 8. SMBDATA. 7. ALERT#. 6. GND. 5. U7501. G781-1. U7501. G781-1.
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K42Jr SCHEMATIC Revision 2.0 Schematic Diagram 

4. 3. 3. 2. 2. 1. 1. D. D. C. C. B. B. A. A. Size. Project Name. Rev. Date: Sheet of. Title : Engineer: C ...... +3VS_VCCPCORE. 10mil trace. CHANGE LOCATION NEXT. 1. 2. C2720. 1UF/10V. C2720 ...... HDD LED. Change LED part number. 1. 3. 2.
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schematic diagram - Hobbielektronika 

NTC 4.7 OHM. 1. 2. P801. D801-D804 .... componenenti non omologati secondo la norma CEI 65 comporta la non conformitÃ¡ dell'apparecchio. ..... C221. 33P. C204. 2n2. C206. 150n. C211 220n. C216. 10n. C218. 100n. C217. 100n. C226.
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ICC8 - Schematic Diagram 

Page 1. ICC8. Schematic Diagram. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11. Page 12. Page 13. Page 14. Page 15 ...
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Untitled - Reptips 

Service Manual for 21ST2731/05B 4822 727 19403. Add Control board ... Service Manual Position. GR2.2 AA ... (4822 121 42444) pos. nr. 3802 becomes 330R. (4822 116 52219) pos. nr. ... In future only the 3 IC decoder will be supplied for.
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safety precautions - Reptips 

operation of the +8V, +5V DC-DC converters, and pull the gate of ..... internal VCO with the flyback pulse. ...... 74HC04 hex inverter IC (I004) and in connected to.
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figure 1 schematic diagram dbid 1cdv 
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safety precautions - Reptips 

The IC contains a chrominance bandpass filter, the ... The IC contains an automatic colour limiting circuit ..... Op Amps with half of each IC (two Op Amp stages).
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dc resistance schematic diagram dbid utd0 
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computer mouse schematic diagram dbid wvyr 
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circuit diagram schematic diagram1 dbid agruy 
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circuit diagram engine schematic dbid 147eb 
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frigidaire dryer schematic diagram dbid 58jtx 
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diesel fire pump schematic diagram dbid 9yd2w 
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Schematic 

Dec 16, 2010 - Released under the Creative Commons Attribution Share-Alike 3.0 License http://creativecommons.org/licenses/by-sa/3.0. Design by: A. Weiss.
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f 19 service manual - Reptips 

gives an addressable set of 212 characters at any given time. National option characters. The meanings of some character codes between 20H and 7FH depend ...
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f 19 service manual - Reptips 

The circuitry between XTALIN and XTALOUT is basically an inverter biased to the .... FLYBACK. FROM EHT. VERTICAL. BLANKING. FROM PIN 8. IC 5. TR 101.
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Protel Schematic 

Dec 10, 2006 - 8. 7. 6. 5. 4. 3. 2. 1. D. C. B. A. Lighting of future. Date: File Name: ... 8. GND. 22. Aref. 21. AVCC. 20. U2. ATMEGA8. VCC. VCC. RXD. TXD.
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Schematic Prints 

Number. Revision. Size. A3. Date: 22/07/2010. Sheet of. File: Z:\Electronic\..\Compteur.SchDoc. Drawn By: R3. 1.2k. D3. 1N4148. 1. 2. T3. Header 2. NC. 1. +. 2.
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Protel Schematic 

Date: 27-Apr-2002. Sheet of. File: C:\WINDOWS\Bureau\Nouveau dossier\LPT_IDE.DDB. Drawn By: 1. 2. 3. 4. 5. 6. 7. 8. 9. 10. 11. 12. 13. 14. 15. 16. 17. 18. 19.
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Protel Schematic 

Feb 20, 2008 - 8. 7. 6. 5. 4. 3. 2. 1. D. C. B. A. Lighting of future. Date: File Name: Edition: Material ... 8. GND. 22. Aref. 21. AVCC. 20. U2. ATMEGA8. RXD. TXD.
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Schematic - RxControl 

Feb 28, 2005 - P$2. S6A S6B. GND V OUT. 1000pf. 50Mhz. GND. A 6 fixed frequency DDS synthetizer designed to be used in place of Tals for HF rigs.
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Protel Schematic 

Nov 14, 2005 - FO2020 20mH. C1. 0.22uF,275Va. 16V. FUSE. aF2AL250V. T1 a100 240V. R3. 3.3K. R5. 47K/0.5W. R2. 200R. R15. 2K. C7. 222M,250Va. R17.
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Protel Schematic 

RS. R/W. OA. - " = 2 ca. 220. Tx in. T2in. T2out. Tx out lwire. TIL. Gnd. RS232. A+. 10K ... 1000 uF. 1000â‚¬ pvcc 8. VCC. 100 nF. 100 nF. 1000F. GND. 220. 100nF.
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