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ignition system - CapHector

IGNITION SYSTEM. ON-VEHICLE INSPECTION. NOTICE: â€�Coldâ€� and â€�Hotâ€� in these sentences express the tempera- ture of the coils themselves. â€�Coldâ€� is from ... 

















 Télécharger le PDF 






 81KB taille
 0 téléchargements
 372 vues






 commentaire





 Report
























IG-1 IGNITION



-



IGNITION SYSTEM



IGNITION SYSTEM IG0EP-03



ON-VEHICLE INSPECTION NOTICE: ”Cold” and ”Hot” in these sentences express the temperature of the coils themselves. ”Cold” is from -10°C (14°F) to 50°C (122°F) and ”Hot” is from 50°C (122°F) to 100°C (212°F). 1. INSPECT IGNITION COIL (WITH IGNITER) AND SPARK TEST Check that the spark occurs. (1) Remove the ignition coils (with igniter). (See page IG-6 ) (2) Using a 16 mm (0.63 in.) plug wrench, remove the spark plugs. (3) Install the spark plugs to each ignition coils (with igniter), and connect the ignition coil connectors. (4) Disconnect the 4 injector connectors. (5) Ground the spark plugs. (6) Check if spark occurs while engine is being cranked. NOTICE: To prevent gasoline from being injected from injectors during this test, crank the engine for no more than 5 - 10 seconds at time.
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If the spark does not occur, do the test as follows: SPARK TEST NO



CHECK CONNECTION OF IGNITION COIL CONNECTOR



Connect securely. BAD



OK



CHANGE IT TO NORMAL IGNITION COIL (WITH IGNITER) AND PERFORM SPARK TEST AGAIN



Replace the ignition coil (with igniter). OK



NO



CHECK POWER SUPPLY TO IGNITION COIL (WITH IGNITER) 1. Turn ignition switch to ON. 2. Check that there is battery voltage at ignition coil positive (+) terminal.



Check wiring between ignition switch to ignition coil (with igniter). BAD



OK



CHECK RESISTANCE OF CAMSHAFT POSITION SENSOR (See step 3) Cold Hot Resistance: 1,630 - 2,740 Ω 2,065 - 3.225 Ω



Replace the camshaft position sensor. BAD



OK



CHECK RESISTANCE OF CRANKSHAFT POSITION SENSOR (See step 4) Cold Hot 1,265 - 1,890 Ω Resistance: 985 - 1,600 Ω



Replace the crankshaft position sensor. BAD



OK



CHECK IGT SIGNAL FROM ECM (See page DI-1 13)



BAD



Check wiring between ECM and ignition coil (with igniter), and then try another ECU.



OK



TRY ANOTHER IGNITION COIL (WITH IGNITER)



(7)



2. (a)



(b)



Using a 16 mm (0.63 in.) plug wrench, install the spark plugs. Torque: 18 N·m (184 kgf·cm, 13 ft·lbf) (8) Install the ignition coils (with igniter). (See page IG-7 ) INSPECT SPARK PLUGS Remove the ignition coils (with igniter). (See page IG-6 )



Using a 16 mm (0.63 in.) plug wrench, remove the spark plugs.



16 mm (0.63 in.) Plug Wrench B09359



2002 ECHO (RM884U)



Author:



Date:



817



IG-3 IGNITION



-



IGNITION SYSTEM



(c) Clean the spark plugs. If the electrode has traces of wet carbon, allow it to dry and then clean with a spark plug cleaner. Air pressure: Below 588 kPa (6 kgf/cm2, 85 psi) Duration: 20 seconds or less HINT: If there are traces of oil, remove it with gasoline before using the spark plug cleaner. IG0152



(d)



Check the spark plug for thread damage and insulator damage. If abnormal, replace the spark plug. Recommended spark plug: DENSO made



SK16R11



NGK made



IFR5A11



IG0148



(e)



(f)



(g) P03792



Adjust electrode gap. Carefully bend the outer electrode to obtain the correct electrode gap. Electrode gap: 1.1 mm (0.043 in.) Using a 16 mm (0.63 in.) plug wrench, install the spark plugs. Torque: 18 N·m (184 kgf·cm, 13 ft·lbf) Install the ignition coils (with igniter). (See page IG-7 )



3. (a)



INSPECT CAMSHAFT POSITION SENSOR Disconnect the camshaft position sensor connector.



(b)



Using an ohmmeter, measure the resistance between terminals. Resistance:



B08807



Cold



1,630 - 2,740 Ω



Hot



2,065 - 3,225 Ω



If the resistance is not as specified, replace the camshaft position sensor. (c) Connect the camshaft position sensor connector. B08808
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4. (a) (b)



INSPECT CRANKSHAFT POSITION SENSOR Remove the engine under cover RH. While sliding the connector lock, remove the connector.



(c)



Using an ohmmeter, measure the resistance between the terminals. Resistance:



B09360



B09361



Cold



985 - 1,600 Ω



Hot



1,265 - 1,890 Ω



If the resistance is not as specified, replace the crankshaft position sensor. (d) Install the connector. (e) Install the engine under cover RH.
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IGNITION SYSTEM 

The ignition system adopts CDI unit and the ignition timing cannot be adjusted. ... Inspect the CDI unit with a CDI tester ... coil test must be performed with a CDI.
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Ignition system 

controlled by EEC IV engine management module. 1.4 litre CVH ..... procedure, ensuring correct LT lead polarity. ..... cylinder head and/or the distributor flange to.
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Camputer Dual Ignition System 

CAM 100. 'ELECTRONIC IGNITION. ADVANCE CURVE. 0. 1000 2000. 3000. 4000. 5000 ... computer controller featuring fully programmed advance, anti-kickback control and rev limiting. ..... 33 instructions; even so a printout of the program ...
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supplemental restraint system - CapHector 

DTC Check (Read Past DTC). Confirmation Test. Remains ON. Remains OFF. Clear DTC (Present and Past DTC). Items inside are titles of pages in this manual,.
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Supplemental Restraint System - CapHector 

(d) Passenger side: Connect and clump the connector and wire harness. NOTICE: Be careful not to damage the connector and wire harness. 3. INSTALL SEAT ...
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Ignition System .fr 

potential hazards relating to the servicing, or lack of servicing, of ..... SDS: Suzuki Diagnosis System. T: TO Sensor: ...... Use a high quality ethylene glycol base.
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Ignition system - 405 T16 

Early models with M152E advance curve . . . . . . . . . . . . . . . . . . . . . . 0Â° ..... a fault in the distributor cap, HT leads or spark. 5Bâ€¢2 Ignition ... the problem the vehicle should be taken to a suitably ... special electronic diagnostic
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Ignition System EMI.pdf 

mitted by electromagnetic fields and received by the antenna effect of other ... Ignition filters are more frequently used on Bendix S-20 and. S-200 series ...
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Individual ignition coil system, checking 

Nov 19, 2002 - Wiring diagrams. Test conditions. Fuse for ignition coils OK. Checking. - Disconnect 4-pin harness connector from power output stage.
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Camputer Dual Ignition System - Size 

a lot of interest in auto engine conver- sions as .... people do actually fly at -40 degrees. 100 degrees could ..... table driven by an electric motor was built. A heat ...
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16. ignition system - Honda CTX200 

If ignition timing is incorrect, check the system components ... A faulty ignition system is often related to poorly connected or corroded connectors. .... Battery voltage ... recommendations to ensure that the vehicle is in ... ELECTRIC STARTER.
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Chapter 4 Ignition system - MAFIADOC.COM 

plug gap before going to earth. The ignition timing is advanced and ... It is not necessary to go on until all traces of the crater ..... 17 Driving dog. 18 Retaining pin.
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DTC P0505 Idle Control System Malfunction - CapHector 

The rotary solenoid type IAC valve is located on the throttle body and intake air bypassing the throttle valve is directed to the IAC valve through a passage.
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power door lock control system - CapHector 

Door Lock Assembly. D Door Lock Motor. D Door Unlock Detection Switch. D Door Key Lock and Unlock Switch. Door Lock Assembly. D Door Lock Motor.
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ignition switch and key unlock warning switch - CapHector 

Key Unlock Warning Switch. Instrument Panel Junction Block. D GAUGE Fuse. BE-14. -. BODY ELECTRICAL. IGNITION SWITCH AND KEY UNLOCK WARNING.
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Remote Electronic Ignition and Control System Precision ... - FCC ID 

Depending on the handset version (see table) the auxiliary contact is switched DXWRPDWLFDOO\ZLWKWKHJDVflRZ RUE\RSHUDWLQJWKHKDQGVHW. Auxiliary ...... mage est en cours. 8QH IRLV OÂ¶DOOXPDJH GH YHLOOHXVH FRQfiUPp LO. \ D XQ flX[ GH JD] SULQFLSDO. AprÃ¨
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Chapter 5 Part B: Ignition system - 405 T16 

form a combined engine management system under the control of ... ignition coil HT lead from the distributor cap and earth it, then ... Chapter 2A. 16 On systems ...
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Ignition Battery 

systems power management on aircraft ... some charge. 2. ... issue ofSPORT AVIA TION carried an article wherein I proposed an Ignition Battery Management.
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inspection - CapHector 

Inspect the disassembled parts for wear, rust or damage. 2. MEASURE BRAKE SHOE LINING THICKNESS. Using a ruler, measure the shoe lining thickness.
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inspection - CapHector 

I12354. LOCK. UNLOCK. BE-68. -. BODY ELECTRICAL. POWER DOOR LOCK CONTROL SYSTEM. 1272. Author : Date : 2002 ECHO (RM884U). INSPECTION.
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EFII Ignition System Installation Instructions And User Guide - flyefii 

Sep 2, 2013 - harness, MAP sensor, ignition coils, Iridium spark plugs, spark plug adapters, ... assemblies, time proven ECUs, and weather tight Tefzel wire ...
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reassembly - CapHector 

(b) Install the coil spring to the shock absorber. HINT: Fit the lower end of the coil spring into the gap of the spring low- er seat. (c) Install the upper insulator with ...
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installation - CapHector 

When installing the front seat outer belt, take care that the wiring does not interfere with other parts and is not pinched between other parts. 1. INSTALL FRONT ...
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installation - CapHector 

INSTALLATION. 1. INSTALL ELECTRIC COOLING FAN TO RADIATOR. Install the cooling fan with the 3 bolts. Torque: 7.5 NÂ·m (80 kgfÂ·cm, 66 in.Â·lbf). 2. INSTALL ...
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