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Individual ignition coil system, checking

Nov 19, 2002 - Wiring diagrams. Test conditions. Fuse for ignition coils OK. Checking. - Disconnect 4-pin harness connector from power output stage. 
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Individual ignition coil system, checking Ignition coils, checking Notes: Measuring the primary resistance of the ignition coils is normally not necessary for this test (primary resistance approx. 0.4 to 0.6 , measured between coil terminals 1 and 15). A high tension isolation diode is installed in the secondary circuit of the ignition coil. Measuring the resistance of the secondary coil is therefore not possible with conventional measuring instruments. Required special tools and test equipment Multimeter US 1119 (Fluke 83 or equivalent) VW 1594 connector test kit Test conditions No fuel injector malfunction stored in DTC memory
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Checking - Check DTC memory



Page 01-15 .



There must be no malfunctions stored - If DTC memory is not clear, make necessary repairs and erase DTC memory, stop engine and start engine again, road test, check and erase DTC memory again.
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- By briefly disconnecting fuel injector connectors with engine running, check which cylinder is misfiring, or not firing at all. Note: A misfiring cylinder can also be isolated by pulling the spark plug connectors (carbon-fouled plug). - Check spark plug connector resistance. Specified value: approx. 2 k If resistance is NOT OK: - Reconnect spark plug connector. - Interchange spark plug with one from cylinder that is OK. - If other cylinder now misfires, replace faulty spark plug. - If same cylinder misfires, interchange ignition coil with one from cylinder that is OK. -



If other cylinder now misfires, replace faulty
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coil. - If original cylinder still misfires, check secondary circuit ground connection for open circuit between coil connector terminal 4a and engine Ground. - If Ground connection is OK, check: Primary wiring and power supply Final output stage for ignition coils
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Wiring for primary coil and power supply, checking Required special tools and test equipment VAG 1527B LED voltage tester VW 1594 connector test kit Wiring diagrams Test conditions Fuse for ignition coils OK Checking - Disconnect 4-pin harness connector from power output stage. - Switch ignition on. - Connect VAG 1527B LED voltage tester in turn between 4-pin connector terminals 1, 2, 3 and 4, and engine ground. LED must light up for all 4 terminals Note:
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The power supply for the primary circuit is measured via the fuse and primary coil of the ignition coil.
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If the LED in the tester does not light up: - Check wiring for open circuits between power output stage and terminal 1 at each coil connector, according to table. Specified value: max. 1.5



- Ignition coil connector terminal identification Black 4-pin connector terminal number (power output stage)



Ignition coil terminal 1 at connector for cylinder number:



1



1



2



2



3



3



4



4



If the wiring is OK: - Check wiring for open circuit between each coil terminal 15 and fuse and power supply, according to wiring diagram. Specified value: max. 1.5
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Power output stage for ignition coils, checking Required special tools and test equipment VAG 1598/22 test box Multimeter US 1119 (Fluke 83 or equivalent) VAG 1527B LED voltage tester VW 1594 connector test kit Wiring diagrams Note: To check power output stage, disconnect all connectors for fuel injectors and then erase DTC memory.
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Checking signal for power output stage - Disconnect 5-pin harness connector from power output stage. - Connect VAG 1527B LED voltage tester in turn between 5-pin connector terminals 1, 2, 4 and 5, and engine ground. - Crank starter for a few seconds in each case. LED must blink all 4 times If the LED in the tester does not blink: - Connect VAG 1598/22 test box to ECM harness connector 56 .



Page 01-



- Check wiring for open circuit between ECM/test box and 5-pin harness connector, according to wiring diagram. Connector terminal 1 to ECM/test box socket 70 Connector terminal 2 to ECM/test box socket 78 Connector terminal 4 to ECM/test box socket 77 Connector terminal 5 to ECM/test box socket 71 Specified value: max. 1.5
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If the wiring is OK: - Check for open circuit between 5-pin connector terminal 3 and engine Ground. Specified value: max. 1.5 If the wiring is OK, but the LED in the tester did not blink: - Replace Motronic ECM -J220-



Page 01-57 .



- Carry out adaptation of throttle valve control module to ECM 24-119 .



Page



- Check readiness code Page 01-59 . If Diagnostic Trouble Code (DTC) memory has been erased, or ECM was disconnected, generate new readiness code Page 01-62 .
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Checking power output stage Signals to power output stage OK 28-22 .



Page



- Disconnect 4-pin harness connector from power output stage. - Connect VAG 1527B LED voltage tester between Battery Positive Voltage (B+) and, in turn, each terminal of power output stage 4-pin connector. - Crank starter for a few seconds in each case. LED must blink all 4 times If the LED in the tester does not blink for all terminals: - Replace power output stage. Note: LED testers with very little power consumption glow slightly before cranking the engine. During cranking they will get brighter or darker.
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IGNITION SYSTEM 

The ignition system adopts CDI unit and the ignition timing cannot be adjusted. ... Inspect the CDI unit with a CDI tester ... coil test must be performed with a CDI.
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mitted by electromagnetic fields and received by the antenna effect of other ... Ignition filters are more frequently used on Bendix S-20 and. S-200 series ...
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Evaporative Emissions (EVAP) system, checking 

Nov 19, 2002 - Function check. - Connect VAG 1551 or VAG 1552 scan tool and press buttons -0- and -1- to insert "Engine. Electronics" address word 01 (with ...
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This article supersedes TSB 04-16-01 to update the vehicle applications and model years ... issue is in the secondary part of the ignition system, the oscilloscope ...
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16. ignition system - Honda CTX200 

If ignition timing is incorrect, check the system components ... A faulty ignition system is often related to poorly connected or corroded connectors. .... Battery voltage ... recommendations to ensure that the vehicle is in ... ELECTRIC STARTER.
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A low battery error is output before the battery condition becomes critical (about ...... See relevant chapters in the operating manual ...... Data Carrier Detect. DSR.
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Remote Electronic Ignition and Control System Precision ... - FCC ID 
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UV100RM TrueUV™ Coil Treatment System - Alpine Home Air Products 

TRADELINE® Catalog or price sheets for complete ordering number. If you have ... Input Power Rating: 18W max, 15W nominal, 15VA. Bulb Rating: 10W ...
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Sep 2, 2013 - harness, MAP sensor, ignition coils, Iridium spark plugs, spark plug adapters, ... assemblies, time proven ECUs, and weather tight Tefzel wire ...
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Knock sensors, checking 

Nov 23, 2002 - Check signal wire for continuity between harness connector terminal 2. (in engine compartment) and test box socket A13. Specified value: max.
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E-Cigarette Vaporisateur Coil Replacement 

7 dÃ©c. 2016 - E-Cigarette Vaporisateur Coil Replacement. Ce guide vous montrera le lecteur comment remplacer en toute sÃ©curitÃ© un serpentin de chauffage ...
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