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INDUSTRIAL TIME-BASE GENERATOR

MAX. MIN. TYP. MAX. A. 1.75. 0.068 a1. 0.1. 0.2. 0.004. 0.007 a2. 1.65. 0.064 b. 0.35. 0.46. 0.013. 0.018 b1. 0.19. 0.25. 0.007. 0.010. C. 0.5. 0.019 c1. 45Â° (typ.). 
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HCC4566B HCF4566B INDUSTRIAL TIME-BASE GENERATOR



.. .. . .



PRODUCT PREVIEW



VERY LOW QUIESCENT CURRENT HIGH NOISE IMMUNITY SUPPLY VOLTAGE RANGE 3V TO 18V NEGATIVE EDGE TRIGGERED COUNTERS FOR EASY CASCADING PULSE SHAPING ON COUNTER INPUTS ACCEPTS SLOW INPUT RISE TIMES MONOSTABLE MULTIVIBRATOR POSITIVE OR NEGATIVE EDGE TRIGGERED



EY (Plastic Package)



F (Ceramic Frit Seal Package)



M1 C1 (Micro Package) (Plastic Chip Carrier) ORDER CODES : HCC4566 BF HCF4566 BM1 HCF4566 BEY HCF4566 BC1



PIN CONNECTION (top view)



DESCRIPTION The HCC4566B and HCF4566B are monolithic integrated circuits, available in 16-lead dual-in-line plastic or ceramic packages and plastic micro packages. The HCC4566B and HCF4566B are industrial time base generators. They consist of a divide-by-10 ripple counter and a divide-by-5 or divide-by-6 ripple counter to permit stable time generation from a 50 or 60Hz line. Cascading these devices as divide by 60 counters provides a seconds and minutes counter with an output in BCD format. An internal monostable multivibrator is included whose output can be used as a reset or clock pulse providing additional frequency flexibility. A divide-by-5 facility allows the generation of a 1Hz signal from the European 50Hz-line. September 1990
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Plastic DIP16 (0.25) MECHANICAL DATA mm



DIM. MIN. a1



0.51



B



0.77



TYP.



inch MAX.



MIN.



TYP.



MAX.



0.020 1.65



0.030



0.065



b



0.5



0.020



b1



0.25



0.010



D



20



0.787



E



8.5



0.335



e



2.54



0.100



e3



17.78



0.700



F



7.1



0.280



I



5.1



0.201



L Z



3.3



0.130 1.27



0.050



P001C
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Ceramic DIP16/1 MECHANICAL DATA mm



DIM. MIN.



TYP.



inch MAX.



MIN.



TYP.



MAX.



A



20



0.787



B



7



0.276



D E



3.3



0.130



0.38



e3



0.015 17.78



0.700



F



2.29



2.79



0.090



0.110



G



0.4



0.55



0.016



0.022



H



1.17



1.52



0.046



0.060



L



0.22



0.31



0.009



0.012



M



0.51



1.27



0.020



0.050



N P Q



10.3 7.8



8.05 5.08



0.406 0.307



0.317 0.200



P053D
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SO16 (Narrow) MECHANICAL DATA mm



DIM. MIN.



TYP.



A a1



inch MAX.



MIN.



TYP.



1.75 0.1



0.068



0.2



a2



MAX.



0.004



0.007



1.65



0.064



b



0.35



0.46



0.013



0.018



b1



0.19



0.25



0.007



0.010



C



0.5



0.019



c1



45° (typ.)



D



9.8



E



5.8



10



0.385



6.2



0.228



0.393 0.244



e



1.27



0.050



e3



8.89



0.350



F



3.8



4.0



0.149



0.157



G



4.6



5.3



0.181



0.208



L



0.5



1.27



0.019



0.050



M S



0.62



0.024 8° (max.)



P013H
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PLCC20 MECHANICAL DATA mm



DIM. MIN.



TYP.



inch MAX.



MIN.



TYP.



MAX.



A



9.78



10.03



0.385



0.395



B



8.89



9.04



0.350



0.356



D



4.2



4.57



0.165



0.180



d1



2.54



0.100



d2



0.56



0.022



E



7.37



8.38



0.290



0.330



e



1.27



0.050



e3



5.08



0.200



F



0.38



0.015



G



0.101



0.004



M



1.27



0.050



M1



1.14



0.045



P027A
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Information furnished is believed to be accurate and reliable. However, SGS-THOMSON Microelectronics assumes no responsability for the consequences of use of such information nor for any infringement of patents or other rights of third parties which may results from its use. No license is granted by implication or otherwise under any patent or patent rights of SGS-THOMSON Microelectronics. Specifications mentioned in this publication are subject to change without notice. This publication supersedes and replaces all information previously supplied. SGS-THOMSON Microelectronics products are not authorized for use ascritical components in life support devices or systems without express written approval of SGS-THOMSON Microelectonics.  1994 SGS-THOMSON Microelectronics - All Rights Reserved SGS-THOMSON Microelectronics GROUP OF COMPANIES Australia - Brazil - France - Germany - Hong Kong - Italy - Japan - Korea - Malaysia - Malta - Morocco - The Netherlands Singapore - Spain - Sweden - Switzerland - Taiwan - Thailand - United Kingdom - U.S.A
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81134A Pulse Generator .fr 
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[image: alt]





Lachine - Industrial 

... to Highway 13: 3.2 km o Distance de l'aéroport Pierre-Elliott Trudeau /. Distance to Pierre-Elliott Trudeau Airport: 4.8 km. LOCALISATION | LOCATION MAP ...










 


[image: alt]
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Dec 29, 2013 - 28. 7 Parser. 29. 7.1 Declaration . .... 7.1 Rule declaration . ... WARRANTY; without even the implied warranty of MERCHANTABILITY or FIT-.










 


[image: alt]





Arbitrary Waveform Generator 

Publication Number 33220-90012 (order as 33220-90100 manual set) .... generator to Agilent Technologies for servicing, or for servicing it ...... Closed-Case Electronic Calibration The instrument features closed-case .... Agilent 8120-1840.










 


[image: alt]





Micro-vortex Generator - NASA 

Small, trapezoid-shaped, fin-like devices placed on the flaps of ... Enlarged area shows Micro VGs installed on the flap of a Piper Malibu Meridian. Micro-Vortex.
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Toy Parser Generator - CDSoft 

Dec 29, 2013 - TPG (Toy Parser Generator) is a Python1 parser generator. It is aimed at ..... x = my_parser.parse('Bar', test) # Uses the Bar symbol print x tpg ...
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Micro-vortex Generator - NASA 

Researchers at NASA Langley Research Center developed Micro VGs to ... performance enhancement. For more information, call the NASA Langley Office.
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The Bit-Search Generator 

(conception and implementation-wise) linked with some interesting ... quence is taken if the current bit of the first sequence equals 1, otherwise it is discarded.
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BURY Compatibility List generator .fr 

Phonebook and call lists only from phone (with installed 3rd Edition Applet for Nokia mobiles) ..... 141 Sony Ericsson J105i Naite HF ... 151 Sony Ericsson K810i.
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The Marinov Generator - OverUnity Research 

The late Stephan Marinov experimented with a form of electric motor that he ... slip-ring is driven mechanically and a DC voltage occurs across the brushes. .... induction is not recognized by classical electromagnetic theory, and offers new ...
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