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Service information SI 0080



S



Electronic Fuel Pumps E1F, E2T and E3T Clogged Prefilters Product:



Electric Fuel Pump



Various



Pierburg No.:



E1F:



7.21440.05.0/.08.0/10.0/.51.0/.53.0/.63.0/.68.0/.78.0; 7.21388.51.0



E2T:



7.21287.53.0; 7.21565.70.0/.71.0; 7.21538.50.0



E3T:



7.21659.53.0/.70.0/.72.0 Vacuum Generation



Vehicle Type:



Fuel Supply
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Fuel pumps of the series E1F, E2T and E3T have a built-in prefilter on the intake side. This small prefilter provides protection against dirt. Examination of electric fuel pumps that had been declared faulty were often found to have had this prefilter clogged by dirt in the inducted fuel.



Air Supply



Sources of Complaint: - The fuel pump produces too little pressure and does not generate enough pump delivery force. - The fuel pump is too noisy.



- Engine is interrupting. - Pump cuts out too early at low operating levels.



E1F Preﬁlters: - new (left), - clogged (right)



Most modern fuel pumps are rinsed through by fuel and thereby lubricated and cooled. If this does not occur at adequate levels - for instance if a filter is clogged there is a danger of "running dry".



In addition to the complaints described, the consequences can be: - reduction in the pump's delivery performance or even total pump blockage - dry-running will cause the pump to fail - damage to the fuel system - damage to the injection system



Preﬁlter of E3T - blocked by rust



Illustrations subject to changes and variation For correct allocation and replacement, see the corresponding valid catalogues, TecDoc-CD or systems based on TecDoc data.
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Consequences



Emission Control



- The fuel pump becomes very hot.
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Possible Causes



Notes:



Cleaning the Prefilter



After water, dirt is the most common cause for this damage. Possible reasons can be:



To avoid any damage occurring in the first place, please observe the following:



• Pull the prefilter carefully out of the suction intake using tweezers.



- rust forming in the fuel system as a result of water condensation



- use only good-quality fuel



- introduction of dirt into the fuel tank from outside (for instance whilst fuelling) - ageing of fuel by being left to stand for long periods (formation of sediment) - inspection intervals (filter change) not observed - poor fuel quality - old, porous fuel pipes



Solution We recommend the following measures: - clean out the entire fuel system with good-quality fuel



- The water content of the air in the fuel tank can condense. For this reason it is advisable to fill up the tank completely of the vehicle is to be left standing in a garage over a long period. - For fuel pumps of the E1F type, Pierburg offers a fuel screen-filter (stock number: 4.00030.80.0), which protects the fuel pump reliably from premature failure caused by dirt and other foreign particles. Further information about this can be found in our Product Information PI 0023. The screen filter should be replaced at the same intervals as the fuel filter



Be careful not to damage the suction intake! • Clean the filter with fuel • Observe the safety precautions for working with fuels Fit the prefilter carefully back into the suction intake • Do not damage the suction intake! Take care that no dirt or foreign particles are allowed to enter the fuel pump.



- clean the intake side of the clogged screen filter Screen filters are not available as spare parts. - If necessary, replace the fuel pump. Depending upon how much dirt is found, clean the entire fuel system (including removal and cleaning of the fuel tank)



Backfitting an E1F electronic fuel pump



Suction intake of the preﬁlter



When backfitting older vehicles which have no screen filter in the tank with an electronic fuel pump of the type E1F: For petrol operation the prefilter can remain in the pump. In Diesel operation the prefilter must be removed, as it can lead to problems due to the higher viscosity of Diesel fuel.



Information on this subject can be found in our Service Information - SI 0063 "Installation of E1F as a replacement for a mechanical KP" and - SI 0063 "Installation of an E1F as an additional pump" and in our brochure - Service Tips and Information "Fuel Systems - Components and Solutions for Universal Use" (Order Item: 8.40002.56.0).
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service instruction - Contrails 

Jun 6, 1999 - current issue of the Operator's Manual (OM). - engine data sheet. - power, torque and fuel consumption curves. - current issue of the Illustrated ...
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service bulletin - Contrails 

Aug 28, 2006 - SI-912-016 / SI-914-019 â€œSelection of suitable operating fluidsâ€œ current issue. 1.3) Reason. Using conventional coolant with a mixing ratio of ...
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â€œPâ€� lead Information - Contrails 

Shielded wire. â€¢ Use proper Mil-spec wire such as AN20S. (Mil spec M27500-. 20TE1T14). â€¢ Use SolderSleeves. (p/n D142-50) to connect shielding to.
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si 1414a - service instruction - Contrails 

Apr 15, 1985 - RESTRICTORS. NOTE: Each nozzle shown in Figures. 1 through. 5 has a restrictor with one ring located in the approximate center of the.
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si 1275b - service instruction - Contrails 

Oct 6, 1978 - 1. Air test nozzle assemblies 74151, LW-. 10476 and LW-10475 as shown in Figure 1. If a nozzle assembly does not meet the requi- rements of ...
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SERVICE INFORMATION 

SERVICE INFORMATION. KD 04/2002. Motorrad- and Zweiradwerk GmbH. Customer Service â˜Ž+ 49 - (0) 3725 49 101. P.O. Box 11 70. D-09401 Zschopau- ...
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warranty & service information - Nintendo 

main event: the Star Battle! The winner ...... Vous verrez les règles de la bataille quand vous l'aurez sélectionnée. .... Lorsque vous verrez la roue sur la gauche,.
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TT100 Service Information 

Apr 25, 2002 - Contents. 1. Contents. 2. TT100 combo Schematic drawing. 3. TT100 combo Mains wiring. 4. Tone Control Pcb - 9355 issue 3. 5. Tone Control ...
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service information - Aviasport 

Oct 2, 1998 - EinfÃ¼hrung einer Silikon WÃ¤rmeleitpaste zur Optimierung der WÃ¤rmeableitung. Spark plugs for ROTAX engines 912 / 914 (series).
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VRLA - Contrails 

set to the higher side for controlling overdischarge. For larger ... Discharge cut-off v oltage (6V battery). 5.4. 5.2. 5.0. 4.8. 4.6. 4.4. 4.2. 4.0. 10.8. 10.4. 10.0. 9.6.
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Service Information Central After-Sales Service 

Cure: Use an aerial cable with double screening! In special cases, an absorber cable (â€ž100 Hz aerial connecting cable), order number 29210 435 0100, may.
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2002 ... - Contrails 

13.4.8.1) Wiring diagram for ignition system("Single Plug") ...................... 65. 13.4.8.2) Wiring .... 14.1.2) Electric starter single parts check . ...... fig. 019/1. REPARATURWERKZEUGE FÃœR MOTOR ...... The jet needle controls the fuel consum
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Untitled - Contrails 

STARTER. CONTACTOR. LOLAWG -. AWG. AWG. 4WG. > MAIN FUEL PUMP. MAN BATTERY. 22AWG. 22AKO al PNL. PNL. -12AWG. CASE. GROUND. SOL.
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Fiberfrax - Contrails 

Fiberfrax Bulk Fiber insulation ... 2. Fiberfrax Blankets. Fiberfrax Durablanket high temperature insulation ... Fiberfrax Foamfrax Grade II Bulk Fiber MSDS.
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Untitled - Contrails 

E EI EJ ELE II I III IEIET ET ETETET E TETET ET EFFET ET ETETE E TE TITETET .... A1. A4. ER EB = A2 a N GA 0 + w N - N. PESO 322 o un N O - Un A w NB N â€“ .... Refer to Transponder Manufacturer Installation Manual for Actual Installation.
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pierburg - Contrails 

A Company of Kolbenschmidt Pierburg AG - ... engine. 1 Tank. 2 Mechanical fuel pump. 3 Check valves (2). 4 Fuel vapour separator ... Long starting times after.
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AUTOMATIC TRANSMISSION NAG1 - SERVICE INFORMATION 

A diagnostic trouble code (DTC) assigned to the fault is stored in memory. All solenoid and regulating valves are thus de-energized. The net effect is: â€¢ The last ...Missing:
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AUTOMATIC TRANSMISSION NAG1 - SERVICE INFORMATION 

Basically, the automatic transmission with electronic control offers the following advantages: ...... valve sets a minimum pressure level (basic pressure). LX.
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Service Information 15 UL 94 

NUR ZUR INFORMATION. ... speed tachometer, especially designed for the 12 pole DUCATI breakerless flywheel ... fOr 12- polige DUCATI-Zundanlage.
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Service Information 6 UL 87 

because ii_ shows bef ot-e ever.y take-of f whet her the engine is in order and ... Service. Infornrat i0t1 5 !.! I_ r3 !j / E - p f 0 13 r;- 1 1 e r' t' e I-I y i 1.1 e mat c'.
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Service Information for Broadcast Equipment 

LDK 8000 HD Camera head version 07. This Service Bulletin describes the software changes and new functionality of software. LDK 4000MKII and LDK 8000.
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Service Information 2 UL 87 

2.16 Withdraw angular ring,. 2 thrust washers O,R mm thick, dog gear,. 4-dog hub, disk springs, distance ring and shim. (item 28, 27, 26, 25, 24, 23, 223 from the ...
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Porsche 924 Turbo Service Information 

The cylinder head, as well as the complete intake and exhaust systems are new. TH- .... o The additional emission components which are required result in increased manufacturing costs. ... exhaust manifold on the right side of the engine.
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jabiru aircraft pty ltd service bulletin: jsb 012-1 - Contrails 

Oct 30, 2006 - i) Remove the screw. Clean the Loctite residue out of the thread on the screw using a wire ... to the timing marks on the vacuum pump drive and ...
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