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installation and wiring instructions

If your original motor had the pluggable motor switch (See Figures 2B and 2C), replace .... Switch connection #6 is the centrifugal switch normally open contact. 4. Switch connections #1 and #2 are the normally open heater contacts. 5. Switch ... 
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Installation and Wiring Instructions for Pluggable Motor Replacement Kit Contains:   1  Motor Assembly   2   1/8” Female Terminals (Insulated)   1  Instruction Sheet



WARNING Electrical Shock Hazard Disconnect power before servicing. Replace all parts and panels before operating. Failure to do so can result in death or electrical shock.



NOTE TO THE INSTALLER: This motor kit is an authorized FSP service replacement part for your application. The motor in this kit may or may not be identical to your original motor. If your original motor had the pluggable motor switch (See Figures 2B and 2C), replace with the service motor in the same manner as you removed the defective motor. If the defective motor has the switch where the wire leads from the main harness connect to the motor switch individually, follow instructions below. 4. Compare and note difference between the motor switch of the failed motor and the switch of the new replacement motor. See Figures 2A, 2B, & 2C. If the switches are the same, simply install the motor in reverse order of removing the defective motor. If not, proceed to step 5.



warning



NOTE: Overload protector is part of the pluggable switch on the replacement motor and separate on the old motor switch.



Fire Hazard Do not under any circumstances attempt to remove or replace the motor switch from this pluggable service motor. The switch is a non-serviceable component.



Old Plug Discrete Connect Switch



overload protector



Failure to do so can result in death, serious injury, or fire.



FIGURe 2A (Failed Motor) 1. Unplug the dryer or disconnect power.



New Plug Connect Switch



2. Remove failed motor using standard motor removal procedures. NOTE: If the pulley is supplied with the replacement motor, proceed to step 4. 3. A drum belt pulley may not be supplied with the new replacement motor. With a hex key, remove the pulley from the failed motor and install it on the replacement motor. Be sure to push the pulley onto the motor shaft, align with idler, and tighten the setscrew securely in place. See Figure 1.



Note: 2 possible 1/4” overload protector tab locations



FIGURe 2B (Replacement Motor) New Plug Connect Switch



Pulley Setscrew



FIGURe 2C (Replacement Motor)



FIGURe 1 Instruction Sheet W10408722 Rev B 2/13
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(continued)



Note Switch location



5. Position motor as show in Figure 3. Align the tab of the motor to the slot of the motor bracket. Note the location of the motor switch (switch orientation may vary).



motor clamp



FIGURe 3



Grey (1/4” Protector Tab)



WIRING INSTRUCTIONS



Black (2)



Red (5)



6. Follow Figure 4 and the chart below to assure proper installation of replacement motor. NOTE: When reterminating connections, cut lead wire as close to the terminal as possible and strip wires back approximately 1/4”. Using barrel crimpers, crimp the 1/8” insulated female terminals, supplied with the motor, onto the appropriate leads.



GAS or Electric Dryers



EET, JAJ & MWM Electric Old Motor Discrete Connect Switch



New Service Motor PlugConnect Switch



Terminal No.



Function



Color Code



Grey



L1



Grey



1/4" Thermal Protector Tab



Red



Neutral



Red



5



*Blue (& White) **Black (& Brown)



Heater Heater



Blue Black



1 2



PushToStart



Yellow



***Yellow



* 



Existing Machine Harness Comments



Blue (1) Yellow (6)



FIGURe 4 Action



Terminal Number



Optional (not present in machines with Electronic Controls)
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Remove and discard Blue Jumper Lead between Switch Terminal 4 and 1/4" Protector Tab, connect Grey Harness lead to 1/4" Protector Tab Reterminate Red Lead with 1/8" Insulated Terminal and Connect to Switch Tab 5 Connect to 1/4" Tab 1 Connect to 1/4" Tab 2 Reterminate Yellow Lead with 1/8" Insulated Terminal and Connect to Switch Tab 6



Some model dryers will have a white wire joined with the blue wire. Leave them connected and connect to the same terminal.



** EET, Some dryers will have a brown wire joined with the black wire. Leave them connected and connect to the same terminal. JAJ & model MWM Gas *** Dryer models with a Push-To-Start Switch will have a yellow wire. If there is no yellow wire leave this terminal without a connection. Old Motor Discrete



Existing Machine New Service Motor PlugHarness Connect Switch AllTerminal lead connections are finished Color at this point, finish Comments reassembling dryer. No. Function Code Terminal Number



7. Reconnect ground wire. Connect Switch 8. 



9. Replace all parts and panels.



Action Remove Blue Jumper Lead between Switch Terminal 4 and 1/4" Protector Tab , connect Grey Harness lead to 1/4" Protector Tab



Grey



L1



Grey



1/4" Thermal Protector Tab



Red



Neutral



Red



5



Blue



Heater



Blue



1



Reterminate Red and Blue Leads in the same 1/8" Insulated Terminal and Connect to Switch Tab 5. Connect the Blue Lead to 1/4" Tab 1.



Black



Heater



Black



2



Connect to 1/4" Tab 2



6



Reterminate Yellow Lead with 1/8" Insulated Terminal and Connect to Switch Tab 6



Yellow



PushToStart



Yellow



New Replacement Motor Wiring:



Optional (not present in machines with Electronic Controls)



1. Switch connection #5 is a direct connection to the main/run winding and to the centrifugal switch common. 2. Switch connection #3 is a direct connection to the phase/ start winding and to the normally closed contact of the centrifugal switch. 3. Switch connection #6 is the centrifugal switch normally open contact. 4. Switch connections #1 and #2 are the normally open heater contacts. 5. Switch connection #4 is simply a junction point, not connected to anything. W10408722B
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Instructions d’installation et de câblage Pour remplacement de moteur enfichable Contenu de la trousse : 1 ensemble moteur 2 cosses femelles 1/8” (isolées) 1 fiche d’instructions



AVERTISSEMENT Risque de choc électrique Déconnecter la source de courant électrique avant l'entretien. Replacer pièces et panneaux avant de faire la remise en marche. Le non-respect de ces instructions peut causer un décès ou un choc électrique.



NOTE À L’INSTALLATEUR : Cet ensemble moteur est une pièce de rechange FSP agréée pour votre application. Le moteur de cet ensemble peut être identique ou différent du moteur d’origine. Si le moteur d’origine était équipé d’un contacteur de moteur enfichable (voir Figures 2B et 2C), remplacer le moteur de rechange dans l’ordre inverse de la dépose du moteur défectueux. Si le moteur défectueux possède un contacteur dont les conducteurs du faisceau principal se branchent individuellement au contacteur du moteur, suivre les instructions ci-dessous. 4. Comparer et noter les différences entre le contacteur du moteur défectueux et le contacteur du moteur de rechange neuf. Voir les Figures 2A, 2B et 2C. Si les contacteurs sont identiques, monter simplement le moteur dans l’ordre inverse de dépose du moteur défectueux. Si tel n’est pas le cas, passer à l’étape 5.



AVERTISSEMENT



REMARQUE : Le limiteur de surcharge fait partie du contacteur enfichable sur le moteur de rechange, alors qu’il est à part sur le contacteur de l’ancien moteur. Risque d’incendie Ne tenter en aucune circonstance de démonter ou remplacer le contacteur de ce moteur de rechange enfichable. Le contacteur est un composant non réparable.



LIMITEUR DE SURCHARGE



Le non-respect de cette instruction peut causer un décès, une blessure grave ou un incendie.



FIGURe 2A (moteur défectueux) Nouveau contacteur à connecteurs mâles



1. Débrancher la sécheuse ou déconnecter la source de courant électrique. 2. Déposer le moteur défectueux en suivant les procédures standard de dépose du moteur. REMARQUE : Si la poulie est fournie avec le moteur de rechange, passer à l’étape 4.



Remarque : 2 POSSIBLE 1/4” OVERLOAD PROTECTOR TAB LOCATIONS = 2 POSITIONS POSSIBLES FIGURe 2B (moteur de rechange) POUR LES COSSES NOUVEAU DU LIMITEUR DE CONTACTEUR À SURCHARGE DE 1/4” CONNECTEURS



3. Il se peut qu’aucune poulie pour courroie de tambour ne soit fournie avec le moteur de rechange neuf. À l’aide d’une clé à tête hexagonale, ôter la poulie du moteur défectueux et la monter sur le moteur de rechange. Veiller à pousser la poulie sur l’arbre du moteur, l’aligner avec la poulie de tensionnement et bien serrer la vis de blocage. Voir Figure 1.



MÂLES



Vis de blocage de la poulie



FIGURe 2C (moteur de rechange)



FIGURe 1 Fiche d’instructions W10408722 Rev B 2/13
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(à suivre)



Noter la position du contacteur



5. Placer le moteur comme indiqué en Figure 3. Aligner la languette du moteur sur la fente du support moteur. Noter la position du contacteur du moteur (l’orientation du contacteur peut varier).



Bride du moteur



FIGURe 3 GRIS (COSSE MÂLE DE PROTECTION DE 1/4”) NOIR (2)



INSTRUCTIONS DE CÂBLAGE



ROUGE (5)



6. Consulter la Figure 4 et le tableau ci-dessous pour installer correctement le moteur de rechange.



Bleu (1)



REMARQUE : Pour le sertissage des nouvelles cosses, couper le conducteur le plus près possible de l’ancienne cosse et dénuder le fil d’environ 1/4”. À l’aide d’une pince à sertir, sertir les cosses femelles isolées de 1/8” fournies avec le moteur sur les conducteurs appropriés.



JAUNE (6)



SÉCHEUSES À GAZ OU ÉLECTRIQUES Ancien contacteur à connecteurs mâles non intégré Broche



Code de couleur



Commentaires



Action



N° de cosse Retirer et jeter le ﬁl de raccordement entre la cosse 4 du contacteur et la cosse mâle de protection de 1/4", connecter le ﬁl gris du faisceau à la cosse mâle de protection de 1/4"



Gris



L1



Gris



Cosse mâle de protection thermique de 1/4"



Rouge



Neutre



Rouge



5



Sertir sur le ﬁl rouge la cosse isolée de 1/8" et connecter à la cosse mâle 5 du contacteur



Bleu



1



Connecter à la cosse mâle 1 de 1/4"



2



Connecter à la cosse mâle 2 de 1/4"



6



Sertir sur le ﬁl jaune la cosse isolée de 1/8" et connecter à la cosse mâle 6 du contacteur



*Bleu (et blanc) **Noir (et marron) ***Jaune



* 



Contacteur à connecteurs mâles du moteur de rechange neuf



Faisceau existant de la machine Fonction



FIGURe 4



Élément chauﬀant Élément chauﬀant teur de mise en



Noir Jaune



Optionnel (absent des machines à commandes électroniques)



Certains modèles de sécheuse sont dotés d’un conducteur blanc joint au conducteur bleu. Les laisser connectés entre eux et les brancher à la même cosse.



** Certains modèles de sécheuse sont dotés d’un conducteur marron joint au conducteur noir. Les laisser connectés entre eux et les brancher à la même cosse. *** Les modèles de sécheuse équipés d’un interrupteur de mise en marche par bouton poussoir sont dotés d’un conducteur jaune. En l’absence de conducteur jaune, laisser cette borne sans connexion. N-MAR



7. Reconnecter le conducteur de terre. 8. Toutes les connexions de fils sont terminées à ce stade. Terminer le remontage de la sécheuse. 9. Réinstaller l’ensemble des pièces et panneaux.



Principal



Gris



Fusible thermique



Contacteur centrifuge



Moteur d’entraînement



Nouveau câblage du moteur de rechange :



VT-JN



Démarrage



1/3 CV



BL-BLC



1. La connexion n°5 du contacteur est un raccordement direct au bobinage principal/en régime permanent et au commun du contacteur centrifuge. 2. La connexion n°3 du contacteur est un raccordement direct au bobinage de phase/démarrage et au contact normalement fermé du contacteur centrifuge. 3. La connexion n°6 du contacteur est le contact normalement ouvert du contacteur centrifuge. 4. Les connexions n°1 et n°2 du contacteur sont les contacts normalement ouverts de l’élément chauffant. 5. La connexion n°4 du contacteur est seulement un point de jonction non connecté. W10408722B
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Installation Instructions - Hubbell Wiring Devices 

10 nov. 2012 - CONCRETE FLOOR BOX – Installation Instructions ... concrete covers are intended to keep concrete residue from entering box during pour and ...
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Installation Instructions - Hubbell Wiring Device-Kellems 

8 sept. 2010 - For feed-thru wiring within a wiring chamber, remove non-metallic dividers [6] as necessary. Pull and dress wires. If grounded metallic conduit ...
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Installation Instructions - Hubbell Wiring Device-Kellems | Electrical 

8 sept. 2010 - communications standards, the following instructions and any instructions ... NOTICE: Insure data/communications circuits are separated from ...
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Installation Instructions - Hubbell Wiring Device-Kellems | Electrical 

8 sept. 2010 - NOTICE: Insure data/communications circuits are separated from ... [9] with a continuous bead of electrical grade type RTV silicone sealant.
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Installation Instructions Directives de montage ... - Hubbell Wiring 

Este producto estÃ¡ certificado por NSFMR International para uso en Ã¡reas de procesamiento de alimentos expuestas a salpicaduras. Se reco-mienda seguir el siguiente procedimiento de limpieza: Â¡CUIDADO! - Usar solamente productos quÃmicos y solucio
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GANGABLE WALLBOX â€“ Installation Instructions - Hubbell Wiring 

... de datos/comunicaciones estÃ© separados de los circuitos de iluminaciÃ³n/energÃa de acuerdo con las exigencias de la Norma oficial mexicana NOM-001-SEDE.
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INSTALLATION AND OPERATING INSTRUCTIONS 

The Pass & Seymour/Legrand portable GFCIÊ¼s rugged construction allows it to be used in outdoor or indoor locations, where ground fault protection is desired.
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Installation instructions and User guide Instructions d 

Installation in Can ada must be in accordance with Natural Gas and Propane Installation Code, ...... cendre. Méthode 2 : La façon la plus facile de nettoyer le gril est de le faire juste après la cuisson, une fois le feu éteint. Portez un gant de bar
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installation instructions and owner's manual instructions d 

placed against an extended wall and the ability to remove the crisper pans is ...... REMARQUE : S'assurer de refixer la fiche technique derriÃ¨re la grille de la ...
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Installation and Operating Instructions Instructions de ... 

Ces instructions de service concernent le boÃ®tier vide CP S/G. Tout usinage et toute ... contrÃ´le du modÃ¨le type et la sociÃ©tÃ© responsable de l'usinage est alors ...
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Owner's Manual and Installation Instructions Operating Instructions 

product, check with the company handling the disposal about what to do. ... removed by rubbing a small amount of liquid dish soap over the adhesive with your ...
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installation instructions and owner's manual instructions d'installation 

All safety messages will follow the safety alert symbol and either the word “DANGER” or .... temperature ranges from a minimum of 55°F (13°C) to a maximum.
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Owner's Manual and Installation Instructions Operating Instructions 

Remove tape and any labels from your ice maker before ..... which filter will suit your application. ..... Ã‰vitez le contact avec les piÃ¨ces mobiles du mÃ©canisme.
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Installation instructions and User guide Instructions d 

ventilated and have at least 60 square inches open area for a ... 120 square inches of open area equally distributed. Caution! ..... stainless steel basket. â–¡. â–¡.
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safety and installation instructions important instructions ... - Anixter 

Install 900Âµm fan-out kit per manufacturer's instructions and place bare fiber protective boot on assembly and slide back. Ensure at least 2" of 250Âµm coated ...
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Owner's Manual and Installation Instructions Operating Instructions 

Clean the ice making system per the instructions on pages 7 ..... for more great GE Appliances products and take advantage of all our on-line support ... You can purchase it on-line anytime, or call 800.626.2224 during normal business hours.
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Warning and Installation Instructions - Legrand 

WARNING: IMPROPER WIRING OF ANY ELECTRICAL WIRING DEVICE CAN CAUSE. SERIOUS ... Mount outlet in box using mounting screws supplied.
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INSTALLATION INSTRUCTIONS AND OWNER'S MANUAL 

If your refrigerator without doors does not pass through the doorway, you may .... Firmly push the handle toward the door until the handle base is flush against ...
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Installation Operation and Maintenance Instructions 

2 sept. 2016 - age access. The sealed .... Install the rear access cover with the vent tube coming out the upper .... age (à partir de l'étiquette à son extrémité) ...
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Installation Operation and Maintenance Instructions 

The owners manual is shipped inside the product in a plastic bag along .... room, out of direct sunlight and away from heating ducts or registers. Do not place the ...
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Installation instructions and User guide 

Do Not store or use gasoline or any other flammable vapors and liquids in the .... all parts of the unit are firmly in place and that the grill is stable (can't be tipped.
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Installation instructions and User guide 

Spiders and insects can nest in the grill burners , causing gas not to flow ...... brush in a mixture of 2 cups of tap water and 1/2 cup of vinegar and scrub the hot ...
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Owner's Manual and Installation Instructions 

knowledge can use this appliance only if they are supervised or have been given instructions on safe use and understand the hazards involved. â–¡ This ...
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Installation Operation and Maintenance Instructions 

Dealer's name and address ...... walls, or in the form of droplets of ice or â€œiciclesâ€�... especial- ly in hot or .... 800.223.3900 for directions on how to obtain warranty.
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