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installation - CapHector

When installing the front seat outer belt, take care that the wiring does not interfere with other parts and is not pinched between other parts. 1. INSTALL FRONT ... 
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BO-125 BODY



-



SEAT BELT PRETENSIONER BO2UU-01



INSTALLATION NOTICE:  Never use seat belt pretensioner from another vehicle. When replacing parts, replace them with new parts.  Make sure that the front seat outer belt is installed with the specified torque.  If the front seat outer belt has been dropped, or there are cracks, dents or other defects in the case or connector, replace the front seat outer belt with a new one.  When installing the front seat outer belt, take care that the wiring does not interfere with other parts and is not pinched between other parts. 1. INSTALL FRONT SEAT OUTER BELT (a) Install the retractor of front seat outer belt with the 2 bolts. Torque: Upper bolt: 4.7 N·m (48 kgf·cm, 42 in.·lbf) Lower bolt: 41 N·m (420 kgf·cm, 30 ft·lbf) (b) (c)



Connect the pretensioner connector as shown in the illustration. 4-Door vehicle: Install the front seat shoulder anchor with the bolt. Torque: 41 N·m (420 kgf·cm, 30 ft·lbf)



H11075



2.



2-Door vehicle: INSTALL CENTER PILLAR TO FLOOR REINFORCEMENT Install the center pillar to floor reinforcement with the 5 bolts and 2 nuts.



H12902



3.



7 Clips 2 Clips



(a) (b) (c)



2-Door vehicle: INSTALL ROOF SIDE INNER GARNISH Install the roof side inner garnish to the body. Install the clip. Install the front seat outer belt shoulder anchor with the bolt. Torque: 41 N·m (420 kgf·cm, 30 ft·lbf)
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BO-126 BODY



4. (a) (b) (c)



-



SEAT BELT PRETENSIONER



4-Door vehicle: INSTALL CENTER PILLAR LOWER GARNISH Install the center pillar lower garnish to the body. Install the front seat outer belt floor anchor with the bolt. Torque: 41 N·m (420 kgf·cm, 30 ft·lbf) Install the front seat outer belt floor anchor cover cap.



H13438



5. (a) (b)



(c) 8 Clips 3 Clips



H12876



6.



7.



8. 9. 10.



2-Door vehicle: INSTALL QUARTER TRIM Install the quarter trim to the body. w/ Split type rear seat: Install the rear seatback hinge with the bolt. Torque: 41 N·m (420 kgf·cm, 30 ft·lbf) Install the rear seat outer belt floor anchor with the bolt. Torque: 41 N·m (420 kgf·cm, 30 ft·lbf) 2-Door vehicle: INSTALL REAR SEATBACK (See page BO-104 or BO-109 ) 2-Door vehicle: INSTALL REAR SEAT CUSHION (See page BO-104 or BO-109 ) 2-Door vehicle: INSTALL FRONT DOOR OPENING TRIM 4-Door vehicle: INSTALL REAR DOOR SCUFF PLATE INSTALL FRONT DOOR SCUFF PLATE



2002 ECHO (RM884U)



Author:



Date:
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installation - CapHector 

INSTALLATION. 1. INSTALL WASHER NOZZLES. (a) Install the washer nozzles to the hood. (b) Connect the washer hoses. 2. INSTALL OUTER FRONT COWL ...
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installation - CapHector 

(c) Install the suspension member with the 4 bolts. Torque: Bolt A: 70 NÂ·m (715 kgfÂ·cm, 52 ftÂ·lbf). Bolt B: 116 NÂ·m (1,185 kgfÂ·cm, 86 ftÂ·lbf). 3. Power steering:.
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installation - CapHector 

INSTALLATION. 1. INSTALL ELECTRIC COOLING FAN TO RADIATOR. Install the cooling fan with the 3 bolts. Torque: 7.5 NÂ·m (80 kgfÂ·cm, 66 in.Â·lbf). 2. INSTALL ...
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installation - CapHector 

CONNECT DISCHARGE AND SUCTION HOSES FROM. COMPRESSOR. (a) Lubricate 2 new O-rings with compressor oil and install them to the both hoses.
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installation - CapHector 

(a) Install the floor shift assembly with the 4 bolts. Torque: 12 NÂ·m (120 kgfÂ·cm, 9 ftÂ·lbf). (b) Install the wire harness clamps to the shift lever plate. (c) Shift the shift ...
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installation - CapHector 

INSTALLATION. 1. INSTALL STARTER. (a) Install the 2 bolts and starter. (b) Connect the starter wire, and install the nut. (c) Connect the starter connector. 2.










 


[image: alt]





inspection - CapHector 

Inspect the disassembled parts for wear, rust or damage. 2. MEASURE BRAKE SHOE LINING THICKNESS. Using a ruler, measure the shoe lining thickness.
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inspection - CapHector 

I12354. LOCK. UNLOCK. BE-68. -. BODY ELECTRICAL. POWER DOOR LOCK CONTROL SYSTEM. 1272. Author : Date : 2002 ECHO (RM884U). INSPECTION.
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reassembly - CapHector 

(b) Install the coil spring to the shock absorber. HINT: Fit the lower end of the coil spring into the gap of the spring low- er seat. (c) Install the upper insulator with ...
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removal - CapHector 

BO-76. -. BODY. INSTRUMENT PANEL. 1396. Author : Date : 2002 ECHO (RM884U). REMOVAL. 1. REMOVE FRONT DOOR SCUFF PLATE. (a) Insert a ...
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inspection - CapHector 

(a) Fasten the front seat belts. (b) Drive the car at 10 mph (16 km/h) and slam on the brakes. Check that the belt locks and cannot be extended at this time. HINT:.
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reassembly - CapHector 

NOTICE: Be careful not to damage the serrations. (c) Install the spacer. (d) Coat a new oil seal lip with molybdenum disulfide lithium base grease. (e) Using SST ...
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disassembly - CapHector 

ROLLER BEARING, SPACER AND SYNCHRONIZER. RING FROM INPUT SHAFT. (a) Using SST and a press, remove the rear ball bearing and. 4th gear. SST.
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inspection - CapHector 

(On vehicle). Injector. SF09K-07. S05359. Fuel Tube Connector ... INSPECTION. 1. INSPECT INJECTOR INSPECTION. CAUTION: Keep injector clear of sparks ...
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disassembly - CapHector 

EM-63. 677. Author : Date : 2002 ECHO (RM884U). DISASSEMBLY. 1. M/T: REMOVE FLYWHEEL. 2. A/T: ... 0.36 mm (0.0142 in.) If the thrust clearance is greater than maximum, replace the ... 1ST 15 NÂ·m (150 kgfÂ·cm, 11 ftÂ·lbf). 2ND Turn 90 Â°.
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disassembly - CapHector 

REMOVE MAGNETIC SWITCH ... (b) Remove the 2 nuts holding the magnetic switch to the ... Remove the plate, 3 planetary gears and plate washer. 7.
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adjustment - CapHector 

ADJUSTMENT. 1. ADJUST DOOR IN FORWARD/ REARWARD AND VER-. TICAL DIRECTIONS. (a) Remove the front and rear door scuff plates. (b) Remove ...
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inspection - CapHector 

75.000 - 75.013 mm (2.95275 - 2.95326 in.) Maximum diameter: 75.013 mm (2.95326 in.) If the diameter is greater than maximum, replace the cylinder block. 6.
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disassembly - CapHector 

(a) Remove the door inside handle in order A, B as shown in the illustration. (b) Disconnect the door lock cable from the door inside han- dle. 8. REMOVE PULL ...
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reassembly - CapHector 

INSTALL NEW O-RINGS AND TANKS. (a) After checking that there are no foreign objects in the lock plate groove, install the new O-ring without twisting it. HINT:.
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inspection - CapHector 

Try to rotate the clutch pinion gear counter- clockwise and check that it locks. If necessary, replace the starter clutch. 13. INSPECT MAGNETIC SWITCH.










 


[image: alt]





Performance ... - CapHector 

Conditions (a), (b) and (c) continue 10 sec. or more with engine speed 900 rpm or less: (2 trip detection logic). (a) Throttle valve fully closed. (b) Mass air flow ...
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pre-check - CapHector 

Alarming time. 60 seconds. Alarming output. Continuous 0.4 secs.: (ON). 0.4 secs.: (OFF). HINT: In the arming condition when either of doors is unlocked with.
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clutch pedal - CapHector 

CHECK THAT PEDAL FREE PLAY AND PUSH ROD. PLAY ARE CORRECT. (a) Push in on the pedal until the beginning of clutch resis- tance is felt. Pedal free ...
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