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Mac driver for Evolis card printer



Installation Guide Rev 2.0.00 – February 2005 – English version



Welcome To the world of plastic card printing. We thank you for choosing our Evolis printers to issue your plastic cards. You have everything on hand to personalize your plastic cards. Discover all the possibilities of the Evolis Card Printers and enjoy it.
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Driver Installation



The different stages of the driver installation : 1. Insert the CD-ROM in the CD-ROM drive. 2. Double click on the file « /DRIVERS/EvolisCardPrinter.pkg » and follow the instructions (see chapter « Copying Evolis pilot files »). 3. Restart your Mac with the printer connected to the USB port. 4. From the « Printing centre », install the driver by following the procedure described in the chapter 4 « Evolis Driver installation ». You are now able to use and print your badges from your application.
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Copy of the Evolis Driver files



The first step to installing the New Pebble driver is to copy the files in the appropriate directory. Double click on the « EvolisCardPrinter.pkg » file in the « /Driver » repertoire of the CD-ROM.



2.1 Welcome page You must have administrator status to be able to install the driver.



Click on the « Continue » button



Choose the destination disk. Click on the « Continue » button
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Click on «Upgrade» to copy the files



Enter your password. Click on « OK ».
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2.2 File copy Note! The « evolis-pebbleF.ppd » and « evolis-pebbleE.ppd » files are copied in the /usr/share/cups/model directory. The « rastertoevolis » file is copied in the /usr/libexec/cups/filter directory.



Warning, the computer will restart at the end of the installation procedure. Click on the « continue installation » button to proceed



2.3 Restart your Mac Before restarting your Mac, connect the New Pebble printer via the USB port and start it. A port called « Pebble » will automatically be created by the Mac OSX.



Click on the « restart » button to detect the USB Evolis port.
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Evolis Driver installation



3.1 Open the « Printing centre »



Press the « Alt » key (or « Option » key depending on your keyboard) and click on the « Add » button.



3.2 Select the « advanced » menu from the « menu » list
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3.3 Select the « Pebble » menu from the « Device » list



3.4 Select the « EVOLIS » menu from the « printer model » list.
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3.5 Click on the « Add » button



Select the end user language and click on the « Add » button



3.6 The printer is now listed in the printing centre and is accessible from the applications
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Driver options



In the fold down menu choose « Printer features ».



4.1 Feature Sets – Set 1 Set 1 feature set allows you to define : • • • • •



Ink Type Orientation YMCKO half (1/2 panel ribbon) detect auto YMCKO half start printing Media Type
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Ink type



YMCKO : 5 panel color ribbon (Yellow, Magenta, Cyan, Black and varnished Overlay). This ribbon can print 200 cards. The YMC panel length is higher than the card size. This allow you to print a full card in color, covering the whole surface. YMCKO Short (also called ½ panel YMCKO) : 5 panel color ribbon (Yellow, Magenta, Cyan, Black and varnished Overlay). This ribbon can print 400 cards. The YMC panel length lower than the card size. It consist on 40mm of printing area applied on the card, instead of 85mm with standard color ribbon. The Black and varnished Overlay panel cover the whole card surface. KO: This 2 panel thermal transfer monochrome ribbon (black and varnish) will allow you to print 500 cards. Black, Blue, Gold… monochrome ribbons Those ribbons are not split into panels. They are continuous single colour ribbons. You should select the colour according to the ribbon installed in the printer. This will ensure an appropriate printer setting. Such a monochrome continuous ribbon can print up to 1000 cards.
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Orientation:



This option allows you to rotate the printing. Values are :0°, 90°, 180° or 270°



YMCKO half detect auto: If you want to use a YMCKO ½ panel ribbon, you should select this option.



YMCKO half start printing at:



Normally, when you use YMCKO ½ panel ribbon, the driver will automatically detect the first coloured pixel and start printing a 40 mm length picture from this position. You can define the coloured printing area by yourself. Enter the distance between the card edge and the coloured picture in that input field.
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Media type:



Here you can specify the type of card you will print : White (blank) card, Hico Magnetic stripe card, Loco Magnetic stripe card, Smart card or Contactless card



4.2 Feature sets - Tool This diagnostic menu will help you to check your printer, directly from the driver : z z z z



Print a Test Card Eject a Card Adjust the Printer Clean the Printer
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Print a Test Card : This command prints out the printer’s test card in order to check : • Whether it works well • Its adjustment parameters



NOTE! A ribbon must be installed in the printer and a card must be present in the loader for the test card printing process to be carried out.



Eject a Card : This command ejects a card that would stay in the printer. This prevents the user from inserting his hands in the printer to remove it. Keep away from rollers and print head (very hot surface).



Adjust the printer : This command automatically adjusts all the electronic parts of the printer (sensors, ...). This command has to be used only in case of an incident appearing during the printing process such as: • •



Error in ribbon management Error during card transport



Clean the printer : This command activates the printer cleaning process. It enables : • The vital organs of the printer to be cleaned (drag rollers, thermal head …). • Good printing quality to be assured.



NOTE! The printer should be cleaned each time the printing ribbon is changed. Warranty is valid only if cleaning cycles have been performed on a regular basis. Please check User’s Guide to know more about it.
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4.3 Feature Sets – Options YMC Panels



Black Substitution No used: The black panel of the YMCKO ribbon is not used during the printing. All the black elements of the card will be printed in grey scale thanks to yellow, magenta and cyan colour panels. All black dots: The black objects of picture are printed from the black resine panel of the YMCKO ribbon.



Colour smoothness Three image treatment levels to smooth the colour variations. The smoothing is more or less considerable, and depends on the treatment chosen. The « Very high » option is advised for colours breakdowns.



Soften This option allows you to soften colour variations. They are more soften and less contrasted



Luminosity Increases or reduces the base of a colour (dull to bright).



Contrast Increases or decreases the colour difference between two shades of colours that follow each after the other (image sharpness).
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4.4 Feature Sets – Options Black Panel



Effect Gray Increases or decreases the colour difference between two shades of colours that follow each after the other (image sharpness). Gray scale effect. Line mode This is the simplest treatment, which gives two printing levels (Black & White).



NOTE! This option is only valid for the Monochrome and KO ribbons.



Print quality You can select the print quality from Draft mode to Higher quality.



NOTE! The better the quality of the printout, the slower the printing process.



Sensibility Increases or reduces the black ink in the printing (printing fineness).
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4.5 Feature Sets – Options Overlay Panel 1 & 2



Define Full overlay The whole of the surface of the card is protected by the varnished overlay. No overlay No protective varnish is laid on the card (faster deterioration of the printout on the card). SmartCard AFNOR (Chip contact card) The varnish is not laid when the chip is set to the AFNOR position. SmartCard ISO (Chip contact card) The varnish is not laid when the chip is set to the ISO position. Magnetic stripe The varnish is not laid on the position of the magnetic track. Overlay area (Selected area) The varnish is not laid on the position according to the Black and White parameters. Varnish will cover the ‘black areas’ only.



1 to 8 fields Here you can adjust the Black and White parameters for the Overlay position
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Sensibility Increases or reduces the laying of varnish on the printout. By increasing the value, the varnish takes on a granular, matt appearance.
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Diagnostic Tools



Evolis developed a dedicated tool for printer dialog and diagnostic.



Diagnostic Tool installation Double click on the "evolisApp.pkg" file located on the CD-Rom, in the "/Tool" directory to install the application on your computer, and follow the instructions



Click on Continue to install



“ReadMe” file can be either printed (Print) or stored (Save) in your computer. After this, Click on Continue.
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Select the Hard Disk Unit on which you want to install the software and click on Continue



Click on Upgrade to continue. The software will be installed on the selected disk drive.



Installation has been successfully completed. Click on Close to exit the installation tool.
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Diagnostic Tool operation This tool is available from the Application menu/Evolis. Click on Evolis to launch the « Evolis Card Printer Tools »



Command This area is dedicated to the printer dialog. This will help you to send ESCape statements and get feed back from the printing device. Be careful, inappropriate use of ESCape commands could disturb printer settings, creating damage on hardware modules. Execute button Click on this button to transfer an ESCape command to the printer Answer After a command has been sent, the feed back will be displayed in this Answer field.



Identify Click on this button to retrieve both Type of Printer, Printer Serial Number, Printhead Kit Number, Current Firmware version installed in the printer.



Upgrade Click on this button to launch a firmware upgrade of the device.



NOTE! Please make sure you will download a .firm file
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Track 1, 2, 3 Those fields will help you to perform magnetic test on your cards. Track content will be displayed in the dedicated track field. Encode Enter you data string in the appropriate Track fields and Click on the Encode button Read Click on the Read button to read the content of the card’s magnetic stripe. Results will be displayed in the respective Track fields. Eject Click on this button to release the card and eject it from the printer.
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Help & Support



Consult the Printer User’s Guide delivered herewith for any queries you might have concerning the use of Evolis printers. You can also consult the Evolis Web Site at the address www.evolis.com.
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