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Installation Guide

VONN highly recommends to use a qualified, licensed electrician to install the fixture. VONN recommends to install the fixture on its own independent circuit. Do not install the fixture on the same circuit with other appliances, or. HVAC systems. DO NOT CUT WIRES attached to the fixture under any circumstance. 
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Installation Guide LED INFO & WARNINGS • Please read and comprehend the entire manual before attempting to assemble, operate, or install the product. • Make sure that you have all necessary parts by checking the parts list. If any part is missing or damaged, please contact VONN Lighting Customer Service at 888-604-8666 for a replacement. • All parts must be used as indicated in these instructions. Do not substitute any parts, leave parts out, or use any parts that are worn or broken. • Inspect the LED fixture prior to installation to make sure that it has not been damaged during shipping. • Please handle the LED light with care when unpacking. Do not apply pressure to the LEDʼs, do not open any factory sealed compartments, and do not touch the LEDs with your hands.



VONN Lighting Model: VMC34912



VONN highly recommends to use a qualified, licensed electrician to install the fixture. • VONN recommends to install the fixture on its own independent circuit. Do not install the fixture on the same circuit with other appliances, or HVAC systems. • Do not remove or replace VONN manufactured driver that is provided with the fixture. DO NOT CUT WIRES attached to the fixture under any circumstance. Cutting wires will VOID your warranty. Excess cable should be neatly looped and tucked into the canopy. • Please remove the canopy from the box prior to the fixture body. Failure to do so can potentially lead to cables getting tangled. • VONN recommends ELV (Electric Low Voltage) type dimmers for this fixture. • Shut “OFF” the electricity at main fuse box. • Place the wall switch in the “OFF” position of the room you are installing the fixture.



Circuit Box



Parts List A



B



C



D



E



F



G



A. Canopy Cover B. Plastic Anchors x 4 C. Anchor Screws x 4 D. Outlet Screws x 3 E. Wire Connectors x 3 F. Ground Screw x 1 G. Canopy Cover Screws x 3



ON



Tools You May Need



GOGGLES



TAPE MEASURE



RUBBER GLOVES



PHILLIPS SCREW DRIVER



DRILL LADDER
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Fixture Diagram



Outlet Box



G Canopy cover screws



A Canopy Cover



E Wire Connector



Ceiling



B Plastic Anchor



F Ground Screw C Anchor Screw



D Outlet Screw



Canopy



Locking Pin



Cable
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Step 1. Adjust Height



Locking Pin



Cable



The length of the cable is adjustable. To determine the proper length of the ﬁxture, hold the ﬁxture canopy up against the outlet box in the ceiling to adjust the cable.



Depress locking pin on the canopy, hold pin in place, and pull down or push up on the cable. Repeat step for each cable.



Locking Pin Allen Key



Once the desired height is established, lock cable with locking nut inside canopy.



Installer Tip (1): It is recommended that two installers are required to adjust the height of the ﬁxture. One installer to hold the ﬁxture, and the second installer to adjust the cables.
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Step 2. Install Canopy Cover Outlet Box Ceiling A Canopy Cover



Raise canopy cover (A) to the ceiling. Mark location for the plastic anchors (B). Use drill to drill holes for plastic anchors (B). Insert plastic anchors (B) into hole.



Outlet Box B Plastic Anchor



Ceiling



D Outlet Screw



C Anchor Screw



Attach canopy cover (A) to outlet box with outlet screws (D). Screw anchor screws (C) into plastic anchors (B) to secure canopy cover (A).
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Step 3. Connect Wires



A Canopy Cover Black (Line Wire)



White (Neutral Wire)



F Ground Screw



Ceiling



E Wire Connector



Bare Copper (Ground Wire)



Supply Wires: Connect Black (Line Wire) from ﬁxture to Black (Hot Wire) from outlet box. Connect White (Neutral Wire) from ﬁxture to White (Neutral Wire) from outlet box. Ground Wires: Connect Bare Copper (Ground Wire) from ﬁxture to Green or Bare Copper (Ground Wire) from outlet box. Twist wires together clockwise and secure with wire connector (E). Installer Tip (2): If ground wire is not available in outlet box, then secure Bare Copper (Ground Wire) from ﬁxture to ground screw (F) on canopy cover (A). Installer Tip (3): It is recommended that two installers are required to install the ﬁxture. One installer to hold the ﬁxture, and the second installer to connect the wires. © VONN Lighting,2017



Step 4. Mount Fixture Outlet Box G Canopy Screws A Canopy Cover



Canopy



Attach canopy to canopy cover (A). Twist canopy to lock ﬁxture in place. Secure canopy with canopy screws (G).



Step 5. Turn Power ON Turn electricity “ON” at main fuse box. Place the recommended ELV type dimmer switch in the “ON” position to test the ﬁxture.



Circuit Box ON



ON
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Guide d’installation INFORMATIONS ET MISES EN GARDE POUR LES DEL • Veuillez lire et comprendre l’ensemble du manuel avant de procéder à l’assemblage, d'utiliser ou d'installer le produit. • Assurez-vous que vous êtes bien en possession de toutes les pièces nécessaires en vérifiant la liste des pièces. Si vous constatez qu’une pièce est manquante ou endommagée, contactez le service client de VONN Lighting au 888-604-8666 pour son remplacement. • Chacune des pièces doit être utilisée conformément à ces instructions. Ne remplacez ni oubliez aucune pièce et n’utilisez aucune pièce usée ou cassée.



Vonn Lighting Modèle: VMC34912



• Vérifiez l'appareil DEL avant l'installation pour vous assurer qu'il n'a pas été endommagé au cours de son transport. • Manipulez la DEL avec précaution lors du déballage. N’appliquez aucune pression sur les DEL, n'ouvrez aucun compartiment scellé en usine et ne touchez pas les DEL avec vos mains. VONN Lighting conseille vivement de faire appel à un électricien professionnel pour l’installation de l'appareil. • VONN recommande de monter le luminaire sur un circuit indépendant. N’installez pas le luminaire sur le même circuit que des appareils électroménagers ou systèmes VMC. • Ne supprimez pas ni remplacez le mécanisme VONN d’origine fourni avec le luminaire.



C



NE SECTIONNEZ en aucun cas les câbles reliés au luminaire !! Tout sectionnement de câble ANNULERA automatiquement la garantie. Les câbles qui dépassent doivent être soigneusement mis en boucle et glissés à l’intérieur de l'auvent. • Retirez l'auvent de son emballage avant d’en extraire le corps du luminaire. Vous éviterez de la sorte que les câbles ne s’emmêlent. • VONN recommande pour ce luminaire des variateurs de type BT (basse tension). • Coupez l’alimentation électrique directement à l'armoire à fusibles.



Liste des pièces



• Placez le commutateur mural de la pièce où vous installez le luminaire en position « OFF ».



Boitier de circuit électrique



A



B



C



D



E



F



G



A. Support de l'auvent B. Chevilles plastique x 4 C. Vis d'ancrage x 4 D. Vis de boîtier x 3 E. Connecteur de fils x 3 F. Vis de mise à la terre x 1 G. Vis du support de l'auvent x 3



ARRÊT (OFF)



MARCHE (ON)



ARRÊT (OFF)



Les outils dont vous pourriez avoir besoin



LUNETTES DE PROTECTION



MÈTRE RUBAN



GANTS EN CAOUTCHOUC



TOURNEVIS CRUCIFORME



PERCEUSE ÉCHELLE
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Schéma de montage



Boîtier de raccordement électrique



G Vis de support



Plafond



B Cheville plastique



de l'auvent



A Support



de l'auvent



E Connecteur



de mise F Vis à la terre



C Vis d'ancrage



de fils



D Vis de boîtier



Auvent



Goujon de verrouillage



Câble
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Étape n° 1. Ajustez la hauteur



Goujon de verrouillage



Câble



La longueur du câble est ajustable. Pour déterminer la bonne longueur du luminaire, maintenez l'auvent de l'appareil contre le boîtier de raccordement du plafond et réglez la longueur du câble. Appuyez sur le goujon de verrouillage de l'auvent, maintenez-le en place, puis abaissez ou relevez le câble. Répétez l'opération pour chaque câble.



Goujon de verrouillage Clé Allen (hexagonale)



Une fois la hauteur ajustée, verrouillez le câble à l’aide de l'écrou de serrage situé à l'intérieur de l'auvent.



Conseil de montage (1) : Il est préférable que l’ajustement de la hauteur du luminaire soit réalisé par deux personnes. La première peut ainsi tenir le luminaire, tandis que l’autre peut ajuster
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Étape n° 2. Installez le capot de l'auvent Boîtier de raccordement électrique Plafond A Support de l'auvent



Soulevez le capot (A) au plafond. Marquez les emplacements des chevilles plastique (B). Percez des trous pour les chevilles plastique à l’aide d’une perceuse (B). Insérez les chevilles plastique (B) dans les trous.



Boîtier de raccordement électrique B Cheville plastique



Plafond



C Vis d'ancrage de raccordement D Vis électrique



Fixez le support de l'auvent (A) au boîtier de raccordement électrique à l’aide des vis du support de l'auvent (D). Vissez les vis d'ancrage (D) dans les chevilles plastique (B) pour ﬁxer le support de l'auvent (A).
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Étape n° 3. Connectez les câbles électriques



A Support de l'auvent Noir (Phase)



Blanc (Neutre)



F Vis de mise



Plafond



à la terre



E Connecteur de fils



Cuivre nu (terre)



Câbles d'alimentation : Connectez le câble noir (phase) du luminaire au câble noir (alimentation) du boîtier de raccordement électrique. Connectez le câble blanc (neutre) du luminaire au câble blanc (neutre) du boîtier de raccordement électrique. Câbles de mise à la terre : Connectez le cuivre nu (terre) du luminaire au câble vert ou de cuivre nu (terre) du boîtier de raccordement électrique. Torsadez les câbles dans le sens des aiguilles d'une montre et ﬁxez-les à l’aide des connecteurs de ﬁls (E). Conseil de montage (2) : Si le boîtier de raccordement électrique ne dispose pas de câble de mise à la terre, ﬁxez le câble de cuivre nu (terre) du luminaire à la vis de mise à la terre (F) située sur le support de l'auvent (A). Conseil de montage (3) : Il est préférable que le montage du luminaire soit réalisé par deux personnes. La première peut ainsi tenir le luminaire, tandis que l’autre peut connecter les câbles.
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Étape n° 4. Montage du luminaire Boîtier de raccordement électrique G Vis de support de l'auvent A Support



de l'auvent



Auvent



Fixez l'auvent à son support (A). Donnez un tour à l'auvent pour le verrouiller. Fixez-le avec ses vis (G).



Étape n° 5. Mise sous tension Rétablissez le courant au niveau du boitier à fusibles. Basculez l’interrupteur de type BT dans la position « MARCHE » aﬁn de tester le luminaire.



Boitier de circuit électrique ARRÊT (OFF)



MARCHE (ON)



ARRÊT (OFF)
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INSTALLATION GUIDE 

rating plate is located on the bottom of the control panel, at the far right, .... SIDE VIEW. *Without .... parte inferior del montaje del panel de control, en el extremo.
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Installation Guide 

Los números de productos seguidos de ... without notice, as specified in the Price Book. ..... Debido a la naturaleza de las instalaciones bajo cubierta, Kohler.










 


[image: alt]





installation guide 

... work or if your local electrical code requires professional installation! ..... Allineare i quattro fori per viti sul modulo ottico con i quattro fori del mozzo del ...
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Installation Guide 

flujo en un sistema de ducha existente, verifique la compatibilidad antes de su ducha. No utilice este producto de bajo flujo Kohler con una vÃ¡lvula de ducha ...
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Installation Guide 

Twist ends of stripped wires together as per schematic. â€¢ Twist on wire connectors clockwise until secure. â€¢ Connect green ground wire to bare wire, and mount to ...
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Installation Guide 

or Bare Copper (Ground Wire) from outlet box. Twist wires together clockwise and secure with wire connector (E). Installer Tip (2): If ground wire is not available in outlet box, then secure Bare Copper (Ground Wire) from fixture to ground screw (F) 
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INSTALLATION GUIDE 

STANDARD INSTALLATION. E. FRONT VIEW. SIDE VIEW. NOTE: 24" (610) and 30" (762) models require the same opening dimensions. 1711/16". (449).
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Installation Guide 

perÃ§age (figure 1). 2. (Optionnel) Si vous dÃ©sirez passer les cÃ¢blages par la surface d'installation, percez ... Tighten the screw after completing the adjustment. 2) ...
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installation guide 

when the door is open or through the window of glass door models. GRILLE .... socket, turn the 3/8" hex bolt clockwise to raise the unit or counterclockwise to ...
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INSTALLATION GUIDE 

The oven door must be open to view the rating plate. Refer to the illustration .... produzcan heridas graves o incluso la muerte si no se siguen las precauciones.
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GUIDE installation 

rants vagabonds. Des tirants en acier de type trapÃ©zoÃ¯dal fixÃ©s solidement Ã  l'armature en acier du bÃ¢timent assurent gÃ©nÃ©ralement une mise Ã  la terre sÃ»re.
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Installation Guide 

Vis d'ancrage x 4. Chevilles plastique x 5. Guide d'installation. Assurez-vous que vous Ãªtes bien en possession de toutes les piÃ¨ces nÃ©cessaires en vÃ©rifiant la liste des piÃ¨ces. Si vous constatez qu'une piÃ¨ce est manquante ou endommagÃ©e, cont
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GUIDE installation 

Cablofil, the inventor of wire mesh cable tray is a revolutionary cable management system that provides exceptional strength combined with the flexibility to adapt easily to field requirements. installation is easier since wire mesh requires fewer pa










 


[image: alt]





Installation Guide 

O-ring over the faucet supply hoses and place into the groove in the underside of the faucet body (not shown). For all installations: Feed the faucet supply hoses ...
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INSTALLATION GUIDE 

antenna of a different type or with a gain higher than 2.14 dBi is strictly ... every application using the MGM12P will need to perform the radio EMC tests on the ...
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Installation Guide 

immediately, protect the end connector with tape or other shielding material. ... NOTICE: Do not pinch, nail, wedge, or use undue force when handling the silver crossover ... If additional equipment is to be connected downstream of this device,.
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Installation Guide 

minimum of 69Â¹â�µâ�„â‚�â‚†" (177.6 cm) high, 22Â¹â�„â‚�â‚†" (56.0 cm) wide, and. 21â�·â�„â‚ˆ" (55.5 cm) ... is open air, allow a minimum of 7â�·â�„â‚ˆ" (20.0 cm) above the refrigerator.
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Installation Guide 

Kohler Co. reserves the right to make revisions in the design of trip levers without notice, as specified within the Price Book. Adjustable. Wrench. 1017838-2-C. 2.
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Installation Guide 

6 On the Notification Service Plugin page, accept the default (1840) or enter a port for the plugin, and .... The BMC Impact Solutions Documentation is a .pdf of all manuals that support the .... mode of the installation program, in this case, silent
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Installation Guide 

VONN Lighting,2017. Guide d'installation. C. MARCHE (ON). ARRÊT (OFF). ARRÊT (OFF). VONN Lighting. Modèle: VMC34912. Les outils dont vous pourriez avoir besoin. LUNETTES. DE PROTECTION. MÈTRE RUBAN. GANTS EN. CAOUTCHOUC. TOURNEVIS. CRUCIFORME. ÉCHELL
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Installation Guide 

design des robinets et ceci sans préavis, comme spécifié dans le catalogue des prix. Clé à molette. Clé à sangle. Joint d'étanchéité pour filetage. Mastic de.
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Installation Guide 

Distance between centerline to holes 12-13/16" (324.65 mm). Distance ... and the floor line with the floor of the cutout. Tape it into ... Floor Line of Cutout Opening.
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Installation Guide 

(1-800-456-4537) from within the USA and Canada, or 001-877-680-1310 from within Mexico. Tools and Materials. Before You Begin. Shut off the main water ...
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Installation Guide 

Page 1. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11. Page 12. Page 13. Page 14. Page 15. Page 16. Page 17. Page 18 ...
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