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Installation Instructions - Floors To Your Home

Renovation: â€¢ Remove any damp-porous floor covering (carpet, needle felt, etc.) first. .... We recommend Performance Accessoriesâ„¢ Hard Surface Cleaner or plain water to clean when damp maintenance is necessary. â€¢ Never use wax ... 9881, option 3. IMPORTANT HEALTH NOTICE FOR MINNESOTA RESIDENTS ONLY:. 
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Installation Instructions GENERAL Uniclic® is a revolutionary system for installing laminate floors without using glue. The panels can be clicked together simply, thanks to the ingenious shape of the tongue and groove. Uniclic® is unique because you can install the planks in two different ways: Method A: Angle-In Installation. RECOMMENDED FOR MOST AREAS Position the plank to be installed at an angle of 20° to 30° to the plank already installed. Move the plank gently up and down while applying forward pressure. The plank will automatically click into place. You can either insert the tongue into the groove or the groove onto the tongue. See Diagrams 1A-1B-1C.



Method B: Flat Installation. USE WHEN METHOD A CANNOT BE USED With Uniclic® you can also tap the planks into each other without lifting using a Uniclic® tapping block (sold separately). To avoid damaging the planks, tap them together gradually with the tapping block flat on the floor. See Diagrams 2A-2B. Use this method only in cases where you are unable to use the Angle-In method (see above). The rest of your floor should be installed using the Angle-In method.



TOOLS FOR INSTALLING THE FLOOR For best results, follow the installation instructions above. In addition to the regular tools for installing laminate floors (i.e. hammer, saw, pencil, tape measure, level), you will also need the following accessories: • Installation kit (pull bar, spacers and Uniclic®-adapted tapping block) • UniFix® Tool (optional) • Saw: Cut pattern side-down when using a jigsaw, sabre saw or circular saw. Cut pattern side-up when using a laminate cutter, handsaw, table saw or crosscut saw. • Underlayment system • Finishing moldings • 100% silicone sealant



10 FOCUS POINTS 1. Thanks to the Uniclic® system, the floor floats and is installed without glue. You can walk on the floor during and immediately after installation. 2. With the Uniclic® system, you can choose where you want to begin. Think about what will be the easiest way to install the floor. For example, installation for right-handed people is optimal from left to right. 3. Make sure the planks are mixed sufficiently so that you do not end up with too many identical light or dark planks next to each other. 4. Check all planks in daylight before and during installation. Do not use any defective planks. 5. The floor should be installed parallel to how the light enters the room. The required conditions are 60°-85°F at a relative humidity of 35-65%. 6. Acclimation: All 7mm products must acclimate for 48 hours in its sealed packaging in the middle of the room where it is to be installed. Under normal conditions*, all other flooring requires no acclimation period. Outside of the normal conditions, let the planks acclimate for 48 hours in the unopened packaging at the normal room temperature in the middle of the room where the floor is to be installed. *Normal conditions means a difference of no more than 25°F and 20% relative humidity between the stocking/ transportation environment of the flooring and the final installation environment of the flooring. 7. Room humidity varies according to season, so it is vital that the floor is able to expand and contract. Be sure to leave a 3/8-inch minimum expansion joint on all sides of the floor, around pipes, thresholds, under doors and around any fixed objects (floor vents, kitchen islands, etc.) 8. Large rooms must have expansion joints every 40 feet width-wise to the planks and every 40 feet length-wise. An expansion joint is recommended between different rooms (e.g. under the door). Expansion joints can be finished by means of a molding that is attached to the subfloor. 9. Ensure that the end joints of the planks in two successive rows are never in line. Always ensure that the joints are staggered by at least 6 inches. 10. We recommend you purchase extra cartons for situations if you have some damaged pieces, miscalculate the room size, cut any pieces incorrectly or need replacement planks for future repairs. PREPARING THE ROOM • Mix planks from different cartons when installing to maximize the natural look of the floor. • Check that the doors can still open and close after the floor has been installed (minimum 3/8-inch). • Check whether the existing molding can be removed. You can also leave the wall base and finish the floor with accessory profiles. • Make sure the subfloor is flat. Any unevenness greater than 1/16-inch over the length of 40 inches must be smoothed out. • Make sure the subfloor is clean, dry and stable. • Flooring may be installed over radiant heat systems following special installation instructions. Contact your retailer for further details.



CONCRETE SUBFLOOR The moisture content of the concrete must be less than 5 lb/24 hr per 1000 sq ft (ASTM F1869) or 
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Sculpture Installation Instructions - Home Depot 

Perceuse. Pinces. Marteau. Lunettes de sÃ©curitÃ©. PRÃ‰PARATION DE L'APPAREIL. POUR L'INSTALLATION. 1. Presser les cÃ´tÃ©s du protÃ¨ge-fils - afin de le.
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installation instructions - The Home Depot 

Do not install Lithonia Track in damp or wet locations. 2. Do not install any part of the Lithonia Track system less than five feet above the floor. 3. Do not install any fixture assembly closer than six inches from any curtain, or similar combustibl
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Installation Instructions (Bow) - DIY Home Center 

Measure the opening from post to post to determine length of baluster rail section. Cut top and bottom 2x4 rails to appropriate length. F. Mesurer l'ouverture entre ...
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INSTALLATION INSTRUCTIONS IMPORTANT SAFETY ... - Home Depot 

and refer to them when additions or changes in the track configuration are made. 3. Disconnect electrical power before adding to or changing the configuration ...
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Installation Instructions (Belly) - DIY Home Center 

Cut a 4â€� block of 2x4 to use in measuring and creating the necessary 4â€� on-center gap. Mark points on top and bottom 2x4 rails. Place one end of the 4â€� block on ...
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FM2540-Home Guard Max Installation Instructions 

Contact Manufacturer at, 3649 Cane Run Road, Lou is ville, Ken tucky .... contact pit, piping or each other. B ...... HAUTEUR MANOMÉTRIQUE/DÉBIT TOTAUX.
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INSTALLATION INSTRUCTIONS IMPORTANT SAFETY ... - Home Depot 

cÃ´tÃ© que la gorge de polaritÃ© du rail. Si ce n'est pas le cas, enlever les 2 vis du couvercle et le couvercle, puis tourner le connecteur de 180Âº comme indiquÃ©.
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undercounter dishwasher installation instructions ... - Home Depot 

Raccordement au réseau électrique—Cordon d'alimentation................ 27 ...... une boucle et soit solidement fixé sous le compteur, ou qu'il soit raccordé à une ...
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FM2540-Home Guard Max Installation Instructions 

instalaciÃ³n de este producto requiere el uso de un dispositivo de prevenciÃ³n de contraflujo RPZ (Reduced Pressure Zone - Zona de presiÃ³n reducida).
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to download instructions for installation 

Now you have a choice as to how to proceed with the bushing replacement: Method 1- (Preferred), Bushing replacement without key mechanism disassembly.
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15.5" pedestal installation instructions instructions ... - The Home Depot 

Installation d'une laveuse/sÃ©cheuse nouveau. 1. DÃ©baller la laveuse/sÃ©cheuse et les placer Ã  proximitÃ© de l'emplacement d'installation prÃ©vu. 2. PrÃ©paration de ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Insert the large grease tray all the way under the back edge ..... I Si un conduit de raccordement flexible est utilisé, sa longueur ne doit pas dépasser 4 pi (121,9 ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

All safety messages will follow the safety alert symbol and either the word “DANGER” or ..... F. 6" (15.2 cm) min. clearance from both sides of range to side wall.
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29550 INSTRUCTIONS TO REKEY YOUR SMARTKEY LOCK. TO 

rÃ©ajuster le cylindre pour qu'il fonctionne avec une clÃ© Kwikset diffÃ©rente. Conservez ces instructions et l'outil Smartkey en cas de besoin pour rÃ©ajuster une nouvelle clÃ© sur votre verrou. (Remarque : le produit de pÃªne dormant est montrÃ©, m
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

ventilation system may cause ignition and combustion problems with this gas ...... Power Spare. RD. WH. BK WH. RD. Reignition. Module. Cooktop. Front View.










 


[image: alt]





INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to or ..... Use the following chart to find the exact orifice spud placement. Fully insert ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

that system at test pressures in excess of 1/2 psi (3.5 kPa). Line pressure .... continues until the flame is lit or the knob is turned to OFF. NOTE: The first time ...
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installation instructions instructions d'installation 

These words mean: follow instructions. instructions. DANGER. WARNING. BUILT-IN ..... Connect the 2 yellow-green wires (B) together using a UL listed wire ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

by its side or rear flanges. □. The gas and electric supply should be located as shown in the “Gas and Electric Connection Locations” section so that they are ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

1/2" (13 mm) deep-well socket. 7 mm nut driver. Masking tape. IMPORTANT: Do not install a ventilation system that blows air downward toward this gas cooking ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

•If you cannot reach your gas supplier, call the fire department. ... Flame spreader (on grill models). □ ...... Test the flame by turning the control from LO to HI,.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Operation of Cooktop Burners” section in the “Complete. Installation” section. 6. .... Remove spring retainer from the cap by pushing against the flat side of the ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to .... continues until the flame is lit or the knob is turned to OFF. Check Operation of ...
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installation instructions instructions d'installation 

Outillage et piÃ¨ces . .... If your washer includes a sound shield, please refer to the instructions included with the sound shield to install it at this time. NOTE: Keep ...
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