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INSTALLATION INSTRUCTIONS FOR 987

2. Carefully unpack your new fixture and lay out all the parts on a clear area. Take care not to lose any small parts necessary for installation. MOUNTING THE ... 
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INSTALLATION INSTRUCTIONS FOR P5044 For Wall Mount Fixture WARNING! SHUT POWER



OFF AT FUSE OR



CIRCUIT BREAKER .



AVERTISSEMENTI！COUPER LE COURANT AUNIVEAU DE FUSIBLES OU DU DISJONCTEUR PREPARATION 1. Shut off the power at the circuit breaker box (avertissement! couper le courant au niveau des fusibles ou du disjoncteur) and remove the old fixture, including the mounting hardware. 2. Carefully unpack your new fixture and lay out all the parts on a clear area. Take care not to lose any small parts necessary for installation.



MOUNTING THE FIXTURE (FIG. 1) 3. Secure mounting back plate (A) to the junction box using mounting screws (B)(Size:8-32*1/2”L). The side of the mounting back plate marked “GND” must face out.



Return power to the junction box and test the fixture. Your installation is now complete. IMPORTANT INSTRUCTION: 1. The light bulb gets HOT Quickly! Allow the light bulb to cool for 10 minutes before handling the bulbs and glass. Take out the glass from the fixture as show in Fig.1 (Step1.screw the screws (G) out and remove the shield (F) Step2.pull the glass up till the other side of it to place I. Step 3. take the glass out from the fixture). IMPORTANT: Fixture should be installed by a qualified electrician to ensure proper wiring and installation.



CONNECTING THE WIRES (FIG. 2) 4. At this point, connect the electrical wire as shown in Fig. 2, making sure that all wire connectors are secured. If your outlet has a ground wire (green or bare copper), connect the fixtures ground wire to it. Otherwise, connect the fixture ground wire directly to the back plate (A) using the green screw provided. After wires are connected, tuck them carefully inside the junction box. 5. Place the fixture’s back plate (C) over the mounting back plate (A) and secure with screws (D).



FINISHING THE INSTALLATION (FIG.1) 6. Install the Xenon G9 bulbs Max 60W). DO NOT



for your fixture (3 ×



EXCEED THE SPECIFIED WATTAGE! （NE PAS DEPASSER LA PUISSANCE NOMINALE MAXIMALE）



7. Slide the glass (H) into the front bracket (E) and secure the shield (F) to the front bracket with screws (G).



Fig.1 Ground wire



Mounting screw(2) Ground screw Mounting Back Plate
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INSTALLATION INSTRUCTIONS FOR 987 

At this point, connect the electrical wire as shown in Fig. 2, making sure that all ... Place the glass over the socket and secure by turning clockwise. Return the ...
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INSTALLATION INSTRUCTIONS FOR 987 

Shut off the power at the circuit breaker box (avertissement! couper le courant au ... the cross bar with the green screw provided. 5. Tuck these wire connections ...
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installation instructions for 987 - Minka Group 

PREPARATION. 1. Shut off the power at the circuit breaker box. (avertissement! couper le courant au niveau des fusibles ou du disjoncteur) and remove the old fixture, including the mounting hardware. 2. Carefully unpack your new fixture and lay out a
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installation instructions for 987 - Minka Group 

COMPLETING THE INSTALLATION. 7ï¼ŽInstall the PL Bulb in accordance with the fixture's specification(4Ã—Max 13W included):. DO NOT EXCEED THE MAXIMUM. WATTAGE RATING! ï¼ˆNE PAS. DEPASSER LA PUISSANCE. NOMINALE MAXIMALEï¼‰. 8. Slide the glass (H) over 
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installation instructions for 987 - Minka Group 

Shut off the power at the circuit breaker box. (avertissement! couper le courant au niveau des fusibles ou du disjoncteur) and remove the old fixture, including the ...










 


[image: alt]





installation instructions for 987 - Minka Group 

Return the power to the junction box and test the fixture. Your installation is now complete. IMPORTANT: Fixture should be installed by a qualified electrician to ...
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Installation Instructions For 

do en la lampara. Variateur : Pour les douiites a baase tension, a transfor- mateurs a semi-conducteurs, ti taut l'e- quipement de gradation appropriÃ©. Si ce n'est.
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Installation Instructions for MODEL FR Instructions ... - SupplyHouse.com 

visto por otros] y tuberÃa de drenaje) para desa- lojar el condensado. 3.Fije el ventilador al soporte de montaje mediante los tornillos de hojalata suministrados.










 


[image: alt]





installation instructions for - Cooper Industries 

lama reï¬‚ector (FIG 6). Ã‰TAPE2: Enlever la lampe . Step 4 Re-connect Iamp and replace Iamp. CAUTION Do Not operate without Ions in place. Ã‰TAPE 3 .
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to download instructions for installation 

Now you have a choice as to how to proceed with the bushing replacement: Method 1- (Preferred), Bushing replacement without key mechanism disassembly.
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INSTALLATION INSTRUCTIONS FOR SR TRACE For 

SELF-REGULATING. CONDUCTIVE CORE. PERFORMANCE INFORMATION. Performance and Rating Data. Power Rating. Maximum. Catalog. Service. Watts/ ...










 


[image: alt]





INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Insert the large grease tray all the way under the back edge ..... I Si un conduit de raccordement flexible est utilisé, sa longueur ne doit pas dépasser 4 pi (121,9 ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

All safety messages will follow the safety alert symbol and either the word “DANGER” or ..... F. 6" (15.2 cm) min. clearance from both sides of range to side wall.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

ventilation system may cause ignition and combustion problems with this gas ...... Power Spare. RD. WH. BK WH. RD. Reignition. Module. Cooktop. Front View.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to or ..... Use the following chart to find the exact orifice spud placement. Fully insert ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

that system at test pressures in excess of 1/2 psi (3.5 kPa). Line pressure .... continues until the flame is lit or the knob is turned to OFF. NOTE: The first time ...
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installation instructions instructions d'installation 

These words mean: follow instructions. instructions. DANGER. WARNING. BUILT-IN ..... Connect the 2 yellow-green wires (B) together using a UL listed wire ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

by its side or rear flanges. □. The gas and electric supply should be located as shown in the “Gas and Electric Connection Locations” section so that they are ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

1/2" (13 mm) deep-well socket. 7 mm nut driver. Masking tape. IMPORTANT: Do not install a ventilation system that blows air downward toward this gas cooking ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

•If you cannot reach your gas supplier, call the fire department. ... Flame spreader (on grill models). □ ...... Test the flame by turning the control from LO to HI,.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Operation of Cooktop Burners” section in the “Complete. Installation” section. 6. .... Remove spring retainer from the cap by pushing against the flat side of the ...










 


[image: alt]





INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to .... continues until the flame is lit or the knob is turned to OFF. Check Operation of ...
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installation instructions instructions d'installation 

Outillage et piÃ¨ces . .... If your washer includes a sound shield, please refer to the instructions included with the sound shield to install it at this time. NOTE: Keep ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

A time-delay fuse or circuit breaker is recommended. □. This range is equipped with a CSA International Certified. Power Cord intended to be plugged into a ...
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