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INSTALLATION INSTRUCTIONS FOR SR TRACE For use in Fire Protection Service READ CAREFULLY 1. Use on insulated UL Listed steel schedules 5, 10, 20 and 40 standpipe and sprinkler system pipe up to and including 6 inch size. Includes use on elbows, tees, flanges, hangers and valves as shown (see Easy Heat instruction manual 14030-001). UL listed fiberglass insulation with a minimum k-factor of 0.25 BTU – in / hr deg. F Sq ft with weatherproof cladding must be used. 2. For systems having piping which connects between building in unheated areas, coolers and freezers. 3. For systems having sprinkler piping that is installed in coolers or freezers where the temperature is -40° F or greater. 4. Not intended to be used as the means to prevent freezing of sprinkler branch lines including all accessories for these lines and automatic (deluge, preaction, dry pipe, alarm, etc.) valves as referenced in NFPA 13. 5. For use in Ordinary Hazard Occupancies only as specified in NFPA 13 the Standard for the Installation of Sprinkler System. 6. Fire Suppression system heater circuits must be connected to monitoring equipment. A listed Power Supervisory Relay with the appropriate voltage coil shall be connected in parallel prior to the heat tracing. The output contacts of the Listed Fire Control Panel which has provisions for supervisory circuits. For Easy Heat Heater Cable Installation see instruction manual # 14030-001.



CONSTRUCTION DETAILS MODIFIED POLYOLEFIN OVER JACKET



COPPER GROUND BRAID



14120-001 Rev. 3



FLAME RETARDANT TPE JACKET



SELF-REGULATING CONDUCTIVE CORE



PERFORMANCE INFORMATION #18 AWG TINNED COPPER BUS WIRES



Performance and Rating Data Power Rating Catalog Service Watts/Ft Number Voltage @ 50oF (10oC) 



Maximum Length Single Run







SR31J 



120 



3 



221FT (67m)







SR32J 



240 



3 



533FT (163m)







SR51J 



120 



5 



178FT (54m)







SR52J 



240 



5 



458FT (140m)







SR81J 



120 



8 



142FT (43m)







SR82J 



240 



8 



347FT (106m)



Maximum maintenance temperature, all cables: 150°F (66°C). Maximum intermittent exposure temperature, all cables: 185°F (85°C).



©2007 Easy Heat



DIRECTIVES D’INSTALLATION DU CÂBLE SR TRACE Pour utilisation dans le réseau de protection contre l’incendie



LISEZ AVEC SOINS 1. Utiliser avec les colonnes montantes et les canalisations de système de gicleurs de nomenclatures 5, 10, 20 et 40, homologuées UL, d’un diamètre maximum de 6 pouces. Peut aussi être installé sur les coudes, les raccords en « T », les brides, les supports et les robinets, comme illustré (voir le guide d’instructions Easy Heat 14030-001). Il faut utiliser un isolant de fibre de verre, homologué UL, doté d’un coefficient K minimum de 0,25 BTU-po./hre °F pi2, avec gain à l’épreuve des intempéries. 2. Pour les systèmes dotés de canalisations d’interconnexion d’immeubles qui passent dans des zones non chauffées ou dans des compartiments réfrigérateurs ou congélateurs. 3. Pour les systèmes dotés de canalisations de gicleurs installées dans des compartiments réfrigérateurs ou congélateurs dont la température est de – 40 °F ou plus. 4. Non destiné à éviter le gel des canalisations secondaires de gicleurs, y compris des accessoires et robinets automatiques (système d’extinction automatique, système à préaction, colonne sèche, système d’alarme etc.) indiquées dans la norme NFPA 13. 5. Destiné aux affectations à risque usuel, comme indiqué dans la norme NFPA 13 sur l’installation des systèmes de gicleurs. 6. Les circuits thermiques des installations d’extinction doivent être raccordés à l’équipement de surveillance. Un relais de surveillance de l’alimentation homologué, doté d’une bobine de tension appropriée, doit être branché en parallèle avant le réchauffage des canalisations. Les contacts de sortie du tableau d’extinction d’incendie homologué doivent être conçus pour le branchement de circuits de surveillance. Pour l’installation du câble chauffant Easy Heat, consultez le guide d’instructions 14031-001.



DÉTAILS DE FABRICATION Gaine externe en polyoléfine modifié



Gaine ignifuge



Conducteur torsadé de cuivre pour mise à la terre



SELF-REGULATING CONDUCTIVE CORE



DONNÉES DE RENDEMENT Fils bus en cuivre plaqués étain de calibre 18 AWG



Données nominales et de rendement Puissance nom- N° de Tension de inale en W/pi catalogue service @ 50 oF 10 oC 



Longueur maximum d’un segment







SR31J 



120 



3 



221 pi (67 m)







SR32J 



240 



3 



533 pi (163 m)







SR51J 



120 



5 



178 pi (54 m)







SR52J 



240 



5 



458 pi (140 m)







SR81J 



120 



8 



142 pi (43 m)







SR82J 



240 



8 



347 pi (106 m)



Température de maintenance maximum de tous les câbles de 150 °F (66 °C). Température maximum d’exposition intermittente de tous les câbles de 185 °F (85 °C).
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INSTALLATION INSTRUCTIONS FOR SR TRACE For use in Fire ... 

de sortie du tableau d'extinction d'incendie homologuÃ© doivent Ãªtre conÃ§us pour le branchement de circuits de surveillance. Pour l'installation du cÃ¢ble ...
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INSTALLATION INSTRUCTIONS FOR 987 

2. Carefully unpack your new fixture and lay out all the parts on a clear area. Take care not to lose any small parts necessary for installation. MOUNTING THE ...
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INSTALLATION INSTRUCTIONS FOR 987 

Shut off the power at the circuit breaker box (avertissement! couper le courant au ... the cross bar with the green screw provided. 5. Tuck these wire connections ...
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INSTALLATION INSTRUCTIONS FOR 987 

At this point, connect the electrical wire as shown in Fig. 2, making sure that all ... Place the glass over the socket and secure by turning clockwise. Return the ...
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Installation Instructions For 

do en la lampara. Variateur : Pour les douiites a baase tension, a transfor- mateurs a semi-conducteurs, ti taut l'e- quipement de gradation appropriÃ©. Si ce n'est.
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installation instructions for - Cooper Industries 

lama reï¬‚ector (FIG 6). Ã‰TAPE2: Enlever la lampe . Step 4 Re-connect Iamp and replace Iamp. CAUTION Do Not operate without Ions in place. Ã‰TAPE 3 .
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to download instructions for installation 

Now you have a choice as to how to proceed with the bushing replacement: Method 1- (Preferred), Bushing replacement without key mechanism disassembly.
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Installation Instructions for MODEL FR Instructions ... - SupplyHouse.com 

visto por otros] y tuberÃa de drenaje) para desa- lojar el condensado. 3.Fije el ventilador al soporte de montaje mediante los tornillos de hojalata suministrados.
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Important safety instructions for installation of ... AWS 

UL pour Ãªtre utilisÃ©s en tant que dispositifs de consignation Ã©lectrique (cadenassage/ Ã©tiquetage). Veuillez appliquer la procÃ©dure de consignation qui convient Ã  votre application. â€¢ Nous joindre au 1 800 326-9513 pour toute question ou prÃ©
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InstallatIon and MaIntenance InstructIons for ... - Hydrobuilder.com 

Important note: For 460 volt operation, Orange (W2), Red (U2) and. Grey (V2) wires must be spliced together. notes: 1. Contactor should be used. Control coil ...
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installation and maintenance instructions for ... - SupplyHouse.com 

Brown. Black. Blue. Without motor speed controller. Dimensions in inches. N .... protegida por GFCI (interruptor accionado por corriente de pÃ©rdida a tierra). h.










 


[image: alt]





installation and operating instructions for easy ... - SupplyHouse.com 

d'une soupape de retenue à l'orifice d'aspiration d'une pompe à injection assure que les tuyaux ... des poids, comme de I'acier ou du béton, au conduit isolé.
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installation and operating instructions for easy ... - SupplyHouse.com 

Some states do not allow limitations on how long an implied warranty lasts, so the above limitation may not apply to you. This warranty gives you specific legal ...
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installation and operating instructions for easy ... - SupplyHouse.com 

The warranty above is exclusive and makes no other warranties with respect to ... The heating cable must be installed straight inside the pipe and must not touch .... 9. Connect T-coupling. Connect the T-coupling to the pipe and complete all ...
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installation instructions for 346 - Minka Group 

Shut off the power at the circuit breaker box. (avertissement! couper le courant au niveau des fusibles ou du disjoncteur) and remove the old fixture, including the ...
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installation instructions for 987 - Minka Group 

PREPARATION. 1. Shut off the power at the circuit breaker box. (avertissement! couper le courant au niveau des fusibles ou du disjoncteur) and remove the old fixture, including the mounting hardware. 2. Carefully unpack your new fixture and lay out a
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installation instructions for custom 18" and 24" 

Phillips-head screwdriver or magnetic bit. Needle nose pliers. Parts Supplied with Custom Panel Models: â–¡ Template (located inside Use and Care Guide bag ...
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installation instructions for 987 - Minka Group 

COMPLETING THE INSTALLATION. 7ï¼ŽInstall the PL Bulb in accordance with the fixture's specification(4Ã—Max 13W included):. DO NOT EXCEED THE MAXIMUM. WATTAGE RATING! ï¼ˆNE PAS. DEPASSER LA PUISSANCE. NOMINALE MAXIMALEï¼‰. 8. Slide the glass (H) over 
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Installation Instructions for Gauge-Type UEGO ... - LSxTune.com 

renders it useless if an accuracy better than 1.5:1 AFR is desired. This is .... A weld-in M18 X 1.5 boss is supplied for sensor installation. .... 13.75 13.625. 13.875.
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Important safety instructions for installation of ... AWS 

HORS TENSION ET ISOLÃ‰ DE LA TENSION DU. CIRCUIT AVANT DE MONTER OU DE DÃ‰MONTER. LE DISPOSITIF DE VERROUILLAGE. m PRECAUCIÃ“N. TODOS LOS TRABAJOS ELÃ‰CTRICOS SE DEBEN. REALIZAR POR UN ELECTRICISTA CALIFICADO. PARA ELIMINAR EL RIESGO DE DESCARGA,.
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19158258p1-BedRug Installation Instructions for GM ... - Summitracing 

coupez la section en utilisant les lignes de finition situÃ©es Ã  l'arriÃ¨re des flancs. Hayon: coller le ruban directement sur le bouchon de plastique sur le hayon.Termes manquantsÂ :
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installation and operating instructions for easy ... - SupplyHouse.com 

controls and heating cable have been provided to ensure a safe,economical and long-lasting ... that the cable is not damaged when being pulled through the piping. 2. .... In a typical installation of a home/cottage located on a lake with a rocky.
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installation and operating instructions for easy ... - SupplyHouse.com 

types of applications without first contacting Easy Heat Ltd. for professional ... With proper installation, this heating cable will provide many years of trouble free.
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installation and maintenance instructions for ... - Hydrobuilder.com 

Verde/Amarillo. Ventiladores MonofÃ¡sicos de 115. Voltios. Dimensiones y Cableado (Modelos FKD 12XL, 14, 14XL, 16, 16XL, 18, 18XL, 20). Dimensiones. Dimensiones en pulgadas. Modelo. A A1 A2 B B1 C D E F G H Paso. FKD12XL 12 - 12 177/8 201/4 187/8 7/8
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