






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































installation instructions - Houseneeds

1 detach front module from back plate by pressing the tab (located at the bottom of the control casing). NOTE: Be sure not to exert too much pressure on the tab. 
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INSTALLATION INSTRUCTIONS



edf 7 – electronic multifunction dehumidistat *Compatible with SHR/VHR (HRV), SER (ERV) and FLEX Series units For more information regarding the EDF 7, please visit www.fantech.net.



CAUTION Failure to comply with the following can cause erratic operation of the unit: Disconnect the power to the HRV/ERV unit before installing the ventilation control. Ensure that power is reconnected once ventilation control has been installed. Failure to disconnect power before installation could damage the controller. • 



Never install more than one central ventilation control per unit.



• 



Keep control low voltage wiring at least 1 foot (305mm) away from motors, lighting ballasts and light dimming circuits. Do not route control wiring alongside house power wiring.



• 



Ensure the wires are securely connected to the unit and wall control.



BEST PRACTICES For optimal operation of the ventilation control, the following best practices are recommended during installation: • 



The location of the ventilation control could affect the optimum performance. Therefore, it is recommended that the wall control be installed in a central location, away from direct sunlight and other sources of direct heat or cold such as an outside wall or adjacent to windows.



• 



Do not install ventilation controller on wall where cavity is opened to other areas. Example: Furnace return in wall cavity. If so, seal the back plate center opening with tape.



INSTALLATION STEPS
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2 22 22



Detach front module from back plate by pressing the tab (located at the bottom of the control casing). NOTE: Be sure not to exert too much pressure on the tab.



Guide the signal wires (2) through the central opening of the back plate and mount this plate to either a standard electrical device box or directly to the wall using screws. If required, use wall anchors. NOTE: Be sure the screws are secure but do not over tighten. This may result in damage to the back plate.



4 33 33



Insert signal wires (2) into the terminal block, located on the backside of the front module. Secure them in place by tightening the terminal screws using a small 3.0 mm slot/flat head screwdriver (not included).



44 44



NOTE: The terminals are not polarity sensitive.
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Connect wires to the terminal block of the unit (position WW or EDF). Refer to unit`s installation manual for more details.



Attach front module to mounted back plate, first by hooking the top of the front module to the top clips of the back plate, then by pressing the bottom of the front module until you hear a ‘click’. Ensure the ventilation system operates correctly. NOTE: Be careful not to pinch or trap signal wires when attaching the front module to the back plate.
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Leave operating instructions with home owner.



55 55 If error code 01 is displayed on the touchscreen control, disconnect the power to the HRV/ERV for 10 seconds and re-connect the HRV/ERV to power.



Troubleshooting



Item #: 413899 Rev Date: 121213



INSTRUCTIONS D’INSTALLATION



eDF 7 – Déshumidistat à muliples fonction électronique *Compatible avec les appareils des séries SHR/VHR (VRC), SER (VRE) et FLEX Pour plus d’information au sujet du EDF 7, s’il-vous-plaît visiter www.fantech.net.



AVERTISSEMENT Le non-respect des instructions suivantes peut entraîner un fonctionnement anormal de l’appareil: Débranchez l’alimentation de l’appareil de ventilation avant d’installer le dispositif de commande mural. Vérifiez que l’alimentation est reconnectée une fois le dispositif de commande installé. Le fait de ne pas débrancher l’alimentation pourrait endommager le dispositif de commande mural. • 



N’installez jamais plus qu’un seul dispositif de commande central par appareil.



• 



Éloignez les fils d’alimentation basse tension du dispositif de commande à au moins 305 mm (1 pied) des moteurs, des ballasts de lampes et des circuits gradateur de lumière. N’installez pas les fils du dispositif de commande le long des câbles haute-tension de la maison.



• 



Vérifiez que les fils sont bien branchés à l’appareil et au dispositif de commande mural.



RECOMMENDATIONS Pour assurer un fonctionnement optimal du dispositif de commande de ventilation, les pratiques exemplaires suivantes sont recommandés lors de l’installation: • 



L’emplacement du dispositif de commande de la ventilation peut avoir une incidence sur son fonctionnement optimal. Par conséquent, il est recommandé que le dispositif de commande soit installé à un emplacement central, à l’abri des rayons directs du soleil et de toute autre source de chaleur directe ou du froid, comme par exemple, n’installez pas sur un mur extérieur ou près d’une fenêtre.



• 



N’installez pas le dispositif de commande de la ventilation sur un mur muni d’une cavité ouverte à d’autres zones. Par exemple : Retour du système à air pulsé dans une cavité murale. Si tel est le cas, scellez l’ouverture centrale de la plaque de montage à l’aide de ruban adhésif. 
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ÉTAPES D’INSTALLATION
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22 22



Détachez le module avant de la plaque de montage en appuyant sur la languette (située au bas du boîtier). NOTE: Assurez-vous de ne pas exercer une pression trop importante sur la languette.



NOTE: Vérifiez que les vis sont correctement serrées, mais pas trop. Cela pourrait endommager la plaque arrière.



Fils de commande Appuyez sur l’onglet pour détacher



4 Boîte à connexion Tournevis à tête plate de 3.0 mm



(Face arrière du module avant)
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Insérez les fils de transmission (2) dans le bornier, situé sur la face arrière du module avant. Sécurisezles en place en serrant les vis du bornier à l’aide d’un petit tournevis à tête plate de 3,0 mm (non fourni).



Fixez le module avant sur la plaque arrière, en insérant tout d’abord la partie supérieure du module avant dans les attaches supérieures, puis en pivotant le module en appuyant sur le bas, jusqu’à ce que vous entendiez un « clic ». Vérifiez que le système de ventilation fonctionne. NOTE: Veillez à ne pas pincer ou coincer les fils de transmission lorsque vous fixez le module avant à la plaque arrière.



Raccorder les fils sur le bornier de l’unité (position WW ou EDF). Reportez-vous au manual d’installation de l’appareil pour plus de détails.



Dépannage



44 44



NOTE: Les terminaux n’ont pas de polarité.



Guidez les deux (2) fils de commande dans l’ouverture centrale de la plaque de montage et montez cette dernière soit sur le boîtier d’un appareil électrique standard ou directement sur le mur à l’aide de vis. Au besoin, utilisez des dispositifs d’ancrage au mur.
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Laissez les instructions d’utilisation au propriétaire de la maison.



55 55



Si le code erreur 01 est affiché sur le contrôle à écran tactile, débrancherz l’alimentation de l’appareil, attendez 10 secondes et rebranchez l’alimentation au VRC/VRE. No. d’article: 413899 Date de révision 121213
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Installation Instructions for Model RVF Instructions pour ... - Houseneeds 

READ THESE INSTRUCTIONS. & SAVE FOR FUTURE REFERENCE! Instructions pour l'installation modÃ¨le RVF. LIRE CES INSTRUCTIONS. ET CONCERVER POUR RÃ‰FÃ‰RENCE FUTURE! Instrucciones de instalacion modelo RVF. LEA ESTAS INSTRUCCIONES. Y GUARDE PARA REFERANCI
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WPC1500 - Houseneeds 

click, signaling the thermostat has turned off the element. The thermostat ..... rÃ©clamation pour dommages dans le transport doit alors Ãªtre formulÃ©e auprÃ¨s du ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Insert the large grease tray all the way under the back edge ..... I Si un conduit de raccordement flexible est utilisé, sa longueur ne doit pas dépasser 4 pi (121,9 ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

All safety messages will follow the safety alert symbol and either the word “DANGER” or ..... F. 6" (15.2 cm) min. clearance from both sides of range to side wall.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

ventilation system may cause ignition and combustion problems with this gas ...... Power Spare. RD. WH. BK WH. RD. Reignition. Module. Cooktop. Front View.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to or ..... Use the following chart to find the exact orifice spud placement. Fully insert ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

that system at test pressures in excess of 1/2 psi (3.5 kPa). Line pressure .... continues until the flame is lit or the knob is turned to OFF. NOTE: The first time ...
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installation instructions instructions d'installation 

These words mean: follow instructions. instructions. DANGER. WARNING. BUILT-IN ..... Connect the 2 yellow-green wires (B) together using a UL listed wire ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

by its side or rear flanges. □. The gas and electric supply should be located as shown in the “Gas and Electric Connection Locations” section so that they are ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

1/2" (13 mm) deep-well socket. 7 mm nut driver. Masking tape. IMPORTANT: Do not install a ventilation system that blows air downward toward this gas cooking ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

•If you cannot reach your gas supplier, call the fire department. ... Flame spreader (on grill models). □ ...... Test the flame by turning the control from LO to HI,.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Operation of Cooktop Burners” section in the “Complete. Installation” section. 6. .... Remove spring retainer from the cap by pushing against the flat side of the ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to .... continues until the flame is lit or the knob is turned to OFF. Check Operation of ...
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installation instructions instructions d'installation 

Outillage et piÃ¨ces . .... If your washer includes a sound shield, please refer to the instructions included with the sound shield to install it at this time. NOTE: Keep ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

A time-delay fuse or circuit breaker is recommended. □. This range is equipped with a CSA International Certified. Power Cord intended to be plugged into a ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

I Acceptable Shut-off Devices: Gas Cocks and Ball Valves installed for use shall be listed. ..... Insert the small grease tray all the way under the front of the.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

This is the safety alert symbol. This symbol alerts you to potential hazards that can kill or hurt you and ..... †®TEFLON is a registered trademark of Chemours.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Pour toutes cuisiniÃ¨res Ã  gaz Thermador ProfessionalÂ® ... Do not use any phone in your building. .... installed on either side of the hood is 13". A ..... The gas supply connections shall be made by a ..... cuisiniÃ¨re, car ces types d'appareils.T
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Failure to follow these instructions can result in death or serious burns to children and adults. Anti-Tip ..... I.D. flexible metal appliance connector may be used.
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installation instructions instructions d'installation 

tableau de commande (Voir REMARQUE.) C. 353/4" (90,8 cm) de hauteur de table de cuisson lors de l'installation des roulettes. D. 30" (76,2 cm) de largeur.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D 

(63.5 cm) countertop; front of oven door protrudes 3" (7.6 cm) beyond 24" (61.0 ..... screw for the left rear, right rear, center rear, and center front burner valves ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D 

Large flat-blade screwdriver ..... blade screwdriver, turning the regulator cap clockwise. 4. Test the ... Remove the burner base by first removing (2) Tâ€‘20 screws.
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installation instructions instructions d'installation 

Grease trays (2) (on grill models). â–¡ ... so that they are accessible without requiring removal of ..... You will need to determine the fittings required depending on ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Tools & Parts. Gather the required tools and parts before starting installation. ... Tools Needed. For LP/Natural .... water source). ..... The NEC calculated load is less than the total connected load listed on ... IMPORTANT: Leak testing of the ran
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