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INSTALLATION INSTRUCTIONS 4WKB-1 WOOD KNIFE BLOCK



The 4WKB-1 Knife Block is designed to be trimmed in order to ﬁt into most drawers.



1. Measure drawer opening.



2. Measure the knife block to see where you will need to trim.



3. Flip board over and remove any screws that would be in the way of the cutting path.



4. Simply drop in drawer.



Table saw recommended. Note: Divider can be removed and trimmed to proper height.



I-4WKB-0415



INSTRUCCIONES DE INSTALACIÓN LES INSTRUCTIONS D’INSTALLATION 12400 Earl Jones Way, Louisville, KY 40299 (800) 626-1126 | rev-a-shelf.com



CAJA DE MADERA PARA CUCHILLOS 4WKB-1 BLOC À COUTEAUX EN BOIS 4WKB-1



La caja de madera para cuchillos 4WKB-1, está diseñada para ser recortada a fin de que quede dentro de la mayoría de los cajones. Le 4WKB-1 Bloc couteaux est conçu pour être coupé pour entrer dans la plupart des tiroirs. 2. Mida la caja de cuchillos para ver en donde se necesita cortar.



1. Mida la apertura del cajón. Mesurez l’ouverture du tiroir.



Mesurez le bloc à couteaux pour voir où vous aurez besoin de couper.



3. Voltee la caja hacia arriba y quite todos los tornillos que estén en el área a cortar.



4. Se recomienda una sierra de mesa. Déposez dans le tiroir.



Retournez la planche et retirez toute vis qui serait dans le chemin de la trajectoire de coupe



Se recomienda una sierra de mesa. Scie à table recommandée



Nota: La división puede quitarse y cortarse para una altura apropiada. Remarque: Le diviseur peut être enlevé et coupé à la bonne hauteur. I-4WKB-0415
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Insert the large grease tray all the way under the back edge ..... I Si un conduit de raccordement flexible est utilisé, sa longueur ne doit pas dépasser 4 pi (121,9 ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

All safety messages will follow the safety alert symbol and either the word “DANGER” or ..... F. 6" (15.2 cm) min. clearance from both sides of range to side wall.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

ventilation system may cause ignition and combustion problems with this gas ...... Power Spare. RD. WH. BK WH. RD. Reignition. Module. Cooktop. Front View.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to or ..... Use the following chart to find the exact orifice spud placement. Fully insert ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

that system at test pressures in excess of 1/2 psi (3.5 kPa). Line pressure .... continues until the flame is lit or the knob is turned to OFF. NOTE: The first time ...
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installation instructions instructions d'installation 

These words mean: follow instructions. instructions. DANGER. WARNING. BUILT-IN ..... Connect the 2 yellow-green wires (B) together using a UL listed wire ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

by its side or rear flanges. □. The gas and electric supply should be located as shown in the “Gas and Electric Connection Locations” section so that they are ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

1/2" (13 mm) deep-well socket. 7 mm nut driver. Masking tape. IMPORTANT: Do not install a ventilation system that blows air downward toward this gas cooking ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

•If you cannot reach your gas supplier, call the fire department. ... Flame spreader (on grill models). □ ...... Test the flame by turning the control from LO to HI,.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Operation of Cooktop Burners” section in the “Complete. Installation” section. 6. .... Remove spring retainer from the cap by pushing against the flat side of the ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to .... continues until the flame is lit or the knob is turned to OFF. Check Operation of ...
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installation instructions instructions d'installation 

Outillage et piÃ¨ces . .... If your washer includes a sound shield, please refer to the instructions included with the sound shield to install it at this time. NOTE: Keep ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

A time-delay fuse or circuit breaker is recommended. □. This range is equipped with a CSA International Certified. Power Cord intended to be plugged into a ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

I Acceptable Shut-off Devices: Gas Cocks and Ball Valves installed for use shall be listed. ..... Insert the small grease tray all the way under the front of the.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

This is the safety alert symbol. This symbol alerts you to potential hazards that can kill or hurt you and ..... †®TEFLON is a registered trademark of Chemours.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Pour toutes cuisiniÃ¨res Ã  gaz Thermador ProfessionalÂ® ... Do not use any phone in your building. .... installed on either side of the hood is 13". A ..... The gas supply connections shall be made by a ..... cuisiniÃ¨re, car ces types d'appareils.T
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Failure to follow these instructions can result in death or serious burns to children and adults. Anti-Tip ..... I.D. flexible metal appliance connector may be used.
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installation instructions instructions d'installation 

tableau de commande (Voir REMARQUE.) C. 353/4" (90,8 cm) de hauteur de table de cuisson lors de l'installation des roulettes. D. 30" (76,2 cm) de largeur.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D 

(63.5 cm) countertop; front of oven door protrudes 3" (7.6 cm) beyond 24" (61.0 ..... screw for the left rear, right rear, center rear, and center front burner valves ...










 


[image: alt]





INSTALLATION INSTRUCTIONS INSTRUCTIONS D 

Large flat-blade screwdriver ..... blade screwdriver, turning the regulator cap clockwise. 4. Test the ... Remove the burner base by first removing (2) Tâ€‘20 screws.
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installation instructions instructions d'installation 

Grease trays (2) (on grill models). â–¡ ... so that they are accessible without requiring removal of ..... You will need to determine the fittings required depending on ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Tools & Parts. Gather the required tools and parts before starting installation. ... Tools Needed. For LP/Natural .... water source). ..... The NEC calculated load is less than the total connected load listed on ... IMPORTANT: Leak testing of the ran










 


[image: alt]





INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

48" (121.9 cm). * The NEC calculated load is less than the total connected load listed ... IMPORTANT: Leak testing of the range must be conducted according to ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

50. 48" (121.9 cm). * The NEC calculated load is less than the total connected load ... gas supply. IMPORTANT: Leak testing of the range cooktop must be.
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