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Important Safety Instructions: Please READ and SAVE this information To avoid possible injury or property damage, OBSERVE ALL WARNINGS AND CAUTIONS. 7KHVH LQVWUXFWLRQV DUH LQWHQGHG IRU XVH E\ TXDOLƖHG installers only. The dishwasher must be installed by a TXDOLƖHGVHUYLFHWHFKQLFLDQRULQVWDOOHU • In addition to these instructions, the dishwasher shall be installed to meet all electrical and plumbing codes and ordinances (both national and local). Read these installation instructions completely and follow them carefully. They will save you time and effort and help to ensure safety and optimum dishwasher performance.



Inspect the Dishwasher Inspect the Dishwasher After unpacking the dishwasher and prior to installation, thoroughly inspect the dishwasher for possible freight or cosmetic damage. Report any damage immediately. Cosmetic defects must be reported within 30 days of installation. NOTE: Do not discard any bags or items that come with the original package until after the entire installation has been completed.



IMPORTANT • The dishwasher drain hose must be installed with a SRUWLRQRILWDWOHDVWPP RIIWKHFDELQHWƗRRU otherwise the dishwasher may not drain properly. • This dishwasher is intended for indoor residential use only, and should not be used in commercial food service establishments. • This dishwasher is designed to be enclosed on the top and both sides by cabinetry. • NEW INSTALLATION - If the dishwasher is a new installation, ensure all connections are properly made before the dishwasher is moved into place. • REPLACEMENT - If the dishwasher is replacing another dishwasher, check the existing dishwasher connections for compatibility with the new dishwasher, and replace parts as necessary. • This appliance has been found to be in compliance with CAN/CSA-C22.2 No. 167/UL 749. It is the responsibility of the owner and the installer to determine if additional requirements and standards DSSO\LQVSHFLƖFLQVWDOODWLRQV •



Not for outdoor use.
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WARNING Avoiding General Hazards Do not use the dishwasher until it is completely installed. When opening the door on an uninstalled dishwasher, carefully open the door while supporting the rear of the unit. Failure to follow this warning can cause the dishwasher to tip over and result in serious injury. Before installing the supplied counter top mounting brackets, decide which method will be used to secure the dishwasher into its opening. Once these mounting brackets DUH LQVWDOOHG RQ WKH GLVKZDVKHU UHPRYLQJ WKHP LV GLI¿cult and will damage the mounting brackets and the dishwasher. Before installing the “L” shaped supplied countertop mounting brackets, decide which method will be used to secure the dishwasher into its opening. Once these mounting brackets are installed on the dishwasher, UHPRYLQJWKHPLVGLI¿FXOWDQGZLOOGDPDJHWKHPRXQWLQJ brackets and the dishwasher. In some conditions, hydrogen gas can form in a hot water system that has not been used for weeks. Hydrogen gas LV H[SORVLYH %HIRUH ¿OOLQJ D GLVKZDVKHU IURP D V\VWHP that has been off for weeks, run the water from a nearby faucet in a well ventilated area until there Temperatures required for soldering and sweating will damage the dishwasher’s base and water inlet valve. If plumbing lines are to be soldered or sweated, keep the KHDWVRXUFHDWOHDVWƎPP DZD\IURPWKHGLVKwasher. Removing any cover or pulling the dishwasher from the cabinet can expose hot water connections, electrical power and sharp edges or points. Handle with care.



Make sure electrical work is properly installed. There should be no loose electrical connections. Ensure all electrical connections are properly made. The customer has the responsibility of ensuring that the dishwasher electrical installation is in compliance with all national and local electrical codes and ordinances. The GLVKZDVKHU LV GHVLJQHG IRU DQ HOHFWULFDO VXSSO\ RI 9 +]$&FRQQHFWHGWRDGLVKZDVKHUGHGLFDWHGSURSHUO\ grounded electrical circuit with a fuse or breaker rated for DPSV(OHFWULFDOVXSSO\FRQGXFWRUVVKDOOEHDPLQLPXP $:*FRSSHURQO\ZLUHUDWHGDWƒ&ƒ) RUKLJKHU This appliance must be connected to a grounded metal, permanent wiring system, or an equipment-grounding conductor must be run with the circuit conductors and connected to the equipment-grounding terminal or lead on the appliance. Do not use extension cords. Avoiding Plumbing/Scalding Hazards Do not perform any work on a charged hot water line. 6HULRXVLQMXU\FRXOGUHVXOW2QO\TXDOLƖHGSOXPEHUVKRXOG perform plumbing work. Do not attempt any work on the dishwasher hot water supply plumbing until you are certain the hot water supply is shut off. Do not over tighten the 90° elbow. Doing so may damage the water inlet valve and cause a water leak. Properly tighten all water connections. Not doing so could result in a leak. Check local plumbing codes for approved plumbing procedures and accessories. All plumbing should be done in accordance with national and local codes. If using copper tubing or other material for water supply, defer to a licensed plumber for proper installation.



Avoiding Electrical Shock/Fire Hazards Do not allow the electrical and water supply lines to touch. Separate channels are provided under the dishwasher. Do not work on an energized circuit. Doing so could result in serious injury or death. Only qualiied electricians should perform electrical work. Do not attempt any work on the dishwasher electric supply circuit until you are certain the circuit is de-energized.
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These instructions depict an installation method for stainless steel braided hose or PEX hot water supply lines. If using copper tubing or other material for water supply, defer to a licensed plumber for proper installation.



Tools and Materials Needed



Hammer



Tape Measure



:LUH&XWWHU



Hole Saw



Pipe Wrench



$GMXVWDEOH:UHQFK



Slot Screwdriver



Phillips Screwdriver



7RU[76FUHZGULYHU



Wire Stripper



¡PPLQ 'ULOO



Level



(OHFWULFDO6XSSO\&DEOH 0LQLPXP$:*FRQGXFWRU JURXQGLQVXODWHGFRSSHUFRQGXFWRUVUDWHGƒ&RUKLJKHU



Hot Water Supply Line - Minimum 3/8Ǝ2'FRSSHUWXELQJ or metal braided dishwasher supply line



6KXWRIIYDOYHDQG¿WWLQJVDSSURSULDWHIRUKRWZDWHUVXSSO\ OLQHFRSSHUWXELQJFRPSUHVVLRQ¿WWLQJRUEUDLGHGKRVH 



UL listed conduit connector or strain relief is required if you DWWDFKWKH¿HOGZLULQJGLUHFWO\WRWKHWHUPLQDOEORFN
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Materials Supplied



A



B



ø 4 x 17 mm



C



A B C D E F G H I J K L M



D



E



([WUD7DOO,WHP6SULQNOHU6HH8VHDQG&DUH0DQXDO Toe Panel Screws Mounting Brackets Mounting Bracket Screws 7RH3DQHOSLHFHV 6FUHZ&ODPSIRUKRVH :DWHU6XSSO\$GDSWRU)LWWLQJ )OH[LEOH(GJH3URWHFWRU*URPPHWIRUHOHFWULFDOZLUH 5XEEHU'UDLQ+RVH$GDSWRU 6LGH0RXQW)RUFH'LVWULEXWRU$OWHUQDWH6LGH0RXQWRQO\ 0RXQWLQJ%UDFNHW6FUHZV$OWHUQDWH6LGH0RXQWRQO\ ,QVWDOODWLRQ*XLGHIRU)XOO\,QWHJUDWHG'RRU3DQHOVHOHFW PRGHOVRQO\ Junction Box



ø 4 x 13 mm



I



L



J



M



F



G



H



4



K



ø 4 x 36 mm
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Enclosure Requirements



WARNING Avoid Scalding or Electrical Shock Hazard! Make sure the water supply and electrical supply are shut off before installation or service. NOTE: This dishwasher is designed to be enclosed on the top and both sides by standard residential kitchen cabinetry.



After locating the proper place for your new dishwasher, you will need to create any required openings to allow for passage of the water, drain and electrical line. In order to avoid interference with the dishwasher when sliding it into the cabinet, place your openings within the dimensions shown in Figure 3.



.



Figure 3



Select a location as close to the sink as possible for easy access to water supply and drain lines. For proper dishwasher operation and appearance, ensure that the enclosure is square and has the dimensions shown in Figure 1. Figure 1 41/2" (114mm)



Ǝ (57



21/2" (64mm)



5m m)



óƎ(867mm)



90°



22 5 /8



m) 16m 0-6 (60



1 /4Ǝ - 24 / 23 NOTE: If your dishwasher opening width measures >235/8" (600 mm), use the TOP or SIDE MOUNT mounting methods. If your dishwasher opening width measures 235/8" (600 mm), use the ALTERNATE SIDE MOUNT mounting method. 5 8



Required Openings: 43/4" x 23/8" (120 x 60 mm) - To pass the included electrical supply junction box through to adjacent cabinet. Note: If the incoming electric supply, water supply and drain connections are all in the same cabinet, the one 43/4" x 23/8" (120 x 60 mm) hole will be large enough for all three to pass through. 4" x 2" (100 x 50 mm) - To pass the included water supply line toward the water supply 11/4" (32 mm) diameter - To pass the dishwasher drain hose toward the drain connection Before sliding the dishwasher into the cabinet, remove the hose clip at the back of the dishwasher as shown in Figure 4. The hose clip may be used later to hold the drain hose as shown in Figure 10. Figure 4



If the dishwasher is to be installed in a corner, make sure that there is adequate clearance to open the door. See Figure 2. Figure 2



Check clearance between dishwasher door and wall



Countertop



In select models, remove the rubber apron on top of the dishwasher and set aside for later use. See Figure 5.



WARNING Avoid Electrical Shock/Fire Hazard! Do not allow the electrical and water supply lines to touch.



Figure 5 6
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Electrical Preparation Electrical Preparation



WARNING Avoid Electrical Shock Hazard Do not work on an energized circuit. Doing so could result LQVHULRXVLQMXU\RUGHDWK2QO\TXDOLƖHGHOHFWULFLDQVVKRXOG perform electrical work. Do not attempt any work on the dishwasher electric supply circuit until you are certain the circuit is de-energized. To avoid possible injury or property damage, care should be exercised when the dishwasher is installed or removed to reduce the likelihood of damage to the power cord. Avoid Fire Hazard Make sure electrical work is properly installed. Only qualiƖHGHOHFWULFLDQVVKRXOGSHUIRUPHOHFWULFDOZRUN Make sure there are no loose electrical connections. Make sure all electrical connections are properly made. Electrical Supply The customer has the responsibility of ensuring that the dishwasher electrical installation is in compliance with all national and local electrical codes and ordinances. The dishwasher is designed for an electrical supply of 120V, 60 Hz, AC, connected to a dishwasher-dedicated, properly grounded electrical circuit with a fuse or breaker rated for 15 amps. Electrical supply conductors shall be a minimum #14 AWG copper wire rated at 75°C (167°F) or higher. Grounding Instructions The dishwasher must be properly grounded before operating. This appliance must be connected to a grounded metal permanent wiring system, or an equipment grounding conductor must be run with the circuit conductors and connected to the equipment grounding terminal or lead on the dishwasher. Make sure that the dishwasher is connected to a suitable ground in compliance with all local codes or, in the absence of a local code, with the NATIONAL ELECTRICAL CODE in the United States or the CANADIAN ELECTRIC CODE C22.1-latest edition in Canada as well as any provincial/state or municipal or local codes that apply.



Electrical Connection The dishwasher electrical supply junction box (P) and dedicated receptacle must be mounted in an accessible cabinet adjacent to the dishwasher (do not mount the junction box or receptacle behind the dishwasher). You will need a 43/4" x 23/8" (120 x 60 mm) opening through the cabinet in order to pass the junction box through (see Figure 6). If the opening is made through wood, sand it smooth. If the opening is made through metal, use the included protective grommet (I) or other approved method to protect wiring from damage. Use the four screws included (or appropriate fastener) in the parts bag to securely mount the junction box so that it can be easily accessed (see Figure 6). The electrical supply can be connected in two ways: Figure 6



Dedicated Receptacle or Field Wiring



Dishwasher Electrical Supply Junction Box



Electric cord with junction box and three prong plug are included with dishwasher



Figure 7 P



CLICK



Dishwasher Electrical Rating



6



Volts



Hertz



Amperes



Watts



120



60



12



1,300 (max)



Method A - Three prong plug and receptacle Use the included three-prong plug and junction box to connect to a dedicated household receptacle. Make sure the household receptacle meets the electrical supply requirements as well as national and local codes.



Method B - To permanently connect to household RUƗHOGZLULQJ 1. Remove the dishwasher electrical supply junction box cover and connect to the power supply cord from the house installation. See Figure 7. 2. Remove 2" to 3" (51 - 76 mm) of the outer casing of the KRXVHKROGRUƖHOGVXSSO\ZLULQJDVVKRZQLQFigure 8. Remove 3/8" to 1/2" (10 - 13 mm) of the insulation from each wire as shown in Figure 8. Figure 8



2" - 3" (51mm - 76mm)



3/8" - 1/2" (10mm - 13mm) 3. Insert the bare copper or green wire (ground) to the “G” ground connection “ ” of the terminal block and securely tighten the terminal block screw (see Figure 7). 4. Insert the white (neutral) wire to the “N” connection of the terminal block and securely tighten the terminal block screw. 5. Insert the black (hot) wire to the “L” connection of the terminal block and securely tighten the terminal block screw. 6. Check all electrical connections to make sure they are secure and then attach the junction box cover with the 4 screws.



Inlet Water Connections Hot Water Supply The hot water heater should be set to deliver approximately 120° F (49° C) water to the dishwasher. Water that is too hot can cause some detergents to lose effectiveness. Lower water temperatures will increase run times. The hot water supply pressure must be between 15 - 145 psi (1 - 10 bar). IMPORTANT NOTES: • ,IXVLQJDVROGHUMRLQWLQVWHDGRIDFRPSUHVVLRQƖWWLQJEH sure to make all solder connections before connecting the water supply line to the dishwasher. • Make sure there are no sharp bends or kinks in the water line that might restrict water low. • Always use the appropriate seal when making plumbing connections. • Before connecting the water supply line to the dishwasher, lush the incoming water line for approximately 5 minutes to clear any foreign material. • Turn on the water supply and check for leaks after connections are made.



WARNING Avoid Scald Hazard Do not perform any work on a charged hot water line. 6HULRXVLQMXU\FRXOGUHVXOW2QO\TXDOLƖHGSOXPEHUV should perform plumbing work. Do not attempt any work on the dishwasher hot water supply plumbing until you are certain the hot water supply is shut off.



CAUTION Temperatures required for soldering and sweating will damage the dishwasher. If plumbing lines are to be soldered or sweated, keep the heat source at least 6 inches (152.4 mm) away from the dishwasher. Water Supply Shut Off Valve Install an easily accessible shut-off valve (not supplied) in the hot water supply line, as shown in Figure 9. All solder connections must be made before the water line is connected to the dishwasher.
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Connecting the Hot Water Supply



IMPORTANT NOTES: There are two plastic corrugated hoses that exit the back of • If local ordinance require an air gap, install it according to the manufacturer’s instructions. WKHGLVKZDVKHU7KHODUJHUKRVHZLWKWKHEUDVVƖWWLQJRQWKH • If the dishwasher drain hose is to be connected to a disend, is the water supply hose to the dishwasher (the other 3/4 poser dishwasher drain connection, remove the plug from hose is the dishwasher drain hose). You will need a 3" x 1 " the disposer’s dishwasher drain connection. (76 x 45 mm) opening through the cabinet to pass the dish• The dishwasher drain hose must have one place along washer water supply line through toward the shut off valve. its length that is securely attached 20" (508 mm) above WKHFDELQHWƗRRU • The drain hose length can be extended if necessary. The maximum length of the drain hose, including the hose leading to the air gap, is 150" (3800 mm). Figure 10



max 43” (1100mm)



Figure 9



To connect the hot water supply:



Figure 12



Figure 11



Non-Metallic Tie



PLQƎPP max Ǝ 1PP 



Non-Metallic Tie



PLQƎPP max Ǝ 1PP 



1. $VVHPEOHWKHZDWHUVXSSO\DGDSWRUƖWWLQJ+ IURPWKH parts bag onto the dishwasher water supply hose. This FRQQHFWLRQGRHVQRWUHTXLUH7HƗRQEUDQGWDSH 2. Pass the dishwasher water supply line with attached adaptor through the opening toward the water shut off valve. Take care not to allow the hose to kink or twist behind the dishwasher. 3. Connect the dishwasher water supply line with adaptor to the water shut off valve. You will need to use an approved dishwasher water supply line with the FRUUHFW ƖWWLQJV IRU WKLV FRQQHFWLRQ$OZD\V XVH WKH DSpropriate seal when making plumbing connections. NOTE: The end of the dishwasher water inlet hose is heavy and will need to be supported. It is best to lay the HQGRQWKHFDELQHWƘRRUDVVKRZQLQFigure 9. 4. After all connections are made, turn on the hot water and check for leaks.



MIN.



MIN.



20"



G



20"



G



Drain Connections The dishwasher drain hose may be connected to the houseKROGRUƖHOGGUDLQSOXPELQJLQRQHRIIRXUZD\V235/8" po (600 mm) utilisez les méthodes de MONTAGE PAR LE DESSUS ou LATÉRAL. Si la largeur de l’ouverture de votre lave-vaisselle est inférieure à 235/8 po (600 mm) utilisez les méthodes de MONTAGE PAR LE DESSUS ou LATÉRAL. Si la largeur de l’ouverture de votre lave-vaisselle est inférieure à 
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Installation Instructions Undercounter Dishwasher Instructions d 

Use strain relief method provided with house wiring junction box or ...... Mesure depuis le point le plus bas de la face infÃ©rieure du plan de travail. Cette dimension peut ... mÃ©tallique, des conducteurs de cuivre avec liaison Ã  la terre, satisfa
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installation instructions undercounter dishwasher ... - Whirlpool Outlet 

You can be killed or seriously injured if you don't immediately. You can be killed or ... Make sure pipes, wires and drain hose are within the shaded area shown in the .... See â€œProduct and Cabinet Opening Dimensionsâ€� section. Wood cabinet: ...
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installation instructions undercounter dishwasher stainless steel ... - Ikea 

and in conformance with the National Electrical Code, ANSI/NFPA. 70 - latest edition and all local ..... elbow to the water supply line prior to installing the unit into the cabinet opening. ...... d'une intervention de dépannage. □. Disjoncteur ouve
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installation instructions undercounter dishwasher ... 

(homologation UL) (piÃ¨ce numÃ©ro 4317824) pour utilisation avec lave-vaisselle. â–¡. Le cordon d'alimentation Ã©lectrique doit Ãªtre branchÃ© dans une prise Ã  trois ...
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undercounter dishwasher installation instructions ... - Home Depot 

Raccordement au réseau électrique—Cordon d'alimentation................ 27 ...... une boucle et soit solidement fixé sous le compteur, ou qu'il soit raccordé à une ...
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installation instructions undercounter dishwasher plastic giant tub 

En utilisant les fentes prÃ©coupÃ©es dans l'isolation, fixer l'excÃ©dent d'isolation sur ..... Ouvrir la porte et vÃ©rifier que la distance entre l'ouverture du placard pour ...
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installation instructions undercounter dishwasher ... - Whirlpool Outlet 

All safety messages will tell you what the potential hazard is, tell you how to reduce the chance of injury, ..... Using a pair of pliers, bend the tab down to secure the bracket in .... Check that dishwasher is still level front-to-back and side-to-
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installation instructions undercounter dishwasher stainless steel tub 

We have provided many important safety messages in this manual and on your appliance. Always read ..... connect your power supply cord to 16-gauge dishwasher wiring. Remove the ... Connect wires black to black and white to white, using UL. Listed/CSA
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dishwasher user instructions - Datatail 

1) Locate sharp items so that they are not likely to damage ..... Turn the arrow adjuster to a higher number ... You can add an item at the beginning of the cycle.
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dishwasher user instructions - Datatail 

Soft Water. Hard Water. Soft Water. Hard Water. Main Wash. Pre-Wash. Full. Add. USE RINSE AID FOR. BETTER DRYING. Lock. Open. Full. Add. Â¹â�„â‚„ turn to lock. 6 5 4. 3. 2. --- max fill. 1. - - ..... Este sÃmbolo le llama la atenciÃ³n sobre peligros
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dishwasher user instructions - Datatail 

Do not touch the heating element during or immediately after use. â–¡ Do not operate the ...... Las lavavajillas residenciales certificadas no han sido diseÃ±adas.
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dishwasher user instructions - Datatail 

2) Load sharp knives with the handles up to reduce the risk ...... Pick-up or delivery. ...... après désignées “Maytag”) paiera pour les pièces de rechange.
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dishwasher user instructions - Datatail 

THANK YOU for purchasing this high-quality product. Register your new ... If the door is opened during a cycle or the power is interrupted, the. Start/Resume ... Check that the overfill protection float is free from obstructions. See the â€œParts and
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installation instructions instructions d'installation - Datatail 

Recessed installation area must provide complete enclosure around the recessed portion of the microwave oven. â–¡. Grounded electrical supply is required.
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Dishwasher - Datatail 

8 avr. 2015 - Connect the ground wire to the green ground connector in the terminal box. ... effect on human organs. ... Electrically ground the dishwasher.










 


[image: alt]





installation instructions - Datatail 

securely fasten a prominent warning device, such as a tag, to the service panel. □ Installation work and electrical wiring must be done by qualified person(s) in ...
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installation instructions - Datatail 

Au Canada, pour assistance, installation ou service composez le 1-800-807-6777 ..... Cabinet opening dimensions that are shown must be used. Given.
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Installation Instructions Guide - Datatail 

qualified person(s) in accordance with all applicable codes and standards ..... line to cabinet front ..... Une source d'air de dÃ©bit suffisant est nÃ©cessaire pour le.
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Installation Instructions - Datatail 

call a licensed electrician before proceeding. Grounding Instructions–Permanent Connection. This appliance must be connected to a grounded metal,.










 


[image: alt]





Installation Instructions Instructions d'installation ... - Datatail 

9/16â€� or 14 mm box wrench. ClÃ© polygonale de. 9/16 po ou de ... step 4. If dryer is already installed, disconnect dryer from electrical and. 2. gas connections and ...










 


[image: alt]





EN Installation instructions - Datatail 

The steam generation is interrupted. • The cavity walls and the ...... Un signal sonore est alors émis et l'écran affiche le mot « SAFE ». Le four est alors bloqué,.
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Installation Instructions - Datatail 

When not using an air gap, the drain hose must be routed to form a high loop of ..... Secure house wiring to the bottom of the junction box with a strain relief ³C严.
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Installation Instructions - Datatail 

3 fÃ©vr. 2017 - 7) Service calls resulting in customer education. 8) Improper ..... All repair parts are available for purchase or special order when you visit your ...
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W10536944 - KitchenAid Undercounter Dishwasher - Capacitive 

KUDC10IXWH * KUDE20IXWH * KUCS30IXWH * KUDS30CXBL * KUDE50CXSS *. KUDC10IXSS * KUDE20IXSS * KUCS30IXBT * KUDS30CXWH *. * Indica el color y el cÃ³digo de ingenieria (lista completa de nÃºmeros de modelo en la Ãºltima pÃ¡gina). NÃºmeros de serie: Rango
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Report installation instructions undercounter dishwasher instrucions ... - Datatail
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