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INSTALLATION

or twist the brake fluid tube. ... 49N-m. Rear shock absorber upper mount bolt 39.2N-m ... Fuel Tube. Throttle Cable. Fuel Pump Vacuum Tube. Brake Fluid Tube. 
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Bet & Win 125/150



5. ENGINE REMOVAL/INSTALLATION



Bet & Win 125/150



SERVICE INFORMATION GENERAL INSTRUCTIONS • A floor jack or other adjustable support is required to support and maneuver the engine. Be careful not to damage the motorcycle body, cables and wires during engine removal. • Use shop towels to protect the motorcycle body during engine removal. • Drain the coolant before removing the engine. • After the engine is installed, fill the cooling system with coolant and be sure to bleed air from the water jacket. Start the engine to check for coolant leaks. • Before removing the engine, the rear brake caliper must be removed first. Be careful not to bend or twist the brake fluid tube. SPECIFICATIONS Engine dry weight: 30kg Engine oil capacity: at disassembly: 1.1 liter Coolant capacity: Total capacity : 1165cc Radiator capacity : 825cc Reserve tank capacity : 340cc TORQUE VALUES Engine mounting bolt 49N-m Rear shock absorber upper mount bolt 39.2N-m
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5. ENGINE REMOVAL/INSTALLATION ENGINE REMOVAL



Bet & Win 125/150



Wire Connectors



Disconnect the battery negative cable. Remove the frame body cover. (!2-3) Disconnect the engine negative cable. Disconnect all of the A.C. generator, auto bystarter, spark plug, thermosensor wire couplers and connectors. Disconnect the engine fuel tube. Drain the coolant. (!3-9) Disconnect the water hose. Rear Brake Caliper



Disconnect the starter motor wire that goes to the starter relay.



Disconnect the fuel tube and vacuum tube that go to the carburetor from the fuel pump. Disconnect the vacuum tube from the air cutoff valve (ACV). Disconnect the throttle cable from the carburetor.



Starter Relay



Throttle Cable



Fuel Tube



Remove the brake fluid tube bolt of the rear brake caliper. Remove the rear brake caliper bolt and the rear brake caliper.



Brake Fluid Tube



Rear Brake Caliper
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Fuel Pump Vacuum Tube



ACV Vacuum Tube



5. ENGINE REMOVAL/INSTALLATION Remove the right/left rear shock absorber upper mount bolts.



Bet & Win 125/150



Rear Shock Absorber Upper Mount Bolts



Remove the two engine mounting bolts and pull out the engine with the engine hanger backward.



Engine Hanger Bolt



Engine Mounting Bolt



ENGINE HANGER REMOVAL Remove the engine hanger bolts to remove the engine hanger.



Bolt



Inspect the engine hanger bushings and stopper rubber for wear or damage.



Engine Hanger Bushings



Stopper Rubber
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5. ENGINE REMOVAL/INSTALLATION



Bet & Win 125/150



ENGINE INSTALLATION Install the engine in the reverse order of removal. Tighten the engine mounting bolts. Torque: 49N-m



Engine Hanger Bolt



Tighten the rear shock absorber upper mount bolts. Torque: 39.2N-m After installation, inspect and adjust the following: • Throttle grip free play (!3-3) • Fill the rear brake reservoir with brake fluid and bleed air from the rear brake. • Fill the cooling system with coolant and start the engine to bleed air from the system.
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Engine Mounting Bolt



Rear Shock Absorber Upper Mount Bolts
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installation installation 

SilhouetteÂ® and Nantucketâ„¢ window shadings are made of 100% polyester, which means they are inherently durable and resilient. However, care must be taken to avoid wrinkling the fabric, particularly where the vanes meet the facings. The PaletteÂ® F
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Installation 

Allumez toujours la hotte lorsque vous cuisinez à haute température ou que vous faites f amber des aliments. c. Nettoyez fréquemment les ventilateurs de la ...
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INSTALLATION 

Si el frente de su ducha es removible, lÃmpiela periÃ³dicamente removiendo el frente destornillando el tornillo central. Si votre douche est munie d'une faÃ§ade ...
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installation 

ing of the gas supply piping system at test pressures equal to or less than 1/2 PSIG (3.5 kPa.). ... Votre station locale de ravitaillement en propane doit Ãªtre Ã©qui-.
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installation 

2 intermediate shaft assembly with the bolt. ... AND WASHER SWITCH AND SPIRAL CABLE ... (c) Push into the light control switch and headlight dimmer switch ...
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INSTALLATION 

Installation Steps: 1. The stub-out pipe for installation must be 5/8'' (+/- 1/8'') measured from the finished wall surface. Apply plumber's tape (included) to the pipe ...
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Installation 

materials, will fully satisfy your requirements. This new appliance is very ..... This circuit-breaker should be sized in compliance with local installation regulations.
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Installation 

3Â¼" x 10", Roof jack and shutter. N/A. 6. 5. 6. 10. NOTE: These commonly used installation parts can be purchased at a local hardware store. Thermador does ...
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Installation 

FLOTTEUR (DE) - WECHSELN DER POSITION DES ZULAUFS (ES) - INVERTIR LA POSICIÓN DEL SUMINISTRO DE AGUA (DK) - FLYT/VEND VANDTIL-.
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installation 

Clean and perform general maintenance on the grill twice a year. ...... This in general yields a juicier cut of meat. ..... 4. Correct fault(s) caused by the user. ...... avec de l'eau savonneuse chaude afin d'Ã©liminer toute couche de protection. 2.
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installation 

Check with the local plumbing code requirements before installation. This product is recommended to be ... Antes de la instalaciÃ³n, consulte las exigencias del cÃ³digo local de plomerÃa. El producto se recomienda de ser ... llave hexagonal. Retirer
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Installation 

B. TREILLIS SOUDÃ‰ 152 Ã— 152 MW18,7 Ã—. MW18,7 (6 Ã— 6-W2,9 Ã— W2,9). SELON LES CONDITIONS DU SITE. C. PILIER DE BÃ‰TON COULÃ‰ DE. 300 mm (12") ...
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Installation 

and standards, including fire-rated construction codes and standards. 4. Sufficient air is needed for proper combustion and exhausting of gases through the flue ...
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installation 

Retirez les quatre écrous encastrables en nylon de 1/4 po des poteaux du ventilateur et retirez la plaque coulissante. Tournez le ventilateur de. 90 degrés vers ...
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INSTALLATION 

For Lazer, Halo Miniature and circuit #1 of. Haloâ€”2 , track contact must be in clown posi- tion (Fig A). For Halo-2 Circuit #2, move con- tact to the up position (Fig.
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installation 

If LP, the LP cylinder must be unhooked and stored outside in a well ... is not intended to be installed in or on recreational vehicles, trailers and/or boats. Note:.
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installation 

and the American Society for Heating, Refrigeration and Air Conditioning ..... nationale de la Protection contre les Incendies (nePa) et par les Ingénieurs de ... et de l'air Climatisé (asHrae) et par les autorités responsables des codes locaux. ....
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Installation 

property damage, personal injury or death. ○ Do not ..... opening a window or by increasing the power of the mechanical exhaust system if installed. WARNING ...
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Installation 

Do not touch any electrical switch; do not use any .... exhaust dryer into a chimney, a wall, a ceiling, an attic, ...... (mise à la terre) pour assurer votre protection.
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Installation 

2 Filtres à tamis métalliques. 2 Ampoules halogènes (préinstallées). 1 Collier de transition circulaire de 7". 1 Collier de transition rectangulaire de 3 1/4" x 10" ...
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Installation 

To reset: With hood off, hold the Button for three seconds, after three seconds the Graphic ... hood body near the wiring diagram that indicates the blower CFM. ... (the â€œProductsâ€�) that such Products will be free from defects in materials or wor
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Installation 

A minimum clearance is required above the cover of the Grease Interceptor to allow removal of the internal baffles for a complete cleanout. (7/10/15/20/25/35 GPM - 15â€�, 25 GPM LO-5â€�,. 50 GPM - 21â€�). With the ... Ce produit a Ã©tÃ© conÃ§u et con
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installation 

Engine dry weight: 30kg. Engine oil capacity: at disassembly: 1.1 liter. : at change 0.9 liter. Coolant capacity: Total capacity. : 1400Â±20cc. Radiator capacity.
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installation 

Ce produit est recommandÃ© Ã  Ãªtre installÃ© par un plombier qualifiÃ© pour exercer dans cette rÃ©gion. .... Lorsque le robinet est installÃ©, enlever le brise-jet et ouvrir.
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