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Instruction S h eet Instruction S h eet - Prescolite

Install the Fixture Housing (1) in the Ceiling (2) according to the Instructions supplied with the Fixture. 2.- Lower the Socket (3) and install the proper Lamp (10) ... 
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IMPORTANT SAFETY INFORMATION. READ AND FOLLOW ALL SAFETY INSTRUCTIONS. Follow label information and instructions concerning Wet or Damp Locations, installation near combustible materials, insulation, building materials, and proper lamping. Do not install in areas subject to combustible vapors or gases. Before wiring to power supply and during servicing or relamping, turn off power at fuse or circuit breaker. All servicing or relamping must be performed by qualified service personnel. Product must be grounded to avoid potential electric shock or other potential hazard. Product must be mounted in locations and at heights and in a manner consistent with its intended use, and in compliance with the National Electrical Code and local codes. The use of accessory equipment not recommended by the manufacturer or installed contrary to instructions may cause an unsafe condition. Do not block light emanating from product in whole or part, as this may cause an unsafe condition. Do not allow items such as drapes, curtains, screens or the like to come into contact with the product or to block light from the product, as this may cause an unsafe condition.



INSTALLATION INSTRUCTIONS TA12PS, TA12BF/WBF, TA12SL, TA12C/G



WARNING - IF ANY SPECIAL CONTROL DEVICES ARE USED WITH THIS FIXTURE, FOLLOW THE INSTRUCTIONS CAREFULLY TO ASSURE FULL COMPLIANCE WITH N.E.C. REQUIREMENTS. IF THERE ARE ANY QUESTIONS, CONTACT A QUALIFIED ELECTRICAL CONTRACTOR. *******************************************************************************************************************************************************************************



*******************************************************************************************************************************************************************************



1.- Install the Fixture Housing (1) in the Ceiling (2) according to the Instructions supplied with the Fixture.



2.- Lower the Socket (3) and install the proper Lamp (10) (not furnished) as per the wattage Label inside Housing.



3.- Place the Glass Lens (4) in the bottom of the Lampholder Cup (5).



4.- Holding the Socket Reflector (6) firmly, press one edge of the Lamp under the Spring (7) in the Lampholder Cup until the opposite side can be inserted under the Lance (8).



6.- Orient the Trim (9) so that the Lamp is aimed in the desired direction.



Center the Trim in the Housing and push upward untl the Flange is flush with the Ceiling.



To Relamp:



1.- Remove Trim (9) from Ceiling (2) by turning Trim (9) counter-clockwise. Retention Bracket (12) will release from Spring (11).



(Retention Bracket (12) should loosen without much force).



2.- To retrieve Spring (10), reach up inside Housing (1). Attach Spring (11) to Retention Bracket (12) before inserting Lens (5) into Ceiling (2).
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5.- Rotate Spring (11) Clockwise inside Retention Bracket (12) to tighten.



• Prescolite TollFree Technical Support 1.888.PRS.4TEC •



CAUTION:- All Glass is Fragile, use care when Handling Lamp.
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Part No. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .23796-PRE



Mode de montage et d'installation ATTENTION:



Prendre soigneusement connaissance de ces instructions et couper l'electricite a l'arrivee principale avant de proceder a l'installation.



************************************************************************************************************************************************************************ AVERTISSEMENT: SIDES DISPOSITIFS DE CONTROLE SPECIAUX SONT UTILISES EN CONJONCTION AVEC CE LUMINAIRE, SUIVRE SCRUPULEUSEMENT CES INSTRUCTIONS POUR ASSURER LA CONFORMITE N.E.C. POUR TOUTE ASSISTANCE SUPPLEMENTAIRE, DEMANDER CONSEIL AUPRES D'UN ELECTRICIEN QUALIFIE. ************************************************************************************************************************************************************************ AVERTISSEMENT:- Tout le verre est fragile, prennent soin en manipulant la lampe. 1.- Installez le logement de montage (1) dans le plafond (2) selon les instructions assurÈes avec le montage.



2.- Abaissez la douille (3) et installez la lampe appropriÈe (10) (non meublÈe) selon l'Ètiquette de puissance en watts ‡ l'intÈrieur du logement. 3.- Placez l'objectif de verre (4) dans le fond de la tasse de douille de lampe (5).



4.- En tenant le rÈflecteur de douille (6) fermement, serrez un bord de la lampe sous le ressort (7) dans la tasse de douille de lampe jusqu'au cÙtÈ opposÈ peut Ítre insÈrÈ sous la lance (8). 5.- Tournez la parenthËse de conservation d'intÈrieur du ressort (11) dans le sens des aiguilles d'une montre (12) pour serrer.
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Part No. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .023796-PRE



6.- Orientez l'Èquilibre (9) de sorte que la lampe soit visÈe dans la direction dÈsirÈe. Centrez l'Èquilibre dans le logement et l'untl ascendant de poussÈe la bride est affleurant du plafond.



1.- Enlevez l'Èquilibre (9) du plafond (2) en tournant l'Èquilibre (9) dans le sens contraire des aiguilles d'une montre. La parenthËse de conservation (12) libÈrera du ressort (11). (la parenthËse de conservation (12) devrait se desserrer sans beaucoup de force).



2.- Pour rechercher le ressort (10), atteignez vers le haut le logement intÈrieur (1). Attachez le ressort (11) ‡ la parenthËse de conservation (12) avant d'insÈrer l'objectif (5) dans le plafond (2).



Instrucciones de ensamblado e instalacion de comenzar la instalacion, lea las instrucciones PRECAUION: Antes detalladamente y desconecte la electricidad desde el cortacircuitos principal.



************************************************************************************************************************************************************************ ADVERTENCIA: SI CON ESTE APLIQUE SE USAN DISPOSITIVOS DE CONTROL ESPECIALES, DEBE SEGUIR LAS INSTRUCCIONES DETALLADAMENTE PARA GARANTIZAR EL CUMPLIMTENTO ESTRICTO CON EL CODIGO NACIONAL DE ELECTRICIDAD (N.E.C.). SI TIENE PREGUNTAS, COMUNIQUESE CON UN ELECTRICISTA CALIFICADO. ************************************************************************************************************************************************************************ ADVERTENCIA:- Todo el cristal es fr·gil,tiene especial cuidado al manejar la lampara. 1.2.3.4.-



Instale la cubierta del accesorio (1) en el techo (2) seg˙n las instrucciones provistas del accesorio. Baje el zÛcalo (3) e instale la lampara apropiada (10) (no equipada) seg˙n la etiqueta del vatiaje dentro de la cubierta. Coloque la lente de cristal (4) en el fondo de la taza de la portalampara (5). Sosteniendo el reflector del zÛcalo (6) firmemente, presione un borde de la l·mpara bajo resorte (7) en la taza de la portal·mpara hasta el lado opuesto puede ser insertado debajo de la lanza (8). 5.- Rote el soporte de la retenciÛn del interior del resorte (11) a la derecha (12) para apretar. 6.- Oriente el ajuste (9) para estar dirigido la l·mpara en la direcciÛn deseada. Centre el ajuste en la cubierta y el untl ascendente del empuje el reborde es rasante con el techo. A Relamp: 1.- Quite el ajuste (9) del techo (2) dando vuelta al ajuste (9) a la izquierda. El soporte de la retenciÛn (12) lanzar· a partir del resorte (11). (el soporte de la retenciÛn (12) debe aflojar sin mucha fuerza). 2.- Para recuperar el resorte (10), alcance para arriba la cubierta interior (1). Una el resorte (11) al soporte de la retenciÛn (12) antes de insertar la lente (5) en el techo (2).



• Prescolite TollFree Technical Support 1.888.PRS.4TEC •



¿ Relamp:



Hours: 8am - 5pm ET



701 Millennium Blvd., • Greenville, SC 29607 With representatives offices in principal cities throughout North America. Copyright 2007, 11/05 revision, All Rights Reserved - Printed in U.S.A.



























des documents recommandant













n u H. H S .. . ._ . 

0r. W r. U . kmwﬂwwm. {dad d. D, _ H e ..w Im . 6 arroser /e 9620/? 0'6 pm/écff/ea i5: Jill; ml_ . Him-1.4 Alli-huh. _. #2. 1f... © , @130.“ .06 ...m. 7 85m ,0. U ...Efﬂﬁg.










 








unhcr factsh eet - data.unhcr.org 

Both the Ivoirian and Liberian authorities have reiterated on several occasions that the resumption of repatriation activities is not an option at the moment because ... press, including, for instance, BBC, Global Post, Jeune Afrique, Radio France In
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Description Descripciï¬�n Beschreihung Description X Y Z. 1 TÃªte Cabera BetÃ¤tiger Head 102A83 102AÃœ3 102AÃœ3. 2 Joint Fiat JunÃ¯a Dichtung Gasket 210A11 ...










 








MicroStar F#S#H - Thielenhaus 

Rodage ébauche. Poste 2. Superfinition plane: Réalisation d'une face de référence. Poste 6. Mesure alésage. Poste 3. Retournement. Poste 7. Rodage finition.
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SOME TV SETS COULD STOP WORKING IN SOME CIRCUMSTANCES DUE TO R713. AND/OR R714 OPENED. MODEL NAME. SERIAL NUMBER. MODELS.
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G) IN CRT SOCKET PWB ADD 2 CAPACITORS RC-FZ09104BMZZ TO C1860 & C1862. FOR REPLACING PICTURE TUBE FROM THOMSON MAKER BY ...










 








MicroStar F#S#H - Thielenhaus 

La machine MicroStar FSH est une machine outil de prÃ©ci- sion avec laquelle plusieurs opÃ©rations de superfinition pourront Ãªtre rÃ©alisÃ©es en un seul serrage.










 








R A S H T - M A S U L E H - T A L E S H 

Every house carry each otherâ€¦ ... GHALEH RUDKAN HILL. This is an isolated castle situated on the ... The hill is a wildlife park, very foggy and very green ...
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LINING D DOUBLURE FORROC. 45" 2 2 2 3A 34 34 34 34 3A ... Doublure: Tissus de doublure. Disenado ... du WÃ©tement Fini. Medidas de la Prenda Acabada.
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FITUESIT. TETTSTEDENER. 03/02/1983. Né(e) le ..à GAP (05) ett antal artiklites en el. N° 038110214. Grenoble. 05/05/2011. Le Titulaire,. (Cachet et signature du Directeur). Le Directeur Régional de la Jeunesse, des Sports et de la Cohésion Sociale. P










 








BES 516-123-G-S 4-H 

Short circuit protected yes. Degree of protection IP. IP68 per BWN Pr 20. Insulation class. 2. Protected against polarity reversal yes. Approval. CE wiring. Pinout.
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BES 517-134-M6-H-S 4 

Electrical data: Connection connector. Rated operational voltage (Ue). 24 DC V. Load current capacity (Ie). 200 mA. Time delay before availability. 30 ms.










 








finitions eet restauration du bois dbid 4jrpd 












 








E thernet S w itc h 

IEEE 802.1x port-based access control ensures all users are authorized before being granted ... Power Output for single power Supply : 400W (max). CSA/NRTL ...










 








BES 516-360-G-S 4-H 

Electrical data: Connection connector. Rated operational voltage (Ue). 24 DC V. Load current capacity (Ie). 200 mA. Time delay before availability. 10 ms.










 








CR-H, CRN-H 

Pour les pompes Ã  moteur de â‰¥ 50 CV (37 kW), utiliser un amor- tisseur de vibrations comme indiquÃ© fig. 10. Fig. 9. Pompe sur amortisseur de vibrations. Fig.
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children are safer when properly secured in the rear seat in the appropriate infant, child or booster seat. Never place a rear-fac- ing infant restraint in the front ...










 








CR-H, CRN-H 

Certificate/approval. F ...... a) One fuse/automatic circuit breaker is blown. Replace the fuse/cut ...... a) Un fusible/le disjoncteur automatique a sauté. Remplacer ...










 








H&H vous offre ... 

Django : carcasse métal et bois, piétement métal, suspension plywood, revêtement tissu Blues (100 % polyesther), densité assise mousse polyurethane ...










 








CR-H, CRN-H 

imbalance and overloads. A properly sized starter with manual ... Ce produit ou ses composants doit Ãªtre mis au rebut dans le res- pect de l'environnement. 1.Termes manquantsÂ :










 








Instruction Sheet Instruction Sheet Instruction Sheet Instruction ... 

... en maintenance comporte une gâche en plastique, celle-ci doit être remplacée par une gâche métallique et le joint d'étanchéité doit également être remplacé.










 








Instruction Sheet Instruction Sheet 

Transfer tech sheet (and bag) over to new single metal access panel. Place new panel on dishwasher and align holes in panel with holes in clips. 4. Secure single metal access panel to dishwasher using the. 2 screws supplied. 5. Replace all parts and 










 








Instruction Manual Instruction Manual 

Siga el ajuste de la prueba de tensiÃ³n de CA. 8. .... A menos que mida tensiÃ³n o corriente, apague y bloquee el suministro ..... O.L. Â» en cas de polarisation.
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