













Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































Instruction sheet - Caleffi

15 août 2016 - safe, quick and clean way to fill and flush solar, geothermal and hydronic ... running of pump for more than one minute can lead to material ... 
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www.caleffi.com Fill and flush cart © Copyright 2016 Caleffi



Function



NA255







The fill and flush pump cart is portable, pre-assembled and leak-tested for a safe, quick and clean way to fill and flush solar, geothermal and hydronic heating systems. The fill and flush cart was designed for easy manuevering, with 10 inch tires and back arm bars. This cart will manuever any stair or landscape and ease the process loading into a van or truck. The cart features a ½ HP (120 V AC) pump, providing maximum pump pressure to 55 psi, providing the power needed to purge all of the air from a hydronic system.



Product Range



NA255



NA25510 Fill and flush cart 



Technical Specifications



Materials Cart frame: welded steel chasis, powdercoat frame Tank: polyethylene Filter: stainless steel Tires: 10 inch rubber Performance Suitable fluids: water, glycol and hydronic cleaning fluids Max. tank medium temperature: 140° F (60° C) Connections: Isolating ball valves: Transfer hoses: Drain: 



¾ inch garden hose thread 8 feet length with ¾ inch GHT (2 each) ¾ inch garden hose thread



Pump (Grundfos model CM1-3) Materials Body: Impeller: Performance Pump delivery flow: Max. pump feet of head: Max. pump pressure: Pump power: Pump rating: Connections: In/out: 



cast iron, stainless steel stainless steel 1-15 gpm (.06 - 0.95 l/s) 125 ft (55 psi, 380 kPa) 0 - 55 psi (0 - 380 kPa) ½ hp 7.6 A @ 115 VAC ¾ inch: garden hose thread



SAFETY INSTRUCTION / CONSIGNE DE SÉCURITÉ This safety alert symbol will be used in this manual to draw attention to safety related instructions. When used, the safety alert symbol means ATTENTION! BECOME ALERT! YOUR SAFETY IS INVOLVED! FAILURE TO FOLLOW THESE INSTRUCTIONS MAY RESULT IN A SAFETY HAZARD. Ce symbole d'avertissement servira dans ce manuel à attirer l'attention sur la sécurité concernant instructions. Lorsqu'il est utilisé, ce symbole signifie ATTENTION ! DEVENEZ ALERTE ! VOTRE SÉCURITÉ EST EN JEU ! NE PAS SUIVRE CES INSTRUCTIONS PEUT PROVOQUER UN RISQUE DE SECURITE. CAUTION: Before working on the pump, make sure to disconnect from the power supply. Pump may become hot after extended use which could lead to burn. ATTENTION: Avant de travailler sur la pompe, veillez à débrancher de l'alimentation. La pompe peut devenir chaud après une utilisation prolongée, ce qui pourrait conduire à graver.



CAUTION: Always operate Caleffi Fill and Flush cart on level ground to ensure proper safety. Dry running of pump for more than one minute can lead to material damage to product. ATTENTION: Toujours utiliser Caleffi Fill et panier Flush au niveau du sol pour assurer la sécurité adéquate. Le fonctionnement à sec de la pompe pendant plus d'une minute peut entraîner des dommages matériels au produit . CAUTION: Make sure that all the connecting pipework is water tight. Not doing so could lead to environment damage and/or personal injury. ATTENTION: Assurez-vous que toute la tuyauterie de raccordement est étanche à l'eau . Ne pas le faire pourrait conduire à des dommages environnement et / ou des blessures. CAUTION: Fluid temperatures higher than 100°F (38°F) can be dangerous. During the operation of the Fill and Flush cart, take the necessary precautions to ensure that such temperatures do not endanger people. ATTENTION: Les températures des fluides supérieures à 100°F (38°C) peut être dangereux . Pendant le fonctionnement du remplissage et panier Flush , prendre les précautions nécessaires pour veiller à ce que de telles températures ne mettent pas en danger les personnes. CAUTION: When done with use of product, make sure to store in a dry, clean, climate controlled area. During extended down time, make sure to clean pump prior to avoid damages to the impeller. ATTENTION: Lorsque vous avez terminé avec l'utilisation du produit, assurez-vous de stocker dans un endroit sec , propre, climat contrôlé . Pendant prolongé le temps d'arrêt , assurez-vous de nettoyer la pompe avant d'éviter des dommages à la roue.



LEAVE THIS MANUAL FOR THE USER LAISSEZ CE MANUEL AVEC L’UTILISATEUR



Instructions for use 1) Connect hose to fill and purge valve inlet.



2) Connect opposite end of hose to pump cart supply at ball valve.



3) Connect second hose to fill and purge valve outlet.



4) Connect opposite end of second hose to pump cart return at bulkhead fitting.



5) Remove lid and add your fluid to the 10 gallon tank.



6) Open ball valve on pump cart supply.



7) Set system fill and purge valve to allow flow in and out of pump cart.



8) Connect pump cart to 120 VAC power supply.



9) Turn power on to pump cart.



10) Let fluid circulate to fill system and purge air, check for air entering tank at bottom of return dip tube, maintain fluid levels.



Maintenance and preventative care



4. make sure to collect any excess fluid and dispose of in a safe and secure manner.



After use of Caleffi Fill and Flush Cart: 1. During operation, running pump without fluid could lead to significant damage, so be sure not to operate pump without fluid. 2. Unscrew dirt filter and remove any dirt of buildup remaining. 3. Leave residual glycol fluid inside the pump and tank.



5. Store hoses inside tank after use. 6. Store in controlled climate with lid properly sealed on to avoid unnecessary wear and tear, and to control cleanliness of the glycol tank. 7. Always store the pump cart with some inhibited glycol to prevent freezing. This also protects the pump body from corrosion.



Troubleshooting Under normal operating conditions, the Caleffi Fill and Flush Cart will provide a very high level of performance. However, in some circumstances, where the recommended maintenance plan is not followed. the following problems may arise.



Symptom No flow of water from cart.



Pump is on but will not move fluid and makes loud sound.



Cause



Corrective action



a) In-line filters causing blockage. b) Insufficient supply pressures. c) Debris obstructing valve operation.



a) Clean filters.



a) There is air in the pump.



a) Check fluid level in the tank, fill several inches above suction screen.



b) Restore inlet supplies. c) Clean debris or scale from valve.



Caleffi North America, Inc. 3883 West Milwaukee Road Milwaukee, WI 53208 T: 414.238.2360 F: 414.238.2366 8-15-16
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Instruction sheet - Caleffi 

14 mai 2018 - Teflon provides lubricity so that care must be exercised not to over-tighten joints. Failure to follow these instructions could result in property ...
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14 mai 2018 - Temperature range: 32 to 240°F (0 – 115°C) ... 2-way valve with normally closed actuator ... (Note: 3-way uses only normally closed actuator).
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Function. The Z-one, a two-position spring return zone valve, is used in heating and air-conditioning systems. The Z-one series consist of a Z1 actuator which is easily attached to a Z2 (2-way) or Z3 (3-way) valve body. Z1 actuator is equipped with o
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31 janv. 2019 - which, in turn, could cause harm to property and/or people. ... depends on various factors including the temperature of the water, the chemical.
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6 juin 2018 - it enters the backflow preventer, in accordance with current legislation. ... in this instruction manual taking into account all the applicable Codes.
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30 juil. 2018 - For optimal operation, air in the system must be removed. 2 ... l'air dans le système doit être retiré. Caleffi ne ... Caleffi North America, Inc.
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CAUTION: In the case of highly aggressive water, arrangements must be made to treat the water before it enters the filling unit, in accordance with current legislation. Otherwise the valve may be damaged and will not operate correctly. ATTENTION: Dan
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31 janv. 2019 - variability of mineral content found in untreated site water which provides more reliable dosing .... demineralized water is lost. If the system was ...










 








Instruction sheet - Caleffi 

19 juil. 2018 - This item is designed for use in closed hydronic systems. Do not use in plumbing applications. This item does not meet the low-lead plumbing ...










 








Instruction sheet - Caleffi 

14 mai 2018 - easily attached to a Z2 (2-way) or Z3 (3-way) valve body. Z1 actuator is equipped with or without auxiliary switch. The Z-one actuator has a ...
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installation it is necessary to respect the direction of flow indicated from the arrow on the body valve. 2-way valve with normally closed actuator. 2-way installed ...
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6 juin 2018 - low lead brass. Filter: stainless steel ... 210°F (99°C). Emergency back pressure temperature: 250°F (121°C). Medium: water. Certified to:.










 








Instruction Sheet Instruction Sheet 

Transfer tech sheet (and bag) over to new single metal access panel. Place new panel on dishwasher and align holes in panel with holes in clips. 4. Secure single metal access panel to dishwasher using the. 2 screws supplied. 5. Replace all parts and 










 








Instruction Sheet Instruction Sheet Instruction Sheet Instruction ... 

... en maintenance comporte une gâche en plastique, celle-ci doit être remplacée par une gâche métallique et le joint d'étanchéité doit également être remplacé.










 








Instruction Sheet Instruction Sheet 

for Strike Plate and Latch Assembly kit. 1. Unplug dishwasher or ... may not be designed to function with the new latch design in an optimal fashion that could ...










 








Instruction Sheet Instruction Sheet 

causer un décès ou un choc électrique. Replacer pièces et ... S'assurer de déconnecter la source de courant électrique avant ... composant. FIGURE 1. AXE EN ...










 








Instruction Sheet Instruction Sheet 

Ne pas serrer excessivement : Cela peut provoquer une fuite. Une fois l'installation terminÃ©e, mettre le lave-vaisselle en marche et s'assurer qu'il n'y a pas de ...










 








Instruction Sheet Instruction Sheet 

pour le remplacement du couvercle du distributeur Ã  dÃ©tergent. Contenu de la trousse : 1 couvercle de distributeur de dÃ©tergent. 1 fiche d'instructions. 5. Fermer ...










 








instruction sheet instruction sheet 

Déposer l'agrafe élastique de la tige neuve et, avec une paire de pinces, casser la tige au point indiqué. Voir la Figure 1. FEUILLE D'INSTRUCTIONS.
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6 oct. 2005 - Description: Switch, Dual Element Markings ... To avoid risk of electrical shock, personal injury or death; disconnect electrical power before ...
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6 juin 2018 - The Caleffi 573 series Is certified by ICC-ES to be in compliance with ... ATTENTION: Si Disconnecteur n'est pas installé, mis en service et ...
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1 janv. 2012 - TACO (Canadá), Ltd., 8450 Lawson Road, Unit #3, Milton, Ontario L9T 0J8. Telephone: 905/564-9422. FAX: 905/564-9436. Visit our web site ...










 








Instruction Sheet 

closer to the electronic control board. 6. Place one of the large ferrites around all the wires going to. P4 on the electronic control board as shown in Figure 1. 7. Place the last large ferrite around the ground wire as shown in Figure 2. Â© Whirlpo
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1 janv. 2012 - APPLICATION: The Taco SmartPlus is designed to increase hot water comfort while con- serving water and energy. By recirculating â€œcooledâ€� hot water back to the water heater, the wait for hot water is decreased to seconds. BENEFITS: 
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