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Instruction Sheet for Door Misalignment kit



NOTE: This repair needs to be done with the Microwave Hood Combination (MHC), NOT installed. Kit Contains: (1) Hinge Bracket (1) Instruction Sheet



3. Set the MHC on a protected surface with rear of unit facing you. Remove the (4) screws along the flange of the perimetric assembly at the bottom of the unit. See Figure 2.



WARNING Electrical Shock Hazard Disconnect power before servicing. Replace all parts and panels before operating. Failure to do so can result in death or electrical shock.



screws



1. Unplug microwave or disconnect power.



WARNING



FIGURE 2



Excessive Weight Hazard



4. Lay MHC on it’s back. Pull down glass cover. See Figure 3.



Use two or more people to move and install microwave oven.



Install the Microwave Oven



Failure to do so can result in back or other injury.



WARNING



NOTE: If microwave oven does not need to be adjusted, skip 2. Connect vent to damper assembly. steps 7-9. A 7. If adjustment is required, rotate microwave oven downward. Using 2 or more people, lift microwave oven off of mounting plate, and setExcessive aside on a covered surface. Weight Hazard 8. Loosen mounting plate screws. Adjust mounting plate and Use two or more people to move and install retighten screws. 9. Repeat steps microwave oven.3-6. 10. With the microwave oven centered, and with at least one Failure to do so can result in back or other person holding it in place, insert bolts through upperinjury. cabinet into microwave oven. Tighten bolts until there is no gap between upper cabinet and microwave oven. IMPORTANT: NOTES: The control side of the microwave oven is the heavy side. Handle microwave oven gently. ■ Somethe upper cabinets may require bolts longer or shorter than cm). Longer or shorter bolts are flat-head available at bolt mostand place 1. Place3" a(7.6 washer on each 1/4-20 x 3" hardware stores.



B



2. Remove the MHC from the wall using 2 or more people.



2.



IMPORTANT: The control side of the microwave oven is the heavy side. Handle the microwave oven gently. Make sure the microwave oven door is closed and taped shut. With at least one person holding microwave oven in place, remove bolts between inside upper cabinet near the 3/8" (10 mm) holes. Overtightening bolts may warp the top of microwave the microwave oven. upper cabinet and oven, tilt microwave down and lift A. Vent MakeTosure the microwave oven door is closed and taped shut. avoid warping, wood filler blocks (installer to provide) B. Damper assembly (under vent) may be added. The blocks must be the same thickness as offspace ofbetween the the support tabsandon the upper cabinet bottom the the mounting plate. See Figure 1. ■



microwave oven.



Complete Installation



AA



1. Install filters. Refer to the User Instructions for filter placement.



WARNING



Install the Microwave Oven



WARNING



FIGURE 3 5. Remove the (5) screws shown in Figure 4.



Electrical Shock Hazard



A.A.Bolts Bolts



Excessive Weight Hazard



Plug into a grounded 3 prong outlet. Do not remove ground prong.



3. Using 2 or more people, lift microwave oven and hang it on For Roof Venting Installation Only Use two or more people to move and install Do not use an adapter. support tabs at the bottom of mounting plate. Do not use an extension cord. damper assembly through the cabinetoven, cutout so that microwave NOTE:1.ToInsert avoid damage to the microwave do notthe grip oroven. long tab of the damper assembly slides under the raised tabs use the door or door handle wh ile the microwave oven is being Failure to follow these instructions can result in death, of the damper plate. Then secure with sheet metal screw. handled. Failure to do fire, soorcan result electrical shock. in back or other injury. NOTE: The screw cannot be installed if the damper assembly is not positioned as shown.



A



D



B



E



2. Plug microwave oven into grounded 3 prong outlet.



C



F



3. Reconnect power. IMPORTANT: The control side of the microwave oven is the heavy 4. Check the operation of microwave oven by placing 1 cup side. Handle the microwave oven gently. (250 mL) of water on the turntable, and programming a cook time of 1 minute at 100% power. Test vent fan and exhaust by 1. Place aAAwasher on each x 3" flat-head bolt and place operating the vent 1/4-20 fan. If the microwave oventhe does3/8" not operate: inside upper5. cabinet near (10 mm) holes. ■ Check that a household fuse has not blown, or that a circuit breaker hasoven not tripped. Replace the fuse or and reset taped shut. 2. Make sure the microwave door is closed the circuit breaker. If the problem continues, call an



Raised tabs A. A.B.A.mounting plate Mounting plate Damper assembly Sheet metaltabs screw B. B.C.D.support tabs Support Upper cabinet cutout



B



B



screws



electrician.



■



Check that the power supply cord is plugged into a grounded 3 prong outlet.



■



See the User Instructions for troubleshooting information.



Installation is now complete. E. Long tab st ill tilted, thread power supply 4. With front of microwave oven F. Damper plate Save Installation Instructions for future use. cord through the power supply cord hole in the bottom of the upper cabinet.



FIGURE 4



10



FIGURE 3. Using 2 or more1 people, lift microwave oven and hang it on



5. Rotate microwave oven up toward upper cabinet. support tabs at the bottom of mounting plate. NOTE: If venting through the wa ll, make sure the damper NOTE: assembly fits easily into the vent in the wall cutout. To avoid damage to the microwave oven, do not grip or use the or door handle wh ile the microwave oven is being 6. Push microwave oven against mounting plate anddoor hold in place. handled.
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(continued)



10. Use a tool to push the hinge bracket in so that it slips between lower hinge and cabinet flange. Push the bracket in as far as it will go. It should be almost flush with the cabinet flange. See Figure 9.



6. With the MHC on it’s back, allow perimetric assembly to hang over the surface. Push downward on the assembly to release it from the slots. See Figure 5. slots behind perimetric cover



lower hinge



hinge Bracket



FIGURE 9 11. Use a tool to push the hinge bracket towards the lower hinge flange, let the hinge bracket lip insert around the hinge flange. Use long nosed pliers to clamp if needed (be sure to protect surface by using a soft cloth to avoid scratching the cabinet front). See Figure 10.



FIGURE 5 7. Remove perimetric sub assembly. See Figure 6.



screws



hinge Bracket lip



screws



view from inside cabinet lower hinge flange



FIGURE 6 8. Disconnect electrical connector for perimetric overhead lighting. See Figure 7.
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view from below cabinet



FIGURE 7 Whirlpool Corporation Confidential FIGURE 10 9. Align hinge bracket so that the large cutout in the bracket 12. Reassemble. aligns with the indent in the flange. See Figure 8. 13. Replace all parts and panels.
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14. Plug in microwave or reconnect power.



lower hinge



indent in flange hinge Bracket FIGURE 8 © Whirlpool Corporation 2016   (All Rights Reserved)
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Fiche d’instructions



pour correction de défaut d’alignement de la porte



REMARQUE : Cette réparation doit être effectuée lorsque le four à micro-ondes à hotte intégrée, N’EST PAS installé. Contenu de la trousse : (1) Support de charnière (1) Fiche d’instructions



AVERTISSEMENT



3. Placer le four à micro-ondes à hotte intégrée sur une surface protégée, l’arrière de l’appareil faisant face à l’intervenant. Retirer les 4 vis le long de la garniture périmétrique en bas de l’appareil. Voir la Figure 2.



Risque de choc électrique Déconnecter la source de courant électrique avant l'entretien. Replacer pièces et panneaux avant de faire la remise en marche. Le non-respect de ces instructions peut causer un décès ou un choc électrique.



vis



1. Débrancher le four à micro-ondes ou couper le courant.



AVERTISSEMENT



FIGURE 2 4. Poser le four à micro-ondes à hotte intégrée sur sa face arrière. Abaisser le cache en verre. Voir la Figure 3.



Risque du poids excessif Utiliser deux ou plus de personnes pour déplacer et installer le four à micro-ondes. Le non-respect de cette instruction peut causer Install the Microwave Oven une blessure au dos ou d'autre blessure.



WARNING



Excessive Weight Hazard



2. Retirer le four à micro-ondes à vent hotte intégrée du mur à 2 2. Connect to damper assembly. A B personnes au moins. Using 2 or more people, lift microwave oven off of mounting plate, and so set aside on a covered surface. Failure to do can result in orcôté other injury. IMPORTANT : back TLe du four à micro-ondes où se trouvent les 8. Loosen mounting plate screws. Adjust mounting plate and retighten screws. commandes est le plus lourd. Manipuler le four à micro-ondes IMPORTANT: The control side of the microwave oven is the heavy 9. Repeat steps 3-6. avec précaution. Vérifier que la porte du four à micro-ondes est side. Handle the microwave oven gently. 10. With the microwave oven centered, and with at least one person holding it in place, insert bolts through upper cabinet 1. Placeinto a washer onoven. each 1/4-20 x 3" fermée et qu’elle est par du ruban adhésif. Alors microwave Tighten bolts untilflat-head there is immobilisée nobolt gap and place insidebetween upper upper cabinet near the 3/8" (10oven. mm) holes. cabinet and microwave qu’une personne moins maintient le four à micro-ondes en NOTES: 2. Make sure the microwave oven doorau is closed and taped shut. Some upper cabinets may require bolts longer or shorter than place, retirer les boulons entre le placard supérieur et le four à 3" (7.6 cm). Longer or shorter bolts are available at most hardware stores. micro-ondes, basculer ce dernier vers le bas et le soulever pour Overtightening bolts may warp the top of the microwave oven. A. Vent To warping, wood filler blocks pattes (installer to provide) leavoid dégager des de support de sa plaque de montage. B. Damper assembly (under vent) may be added. The blocks must be the same thickness as the spacela between the upper cabinet Voir Figure 1. bottom and the microwave oven. NOTE: If microwave oven does not need to be adjusted, skip



Usesteps two7-9. or more people to move and install 7. If adjustment is required, rotate microwave oven downward. microwave oven.



■



■



Installation Install theComplete Microwave Oven



AA



1. Install filters. Refer to the User Instructions for filter placement.



WARNING WARNING



FIGURE 3 5. Retirer les 5 vis illustrées en Figure 4.



Excessive Weight Hazard 3. Using 2 or more people, lift microwave oven and hang it on Use two or more people to move and install support tabs at the bottom of mounting plate. Electrical Shock Hazard microwave NOTE: To avoid damage to the microwave oven, do not grip oroven. Plug into a grounded 3 prong outlet. A. Bolts use the door or door handle wh ile the microwave oven is being remove ground prong. handled. Failure to do Do sonotcan result in back or other injury.



A. Boulons



For Roof Venting Installation Only



Do not use an adapter.



1. Insert damper assembly through the cabinet cutout so that the long tab of the damper assembly slides under the raised tabs of the damper plate. Then secure with sheet metal screw. NOTE: The screw cannot be installed if the damper assembly is not positioned as shown.



A



D



B



A. A.Plaque de montage Mounting plate B. B.Pattes Support de tabssupport E



Do not use an extension cord.



Failure to follow theseof instructions can result in death, IMPORTANT: The control side the microwave oven is the heavy or electrical shock. side. Handle the fire, microwave oven gently. 1. C Place aAAwasher eachoven 1/4-20 x 3"3flat-head 2. Plugon microwave into grounded prong outlet. bolt and place Reconnect power. inside upper3. cabinet near the 3/8" (10 mm) holes. 4. Check the operation of microwave oven by placing 1 cup mL) of water on the turntable, and is programming cook taped shut. 2. Make sure the(250 microwave oven door closedaand time of 1 minute at 100% power. Test vent fan and exhaust by



F



B



B



operating the vent fan. 5. If the microwave oven does not operate: ■ Check that a household fuse has not blown, or that a circuit breaker has not tripped. Replace the fuse or reset the circuit breaker. If the problem continues, call an electrician. supply



4. With front of microwave oven st ill tilted, thread power A. Raised tabs cord hole in the bottom of the■ cord through the power supply B. Damper assembly upper cabinet. C. Sheet metal screw D. Upper cabinet cutout E. Long tab F. Damper plate



screws



■



Check that the power supply cord is plugged into a grounded 3 prong outlet.



See the User Instructions for troubleshooting information.



Installation is now complete. Save Installation Instructions for future use.



FIGURE 4



FIGURE 3. Using 2 or more1 people, lift microwave oven and hang it on



5. Rotate microwave oven up toward upper cabinet. support tabs at the bottom of mounting plate. NOTE:10If venting through the wa ll, make sure the damper NOTE: assembly fits easily into the vent in the wall cutout. To avoid damage to the microwave oven, do not grip or use the or door handle wh ile the microwave oven is being 6. Push microwave oven against mounting plate anddoor hold in place. handled.
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(suite à la page suivante)



6. Le four à micro-ondes à hotte intégrée posé sur sa face arrière, placer la garniture périmétrique en surplomb par rapport à la surface de travail. Pousser la garniture vers le bas pour la dégager des fentes de fixation.Voir la Figure 5.



10. Au moyen d’un outil, pousser le support de charnière pour le faire passer entre la charnière inférieure et le rebord du placard. Pousser le support le plus loin possible. Il doit se trouver presque à l’aplomb du rebord du placard. Voir la Figure 9.



Fentes derrière la garniture périmétrique Charnière inférieure



Support de charnière



FIGURE 9 11. Au moyen d’un outil, pousser le support de charnière vers l’embase de la charnière inférieure. La lèvre du support de charnière doit s’insérer autour de l’embase de la charnière. Si besoin, tenir la pièce au moyen d’une pince à long bec (en protégeant la surface avec un chiffon doux pour éviter de rayer l’avant du placard). Voir la Figure 10.



FIGURE 5 7. Retirer la garniture périmétrique. Voir la Figure 6.



Lèvre du support de charnière



vis



Vue depuis l’intérieur du placard



vis



Embase de la charnière inférieure



8. 



FIGURE 6 Débrancher le connecteur du plafonnier périmétrique. Voir la Figure 7.
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Vue depuis le dessous du placard



FIGURE 7 9. Placer le support de charnière de manière à faire Whirlpool Corporation Confidential FIGURE 10 09 – Food Prep correspondre la grande découpe avec la découpe du rebord. 12. Remonter l’appareil. Voir la Figure 8. 13. Réinstaller l’ensemble des pièces et panneaux. 14. Brancher le four à micro-ondes ou reconnecter la source de Charnière inférieure courant électrique. Global Product Leadership 2009 – Food Prep



Découpe du rebord Support de charnière FIGURE 8 © Whirlpool Corporation 2016   (Tous droits réservés)
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Instruction Sheet Instruction Sheet 

Transfer tech sheet (and bag) over to new single metal access panel. Place new panel on dishwasher and align holes in panel with holes in clips. 4. Secure single metal access panel to dishwasher using the. 2 screws supplied. 5. Replace all parts and 
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Instruction Sheet Instruction Sheet Instruction Sheet Instruction ... 

... en maintenance comporte une gâche en plastique, celle-ci doit être remplacée par une gâche métallique et le joint d'étanchéité doit également être remplacé.
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Instruction Sheet Instruction Sheet 

for Strike Plate and Latch Assembly kit. 1. Unplug dishwasher or ... may not be designed to function with the new latch design in an optimal fashion that could ...
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Instruction Sheet Instruction Sheet 

causer un décès ou un choc électrique. Replacer pièces et ... S'assurer de déconnecter la source de courant électrique avant ... composant. FIGURE 1. AXE EN ...
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Instruction Sheet Instruction Sheet 

Ne pas serrer excessivement : Cela peut provoquer une fuite. Une fois l'installation terminÃ©e, mettre le lave-vaisselle en marche et s'assurer qu'il n'y a pas de ...
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Instruction Sheet Instruction Sheet 

pour le remplacement du couvercle du distributeur Ã  dÃ©tergent. Contenu de la trousse : 1 couvercle de distributeur de dÃ©tergent. 1 fiche d'instructions. 5. Fermer ...
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instruction sheet instruction sheet 

Déposer l'agrafe élastique de la tige neuve et, avec une paire de pinces, casser la tige au point indiqué. Voir la Figure 1. FEUILLE D'INSTRUCTIONS.
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Instruction Sheet 

6 oct. 2005 - Description: Switch, Dual Element Markings ... To avoid risk of electrical shock, personal injury or death; disconnect electrical power before ...
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Instruction sheet 

6 juin 2018 - The Caleffi 573 series Is certified by ICC-ES to be in compliance with ... ATTENTION: Si Disconnecteur n'est pas installé, mis en service et ...
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Instruction Sheet 

1 janv. 2012 - TACO (Canadá), Ltd., 8450 Lawson Road, Unit #3, Milton, Ontario L9T 0J8. Telephone: 905/564-9422. FAX: 905/564-9436. Visit our web site ...
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Instruction Sheet 

closer to the electronic control board. 6. Place one of the large ferrites around all the wires going to. P4 on the electronic control board as shown in Figure 1. 7. Place the last large ferrite around the ground wire as shown in Figure 2. Â© Whirlpo
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Instruction Sheet 

1 janv. 2012 - APPLICATION: The Taco SmartPlus is designed to increase hot water comfort while con- serving water and energy. By recirculating â€œcooledâ€� hot water back to the water heater, the wait for hot water is decreased to seconds. BENEFITS: 
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Instruction Sheet 

Support lid with free hand and rotate top till it comes to rest on hinge stop. 3. .... Remarque : La trousse de palier de joint Ã  trois lÃ¨vres 21001868 doit Ãªtre utilisÃ©e ...
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Instruction Sheet 

1 janv. 2012 - domestic hot water (DHW) supply line pumping away from the DHW ... Install the SmartPlus in-line on the DHW supply line downstream of.
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Instruction Sheet 

1. Unplug range or disconnect power before servicing. 2. Lay moisture barrier on flat surface oriented as shown in. Figure 1. WARNING. Electrical Shock Hazard.
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Instruction Sheet 

Déconnecter la source de courant électrique avant l'entretien. Le non-respect de ces instructions peut causer un décès ou un choc électrique. Replacer pièces ...
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Instruction Sheet 

7 avr. 2016 - Install all other system components as shown in the piping diagram in Figure ... Change the position of the toggle switch on the circuit board to.
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Instruction Sheet 

Disconnect the connector from damper assembly. See Figure 10. 14. Pull christmas tree clip. See Figure 10 and Figure 11. â€” 2 â€”. W10885624 A. (continued). 9. Turn ice maker assembly over and remove three screws from bottom of impinger to release i
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Instruction sheet 

14 mai 2018 - Function. The Z-one, a two-position spring return zone valve, is used in heating and air-conditioning systems. The Z-one series consist of a Z1 ...
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Instruction Sheet 

Fermez l'alimentation en eau du réfrigérateur. 3. Enlevez le couvercle du tuyau de remplissage (3 vis). Voir Figure 1. 4. Déterminez le genre de tuyau utilisé.
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Instruction sheet - Caleffi 

31 janv. 2019 - variability of mineral content found in untreated site water which provides more reliable dosing .... demineralized water is lost. If the system was ...
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Instruction sheet - Caleffi 

19 juil. 2018 - This item is designed for use in closed hydronic systems. Do not use in plumbing applications. This item does not meet the low-lead plumbing ...
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Instruction Sheet - SupplyHouse.com 

SUPERSEDES: New. EFFECTIVE: January 1, 2012. Plant ID# 001-4050. Backflow. Preventer. Thermal. Expansion. Tank. Temperature. Sensor. Fixtures.
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Instruction Sheet 

Libérer l'agrafe arrière/gauche. Voir la Figure 9. ... Poursuivre l'opération depuis le côté gauche vers le côté droit - insérer une main entre le couvercle du réservoir d'eau et la doublure .... Accéder à l'interface-utilisateur et régler la tempéra
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