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Instruction sheet

6 juin 2018 - The Caleffi 573 series Is certified by ICC-ES to be in compliance with ... ATTENTION: Si Disconnecteur n'est pas installé, mis en service et ... 

















 Télécharger le PDF 






 254KB taille
 2 téléchargements
 447 vues






 commentaire





 Report
























CALEFFI 38517.06



www.caleffi.com Backflow preventer with intermediate atmospheric vent



573 Series



© Copyright 2018 Caleffi



Installation, commissioning and servicing instructions Function The backflow preventer with atmospheric vent is designed to protect drinking water systems from the return, caused by backsiphonage or backpressure, of contaminated fluids.



C



US



ASSE 1012



The Caleffi 573 series Is certified by ICC-ES to be in compliance with the International Plumbing Code (IPC), International Residential Code (IRC), Uniform Plumbing Code (UPC), and standards ASSE 10122009, and CSA B64.3-94. Additionally, it is also certified by ICC-ES to be in compliance with standard NSF/ANSI 372-2011, Drinking Water System Components – Lead Content Reduction of Lead in Drinking Water Act, California Health and Safety Code 116875 S.3874, Reduction of Lead in Drinking Water Act. Product range 573 series 



backflow preventer with atmospheric vent size 1/2”- 3/4” NPT female threaded connection with union size 1/2” sweat connection with union size 1/2" press connection with union



Technical characteristics Connections: 







1/2”- 3/4” NPT female with union 1/2” SWT with union 1/2" press with union



Materials: Body: Filter: Check valve: Check valve stem: Diaphragm: Seals:







Maximum working pressure: Maximum working temperature: Emergency back pressure temperature: Medium: Certified to: 



























low lead brass stainless steel PSU brass peroxide-cured EPDM peroxide-cured EPDM 175 psi (12 bar) 210°F (99°C) 250°F (121°C) water



CSA B64.3-94 and ASSE 1012-2009 NSF/ANSI 372-2011, Drinking Water System Components-Lead Content Reduction of Lead in Drinking Water Act, California Health and Safety Code 116875 S.3874, Reduction in Drinking Water Act, certified by ICC-ES, file PMG-1360.
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SAFETY INSTRUCTION / CONSIGNE DE SÉCURITÉ This safety alert symbol will be used in this manual to draw attention to safety related instructions. When used, the safety alert symbol means ATTENTION! BECOME ALERT! YOUR SAFETY IS INVOLVED! FAILURE TO FOLLOW THESE INSTRUCTIONS MAY RESULT IN A SAFETY HAZARD. Ce symbole d'avertissement servira dans ce manuel à attirer l'attention sur la sécurité concernant instructions. Lorsqu'il est utilisé, ce symbole signifie ATTENTION ! DEVENEZ ALERTE ! VOTRE SÉCURITÉ EST EN JEU ! NE PAS SUIVRE CES INSTRUCTIONS PEUT PROVOQUER UN RISQUE DE SECURITE.



WARNING: This product can expose you to chemicals including lead, which is known to the State of California to cause cancer and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov. AVERTISSEMENT: Ce produit peut vous exposer à des produits chimiques comme le plomb, qui est connu dans l’État de Californie pour causer le cancer, dommages à la naissance ou autre. Pour plus d’informations rendez-vous www.P65Warnings.ca.gov. CAUTION: All work must be performed by qualified personnel trained in the proper application, installation, and maintenance of systems in accordance with all applicable codes and ordinances. ATTENTION: Tous les travaux doivent être effectués par du personnel qualifié formé à la bonne application, installation et maintenance des systèmes conformément aux codes et règlements locaux. CAUTION: If the backflow preventer is not installed, commissioned and maintained properly, according to the instructions contained in this manual, it may not operate correctly and may endanger the user. ATTENTION: Si Disconnecteur n'est pas installé, mis en service et entretenu correctement, selon les instructions contenues dans ce manuel, il peut ne pas fonctionner correctement et peut mettre en danger l'utilisateur.



CAUTION: Make sure that all the connecting pipework is water tight. ATTENTION: S'assurer que tous les raccordements sont étanches.



CAUTION: When making the water connections, make sure that the backflow preventer connecting pipework is not mechanically over-stressed. Over time this could cause breakages, with consequent water losses which, in turn, could cause harm to property and/or people. ATTENTION: Lorsque vous effectuez les raccordements d'eau, assurez-vous que la tuyauterie reliant disconnecteur n'est pas mécaniquement des overstressed. Au fil du temps, ceci pourrait causer des ruptures, avec pour conséquence des pertes en eau qui, à leur tour, peuvent causer des dommages à la propriété et/ou les gens. CAUTION: Water temperatures higher than 100°F can be dangerous. During the installation, commissioning and maintenance of the backflow preventer, take the necessary precautions to ensure that such temperatures do not endanger people. ATTENTION: Les températures de l'eau supérieure à 100°F peut être dangereux. Au cours de l'installation, mise en service et l'entretien de la disconnecteur, prendre les précautions nécessaires afin de s'assurer que de telles températures ne compromettent pas les gens. CAUTION: In the case of highly aggressive water, arrangements must be made to treat the water before it enters the backflow preventer, in accordance with current legislation. Otherwise the valve may be damaged and will not operate correctly. ATTENTION: Dans le cas de l'eau fortement agressifs, des dispositions doivent être prises pour traiter l'eau avant qu'elle ne pénètre dans le disconnecteur, conformément à la législation actuelle. Sinon la soupape pourrait être endommagée et ne fonctionnent pas correctement.
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Installation The Caleffi 573 series backflow preventer with atmospheric vent must be installed in accordance with the diagrams contained in this instruction manual taking into account all the applicable Codes and Regulations. Before installing a Caleffi 573 series backflow preventer, the system must be thoroughly flushed to remove impurities or any debris which may have accumulated during installation. Failure to remove dirt or debris may affect performance and the manufacturer’s guarantee. The Caleffi 573 series backflow preventer must be installed preferably horizontally and following the flow direction indicated by the arrow on the valve body. The Caleffi 573 series backflow preventer must be installed with one isolating valve and a strainer upstream and one isolating valve downstream. The Caleffi 573 series backflow preventer must be installed in an accessible location to facilitate testing and servicing. The Caleffi 573 series backflow preventer must be installed with the vent port connected via an air gap to a discharge line, in accordance with the plumbing code requirements and keeping a minumum distance of 12” from the floor. Do not install where the discharge can could cause damage. If field testing is required by code, it must be installed in accordance with the relevant diagram in this instruction manual. Scan to view
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573 Backflow Preventer



Installation Tip
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Installation diagram



BACKFLOW PREVE



Series: 573 Sizes: 1/2” - 3/4”



S/N



Heating system application



VENT



Vent Drain Floor



BACKFLOW PREV



Series: 573 Sizes: 1/2” - 3/4”



S/N



Air gap
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MAINS SUPPLY



Field testing installation



Backflow preventer 573 series Upstream Y-strainer shut-off valve



Upstream test cock



Series: 573 Sizes: 1/2” - 3/4”



BACKFLOW PREV



MAINS SUPPLY



Downstream test cock



S/N



Inlet test cock



VENT



5



Downstream shut-off valve



Field testing procedure 1) Check operation of the discharge. When inlet water pressure drops to atmospheric, the valve must open the vent port and discharge the contained amount of water in the valve body. a. -close shutoff valves upstream and downstream. b. -open the upstream test cock The water contained in the body must be discharged, indicating that the diaphragm has opened the vent port. 2) Check for tightness of the internal second check valve. When backpressure is applied to the downstream side of the valve, the internal second check valve must close back drip tight on its seat. a. -close shutoff valves upstream and downstream. b. -open the upstream test cock c. -install a removable bypass hose connecting inlet test cock to downstream test cock and open them for admitting pressure to the downstream side of the internal second check valve Water must not drip from the vent port indicating that the second check valve is not leaking.



Service The internal parts of the backflow preventer are replaceable. Spare parts are available upon request.



Caleffi North America, Inc. 3883 West Milwaukee Road Milwaukee, WI 53208 T: 414.238.2360 F: 414.238.2366
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Instruction Sheet Instruction Sheet 

Transfer tech sheet (and bag) over to new single metal access panel. Place new panel on dishwasher and align holes in panel with holes in clips. 4. Secure single metal access panel to dishwasher using the. 2 screws supplied. 5. Replace all parts and 
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Instruction Sheet Instruction Sheet Instruction Sheet Instruction ... 

... en maintenance comporte une gâche en plastique, celle-ci doit être remplacée par une gâche métallique et le joint d'étanchéité doit également être remplacé.
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Instruction Sheet Instruction Sheet 

for Strike Plate and Latch Assembly kit. 1. Unplug dishwasher or ... may not be designed to function with the new latch design in an optimal fashion that could ...
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Instruction Sheet Instruction Sheet 

causer un décès ou un choc électrique. Replacer pièces et ... S'assurer de déconnecter la source de courant électrique avant ... composant. FIGURE 1. AXE EN ...
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Instruction Sheet Instruction Sheet 

Ne pas serrer excessivement : Cela peut provoquer une fuite. Une fois l'installation terminÃ©e, mettre le lave-vaisselle en marche et s'assurer qu'il n'y a pas de ...
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Instruction Sheet Instruction Sheet 

pour le remplacement du couvercle du distributeur Ã  dÃ©tergent. Contenu de la trousse : 1 couvercle de distributeur de dÃ©tergent. 1 fiche d'instructions. 5. Fermer ...










 


[image: alt]





instruction sheet instruction sheet 

Déposer l'agrafe élastique de la tige neuve et, avec une paire de pinces, casser la tige au point indiqué. Voir la Figure 1. FEUILLE D'INSTRUCTIONS.
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Instruction Sheet 

6 oct. 2005 - Description: Switch, Dual Element Markings ... To avoid risk of electrical shock, personal injury or death; disconnect electrical power before ...
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Instruction Sheet 

1 janv. 2012 - TACO (Canadá), Ltd., 8450 Lawson Road, Unit #3, Milton, Ontario L9T 0J8. Telephone: 905/564-9422. FAX: 905/564-9436. Visit our web site ...
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Instruction Sheet 

closer to the electronic control board. 6. Place one of the large ferrites around all the wires going to. P4 on the electronic control board as shown in Figure 1. 7. Place the last large ferrite around the ground wire as shown in Figure 2. Â© Whirlpo
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Instruction Sheet 

1 janv. 2012 - APPLICATION: The Taco SmartPlus is designed to increase hot water comfort while con- serving water and energy. By recirculating â€œcooledâ€� hot water back to the water heater, the wait for hot water is decreased to seconds. BENEFITS: 
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Instruction Sheet 

Support lid with free hand and rotate top till it comes to rest on hinge stop. 3. .... Remarque : La trousse de palier de joint Ã  trois lÃ¨vres 21001868 doit Ãªtre utilisÃ©e ...
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Instruction Sheet 

1 janv. 2012 - domestic hot water (DHW) supply line pumping away from the DHW ... Install the SmartPlus in-line on the DHW supply line downstream of.
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Instruction Sheet 

1. Unplug range or disconnect power before servicing. 2. Lay moisture barrier on flat surface oriented as shown in. Figure 1. WARNING. Electrical Shock Hazard.
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Instruction Sheet 

Déconnecter la source de courant électrique avant l'entretien. Le non-respect de ces instructions peut causer un décès ou un choc électrique. Replacer pièces ...
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Instruction Sheet 

7 avr. 2016 - Install all other system components as shown in the piping diagram in Figure ... Change the position of the toggle switch on the circuit board to.
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Instruction Sheet 

Disconnect the connector from damper assembly. See Figure 10. 14. Pull christmas tree clip. See Figure 10 and Figure 11. â€” 2 â€”. W10885624 A. (continued). 9. Turn ice maker assembly over and remove three screws from bottom of impinger to release i
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Instruction sheet 

14 mai 2018 - Function. The Z-one, a two-position spring return zone valve, is used in heating and air-conditioning systems. The Z-one series consist of a Z1 ...
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Instruction Sheet 

Fermez l'alimentation en eau du réfrigérateur. 3. Enlevez le couvercle du tuyau de remplissage (3 vis). Voir Figure 1. 4. Déterminez le genre de tuyau utilisé.
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Instruction sheet - Caleffi 

31 janv. 2019 - variability of mineral content found in untreated site water which provides more reliable dosing .... demineralized water is lost. If the system was ...
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Instruction sheet - Caleffi 

19 juil. 2018 - This item is designed for use in closed hydronic systems. Do not use in plumbing applications. This item does not meet the low-lead plumbing ...
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Instruction Sheet - SupplyHouse.com 

SUPERSEDES: New. EFFECTIVE: January 1, 2012. Plant ID# 001-4050. Backflow. Preventer. Thermal. Expansion. Tank. Temperature. Sensor. Fixtures.
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Instruction Sheet 

Libérer l'agrafe arrière/gauche. Voir la Figure 9. ... Poursuivre l'opération depuis le côté gauche vers le côté droit - insérer une main entre le couvercle du réservoir d'eau et la doublure .... Accéder à l'interface-utilisateur et régler la tempéra
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Instruction Sheet 

Retirer le four Ã  micro-ondes Ã  hotte intÃ©grÃ©e du mur Ã  2 personnes au moins. IMPORTANT : TLe cÃ´tÃ© du four Ã  micro-ondes oÃ¹ se trouvent les commandes est ...
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