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instructions - WAC Landscape Lighting

Connect output female connector of the lead wire with the male connector of the landscape ... F. INSTALLATION INSTRUCTION. Landscape 12V Outdoor Tape. 
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INSTALLATION INSTRUCTION Landscape 12V Outdoor Tape 8011/8051/8101 SAFETY INSTRUCTION IMPORTANT: NEVER attempt any work without shutting off the electricity. • Read all instructions before installing. • System is intended for installation by a qualified electrician in accordance with the National Electrical Code and local regulations. • Place the wall switch in the “OFF” position. • Go to the main fuse box, or circuit breaker. Unscrew the fuse(s) or switch ”OFF” the circuit breaker switch(es) that control the power to the space that you are working on. CAUTION: All parts must be used as indicated in these instructions. Do not substitute any parts, leave parts out, or use any parts that are worn out or broken. Failure to follow this instruction could invalidate the ETL/cETL listing of this fixture. AVERTISSEMENT IMPORTANT : COUPEZ L’ÉLECTRICITÉ AVANT TOUTE MANIPULATION. • Lisez toutes les instructions avant d’installer. • Système est destiné à être installé par un électricien qualifié en conformité avec le code national de l’électricité et les règlements locaux. • Placez l’interrupteur mural en position d’arrêt (« OFF »). • Accédez au panneau central de disjoncteurs ou de fusibles de votre demeure et placez l’interrupteur principal en position d’arrêt (« OFF »). MISE EN GARDE Toutes les pièces doivent être utilisées tel qu’il est indiqué dans ces instructions. Ne remplacez pas les pièces, n’en laissez pas de côté et ne les utilisez pas si elles sont usées ou brisées. Le non-respect de ces instructions peut annuler l’homologation ETL/cETL du luminaire.



THIS INSTRUCTIONS APPLY TO THE MODELS BELOW: *Note: Transformer is required to power the fixture. (sold separately)



8011 8051 8101



8000
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INSTALLATION INSTRUCTION Landscape 12V Outdoor Tape 8011/8051/8101 LANDSCAPE 12V OUTDOOR • Determine the installation area and material, based on different mounting materials (wood or concrete), different mounting accessories will be needed. WIRING AND INSTALLATION: Please refer to installation diagrams shown on next page. 1. Determine the number of separately powered runs needed. Calculate the number of power supplies.



2. 3. 4. 5. 6. 



Min. / max. tape run length



1ft / 40ft per run



Current



180 mA/ft



Power consumption



2 Watts/ft



Input



9-15V AC



Fuse amperage



5A



Measure the length of each run and round it off to the nearest 1 foot interval. Determine the necessary quantities of 1ft, 5ft, and 10ft sections, joiner cables and X or Y connectors. Note: Tape light may be field cut every 1 inch at end of run. Connect external power supply to lead wire in accordance to power supply specifications. Connect output female connector of the lead wire with the male connector of the landscape 12V outdoor tape or connector. Male/Female connectors of each InvisiLED component can be connected together to form a run. Terminate each separately powered run with an end cap. Install the end cap with silicon ensuring watertight seal.



Tape section: 8011 - 1’ 8051 - 5’ 8101 - 10’



1w”



1m”



1"



w”



Female Connector



Male Connector s”



Lead wire with fuse: 800-06BK - 6” 800-10BK - 10”



6”
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INSTALLATION INSTRUCTION Landscape 12V Outdoor Tape 8011/8051/8101 SAMPLE LAYOUT A



External Power Supply



B 8000-06/10



6 or 10 ft lead wire with fuse



C 8011/8051/8101



1, 5, or 10ft tape section



D 8003



X Connector



E 8002



Y Connector



F LED-TO24-EC



End Cap



HARD WIRE



A



F LED-TO24-EC



B



8000-06/10



C 8011/8051/8101



D 8003



E



8002
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INSTALLATION INSTRUCTION Landscape 12V Outdoor Tape 8011/8051/8101 ACCESSORIES



1. INSTALLATION CHANNEL (LED-TO24-CH1/5) flat surface, exaple: wood



1ft or 5ft



2. CLIP 1 (LED-TO24-C1)



- Suitable for non-flat installation surface, wood or concrete. - Installation surface have space for the two mounting screw holes. - No edge contact installation requirement.



3. CLIP 2 (LED-TO24-C2) - Suitable for non-flat installation surface, wood or concrete material applicable - Suitable for single tape edge contact installation



4. CLIP 3 (LED-TO24-C3)



- Suitable for non-flat installation surface, wood or concrete material applicable - Suitable for double tape edge contact installation.
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Path_Light 2.indd - WAC Landscape Lighting 

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous ... space that you are working on. WARNING: ...










 








INSTALLATION INSTRUCTION Photocell - WAC Landscape Lighting 

PREPARATION. 1. Terminate the power supplied to the magnetic transformer being controlled. 2. Punch out the desired knockout conduit on the transformer. 3.










 








Path_Light 2.indd - WAC Lighting 

from the fixture through the wire slot in the stake. STEP 2: 5. Cut the power supply wire from the transformer at the location of the fixture. 6. Separate the power ...










 








INSTALLATION INSTRUCTION HR90 LED ... - WAC Lighting 

A) Recessed Mounting. NOTE: The back plate is not needed for recessed mounting and may be discarded. 1. Cut a 3 1/4â€� diameter hole in the surface. 2. Feed the fixture wires through the hole, and connect the wires to a 24V transformer. 3. Compress t










 








INSTALLATION INSTRUCTION FLO - Vanity WS-224 ... - WAC Lighting 

9 fÃ©vr. 2016 - FLO - Vanity. WS-224, WS-236, WS-248. Fixture Wires. Black or ... Drill holes in the wall aligned with the key-hole location in the mounting plate ...










 








INSTALLATION INSTRUCTION Step and Wall Light - WAC Landscape 

Système est destiné à être installé par un électricien qualifié en conformité avec ... of our products at any time as part of the company's continuous improvement ...










 








INSTALLATION INSTRUCTION GLO - Flush Mount FM ... - WAC Lighting 

IMPORTANTE: NUNCA intente hacer trabajos sin desconectar el suministro elÃ©ctrico. -. Lea y comprenda todas las instrucciones e ilustraciones por completo ...










 








INSTALLATION INSTRUCTION FLO - Vanity WS-224 ... - WAC Lighting 

9 fÃ©vr. 2016 - WARNING. IMPORTANT: NEVER attempt any work without shutting off the electricity. -. Read all instructions before installing. -. System is intended for installation by a qualified electrician in accordance with the National Electrical 










 








INSTALLATION INSTRUCTION Rubix - LED Wall Mount - WAC Lighting 

Do not substitute any parts, leave parts out, or use any parts that are ... of our products at any time as part of the company's continuous improvement program.










 








Assembly & Installation Instructions - Progress Lighting 

4 mai 2016 - WARNING: This product contains chemicals known to the State of California to cause cancer, birth defects and/or other reproductive harm. Thoroughly wash hands after ... Lire les instructions avec attention et couper l'électricité au nive










 








Assembly & Installation Instructions - Progress Lighting 

15 janv. 2003 - ends of Plaster Frame to prevent lateral movement of Plaster Frame. ..... Le cadre en plâtre (2) et le joint (25) doivent toucher le plafond (23).










 








landscape 

2e vidéo. 1. jeune homme/femme. 2. éclairé par son écran. 3. zoom/travelling : voit reflet dans yeux. 4. contemplation. 5. regarde film couleur. 3e vidéo. 1. couple.










 








led important safety instructions - Bees Lighting 

dirt level and minimum light output which is acceptable to user. ... Disconnect or turn off power before installation ... Avoid direct eye exposure to the light source.










 








iPROGRESS Assembly & Installation Instructions - Progress Lighting 

verde de puesta a tierra (5) en la chapa de soporte (1). 2.- Conecte los hilos elÃ© ctricos de la la mpara (6) a los hilos de la corriente elÃ© ctrica (7) segu n.










 








Page 1 #PROGRFss Assembly & Installation Instructions LIGHTING 

Insert Lamps (6) (Not Furnished) and snap into Lamp Clips (7). Caution: All Glass is fragile, use care when handling Lamps (6). 5.- Install Diffuser (8) by slipping it over two Retaining Clips (9) and by pressing the remaining Retaining Clip (9) inwa










 








1PROGRESS Assembly & Installation Instructions - Progress Lighting 

WARNING - If any Special Control Devices are used with this Fixture, Follow the Instructions Carefully to assure full compliance with N.E.C. requirements. .... AVERTISSEMENT - Dans le cas ou d'autres mÃ© canismes de commande s'utilisent avec ce dispo










 








led important safety instructions - Bees Lighting 

Installation and service of luminaires should be performed by a qualified licensed ... This luminaire has been properly packed so that no parts should have been.










 








1PROGRESS Assembly & Installation Instructions - Progress Lighting 

Retirez Ie couvercle (9) de la boite de dérivation (10). Faites passer Ie cable de type NM (Romex) (11) par le trou désiré dans la boite dérivation (10), Ie quel se situe au-dessus de la plaque de retenue (13). Maintenez Ia position du cable (11) a l










 








INSTRUCTIONS For Assembling and Installing ... - Kichler Lighting 

4 ) A travers ce passage, faire partir le fil electrique du support de fixation pour le connecter a ... connexions a l interieur de la boite de jonction). 6 ) Faire glisser ...










 








1PROGRESS Assembly & Installation Instructions - Progress Lighting 

MISE EN GARDE: Le verre est toujours fragile; maniez avec prudence la lentille en verre (1) et la lampe. 1.- Placez la ... aiguilles d'une montre. Appuyez vers ...










 








iPROGRESS Assembly & Installation Instructions - Progress Lighting 

circuit breaker panel before beginning installation. WARNING - THIS LIGHTING FIXTURE IS FOR USE WITH MAXIMUM 25A, 15V POWER UNITS ONLY.










 








installation instructions ddl - Hubbell Outdoor Lighting 

Follow ALL luminaire recommendations, product markings, instructions, restrictions and ... Luminaire label shows electrical and environmental requirements and.










 








IPROGRESS Assembly & Installation Instructions - Progress Lighting 

Conecte los alambres del aparato de luz (F) a los alambres de sum|n|stro (G) como SUMINSTRQMC oÃ©gmgaggA se muestra en el diagrama de cableado. Utilice los conectores homologados por U.L. ONECTADQR . . ULCALIFICADO. (no lnclwdos). _ ALAMBRE DEL ALAMB










 








Vertical landscape 

Travelling avant vers une personne, la caméra s'approche jusqu'à ne plus laisser apparaître que de la peau, du noir, laisse place à la seconde vidéo.
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Report instructions - WAC Landscape Lighting





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint
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