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Instrument cluster, On Board Diagnostic (OBD) (through M.Y. 1999) General information Instrument cluster technology The Audi A4 instrument cluster is available in two versions; the low-line version with "mini-check" system and the high-line version with an LCD multi-function display. The mini-check system monitors the brake system, Engine Coolant Temperature (ECT), fuel level and engine oil pressure. The multi-function display contains the following functions: Auto check system with radio station and telephone displays Ambient outside temperature display On-board computer display Transmission Range (TR) selector lever display for automatic transmission
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The speedometer contains a LCD display for the odometer, a trip odometer and the Service Reminder Indicator (SRI). Indicator lamps are integrated in the speedometer and tachometer. Accessory instruments are integrated into the instrument cluster. The instrument cluster is controlled by a microprocessor and has extensive On Board Diagnostic (OBD) capabilities. If any component exhibit signs of failure, a Diagnostic Trouble Code (DTC) is stored in the instrument cluster DTC memory. The DTC can then be identified using the VAG1551 or VAG1552 Scan Tool (ST).



http://127.0.0.1:8080/audi/servlet/Display?action=Goto&type=repair&id=AUDI.B5.EE01.01.1



11/20/2002



Instrument cluster, On Board Diagnostic (OBD) (through M.Y. 1999)



Page 4 of 74



01-3



Note: The descriptions in this Repair Manual reference the VAS5051 Diagnostic Operation Center (DOC) and the VAG1551 Scan Tool (ST). The following Adaptations (adjustments) can be carried out using the tool: Adaptation of the fuel sensor characteristics Adaptation of the fuel consumption display Coding the language versions for the on-board computer and Auto Check system. Adaptation of the Service Reminder Indicator (SRI) Adaptation of the odometer after instrument cluster replacement.
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Instrument cluster replacement notes Do not disassemble the instrument cluster. All warning and indicator bulbs can be replaced separately: m.y. 1997 Page 90-4 ; 1998 Page 90-15 . All other malfunctions require replacing the complete instrument cluster. If necessary, the instrument cluster should be exchanged within the parts exchange program. Fill in the Failure Description Form and send it in, together with the instrument cluster. The instrument cluster must be sent back in its original packaging. When replacing the instrument cluster, set the Odometer display and the Service Reminder Indicator (SRI) using the VAG1551 Scan Tool (ST) Page 01-32 .
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On Board Diagnostic (OBD), initiating program Special tools, test equipment and auxiliary items VAS5051 Diagnostic Operation Center (DOC) and/or VAG1551 Scan Tool (ST). VAG1551/3 adapter cable Test requirements Fuses OK



Electrical Wiring Diagrams Troubleshooting & Component Locations Instrument cluster coding checked according to coding table Page 01-25 Connect VAS5051 Diagnostic Operation Center (DOC) or Connect VAG1551 Scan Tool (ST) 01-241 .
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Notes: If the VAG1551 display remains blank, check the power supply.



Electrical Wiring Diagrams Troubleshooting & Component Locations Press the HELP button for additional operating instructions. Press the button to advance through the program sequence. An incorrect entry can be cancelled by pressing the -C- button. In "Rapid data transfer" operating mode 1, the "Automatic Test Sequence" (address word 00) can be carried out. This will automatically check the DTC memories of all of the control modules in the vehicle which have OBD capability.
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- Switch ignition on. - Switch printer on by pressing PRINT button (indicator light in button comes on). - Press button -1- to select "Rapid data transfer" operating mode 1. Rapid data transfer



HELP



Indicated on display



Insert address word XX



Address word for instrument cluster: 17 - Press buttons -1- and -7-. Rapid data transfer



Q



Indicated on display



17 - Instrument Cluster



- Press -Q- button to confirm input. 8D0919930L B5-Instrument Cluster VDOX16 Coding 00262



Indicated on display (after approx. 5 seconds) (example)



WSC 06812



8D0919930L: part number of instrument cluster (see also parts exchange program) B5-Instrument Cluster: component designation VDO: manufacturer ID (UN4 = Nippon Seiki, VD0 = VDO) X16: instrument cluster software version Coding 00262: instrument cluster coding WSC 06812: dealership number
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Note: Check coding using the coding table 25 . - Press Rapid data transfer



HELP



Control module does not answer



Page 01-



button.



- If one of these four messages is displayed, carry out troubleshooting procedures: Electrical Wiring Diagrams Troubleshooting & Component Locations



Rapid data transfer



HELP



or



HELP



or



HELP



or



HELP



Indicated on display



Error in communication link



Rapid data transfer K wire not switching to Ground



Rapid data transfer K wire not switching to B+



Rapid data transfer Select function XX



When the HELP button is pressed, a list of possible functions prints out. - Press



button to advance through program sequence.
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On Board Diagnostic (OBD) functions The following functions are possible: 02 - Check DTC Memory



Page 01-10



03 - Output Diagnostic Test Mode 05 - Erase DTC Memory 06 - End Output



Page 01-20



Page 01-22



07 - Code Control Module



Page 01-23



08 - Read Measuring Value Block 10 - Adaptation



Page 01-15



Page 01-27



Page 01-32
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Check DTC Memory (scan tool function 02) Note: The displayed DTC information is updated only when initiating OBD or with "Erase DTC Memory" function 05. - Switch printer on by pressing PRINT button (indicator light in button comes on). Rapid data transfer



HELP



Indicated on display



Select function XX



- Press buttons -0- and -2- to select "Check DTC Memory" function 02. Rapid data transfer



Q



Indicated on display



02 - Check DTC Memory



- Press -Q- button to confirm input. X DTC recognized



The number of stored DTCs appears in the display. The stored DTCs are displayed and printed out one after the other. - Check print-out against DTC table ( malfunctions as necessary.
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If "No DTC recognized!" is displayed, the program will return to "Select function XX" prompt after the button is pressed.



No DTC recognized!



Rapid data transfer



HELP



Indicated on display



Select function XX



If something different appears on the display: VAG1551 Scan Tool (ST) operating instructions - End output (function 06)



Page 01-22



- Switch ignition off and disconnect scan tool from Data Link Connector (DLC).
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Diagnostic Trouble Code (DTC) table for instrument cluster Notes: The following table lists all possible Diagnostic Trouble Codes (DTCs) which the instrument cluster can recognize and which the VAG1551 scan tool can print. DTC numbers only appear on the printout. Before replacing any component shown as malfunctioning, check all related wiring and connections of these components and the Ground (GND) connections Electrical Wiring Diagrams Troubleshooting & Component Locations After the repair has been carried out and the functional system check, re-check and erase the DTC memory using the VAG1551 scan tool. The DTC memory records all static and sporadic (intermittent) malfunctions. A malfunction is considered static if it exists for at least 2 seconds (exceptions: 60 seconds for outside temperature display and 30 minutes, for engine coolant sensor). If the malfunction is not present after this time, it will be stored as a sporadic DTC and "/SP" will appear on the right side of the scan tool display. After switching the ignition on, all existing DTCs are set to sporadic. If they are still present after the system check, they will be stored as static DTCs. If a sporadic malfunction does not reoccur within 50 driving cycles (ignition on for at least 5 minutes and vehicle speed greater than 30 km/h or 18 mph), it will be erased.
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DTC



Possible cause



Corrective action



VAG1551 scan tool display 00667 Ambient-Temperature Signal



Vehicles without air conditioning: Open circuit or short circuit



Open/Short circuit to B+



Outside air temperature sensor -G17faulty



Vehicles without air conditioning: - Trace malfunction Electrical Wiring Diagrams, Troubleshooting & Component Locations - Replace -G17-.



Short circuit to Ground Vehicles with air conditioning: Open circuit or short circuit A/C control head -E87- faulty



Vehicles with air conditioning: - Trace malfunction Electrical Wiring Diagrams, Troubleshooting & Component Locations - Carry out OBD of air conditioning system Repair Manual, Heating & Air Conditioning, Repair Group 01



00771 Fuel Level Sensor-G Open/Short circuit to B+ Short circuit to Ground



Open circuit or short circuit between sender for fuel gauge -G- and instrument cluster



- Trace malfunction Electrical Wiring Diagrams, Troubleshooting & Component Locations - Replace -G-.



Sender for fuel gauge -G- faulty
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00779 Outside Air Temperature SensorG17



Open circuit or short circuit Outside air temperature sensor --G17faulty



- Trace malfunction Wiring Diagrams, Troubleshooting & Component Locations - Replace -G17-.



Open/Short circuit to B+ Short circuit to Ground
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01039 ECT Sensor-G2 Open/Short circuit to B+ Short circuit to Ground (GND)



Open circuit or short circuit between Engine Coolant Temperature Sensor (ECT) -G2- and instrument cluster



- Trace malfunction Electrical Wiring Diagrams, Troubleshooting & Component Locations



ECT sensor -G2- faulty



- Replace -G2-.



Open circuit in clock enable or data wire



- Check data wire for damage.



Navigation/instrument cluster interface malfunctioning



- Check causes for electromagnetic malfunctions.



01402 Data Wire from Navigation Incorrect signal



Malfunction caused by electromagnetic interference inside and outside vehicle



Repair Manual Radio, Telephone, Navigation, Repair Group 97



65535 Control Module Malfunctioning



Instrument cluster faulty



- Replace instrument cluster 1.
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Output Diagnostic Test Mode (scan tool function 03) Notes: Output Diagnostic Test Mode may only be carried out on a stationary vehicle with the engine off. Trace any faults identified by the Output Diagnostic Test Mode, replace the instrument cluster if necessary. The function "Output Diagnostic Test Mode" cycles all the control elements in the instrument cluster sequentially, if they are installed and coded. Concurrent testing of the display ranges of all the analog indicators (coolant temperature gauge, tachometer, speedometer and fuel gauge). Activation of the mini-check indicator lights. Activation of the seat belt warning lamp. Activation of the chime.
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Segment check of the multi-function display and/or the LCD odometer. Activation of the instrument cluster lights and dimmer. Coolant excess temperature test
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Notes: The instrument cluster lighting test can only be carried out with the lights on. The coolant excess temperature test activates the A/C compressor safety shut-off. Initiating Output Diagnostic Test Mode Note: The units displayed are country specific. Rapid data transfer



HELP



Indicated on display



Select function XX



- Press buttons -0- and -3- to select "Output Diagnostic Test Mode" function 03. Rapid data transfer



Q



Indicated on display



03 - Output Diagnostic Test Mode



- Press -Q- button to confirm input. This will start the Output Diagnostic Test Mode for the analog instruments (displays). Output Diagnostic Test Mode



Indicated on display



Analog Indicators
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After pressing the -Q- button, the following tests are run: Coolant temperature gauge needle moves over complete range Tachometer needle moves over complete range Speedometer needle moves over complete range Fuel gauge needle moves over complete range The following preset values are displayed at the end of the test: Coolant temperature display:



90 C (194 F)



Tachometer:



3000 RPM



Speedometer:



100 km/h (62 mph)



Fuel level:



1/2



Note: If the ignition is switched on or off with any gauge
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needle in motion, its movement will be interrupted.
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- Press Output Diagnostic Test Mode Instrument Cluster Warning Lights Test



Indicated on display Activation of mini-check indicator lights - Press



Output Diagnostic Test Mode Seat Belt Warning Light-K19



button.



button.



Indicated on display Activation of seat belt warning light. Note: Depending on the model/equipment, the seat belt warning light will be activated via the control module coding. This means that the warning light will be inactive if this test is skipped. - Press



Output Diagnostic Test Mode Chime



button.



Indicated on display The chime is activated and sounds continuously. - Press



button.
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Indicated on display



Output Diagnostic Test Mode Segment test



Notes: All indicators on the multi-function display and/or the LCD odometer are cycled. All segments on the multi-function monitor light up and one bar remains dark. - Press



button.



Indicated on display



Output Diagnostic Test Mode Switch and instrument lighting



The instrument cluster dimming is tested. - Press



button.



Indicated on display



Output Diagnostic Test Mode ECT Overheat Test



The A/C compressor safety cut-out will be activated within approx. 5 seconds. - Press



button.



Indicated on display



Output Diagnostic Test Mode END



- Press



button to end Output Diagnostic Test Mode.



This returns the scan tool to the "Select function XX" prompt. Rapid data transfer



HELP



Indicated on display
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Erase DTC Memory (scan tool function 05) Note: If the DTC memory cannot be erased, check DTC memory again and repair malfunctions. Requirements DTC memory checked



Page 01-10



All malfunctions repaired After DTC memory has been successfully checked: Rapid data transfer



HELP



Indicated on display



Select function XX



- Press buttons -0- and -5- to select "Erase DTC Memory" function 05.
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Rapid data transfer



Q



Indicated on display



05 Erase DTC Memory



- Press -Q- button to confirm input Indicated on display



Rapid data transfer DTC Memory is erased



DTC memory is now erased. - Press



Rapid data transfer



HELP



button.



Indicated on display



Select function XX



Notes: Attention!



This message indicates an error in the test sequence:



DTC Memory not interrogated



Rapid data transfer DTC Memory not interrogated



This message indicates an error in the test sequence: Observe the test sequence exactly: first check DTC memory, if necessary repair malfunctions then erase.
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End Output (scan tool function 06) Rapid data transfer



HELP



Indicated on display



Select function XX



- Press buttons -0- and -6- to select "End Output" function 06. Rapid data transfer



Q



Indicated on display



06 - End Output



- Press -Q- button to confirm input Rapid data transfer



HELP



Indicated on display



Insert address word XX



- Switch ignition off. - Disconnect VAG1551 scan tool.
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Code Control Module (scan tool function 07) This function is used to code the instrument cluster with the following information: Optional equipment Country specific variations (market versions) Number of cylinders Engine versions Notes: Coding sets the various combinations of the on board computer and check package according to the optional equipment, country specific variations, number of cylinders and engine version. The coding table only contains coding combinations for the Audi A4. Initiating instrument cluster coding Rapid data transfer



HELP



Indicated on display



Select function XX
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- Press buttons -0- and -7- to select "Code Control Module" function 07. - Press -Q- button to confirm input.



http://127.0.0.1:8080/audi/servlet/Display?action=Goto&type=repair&id=AUDI.B5.EE01.01.1



11/20/2002



Instrument cluster, On Board Diagnostic (OBD) (through M.Y. 1999)



Page 31 of 74



01-24



Code control module



Q



Indicated on display



Input code number XXXXX (0-32000)



- Input code number using Coding table 00262 00



Page 01-25 . Example:



no optional equipment 2



Country: USA 6



6-cylinders 2 Gasoline engine



Code Control Module



Q



- Indicated on display (example).



Input code number 00262 (0-32000)



- Press -Q- button to confirm input 8D0919930L B5-INSTRCLUST VDO X16 Coding 00262



Indicated on display



WSC 06812



- Press Rapid data transfer



HELP



button to end coding process.



Indicated on display



Select function XX



- Press buttons -0- and -6-. Rapid data transfer



Q



Indicated on display



06 - End Output



- Press -Q- button to confirm input
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Coding table X



Optional equipment



00



No optional equipment



01



Brake pad wear indicator active



02



Seat belt warning system active



04



Washer fluid level indicator active



16



Navigation (not applicable for USA) X



Market version:



0



Germany (D)



1



Europe (EU)



2



USA (US)



3



Canada (CDN)



4



Great Britain (GB)



5



Japan (JP)



6



Saudi Arabia (SA)



7



Australia (AUS)
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X



Number of cylinders



4



4-cylinders



6



6-cylinders X Engine versions 0



TDI engine



2



Gasoline engines, 4 and 6 cylinder
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Notes: Depending on the vehicle equipment, coding for optional equipment is also possible for various combinations. If more than one option that can be coded is installed, the coding must be entered as the sum of the individual coding numbers. Examples Washer fluid level indicator and brake pad wear indicator: 04 + 01 = 05 Seat belt warning system and washer fluid level indicator: 02 + 04 = 06
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Read Measuring Value Block (scan tool function 08) Initiating "Read Measuring Value Block" function 08 Rapid data transfer



HELP



Indicated on display



Select function XX



- Press buttons -0- and -8- to select "Read Measuring Value Block" function 08. Rapid data transfer



Q



Indicated on display



08 - Read Measuring Value Block



- Press -Q- button to confirm input Read Measuring Value Block



HELP



Indicated on display



Input display group number XXX



- Input display group number from table ( button to confirm input.



Page 01-28 ) and press -Q-



The scan tool will indicate the selected display group.
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Display group overview Display group 001



Indicated on display 1 = Vehicle speed (kmh/MPH) 2 = Engine speed (RPM) 3 = Oil pressure switch 2 < min



002



1 = Odometer (km/mi) 2 = Fuel gauge (liters/gal) 3 = Outside temperature ( C/F)



003



1 = Engine coolant temperature ( C/F)



050



1 = Odometer (km/mi) 2 = Engine speed (RPM) 4 = Engine coolant temperature ( C/F)



Notes: The display will always show the actual values from the sensors. Since the instrument panel displays filters the values, they may differ from the actual values.
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If the actual Engine Coolant Temperature (ECT) is between 80 C (176 F) and 100 C (212 F), the instrument panel will always display 90 C (194 F). Additional display groups for the instrument cluster are not possible.
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Display group 001



Read Measuring Value Block 1



Indicated on display



50 km/h 2400 RPM Oil press 2 























des documents recommandant







[image: alt]





Instrument cluster, On Board Diagnostic (OBD ... - AudiDatabase 

Nov 20, 2002 - Function 10 is used to initiate and store the following changes: Adaptation of fuel gauge display. Correction of the fuel consumption display.










 


[image: alt]





Motronic system, On Board Diagnostic (OBD) - AudiDatabase 

Nov 22, 2002 - X X X X X X X X. Notes for display group 086 display field 1 (Ready-Bits). 1 = Three Way Catalytic Converter (TWC) (diagnostic of catalytic ...










 


[image: alt]





Central locking On Board Diagnostic (OBD) - AudiDatabase 

Nov 20, 2002 - The central locking system variation can also be coded using the VAG1551. Scan Tool (ST). Central locking has two pneumatic circuits. For.










 


[image: alt]





Radio, On Board Diagnostic (OBD) (my 1998 ) - AudiDatabase 

Nov 20, 2002 - All radio units have a Diagnostic Trouble Code. (DTC) memory. If a malfunction occurs in one of the components or wires which is monitored by.










 


[image: alt]





Ultrasonic interior monitoring On Board Diagnostic (OBD) 

Nov 20, 2002 - The ultrasonic interior monitoring system is capable of extensive On Board Diagnostic. (OBD). If malfunctions in component parts develop ...










 


[image: alt]





Central locking On Board Diagnostic (OBD) 

Nov 20, 2002 - voltage supply according to wiring diagram,. The Scan Tool (ST) .... Scan tool operating instructions. - Erase DTC ..... Audi A4. Vehicle with central locking and anti-theft system. 03468 ..... into free memory positions. If occupied .










 


[image: alt]





On Board Diagnostic (OBD) - Multiport Fuel Injection (MFI) 

Nov 22, 2002 - If the MIL lights up continuously, there is a malfunction present that .... Operating modes 1 and 2 are displayed alternately. Notes: ..... 2 Trips / blink ...... The length of the deceleration fuel shut off must be longer than 4 sec.










 


[image: alt]





On Board Diagnostic (OBD) - Multiport Fuel Injection (MFI) 

Nov 22, 2002 - ... II (OBD II) was used in the Audi A6 with 2.8 liter V6, manual transmission and ... more easily under address word 01, function 04 and/or function 08. .... Additional operating instructions can be obtained by using the VAG.










 


[image: alt]





instrument cluster 

2006 MINI Cooper S. 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S. Microsoft ...










 


[image: alt]





GENERAL INFORMATION ABOUT OBD DIAGNOSTIC 

GENERAL INFORMATION ABOUT OBD DIAGNOSTIC. INTRODUCTION. This document is a simple introduction to the use of the NANOCOM to perform OBD ...










 


[image: alt]





Diagnostic Tool - Global Protection Cluster 

et policier en uniforme, les bons offices et les composantes des droits de .... Elle ne porte pas sur l'engagement auprÃ¨s des forces de sÃ©curitÃ© nationales ou d' ...










 


[image: alt]





Diagnostic Tool - Global Protection Cluster 

s'appuyant sur une série de consultations organisées avec les modules de la ...... activités et des plans d'urgence … avec la participation pleine et entière de ...










 


[image: alt]





SI Troubleshooting Erratic Instrument Cluster ... - BimmerWerkz.com 

Troubleshooting Erratic Instrument Cluster Functions. MODEL. E46 (3 Series). SITUATION ... DIS or MoDiC, run a Short Test with the problem connector still ...










 


[image: alt]





What is EOBD, EOBD2 and OBD-II - Crypton Diagnostic Equipment 

The OBDII Federal Law applied only to cars sold in the US. In the UK and the ... honest in the coverage, rather than simply duplicating the sales information from ...










 


[image: alt]





On Board Railway Relays 

STANDARD MODELS WITH COIL DATA & CONTACT DATA. COIL VOLTAGE VS ..... Nominal load current: 3 Amps. Instantaneous contact changeover with ...










 


[image: alt]





Diagnostic on CANopen bus 

Industrial Automation - Customer View - Services - Training ..... X12 = 1: Bus hardware fault (check wiring). Check bus error and bus stop counters. X13 = 1: ...










 


[image: alt]





cluster purification cluster purification cluster purification 

LIA EURECOM RT 09 SPEAKER. RT 09 SPEAKER DIARIZATION. DIARIZATION SYSTEM: ENHANCEMENTS. SYSTEM: ENHANCEMENTS. IN SPEAKER.










 


[image: alt]





OBD-Codes.com 

Oct 27, 2011 - Toyota Prius Forum. Toyota Venza - Ford Flex. Acura. Audi. BMW. Chevrolet Dodge/Chrysler/Jeep. Ford. Honda. Hyundai. Infiniti. Isuzu. Jaguar.










 


[image: alt]





Dynamic Instrument 

capsule shall be VLM Type B. The polar pattern of the microphone shall be hypercardioid. The ... If the mic is placed closer to the edge of the speaker, you will.










 


[image: alt]





Dynamic Instrument 

and is equipped with a VLMâ„¢ (Very Low Mass) diaphragm for natural, accurate sound reproduction. The D2 is lightweight, compact and easy to position. With.










 


[image: alt]





instrument mathematique instrument de calcul ... AWS 

may plan an incredibly laborious task in toa simple, simple to perform task. Instrument Mathematique Instrument De Calcul Instrument De Geometrie Instrument De Numeration Boulier Regle. A Calcul Regle De Golomb are a great way to achieve information 










 


[image: alt]





Cluster Education 

MinistÃ¨re de l'Education (MEN) pour garantir le droit Ã  une Ã©ducation ... des filles, adolescentes et jeunes femmes devraient donc Ãªtre prises, car les sÃ©quelles ...










 


[image: alt]





CLUSTER IOT 

23 mars 2016 - Un tarif préférentiel pour un stand sur l'IoT World (hors start-ups). -10% sur ... L'objectif : vous faire connaître au plus grand nombre (visiteurs ...










 


[image: alt]





Biologically-driven Musical Instrument 

Lucier performed this piece several more times over the next few years, ... his manifesto â€œBio-Music: Biological Feedback Experiential. Music Systemsâ€� .... Muscle activity muscle contractions. Fig. 3. EMG signal. 0. 1000. 2000. 3000. 4000. 5000.










 














×
Report Instrument cluster, On Board Diagnostic (OBD ... - AudiDatabase





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



