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2006 MINI Cooper S 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



INSTRUMENT CLUSTER 62 11 400 REMOVING AND INSTALLING/REPLACING INSTRUMENT ON STEERING COLUMN NOTE:



The following operation applies to all the versions of the instrument on the steering column.



Release screws (1) on rear side of instrument.



Fig. 1: Identifying Screws On Rear Side Of Instrument Courtesy of BMW OF NORTH AMERICA, INC. Unlock plug connection (1), disconnect and remove instrument. Microsoft Tuesday, February 16, 2010 12:31:30 12:31:26 PM
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2006 MINI Cooper S 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



Fig. 2: Disconnecting Plug Connection Courtesy of BMW OF NORTH AMERICA, INC. Replacement: Carry out programming/coding. Refer to DIAGNOSIS PROGRAMMING/CODING .



REVOLUTION COUNTER, CLOCK 62 13 050 REMOVING AND INSTALLING/REPLACING CLOCK Release clock housing from headliner.



Microsoft Tuesday, February 16, 2010 12:31:26 PM
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2006 MINI Cooper S 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



Fig. 3: Releasing Clock Housing From Headliner Courtesy of BMW OF NORTH AMERICA, INC. Disconnect multiplug (1) from clock. Remove clock housing (2).



Microsoft Tuesday, February 16, 2010 12:31:26 PM
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2006 MINI Cooper S 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



Fig. 4: Removing Clock Housing Courtesy of BMW OF NORTH AMERICA, INC. Replacement: Remove screws (1). Remove clock (2) from housing (3).
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2006 MINI Cooper S 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



Fig. 5: Removing Clock From Housing Courtesy of BMW OF NORTH AMERICA, INC.



INSTRUMENT CARRIER 62 21 000 REMOVING AND INSTALLING/REPLACING INSTRUMENT CARRIER Necessary Preliminary Tasks: 



Remove decorative trim for instrument panel (middle). Refer to 51 45 060 REMOVING AND INSTALLING/REPLACING DECORATIVE TRIM FOR INSTRUMENT PANEL (MIDDLE) .



Release screws (1).



Microsoft Tuesday, February 16, 2010 12:31:26 PM
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2006 MINI Cooper S 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



Fig. 6: Removing Decorative Trim For Instrument Panel Courtesy of BMW OF NORTH AMERICA, INC. Unlock plug connections (1) and disconnect. Remove instrument carrier.
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2006 MINI Cooper S 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



Fig. 7: Removing Instrument Carrier Courtesy of BMW OF NORTH AMERICA, INC. Replacement: Carry out programming/coding. Refer to DIAGNOSIS PROGRAMMING/CODING . 62 21 020 REMOVING AND INSTALLING/REPLACING COMPLETE NAVIGATION INSTRUMENT CARRIER Necessary Preliminary Tasks: 



Remove decorative trim for instrument panel (middle). Refer to 51 45 060 REMOVING AND INSTALLING/REPLACING DECORATIVE TRIM FOR INSTRUMENT PANEL (MIDDLE) .



Release screws (1).
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2006 MINI Cooper S 2002-05 ACCESSORIES & EQUIPMENT Instruments - Repair Instructions - Cooper (1.6L) R50/W10 & Cooper S



Fig. 8: Removing Decorative Trim For Instrument Panel (Middle) Courtesy of BMW OF NORTH AMERICA, INC. Unlock plug connections (1) and disconnect. Remove complete navigation instrument carrier.
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Fig. 9: Removing Complete Navigation Instrument Carrier Courtesy of BMW OF NORTH AMERICA, INC. Replacement: Carry out programming/coding. Refer to DIAGNOSIS PROGRAMMING/CODING .
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