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KAPPA PRO-12A Professional Series

... set-ups for the appropriate impedance | LMS using 0.25” supplied microphone (software ... X 2ft. baffle is built into the wall with the speaker mounted flush against a steel ring ... fiberglass on all six surfaces (three with custom-made wedges). 
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Specification Nominal Basket Diameter Nominal Impedance* Power Rating** Watts Music Program Resonance Usable Frequency Range*** Sensitivity Magnet Weight Gap Height Voice Coil Diameter



12”, 304.8mm 8 ohms 500W 1000W 37Hz 57Hz-2.8kHz 97.1 80 oz. 0.375”, 9.53mm 3”, 76.2mm



The Art and Science of Sound



Thiele & Small Parameters Resonant Frequency (fs) DC Resistance (Re) Coil Inductance (Le) Mechanical Q (Qms) Electromagnetic Q (Qes) Total Q (Qts) Compliance Equivalent Volume (Vas) Peak Diaphragm Displacement Volume (Vd) Mechanical Compliance of Suspension (Cms) BL Product (BL) Diaphragm Mass inc. Airload (Mms) Efficiency Bandwidth Product (EBP) Maximum Linear Excursion (Xmax) Surface Area of Cone (Sd) Maximum Mechanical Limit (Xlim)



37Hz 5.46 1.22mH 6.93 0.25 0.24 121.0 liters / 4.3 cu. ft. 249cc 0.32mm/N 17.3 T-M 59 grams 148 4.8mm 519.5 cm2 14.8mm



KAPPA PRO-12A



Professional Series



Recommended for professional audio in a vented mid-bass, and vented bass enclosure incorporating a highpass filter.



Mounting Information Recommended Enclosure Volume Vented Overall Diameter Baffle Hole Diameter Front Sealing Gasket Rear Sealing Gasket Mounting Holes Diameter Mounting Holes B.C.D. Depth Net Weight Shipping Weight



17-34 liters/0.6-1.2 cu.ft. 12.38”, 314.5mm 11.07”, 281.1mm fitted as standard fitted as standard 0.26”, 6.5mm 11.57”, 293.8mm 6.22”, 158mm 16.6 lbs., 7.5 kg 18.4 lbs., 8.4 kg



Materials of Construction Copper voice coil Polyimide former Ferrite magnet Vented core Die-cast aluminum basket Paper Cone Cloth cone edge Solid composition paper dust cap



* Please inquire about alternative impedances. ** Multiple units exceed published rating evaluated under EIA 426A noise source and test standard while in a free-air, non-temperature controlled environment. *** The average output across the usable frequency range when applying 1W/1M into the nominal impedance. Ie: 2.83V/8ohms, 4V/16ohms. Eminence response curves are measured under the following conditions: All speakers are tested at 1w/1m using a variety of test set-ups for the appropriate impedance | LMS using 0.25” supplied microphone (software calibrated) mounted 1m from wall/baffle | 2ft. X 2ft. baffle is built into the wall with the speaker mounted flush against a steel ring for minimum diffraction | Hafler P1500 Trans-Nova amplifier | 2700 cu.ft. chamber with fiberglass on all six surfaces (three with custom-made wedges)
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Professional Series 

Selectie groot/klein bereik. Suuren tai pienen valvonta-alueen valinta. SÃ©lection longue portÃ©e, courte portÃ©e. Weitbereichs-, Nahbereichsauswahl. Anti-Mask on ...
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M5N12-80 Professional Series 

Nominal Diameter. 130 mm (5 in). Overall Diameter. 153/140 ... Nominal Impedance. 12 Ohm. Nominal Power Handling *. 80 W. Maximum Power Handling **.
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Professional Series 

friction sont fournis pour les tubes droits en cuivre de 3/8 ... To keep your new faucet looking beautiful, please follow these simple care instructions: DO: 1.
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CP SERIES PROFESSIONAL GAS COOKTOP 

first. Smother flames with a close-fitting lid, cookie sheet, metal tray, baking soda or use a dry ... cooktop should be installed accordance with the National Fuel Gas Code ANSI Z223.1 and ..... It should be the same as the center of the overhead.
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DEFINIMAX™ 4018LF Professional Series - PRODANCE 

The Art and Science of Sound. DEFINIMAX™ 4018LF Professional Series ... Mounting Information. Copper voice coil. Polyimide former. Ferrite magnet.
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eurolive professional series - Synth Manuals 

ou un objet a pénétré à l'intérieur du châssis, si l'appareil a été exposé .... Pour tout complément d'information, les ... ne soient pas en contact direct avec le sol.
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THE profEssionAL rDT sEriEs DUAL fUEL rAnGE 

The fire is small and contained in the area where it started. 3. The fire .... Children in walkers, or children crawling can be attracted to the round oven door handle and may grab and open ..... page 9) as they have the highest output on the top.
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cp series professional gas cooktop - Heritage Parts 

To reduce the risk of injury to persons in the event of a cooktop grease fire, ..... Dawn or Stainless Steel Magic) will remove fingerprints and smears. ...... E. Les frais de voyage et les frais connexes encourus lorsque le produit est installé dans
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cp series professional gas cooktop - Plessers Appliances 

To reduce the risk of injury to persons in the event of a cooktop grease fire, .... Do not heat unopened food containers; a build up of pressure may cause the ..... for servicing within the 48 mainland United States, Hawaii, Washington D.C. and.
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cp series professional gas cooktop - Plessers.com 

wet dishcloths or towels - a violent steam explosion will result. Use an .... Avoid steam burns; do not use a wet sponge or cloth to clean the cooktop while it is hot.
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MPro 200 Series Users Guide - JBL Professional 

Route cables so that performers, production crew, and audience will not trip over them pulling the speaker over. • Do not .... roder les contacts électriques.










 


[image: alt]





MPro 400 Series Users Guide - JBL Professional 

7. MPRO 400 SERIES MODELS. MP410 - 10 , two-way, bass-reflex. Main PA for speech, vocals and instrument reinforcement. A great choice as a satellite over the MP418S or MP418SP for dance music and DJ use. Get professional quality and performance from 
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2017 - Kappa Club 

sculpteurs de bois et la visite du palais prÃ©sidentiel aquatique de Tampak Siring. Enfin, vous irez au village de Kintamani pour profiter de la magnifique vue du.
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2017 - Kappa Club 

de lampe torche. Sensation garantis !!! Puis vous partirez dÃ©couvrir la Baie de Phang Nga, Ã  bord d'un bateau Ã  longue queue, que l'on appelle aussi la.
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2017 - Kappa Club 

terroir local. Vous visiterez des maisons coloniales d'Ã©poque et leurs jardins, dÃ©couvrirez les procÃ©dÃ©s de distillation du rhum et des huiles essentielles, le.










 


[image: alt]





'10 - Kappa Moto 

PARTICOLARI INCLUSI NEL. KIT VITERIA DELLA PIASTRA. COMPONENTS INCLUDED IN. THE FITTING KIT OF THE PLATE. PIÃˆCES INCLUES DANS LE KIT.
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2017 - Kappa Club 

28 oct. 2016 - DÃ©couverte des plus beaux palais de la ville impÃ©riale : le .... rouge, le mauve, le noir et le vert. Adulte. 30 â‚¬ ... passager. 34 â‚¬. Plus de 7 ans.
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honda cb500f (2016) - Kappa Moto 

PORTAVALIGIE LATERALE SPECIFICO - SPECIFIC TUBULAR SIDE-CASE HOLDER - PORTE-VALISES LATÃ‰RAUX SPÃ‰CIFIQUE. SPEZIFISCHES STAHLROHR-SEITENTRAEGER - PORTA MALETAS LATERALES ESPECÃ�FICO - TRONCO LADO ESPECÃ�FICO. HONDA CB500F (2016). 1/4. ISTRUZIONI DI M
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Kappa (Îº) - Andrei Popescu-Belis 

Dec 18, 2007 - annotators could be internally biased towards a given class. â€“ when P(E) is ... other 'Kappa calculators' are available via Google search. 22.
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excursions andalousie 2017 - Kappa Club 

JournÃ©e complÃ¨te, vendredi. DÃ©jeuner avec 1 boisson incluse. Balade en bateau et jeep sans guide accompagnant. Nuit de Flamenco (El Rompido). SoirÃ©e.
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2017 - Kappa Club 

tee-shirts, shorts, chaussures en caoutchouc, serviette de plage, crÃ¨me solaire. Zanzibar et les Ã©pices, un enche- vÃªtrement romantique qui s'est nouÃ© depuis le ...
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2017 - Kappa Club 

DÃ©part mardi. Lotentik. 1 journÃ©e - DÃ©jeuner chez l'habitant inclus (boissons non ... Bornes. Adulte. 103 â‚¬ Enfant 2 Ã  -12 ans ... terres nuancÃ©es. Les 'voiles' des.
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2017 - Kappa Club 

irez au village de Kintamani pour profiter de la magnifique vue du. Mont Batur et de son lac. EXCURSIONS BALI 2016 / 2017. Lever de soleil au Mont Batur.
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2017 - Kappa Club 

28 oct. 2016 - bassin bordÃ© d'oliviers et dominÃ© par les montagnes de l'Atlas. â€¢ Balade en calÃ¨che le long des remparts de la ville impÃ©riale, des quartiers ...
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