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Kitplanes Feature

You may have seen this device on vendor tables ... You may have even seen it at your local auto ... A clear tube lets you witness the start of the flow. The copper ... 

















 Télécharger le PDF 






 306KB taille
 0 téléchargements
 318 vues






 commentaire





 Report
























PLANE and SIMPLE



Filling Without Spilling



By Jon Croke



You may have seen this device on vendor tables at the big airshow conventions. You may have even seen it at your local auto parts store. At first glance it could be mistaken for a gimmick that rarely gets used. But in case you are not familiar with the function and benefit of this little invention, I am going to describe how it is a must-have for many aircraft owners and pilots—particularly for high-wing aircraft. High-wing aircraft that use auto gas usually require the likes of several 5-gallon containers for the fueling process between the gas station and wing tanks. For many of us, lifting a 30-pound container up a small ladder to the top of the wing is the easier half of a fueling process. Tipping it carefully and holding it in place for a couple minutes as you pour a controlled stream while on that ladder (without spilling a drop) is the less desirable second half. And this process has to be repeated several times until all containers are



The copper “pump” fitting is submerged into the container and shaken to fill the tube.



emptied. Rags are needed for the inevitable cleanup after each pour. True, this gadget is not much more than a siphon hose—but with an important



A clear tube lets you witness the start of the flow. 52 
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twist. It is sold under several names such as: Super Jiggler siphon hose (look for any combination of the words shaker, jiggler, and siphon somewhere in the name). The key to this product is not the hose; in fact, the device can be purchased without a hose. Rather, it is the copper-colored “pump” fitting that goes on one end of the hose. When this fitting is submerged in a fluid and then shaken vigorously for several seconds, it pumps the hose full of the fluid. With a full hose, you are primed for a siphon transfer from a high to lower point. It is the simplicity and speed of starting a siphon that makes this so convenient. I can empty a full 5-gallon can into a wing tank by simply placing the container next to the fueling port and placing the ends of the jiggler hose into each opening. The copper pump fitting goes into the gas container, and the other end into the wing. With 5 seconds of vigorous www.kitplanes.com & www.facebook.com/kitplanes



Jon CROKE



As the founder of Homebuilt HELP.com, Jon Croke has produced instructional videos for experimental aircraft builders for over 10 years. He has built (and helped others build) over a dozen kit aircraft of all makes and models. Jon is a private pilot and currently owns and flies a Zenith Cruzer.



You can walk away, and 3 minutes later the job will be complete.



jiggling, the fuel flow starts, and the entire 5 gallons is transferred in less than 3 minutes. Not a drop is spilled. Those 3 minutes can be spent doing other tasks preparing the aircraft for flight. The amount of time and effort spent wrestling with heavy containers during high-wing fueling has been reduced substantially, and even more time is saved
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from the lack of cleanup. I have replaced my original hose for one with a thicker wall and trimmed the length to my liking, making the fueling effort even easier. Low-wing aircraft will gain the same benefit during fueling, less the need for a ladder. About an inch of gas is left in the container after the flow ceases. I think this is a bonus because any heavy foreign







particles in the container will typically be left behind (compared to pouring everything into the wing). This is one gadget you can get everywhere (Amazon has several brands), and not only does it really work, it saves time, reduces container lifting, and prevents those nasty gas stains from occurring due to fuel missing the hole. J
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Kitplanes Feature 

Speed Engineering. The wheelpants .... Canoe fairings were installed on all hinge brackets with double-sided tape. .... num air conditioning duct tape, and put.
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... Paisley, owner of. EFII, has delivered an entirely new digital ... are more nuanced for easier starting over a wider .... identical screen as the Garmin, so the days of apologetic, science-fair-quality engine ..... trade journals such as Aircraft
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15-year-old three-digit tach, and I wanted something a bit more precise than the three-digit format. Three Turnigy tachs were ordered for a total cost of about $30.
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www.kitplanes.com & www.facebook.com/kitplanes. 32. KITPLANES July 2018 several hours of research and installa- tion ahead, along with an expensive parts.
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been on my list of life goals for a long time, but I know what sort of commit- ment it takes in terms of both money and especially time (it typically takes months and ...
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Nov 1, 2018 - looked exquisite, with tiny, tinygears and shafts, and jeweled bearings. 18 .... Speakers, Food Concessions, Live Music,. Underwing Camping ...
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... a manual hydraulic governor. The 915 iS is loaded with sensors wired into the ECU, and that data is available on an electric bus. How to read it? The Searey.
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the static pressure data for altitude capture and hold. It turns out ... analyze flight data. Another way to .... into a bit of marvelous scientific method and rigorous ...
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The hydraulic brake systems on our homebuilt aircraft need to be filled with brake fluid before they can func- tion. This process is often referred to as bleeding the ...
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ity of these engines, that turned out to ... engine for Experimental aircraft today. .... First Start. Switches on, fuel pressure up, and I pulled on the starter lever.
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system information. But forget .... This sample HUD image from the GRT user guide describes the various items that can be ... HUD directly into the low sunâ€”but I.
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I figured 30 inches left plenty of room for elbows, and I didn't need all the equipment space. The whole art of ergonomics became fascinating. I wanted the seat to ...
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www.kitplanes.com & www.facebook.com/kitplanes. 24. KITPLANES September 2018. A visit to Poplar Grove Airmotive. By Dan DuDley. Engine. Overhauls ...
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exhaust gas temperature as a proxy for. A/F ratios. .... 2 C8 H18 + 25 O2 âž¡16 CO2 + 18 H2O. 2. Air is a ... nitrogen, 1% water vapor, and 0.93% argon, and 0.04% carbon dioxide ... the contribution of the carbon dioxide and others. 5. We can ...
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the Van's RV-8 has 42 gallons of fuel .... I chose a 22-gallon ..... minute. Check the absorbent towel for any signs of fuel. Leave the absorbent towel under the.
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turning to composite materials as well. A buyer's guide of any type is bound to .... Virginia, South Australia 5120 phone +61 8 8380 8396 fax +61 8 8380 9083.Missing:
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In 1993, due to the growing success of its braking solutions, the Beringers sold the sidecar business to focus solely on brakes. Initially their focus was the high-.
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side Air Temperature (OAT) and make appropriate ... For this flight I took off with 30 gal- .... 10,000 feet and ISA +17° C test condi- .... currently instructs at the.
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ments. With a long enough tube, you should be able to make these plunger. Don't Blow into the. Pitot Tube! 46. KITPLANES January 2019 www.kitplanes.com ...
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flying, but deep down you know it's not ... my RV-8. Over the next several years,. Garmin released several new display sizes ... In May 2017, Garmin ... sion of the G3X installation manual. ... Garmin Pilot on my tablet and then wire- .... J. KITPLAN
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At this point, approximately 50% of my projected .... point, the FAA has not revealed any special day-one ... partial tactical retreat by the FAA to give the airlines ...
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shaped top and bottom cap sec- tions, a large roll ... still leaves a huge amount of fabrication to be done ... on the upper spar cap (or up on the lower cap) toward ...
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(AoA) system to provide a greater mar- gin of safety and ... There is nothing tricky about install- ing the Alpha ... then move the probe and tighten it back down.
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left for another day. When to ... top dead center (BTDC) so that the peak combustion pressure (PCP) occurs around 17 degrees after top dead center. (ATDC).
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