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These technical data are based on mean values obtained by measurements in specific but different parts of the block you will be supplied with. This technical ... 
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ELYLITE® CURV COMPOSITE PANEL 019430 / 019450



Datum : 08.01.2014



The Elylite® Curv panels are composed of two self-reinforced polypropylene skins combined with a honeycomb core (HC), joined together by adhesive bonding. The panels consist of polypropylene (PP) with a thin (70 micron) protective layer very costData effective and /even D a tofePET n band l aare t t consequently / Technical Sheet Fiche Technique easy to glue.



Date/Date



These ultra light weight panels are designed to meet the highest performance characteristics in stiffness and impact resistance, and are easily recyclable. The panels have been tested at temperatures as low as -30°C. Unlike typical polymer materials, the Curv material is known not to show any brittleness even at extremely low temperatures.



Material



/



Polyurethanweichschaumstoff



Material / Matériel



Polyurethane Foam / Mousse Souple de Polyuréthanne



Composition • Polypropylene honeycomb core with a density of 60 kg/m3. protected by a thin (70 micron) layer of PET. • Joined together by a high performance adhesion system. Dimensions Thickness 9.7 mm Size 1250 x 2850 mm



SOLLWERTE



Specifications / Valeurs nominales



Colors (kg/m³) Black /Rohdichte grey



DIN EN ISO 845



Piece / Densité nette (Black Curv skinsDensity are UV-resistant)



Weight Stauchhärte, CV40 (kPa) DIN EN ISO 2.4 kg/m² Compression load Deflection / Résistance à la Compression Deflection



Zugfestigkeit (kPa)



3386-1



Panel of 9.7 mm



12.00



Bruchdehnung (%)



(*) calculated values including bending and shear stiffness.



± 2,0



2,7



± 0,6



min. 80



DIN 53571 A



min. 180



Elongation at break / Allongement à la Rupture



Impact resistance The Curv skins have an exceptionally high resistance to impact. Zellzahl (1/cm) Pores /deformation Cellules au cm lin Permanent (mm)



M = 2 kg, H = 1000 mm, diameter = 20 mm



Sandwich with 0.92mm Curv as skin



1.83



Tolerance / Tolérances



22,0



DIN 53571 A



Deflection (*) / Résistance L = 1000 W = 1000 mm, P = 100 N/m2 (Mtot = 10 kg) Tensile(mm) Strength à la mm, Rupture



TOLERANZ



15



±2



Sandwich with 1mm aluminium skin an6.58 Die Durchführung der Analysen erfolgt inas Anlehnung die oben angegeben Normen. Diese technischen Daten entsprechen Mittelwerten aus Messungen von festgelegten, jedoch unterschiedlichen Blockbereichen unserer Produktionspartien, aus denen Sie beliefert werden. Die mit diesem Datenblatt übermittelten Werte entbinden Sie nicht von der Prüfung der Ware für Ihre eigenen Verfahren und Zwecke. These technical data are based on mean values obtained by measurements in specific but different parts of the block you will be supplied with. This technical data sheet does not Fire behavior release you from the obligation to carry out your own controls of the goods designed for your field of application. Uncoated Curv skins correspond to Class B2 according 4102 which isparties described as “normal Ces données techniques résultent des valeurs moyennes des mesuresDIN prises sur différentes du bloc bien déterminées duquel vous serez approvisionné. Toutefois les valeurs mentionnées sur cette fiche technique ne vous délient pas de l'inspection de la marchandise pour vos propres besoins. flammability”.



The polypropylene honeycomb core material is estimated to correspond to Class B2.



Weather resistance • Elylite® Curv composite panels are stable within a temperature range from -40 °C to +80 °C. • Elylite® Curv composite panels are resistant to salt water, oil, fats and most other agents. • Water absorption of the panels is minimal.



Elylite® Curv is a registered trademark of Elytra nv, Belgium.



Adam Hall GmbH · Daimlerstr. 9 61267 Neu-Anspach Germany Tel.: (+49) 60 81 / 94 19 0 Fax.: (+49) 60 81 /94 19 1000 e-mail: [email protected]



























des documents recommandant







[image: alt]





Koepp Noppenschaum 

Adam Hall GmbH · Daimlerstr. 9 61267 Neu-Anspach Germany. Tel.: (+49) 60 81 / 94 19 0 Fax.: (+49) 60 81 /94 19 1000 e-mail: [email protected].










 


[image: alt]





87221V - LTT Versand 

9 Â· 61267 Neu-Anspach Germany. Tel.: (+49) 60 81 / 94 19 0 Â· Fax: (+49) 60 81 / 94 19 1000 Â· e-mail: [email protected]. TECHNISCHE ZEICHNUNG.










 


[image: alt]





wookie series - LTT Versand 

NaleÅ¼y przestrzegaÄ‡ zaleceÅ„. 4. NaleÅ¼y przestrzegaÄ‡ wszystkich wskazÃ³wek ostrzegawczych. Nie wolno usuwaÄ‡ wskazÃ³wek bezpieczeÅ„stwa ani innych informacji znajdujÄ…cych siÄ™ na urzÄ…dzeniu. 5. UÅ¼ywaÄ‡ urzÄ…dzenia wyÅ‚Ä…cznie w sposÃ³b zgodny 
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CONSTRUCTION PLAN I CONSTRUCTION PLAN. LDVA8FC www.adamhall.com. Adam Hall GmbH Daimlerstr. 9 61267 Neu-Anspach Germany. Tel.: (+49) 60 ...
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batterieentsorgung - LTT-Versand 

Hinweise zur Batterieentsorgung. Im Zusammenhang mit dem Vertrieb von Batterien oder mit der Lieferung von Geräten, die Batterien enthalten, sind wir ver-.
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door equipment - in this case, observe the special instructions noted below). Do not expose this equipment to flammable materials, fluids or gases. 12. Make certain that dripping or splashed water cannot enter the equipment. Do not place containers f










 


[image: alt]
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Zapewnić bezpieczną instalację urządzenia i upewnić się, że urządzenie nie spadnie. 7. Podczas ..... los tornillos para fijar las pestañas de montaje situadas en el marco exterior del altavoz. ... exterior las almohadillas adhesivas suministradas y v
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If your equipment is no longer functioning properly, if fluids or objects have gotten inside the equipment or if it has been damaged in anot her way ..... Theatre Spot with Zoom Function. Theatre .... Das bedeutet aber auch, dass das Gerät durch ein 
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Al montar el equipo, asegÃºrese de que no estÃ¡ alimentado elÃ©ctricamente (el enchufe no debe estar conectado a la red elÃ©ctrica). 33. La acumulaciÃ³n de ..... d'un mode de fonctionnement, de rÃ©glages systÃ¨me ou de programmes â€“ par exemple, mod
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We have designed this product to operate reliably over many years. LD Systems ... If your equipment is no longer functioning properly, if fluids or objects have gotten inside the equipment or if it has been damaged in anot her ...... en place sur le 
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Shield. DMX TERMINATORS (TERMINATING RESISTORS). To prevent system errors, the last device in a DMX chain needs to be equipped with a terminating resistor (120 ohm, 1/4 Watt). 3-pin XLR connector with a terminating resistor: K3DMXT3. 5-pin XLR connec
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To prevent possible harm to the environment or human health from uncon- trolled waste disposal, please separate this from other types of wastes and recycle it responsibly to promote the sustainable reuse of material resources. Household users should 
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werden, die bei KÃ¼nstlern, Mitarbeitern und Zuschauern zu irreparablen GehÃ¶rschÃ¤den fÃ¼hren kÃ¶nnen. Um eine mÃ¶gliche SchÃ¤digung des HÃ¶rsinns zu verhindern, vermeiden Sie das HÃ¶ren bei groÃŸem LautsÃ¤rkepegel Ã¼ber lange. ZeitrÃ¤ume. Lauter Sc
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FLACAVON R neuâ€œ. Schill + Seilacher GmbH. SchÃ¶naicher StraÃŸe 205. 71032 BÃ¶blingen. Test Certificate / PrÃ¼fzeugnis / Certificat. P-BWU03-I-16.5.181.
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Professional Power Amplifiers. ZETTA Series ... 2 Controls: Where and What? 2.1 Front Panel. 2.2 Rear ... Up-side-down design to avoid fan dust acumulation.
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The symbols shown on the batteries have the following meaning: the symbol of the crossed-out wheeled bin means that the batteries / rechargeable batteries ...
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Rated Impedance: < 600 ohms. â€¢ Max. SPL: 144 db. â€¢ Connector: 3-pin XLr. â€¢ Accessories: incl. gig bag (leather) and microphone clip. â€¢ Dimensions: 50 mm x 165 mm. Microphone cable. XLR male / XLR female 5 meter. Microphone stand black with bo










 


[image: alt]





LD WIN42 - LTT Versand 

16. Ã‰CRAN. FONCTION. VOL. Volume (entrÃ©e audio). RFA. CH A Puissance du signal du rÃ©cepteur. RFB. CH B Puissance du signal du rÃ©cepteur. AF. Indicateur niveau audio. BATT. Ã‰tat de la batterie de l'Ã©metteur. Nom. Nom d'utilisateur. ADD. Adresse 
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Never remove safety warnings or other information from the equipment. 5. Use the ... Use only sufficiently stable and compatible stands and/or mounts (for fixed installations). Make certain that wall .... This remote management system allows the stat
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Lea atentamente este manual de usuario para poder aprovechar rápidamente toda la funcionalidad de su nuevo producto de Cameo Light. ...... werden (siehe Liste). Drücken Sie auf ENTER. Der Wert des Parameters kann jetzt mit Hilfe der + und - Tasten ve
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TECHNISCHE ZEICHNUNG. TECHNICAL DRAWING I DESSIN TECHNIQUE I DIBUJO TECNICO. NBPX www.adamhall.com. Adam Hall GmbH Daimlerstr.
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Printable with company logo (otherwise provided with the Adam Hall logo) contains Barcode / SKU / EAN code (according to customer requirements).
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Indicateur de sourdine (Mute). FR. PANTALLA. FUNCIÃ“N. VOL. Volumen (salida de audio). RFA. Nivel de la seÃ±al del canal A del receptor. RFB. Nivel de la seÃ±al del canal B del receptor. AF. VÃºmetro de audio. BATT. Estado de la baterÃa del transmis
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