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TECHNICAL SPECIFICATIONS



1



KOYOT



Technical data



Materials description’s



KOYOT 



22 



24 



26 



28 



31



Canopy Fabric code Supplier



Cells 



Number 



37 



37 



37 



37 



37



Upper surface Skytex 45 9092 E85A NCV (France)







Closed 



4 



4 



4 



4 



4



Bottom surface Skytex 40 9017 E38A NCV (France)



Box 



31 



31 



31 



31 



31



Profiles 3RS FM Dominico



Flat Area 



m2 



21,5 



24 



26 



28 



31



Diagonals 3RS FM Dominico



Span 



m 



10,26 



10,84 



11,27 



11,71 



12,32



Loops LKI - 10 Kolon industrial (Korea)



Aspect ratio 



4,9 



4,9 



4,9 



4,9 



4,9



Reinforcement loops W-420 D-P (Germany)



Projected Area 



m2 



18,31 



20,41 



22,58 



23,76 



26,27



Trailing edge reinforcement Mylar 25 m/m D-P (Germany)



Span 



m 



8,1 



8,54 



9,13 



9,2 



9,66



Ribs reinforcements W-420 D-P (Germany)



Aspect ratio 



3,69 



3,69 



3,69 



3,69 



3,69



Thread Serafil 40 AMAN (Germany)



Flattening 



15 



15 



15 



15 



15



% 



Cord MaximuM 



m 



2,55 



2,69 



2,8 



2,9 



3,06



Suspension lines Fabric code Supplier



Minimum 



m 



0,59 



0,63 



0,65 



0,67 



0,71



Upper cascades TNL - 080 Teijin Limited (Japan)



Average 



2,09 



2,21 



2,3 



2,39 



2,51



Middle cascades TNL - 080 Teijin Limited (Japan)



Lines Total meters 



m 



324 



342 



359 



369 



389



Middle cascades TNL - 140 Teijin Limited (Japan)







Height 



m 



6,06 



6,4 



6,65 



6,91 



7,27



Main TNL - 140 Teijin Limited (Japan)







Number 



244 



244 



244 



244 



244



Main TNL - 220 Teijin Limited (Japan)



3/4/3/3 



3/4/3/3 



3/4/3/3 



3/4/3/3 



3/4/3/3



Main TNL - 280 Teijin Limited (Japan)



Main risers 



Number 



4 A/B/C/D A/B/C/D A/B/C/D A/B/C/D A/B/C/D



Trims 



NO 



NO 



NO 



NO 



NO



Total weight Minimum 



45 



60 



75 



90 



110



kg 



Main break TNL - 400 Teijin Limited (Japan) Thread Serafil 60 AMAN (Germany)



in flight Maximum 



kg 



65 



80 



95 



115 



135



risers Fabric code Supplier



Glider weight 



kg 



5,05 



5,3 



5,6 



5,9 



6,3



Material G-R 22 Techni Sangles (France)



Certification EN B B B B A



Color indicator PAD Techni Sangles (France)



LTF 



Thread N/F-66 Young Chang T&C LTD



1 



1 



1 



1 



1



Maillons MRI4 Ansung Precision (Korea) Pulleys PY-1304 - 2 Ansung Precision (Korea)



2



Suspension PLAN



3



risers PLAN



4



Colors technical data



5



BOBY 



1 Green 



top color Ref: 551



SUNNY 



1 Orange 



top color Ref: 744







4 Green 



bottom color Ref: 551







4 Orange 



bottom color Ref: 744







2 Sunflower horn Ref: 921







2 Dark grey horn Ref: 121







3 Dragon red 



shadow Ref: 636







3 White 



shadow Ref: 001



SPICY 



1 Dragon red 



top color Ref: 636



AZUR 



1 Deep blue 



top color Ref: 354







4 Dragon red 



bottom color Ref: 636







4 Deep blue 



bottom color Ref: 354







2 Dark Red horn Ref: 615







2 Sunflower horn Ref: 921







3 White 







3 Orange 



shadow Ref: 001



shadow Ref: 744



wing load technical datA KOYOT 31 



28 



26 



24 



22



P.T.V. Kg/m2 P.T.V. Kg/m2 P.T.V. Kg/m2 P.T.V. Kg/m2 P.T.V. Kg/m2



6







135 



= 



4,35 



115 



= 



4,11 



95 



= 



3,65 



85 



= 



3,54 



65 



= 



2,95







134 



= 



4,32 



114 



= 



4,07 



94 



= 



3,62 



84 



= 



3,50 



64 



= 



2,91







133 



= 



4,29 



113 



= 



4,04 



93 



= 



3,58 



83 



= 



3,46 



63 



= 



2,86







132 



= 



4,26 



112 



= 



4 



92 



= 



3,54 



82 



= 



3,42 



62 



= 



2,82







131 



= 



4,23 



111 



= 



3,96 



91 



= 



3,50 



81 



= 



3,38 



61 



= 



2,77







130 



= 



4,19 



110 



= 



3,93 



90 



= 



3,46 



80 



= 



3,33 



60 



= 



2,73







129 



= 



4,16 



109 



= 



3,89 



89 



= 



3,42 



79 



= 



3,29 



59 



= 



2,68







128 



= 



4,13 



108 



= 



3,86 



88 



= 



3,38 



78 



= 



3,25 



58 



= 



2,64







127 



= 



4,10 



107 



= 



3,82 



87 



= 



3,35 



77 



= 



3,21 



57 



= 



2,59







126 



= 



4,06 



106 



= 



3,79 



86 



= 



3,31 



76 



= 



3,17 



56 



= 



2,55







125 



= 



4,03 



105 



= 



3,75 



85 



= 



3,27 



75 



= 



3,13 



55 



= 



2,50







124 



= 



4 



104 



= 



3,71 



84 



= 



3,23 



74 



= 



3,08 



54 



= 



2,45







123 



= 



3,97 



103 



= 



3,68 



83 



= 



3,19 



73 



= 



3,04 



53 



= 



2,41







122 



= 



3,94 



102 



= 



3,64 



82 



= 



3,15 



72 



= 



3 



52 



= 



2,36







121 



= 



3,90 



101 



= 



3,61 



81 



= 



3,12 



71 



= 



2,96 



51 



= 



2,32







120 



= 



3,87 



100 



= 



3,57 



80 



= 



3,08 



70 



= 



2,92 



50 



= 



2,27







119 



= 



3,84 



99 



= 



3,54 



79 



= 



3,04 



69 



= 



2,88 



49 



= 



2,23







118 



= 



3,81 



98 



= 



3,50 



78 



= 



3 



68 



= 



2,83 



48 



= 



2,18







117 



= 



3,77 



97 



= 



3,46 



77 



= 



2,96 



67 



= 



2,79 



47 



= 



2,14







116 



= 



3,74 



96 



= 



3,43 



76 



= 



2,92 



66 



= 



2,75 



46 



= 



2,09







115 



= 



3,71 



95 



= 



3,39 



75 



= 



2,88 



65 



= 



2,71 



45 



= 



2,05







114 



= 



3,68 



94 



= 



3,36 



64 



= 



2,67 







113 



= 



3,65 



93 



= 



3,32 



63 



= 



2,63 







112 



= 



3,61 



92 



= 



3,29 



62 



= 



2,58 







111 



= 



3,58 



91 



= 



3,25 



61 



= 



2,54 







110 



= 



3,55 



90 



= 



3,21 



60 



= 



2,50 



Lines technical data KOYOT 



22 



Ref. 



CM. Ref. 



Code 



Code 



CM. Ref. 



Code 



CM. Ref. Code 



CM. Ref. 



Code 



A B 



C D 



brake 



A1 TNL-080-ylw 



89,5 B1 TNL-080-blu 



89,5 



C1 TNL-080-blu 



72,5 D1 TNL-080-blu 



53,5 



br2 TNL-080-pnk 



112,5



A2 TNL-080-ylw 



85,5 B2 TNL-080-blu 



85,5 



C2 TNL-080-blu 



67 D2 TNL-080-blu 



47 



br4 TNL-080-pnk 



87



A3 TNL-080-ylw 



86,5 B3 TNL-080-blu 



86 



C3 TNL-080-blu 



68 D3 TNL-080-blu 



48,5 



br6 TNL-080-pnk 



45



A4 TNL-080-ylw 



88,5 B4 TNL-080-blu 



88 



C4 TNL-080-blu 



71,5 D4 TNL-080-blu 



53 



br7 TNL-080-pnk 



42,5



A6 TNL-080-ylw 



88 B6 TNL-080-blu 



87,5 



C6 TNL-080-blu 



71 D6 TNL-080-blu 



52,5 



br8 TNL-080-pnk 



87,5



A7 TNL-080-ylw 



84 B7 TNL-080-blu 



83,5 



C7 TNL-080-blu 



65,5 D7 TNL-080-blu 



44,5 



br9 TNL-080-pnk 



77



A8 TNL-080-ylw 



169,5 B8 TNL-080-blu 



167 



C8 TNL-080-blu 



131,5 D8 TNL-080-blu 



92 



br10 TNL-080-pnk 



76,5



A9 TNL-080-ylw 



169 B9 TNL-080-blu 



167 



C9 TNL-080-blu 



132 D9 TNL-080-blu 



93 



br11 TNL-080-pnk 



73



A10 TNL-080-ylw 



172 B10 TNL-080-blu 



170,5 



C10 TNL-080-blu 



137,5 D10 TNL-080-blu 



101 



br12 TNL-080-pnk 



73,5



A12 TNL-080-ylw 



160 B12 TNL-080-blu 



155 



C12 TNL-080-blu 



133,5 D12 TNL-080-blu 



90,5 



br13 TNL-080-pnk 



81,5



A13 TNL-080-ylw 



155 B13 TNL-080-blu 



150,5 



C13 TNL-080-blu 



128 D13 TNL-080-blu 



84 



br14 TNL-080-pnk 



59



A14 TNL-080-ylw 



152 B14 TNL-080-blu 



148 



C14 TNL-080-blu 



125,5 D14 TNL-080-blu 



82,5 



br15 TNL-080-pnk 



52



A15 TNL-080-ylw 



150 B15 TNL-080-blu 



139 



C15 TNL-080-blu 



115 D15 TNL-080-blu 



77 



br16 TNL-080-pnk 



52



A16 TNL-080-ylw 



145,5 B16 TNL-080-blu 



135 



C16 TNL-080-blu 



111,5 D16 TNL-080-blu 



72 



A17 TNL-080-ylw 



142,5 B17 TNL-080-blu 



132 



C17 TNL-080-blu 



109 D17 TNL-080-blu 



71 



A19 TNL-080-red 



129,5 B19 TNL-080-red 



128 



C19 TNL-080-red 



130,5 



2 A1 TNL-140-ylw 



109,5 



2 B1 TNL-140-blu 



109 



2 C1 TNL-140-blu 



85,5 



2 D1 TNL-140-blu 



84,5 



2 br1 TNL-080-pnk 



139,5



2 A2 TNL-140-ylw 



107,5 



2 B2 TNL-140-blu 



107 



2 C2 TNL-140-blu 



83,5 



2 D2 TNL-140-blu 



82 



2 br2 TNL-080-pnk 



161,5



2 A3 TNL-140-ylw 



153 



2 B3 TNL-140-blu 



151,5 



2 C3 TNL-140-blu 



118,5 



2 D3 TNL-140-blu 



89,5 



2 br3 TNL-080-pnk 



93



2 A4 TNL-140-ylw 



65 



2 B4 TNL-140-blu 



65,5 



2 C4 TNL-140-blu 



50 



2 D4 TNL-140-blu 



38,5 



2 br4 TNL-080-pnk 



96



2 A5 TNL-140-ylw 



84,5 



2 B5 TNL-140-blu 



78 



2 C5 TNL-140-blu 



62,5 



2 D5 TNL-140-blu 



115 



2 br5 TNL-080-pnk 



65,5



2 A6 TNL-140-ylw 



81,5 



2 B6 TNL-140-blu 



83 



2 C6 TNL-140-blu 



69 



2 D6 TNL-140-blu 



115 



2 br6 TNL-080-pnk 



115



3 A1 TNL-280-ylw 



403 



3 B1 TNL-280-blu 



396 



3 C1 TNL-280-blu 



440 



3 D1 TNL-220-blu 



471,5 



3 br1 TNL-140-pnk 



245



3 A2 TNL-220-ylw 



355 



3 B2 TNL-220-blu 



351 



3 C2 TNL-220-blu 



404 



3 D2 TNL-220-blu 



465 



3 br2 TNL-140-pnk 



263,5



3 A3 TNL-220-ylw 



342,5 



3 B3 TNL-220-blu 



350 



3 C3 TNL-220-blu 



390,5 



3 br3 TNL-140-pnk 



305



410 



4 br1 TNL-400-pnk 



206,5



STAB TNL-140-pnk 



Point at: 



7



186,5



Lines technical data KOYOT 



24 



Ref. 



CM. Ref. 



Code 



Code 



CM. Ref. 



Code 



CM. Ref. Code 



CM. Ref. 



Code 



A B 



C D 



brake 



A1 TNL-080-ylw 



94,5 B1 TNL-080-blu 



94,5 



C1 TNL-080-blu 



76,5 D1 TNL-080-blu 



56,5 



br2 TNL-080-pnk 



119



A2 TNL-080-ylw 



90 B2 TNL-080-blu 



90 



C2 TNL-080-blu 



71 D2 TNL-080-blu 



50 



br4 TNL-080-pnk 



91,5



A3 TNL-080-ylw 



91 B3 TNL-080-blu 



91 



C3 TNL-080-blu 



72 D3 TNL-080-blu 



51 



br6 TNL-080-pnk 



47,5



A4 TNL-080-ylw 



93,5 B4 TNL-080-blu 



93 



C4 TNL-080-blu 



75,5 D4 TNL-080-blu 



56 



br7 TNL-080-pnk 



45



A6 TNL-080-ylw 



93 B6 TNL-080-blu 



92,5 



C6 TNL-080-blu 



75 D6 TNL-080-blu 



55,5 



br8 TNL-080-pnk 



92,5



A7 TNL-080-ylw 



88,5 B7 TNL-080-blu 



88,5 



C7 TNL-080-blu 



69,5 D7 TNL-080-blu 



47,5 



br9 TNL-080-pnk 



81,5



A8 TNL-080-ylw 



179 B8 TNL-080-blu 



176,5 



C8 TNL-080-blu 



139 D8 TNL-080-blu 



97,5 



br10 TNL-080-pnk 



80,5



A9 TNL-080-ylw 



178,5 B9 TNL-080-blu 



176,5 



C9 TNL-080-blu 



139,5 D9 TNL-080-blu 



98 



br11 TNL-080-pnk 



77



A10 TNL-080-ylw 



182 B10 TNL-080-blu 



180 



C10 TNL-080-blu 



145 D10 TNL-080-blu 



107 



br12 TNL-080-pnk 



77,5



A12 TNL-080-ylw 



169 B12 TNL-080-blu 



163,5 



C12 TNL-080-blu 



141 D12 TNL-080-blu 



95,5 



br13 TNL-080-pnk 



86



A13 TNL-080-ylw 



163,5 B13 TNL-080-blu 



159 



C13 TNL-080-blu 



135,5 D13 TNL-080-blu 



88,5 



br14 TNL-080-pnk 



62,5



A14 TNL-080-ylw 



160,5 B14 TNL-080-blu 



156 



C14 TNL-080-blu 



132,5 D14 TNL-080-blu 



87,5 



br15 TNL-080-pnk 



55



A15 TNL-080-ylw 



158,5 B15 TNL-080-blu 



146,5 



C15 TNL-080-blu 



121,5 D15 TNL-080-blu 



81 



br16 TNL-080-pnk 



55



A16 TNL-080-ylw 



153,5 B16 TNL-080-blu 



142,5 



C16 TNL-080-blu 



117,5 D16 TNL-080-blu 



76 



A17 TNL-080-ylw 



150,5 B17 TNL-080-blu 



139,5 



C17 TNL-080-blu 



115,5 D17 TNL-080-blu 



75 



A19 TNL-080-red 



137 B19 TNL-080-red 



135,5 



C19 TNL-080-red 



137,5 



2 A1 TNL-140-ylw 



115,5 



2 B1 TNL-140-blu 



115 



2 C1 TNL-140-blu 



90,5 



2 D1 TNL-140-blu 



89,5 



2 br1 TNL-080-pnk 



147,5



2 A2 TNL-140-ylw 



113,5 



2 B2 TNL-140-blu 



113 



2 C2 TNL-140-blu 



88 



2 D2 TNL-140-blu 



87 



2 br2 TNL-080-pnk 



170,5



2 A3 TNL-140-ylw 



162 



2 B3 TNL-140-blu 



160 



2 C3 TNL-140-blu 



125 



2 D3 TNL-140-blu 



94,5 



2 br3 TNL-080-pnk 



278



2 A4 TNL-140-ylw 



68,5 



2 B4 TNL-140-blu 



69,5 



2 C4 TNL-140-blu 



52,5 



2 D4 TNL-140-blu 



40,5 



2 br4 TNL-080-pnk 



101



2 A5 TNL-140-ylw 



89 



2 B5 TNL-140-blu 



82,5 



2 C5 TNL-140-blu 



66 



2 D5 TNL-140-blu 



121,5 



2 br5 TNL-080-pnk 



68,5



2 A6 TNL-140-ylw 



86 



2 B6 TNL-140-blu 



87,5 



2 C6 TNL-140-blu 



73 



2 D6 TNL-140-blu 



121,5 



2 br6 TNL-080-pnk 



120



3 A1 TNL-280-ylw 



425,5 



3 B1 TNL-280-blu 



418,5 



3 C1 TNL-280-blu 



464,5 



3 D1 TNL-220-blu 



498,5 



3 br1 TNL-140-pnk 



258,5



3 A2 TNL-220-ylw 



375,5 



3 B2 TNL-220-blu 



370,5 



3 C2 TNL-220-blu 



427 



3 D2 TNL-220-blu 



491,5 



3 br2 TNL-140-pnk 



278



3 A3 TNL-220-ylw 



362 



3 B3 TNL-220-blu 



370 



3 C3 TNL-220-blu 



413 



3 br3 TNL-140-pnk 



322,5



433 



4 br1 TNL-400-pnk 



215,5



STAB TNL-140-pnk 



Point at: 



8



195,5



Lines technical data KOYOT 



26 



Ref. 



CM. Ref. 



Code 



Code 



CM. Ref. 



Code 



CM. Ref. Code 



CM. Ref. 



Code 



A B 



C D 



brake 



A1 TNL-080-ylw 



98,5 B1 TNL-080-blu 



98,5 



C1 TNL-080-blu 



80 D1 TNL-080-blu 



59 



br2 TNL-080-pnk 



124,5



A2 TNL-080-ylw 



94 B2 TNL-080-blu 



93,5 



C2 TNL-080-blu 



74 D2 TNL-080-blu 



52 



br4 TNL-080-pnk 



95,5



A3 TNL-080-ylw 



95 B3 TNL-080-blu 



94,5 



C3 TNL-080-blu 



75 D3 TNL-080-blu 



53 



br6 TNL-080-pnk 



49,5



A4 TNL-080-ylw 



97 B4 TNL-080-blu 



97 



C4 TNL-080-blu 



78,5 D4 TNL-080-blu 



58 



br7 TNL-080-pnk 



47



A6 TNL-080-ylw 



97 B6 TNL-080-blu 



96,5 



C6 TNL-080-blu 



78 D6 TNL-080-blu 



58 



br8 TNL-080-pnk 



96,5



A7 TNL-080-ylw 



92 B7 TNL-080-blu 



92 



C7 TNL-080-blu 



72 D7 TNL-080-blu 



49 



br9 TNL-080-pnk 



85



A8 TNL-080-ylw 



186,5 B8 TNL-080-blu 



183,5 



C8 TNL-080-blu 



144 D8 TNL-080-blu 



100 



br10 TNL-080-pnk 



84



A9 TNL-080-ylw 



186 B9 TNL-080-blu 



183,5 



C9 TNL-080-blu 



145 D9 TNL-080-blu 



102 



br11 TNL-080-pnk 



80



A10 TNL-080-ylw 



189 B10 TNL-080-blu 



187,5 



C10 TNL-080-blu 



151 D10 TNL-080-blu 



111,5 



br12 TNL-080-pnk 



81



A12 TNL-080-ylw 



176 B12 TNL-080-blu 



170,5 



C12 TNL-080-blu 



147 D12 TNL-080-blu 



99,5 



br13 TNL-080-pnk 



89,5



A13 TNL-080-ylw 



170,5 B13 TNL-080-blu 



165,5 



C13 TNL-080-blu 



141 D13 TNL-080-blu 



92,5 



br14 TNL-080-pnk 



65



A14 TNL-080-ylw 



167 B14 TNL-080-blu 



162,5 



C14 TNL-080-blu 



138 D14 TNL-080-blu 



91 



br15 TNL-080-pnk 



57,5



A15 TNL-080-ylw 



165 B15 TNL-080-blu 



152,5 



C15 TNL-080-blu 



162,5 D15 TNL-080-blu 



84,5 



br16 TNL-080-pnk 



57



A16 TNL-080-ylw 



160 B16 TNL-080-blu 



148,5 



C16 TNL-080-blu 



122,5 D16 TNL-080-blu 



79,5 



A17 TNL-080-ylw 



157 B17 TNL-080-blu 



145,5 



C17 TNL-080-blu 



120,5 D17 TNL-080-blu 



78,5 



A19 TNL-080-red 



76,5 B19 TNL-080-red 



75,5 



C19 TNL-080-red 



84 



2 A1 TNL-140-ylw 



120 



2 B1 TNL-140-blu 



120 



2 C1 TNL-140-blu 



94 



2 D1 TNL-140-blu 



93 



2 br1 TNL-080-pnk 



154



2 A2 TNL-140-ylw 



118 



2 B2 TNL-140-blu 



118 



2 C2 TNL-140-blu 



92 



2 D2 TNL-140-blu 



90,5 



2 br2 TNL-080-pnk 



177,5



2 A3 TNL-140-ylw 



168,5 



2 B3 TNL-140-blu 



166 



2 C3 TNL-140-blu 



129,5 



2 D3 TNL-140-blu 



97 



2 br3 TNL-080-pnk 



102



2 A4 TNL-140-ylw 



71,5 



2 B4 TNL-140-blu 



72,5 



2 C4 TNL-140-blu 



55 



2 D4 TNL-140-blu 



42 



2 br4 TNL-080-pnk 



105,5



2 A5 TNL-140-ylw 



92,5 



2 B5 TNL-140-blu 



85,5 



2 C5 TNL-140-blu 



68,5 



2 D5 TNL-140-blu 



126,0 



2 br5 TNL-080-pnk 



71,5



2 A6 TNL-140-ylw 



90 



2 B6 TNL-140-blu 



91,5 



2 C6 TNL-140-blu 



75,5 



2 D6 TNL-140-blu 



125,5 



2 br6 TNL-080-pnk 



120,5



3 A1 TNL-280-ylw 



442 



3 B1 TNL-280-blu 



434,5 



3 C1 TNL-280-blu 



482,5 



3 D1 TNL-220-blu 



517,5 



3 br1 TNL-140-pnk 



269



3 A2 TNL-220-ylw 



390 



3 B2 TNL-220-blu 



385,5 



3 C2 TNL-220-blu 



445 



3 D2 TNL-220-blu 



512,5 



3 br2 TNL-140-pnk 



289,5



3 A3 TNL-220-ylw 



376,5 



3 B3 TNL-220-blu 



385 



3 C3 TNL-220-blu 



429 



3 br3 TNL-140-pnk 



335,5



516 



4 br1 TNL-400-pnk 



223,5



STAB TNL-140-pnk 



Point at: 



9



203,5



Lines technical data KOYOT 



28 



Ref. 



CM. Ref. 



Code 



Code 



CM. Ref. 



Code 



CM. Ref. Code 



CM. Ref. 



Code 



A B 



C D 



brake 



A1 TNL-080-ylw 



102 B1 TNL-080-blu 



102 



C1 TNL-080-blu 



83 D1 TNL-080-blu 



61 



br2 TNL-080-pnk 



129,5



A2 TNL-080-ylw 



97,5 B2 TNL-080-blu 



97 



C2 TNL-080-blu 



76,5 D2 TNL-080-blu 



54 



br4 TNL-080-pnk 



99



A3 TNL-080-ylw 



98,5 B3 TNL-080-blu 



98 



C3 TNL-080-blu 



78 D3 TNL-080-blu 



55 



br6 TNL-080-pnk 



51



A4 TNL-080-ylw 



101 B4 TNL-080-blu 



100,5 



C4 TNL-080-blu 



81,5 D4 TNL-080-blu 



60 



br7 TNL-080-pnk 



48,5



A6 TNL-080-ylw 



100,5 B6 TNL-080-blu 



100 



C6 TNL-080-blu 



81 D6 TNL-080-blu 



60 



br8 TNL-080-pnk 



100



A7 TNL-080-ylw 



95,5 B7 TNL-080-blu 



95,5 



C7 TNL-080-blu 



75 D7 TNL-080-blu 



51 



br9 TNL-080-pnk 



88



A8 TNL-080-ylw 



193,5 B8 TNL-080-blu 



191 



C8 TNL-080-blu 



150 D8 TNL-080-blu 



105 



br10 TNL-080-pnk 



87



A9 TNL-080-ylw 



193 B9 TNL-080-blu 



190,5 



C9 TNL-080-blu 



150,5 D9 TNL-080-blu 



106 



br11 TNL-080-pnk 



83



A10 TNL-080-ylw 



196,5 B10 TNL-080-blu 



194,5 



C10 TNL-080-blu 



156,5 D10 TNL-080-blu 



115,5 



br12 TNL-080-pnk 



84



A12 TNL-080-ylw 



183 B12 TNL-080-blu 



177 



C12 TNL-080-blu 



152,5 D12 TNL-080-blu 



103,5 



br13 TNL-080-pnk 



93



A13 TNL-080-ylw 



177 B13 TNL-080-blu 



171,5 



C13 TNL-080-blu 



146,5 D13 TNL-080-blu 



96 



br14 TNL-080-pnk 



67,5



A14 TNL-080-ylw 



173,5 B14 TNL-080-blu 



168,5 



C14 TNL-080-blu 



143 D14 TNL-080-blu 



94,5 



br15 TNL-080-pnk 



59,5



A15 TNL-080-ylw 



171 B15 TNL-080-blu 



158,5 



C15 TNL-080-blu 



131,5 D15 TNL-080-blu 



87,5 



br16 TNL-080-pnk 



59



A16 TNL-080-ylw 



166 B16 TNL-080-blu 



154 



C16 TNL-080-blu 



127 D16 TNL-080-blu 



82,5 



A17 TNL-080-ylw 



162,5 B17 TNL-080-blu 



150,5 



C17 TNL-080-blu 



124,5 D17 TNL-080-blu 



81 



A19 TNL-080-red 



149 B19 TNL-080-red 



146,5 



C19 TNL-080-red 



148,5 



2 A1 TNL-140-ylw 



125 



2 B1 TNL-140-blu 



124,5 



2 C1 TNL-140-blu 



98 



2 D1 TNL-140-blu 



96,5 



2 br1 TNL-080-pnk 



160



2 A2 TNL-140-ylw 



122,5 



2 B2 TNL-140-blu 



122 



2 C2 TNL-140-blu 



95,5 



2 D2 TNL-140-blu 



94 



2 br2 TNL-080-pnk 



184



2 A3 TNL-140-ylw 



175 



2 B3 TNL-140-blu 



172,5 



2 C3 TNL-140-blu 



135 



2 D3 TNL-140-blu 



102 



2 br3 TNL-080-pnk 



106



2 A4 TNL-140-ylw 



74 



2 B4 TNL-140-blu 



75 



2 C4 TNL-140-blu 



57 



2 D4 TNL-140-blu 



44 



2 br4 TNL-080-pnk 



109,5



2 A5 TNL-140-ylw 



96 



2 B5 TNL-140-blu 



89 



2 C5 TNL-140-blu 



71,5 



2 D5 TNL-140-blu 



131,5 



2 br5 TNL-080-pnk 



73,5



2 A6 TNL-140-ylw 



93 



2 B6 TNL-140-blu 



94,5 



2 C6 TNL-140-blu 



78,5 



2 D6 TNL-140-blu 



131,5 



2 br6 TNL-080-pnk 



130



3 A1 TNL-280-ylw 



460 



3 B1 TNL-280-blu 



452,5 



3 C1 TNL-280-blu 



502 



3 D1 TNL-220-blu 



538,5 



3 br1 TNL-140-pnk 



278,5



3 A2 TNL-220-ylw 



405,5 



3 B2 TNL-220-blu 



400,5 



3 C2 TNL-220-blu 



461,5 



3 D2 TNL-220-blu 



531 



3 br2 TNL-140-pnk 



300



3 A3 TNL-220-ylw 



391 



3 B3 TNL-220-blu 



400 



3 C3 TNL-220-blu 



446 



3 br3 TNL-140-pnk 



348,5



467,5 



4 br1 TNL-400-pnk 



229,5



STAB TNL-140-pnk 



Point at: 



10



209,5



Lines technical data KOYOT 



31 



Ref. 



CM. Ref. 



Code 



Code 



CM. Ref. 



Code 



CM. Ref. Code 



CM. Ref. 



Code 



A B 



C D 



brake 



A1 TNL-080-ylw 



107,5 B1 TNL-080-blu 



107 



C1 TNL-080-blu 



87 D1 TNL-080-blu 



64,5 



br2 TNL-080-pnk 



136,5



A2 TNL-080-ylw 



102,5 B2 TNL-080-blu 



102 



C2 TNL-080-blu 



80,5 D2 TNL-080-blu 



56,5 



br4 TNL-080-pnk 



104



A3 TNL-080-ylw 



103,5 B3 TNL-080-blu 



103 



C3 TNL-080-blu 



82 D3 TNL-080-blu 



58 



br6 TNL-080-pnk 



54



A4 TNL-080-ylw 



106 B4 TNL-080-blu 



106 



C4 TNL-080-blu 



86 D4 TNL-080-blu 



63,5 



br7 TNL-080-pnk 



51



A6 TNL-080-ylw 



106 B6 TNL-080-blu 



105 



C6 TNL-080-blu 



85 D6 TNL-080-blu 



63 



br8 TNL-080-pnk 



105



A7 TNL-080-ylw 



100,5 B7 TNL-080-blu 



100,5 



C7 TNL-080-blu 



78,5 D7 TNL-080-blu 



53,5 



br9 TNL-080-pnk 



92,5



A8 TNL-080-ylw 



203,5 B8 TNL-080-blu 



200,5 



C8 TNL-080-blu 



158 D8 TNL-080-blu 



110,5 



br10 TNL-080-pnk 



92



A9 TNL-080-ylw 



203 B9 TNL-080-blu 



200,5 



C9 TNL-080-blu 



158,5 D9 TNL-080-blu 



111,5 



br11 TNL-080-pnk 



87,5



A10 TNL-080-ylw 



206,5 B10 TNL-080-blu 



205 



C10 TNL-080-blu 



165 D10 TNL-080-blu 



121,5 



br12 TNL-080-pnk 



88,5



A12 TNL-080-ylw 



192,5 B12 TNL-080-blu 



186 



C12 TNL-080-blu 



160,5 D12 TNL-080-blu 



108,5 



br13 TNL-080-pnk 



98



A13 TNL-080-ylw 



186 B13 TNL-080-blu 



180,5 



C13 TNL-080-blu 



154 D13 TNL-080-blu 



101 



br14 TNL-080-pnk 



71



A14 TNL-080-ylw 



182,5 B14 TNL-080-blu 



177,5 



C14 TNL-080-blu 



150,5 D14 TNL-080-blu 



99,5 



br15 TNL-080-pnk 



62,5



A15 TNL-080-ylw 



180 B15 TNL-080-blu 



166,5 



C15 TNL-080-blu 



138 D15 TNL-080-blu 



92 



br16 TNL-080-pnk 



62,5



A16 TNL-080-ylw 



174,5 B16 TNL-080-blu 



162 



C16 TNL-080-blu 



134 D16 TNL-080-blu 



86,5 



A17 TNL-080-ylw 



171 B17 TNL-080-blu 



158,5 



C17 TNL-080-blu 



131 D17 TNL-080-blu 



85,5 



A19 TNL-080-red 



157 B19 TNL-080-red 



154 



C19 TNL-080-red 



155,5 



2 A1 TNL-140-ylw 



131,5 



2 B1 TNL-140-blu 



131 



2 C1 TNL-140-blu 



103 



2 D1 TNL-140-blu 



101,5 



2 br1 TNL-080-pnk 



168,5



2 A2 TNL-140-ylw 



129 



2 B2 TNL-140-blu 



128,5 



2 C2 TNL-140-blu 



100,5 



2 D2 TNL-140-blu 



98,5 



2 br2 TNL-080-pnk 



194



2 A3 TNL-140-ylw 



184 



2 B3 TNL-140-blu 



182 



2 C3 TNL-140-blu 



142 



2 D3 TNL-140-blu 



107 



2 br3 TNL-080-pnk 



111,5



2 A4 TNL-140-ylw 



78 



2 B4 TNL-140-blu 



79 



2 C4 TNL-140-blu 



60 



2 D4 TNL-140-blu 



46 



2 br4 TNL-080-pnk 



115



2 A5 TNL-140-ylw 



101 



2 B5 TNL-140-blu 



93,5 



2 C5 TNL-140-blu 



75 



2 D5 TNL-140-blu 



138 



2 br5 TNL-080-pnk 



77



2 A6 TNL-140-ylw 



97,5 



2 B6 TNL-140-blu 



99,5 



2 C6 TNL-140-blu 



83 



2 D6 TNL-140-blu 



138,5 



2 br6 TNL-080-pnk 



137



3 A1 TNL-280-ylw 



484 



3 B1 TNL-280-blu 



476 



3 C1 TNL-280-blu 



528,5 



3 D1 TNL-220-blu 



567 



3 br1 TNL-140-pnk 



293



3 A2 TNL-220-ylw 



427 



3 B2 TNL-220-blu 



421,5 



3 C2 TNL-220-blu 



486 



3 D2 TNL-220-blu 



559 



3 br2 TNL-140-pnk 



315,5



3 A3 TNL-220-ylw 



412 



3 B3 TNL-220-blu 



421 



3 C3 TNL-220-blu 



469,5 



3 br3 TNL-140-pnk 



367



492 



4 br1 TNL-400-pnk 



240,5



STAB TNL-140-pnk 



Point at: 



11



220,5



Niviuk KOYOT 22



Niviuk KOYOT 24



Lines height cm.



Lines height cm.







12







tA B 



C D 



rib BR



A B 



C D 



rib BR



1 



598 



590,5 



594 



605,5 



2 



680,5



1 



632,5 



625 



628,5 



642 



2 



718,5



2 



594 



586,5 



588,5 



598,5 



4 



655



2 



628,5 



620,5 



622,5 



635 



4 



690,5



3 



592,5 



584,5 



587 



597,5 



6 



634,5



3 



626,5 



619,5 



621,5 



633,5 



6 



669,5



4 



594,5 



586,5 



590,5 



602 



7 



632



4 



629,5 



621,5 



625 



638,5 



7 



667



6 



592 



585,5 



589,5 



602,5 



8 



627



6 



628 



620 



623,5 



638,5 



8 



661



7 



588 



581,5 



583,5 



594,5 



9 



616,5



7 



623 



616 



618,5 



630,5 



9 



650



8 



585,5 



579 



581 



591 



10 



616



8 



620,5 



613,5 



615,5 



626,5 



10 



649,5



9 



585 



579 



581,5 



592 



11 



615



9 



620 



613,5 



616 



626,5 



11 



648,5



10 



588 



582,5 



587 



599,5 



12 



616



10 



623,5 



617 



621,5 



635,5 



12 



649



12 



583 



579 



582 



591,5 



13 



623,5



12 



617,5 



613 



617 



626,5 



13 



657,5



13 



577,5 



574,5 



576,5 



585 



14 



612



13 



611,5 



608 



611 



619,5 



14 



646



14 



574,5 



571,5 



574 



583 



15 



605



14 



608,5 



605,5 



608,5 



618,5 



15 



638,5



15 



569,5 



567,5 



570 



578 



16 



605



15 



603,5 



601 



604 



612 



16 



638,5



16 



565 



563,5 



566,5 



572,5 



17 



609,5



16 



598,5 



597 



600 



607 



17 



632,5



17 



562 



560,5 



563,5 



571,5 



17 



595,5 



594 



598 



606 



stb 



537 



535,5 



538



stb 



568,5 



567,5 



569,5



Risers lengths cm. 



Risers lengths cm.



A B 



C D



A B 



C D







47 



47 



47 



47 Standard 







47 



47 



47 



47 Standard 







36,5 



39 



43 



47 Accelerated 







36 



38 



42 



47 Accelerated 



Niviuk KOYOt 26



Niviuk KOYOT 28



Lines height cm.



Lines height cm.











A B 



C D 



rib BR



A B 



C D 



rib BR



1 



658,5 



650,5 



654 



667 



2 



755



1 



684 



675,5 



680 



692 



2 



774,5



2 



653,5 



645,5 



648 



660 



4 



725,5



2 



679,5 



670,5 



673 



685,5 



4 



744



3 



652,5 



644,5 



646,5 



658,5 



6 



702,5



3 



678 



669,5 



672,5 



684 



6 



719,5



4 



654,5 



647 



650 



663,5 



7 



700



4 



680,5 



672 



676 



689 



7 



717,5



6 



653,5 



645,5 



649,5 



664,5 



8 



693,5



6 



678 



669,5 



674 



689,5 



8 



712,5



7 



648,5 



641 



643,5 



655,5 



9 



682,5



7 



673 



665,5 



668,5 



680,5 



9 



700



8 



646 



639 



641,5 



652,5 



10 



681



8 



670,5 



663,5 



665,5 



676,5 



10 



699



9 



645,5 



638,5 



642 



653,5 



11 



681



9 



669,5 



663 



666 



677,5 



11 



698,5



10 



648,5 



642,5 



648 



663,5 



12 



682



10 



673,5 



667 



672 



687 



12 



700



12 



643 



638 



642 



652 



13 



690,5



12 



667 



663 



666,5 



677,5 



13 



709



13 



637,5 



633,5 



636 



645 



14 



678



13 



661 



657,5 



660,5 



670 



14 



695,5



14 



634 



630 



633 



643,5 



15 



670,5



14 



658 



654,5 



657 



668,5 



15 



687,5



15 



629 



626 



628,5 



637 



16 



669,5



15 



652 



650 



652,5 



661,5 



16 



687



16 



624 



622 



624,5 



632 



17 



662,5



16 



647 



645,5 



648 



656,5 



17 



682



17 



621 



619 



622,5 



630,5 



17 



643,5 



642 



645,5 



654,5 



stb 



591,5 



590,5 



599,5



stb 



614,5 



612,5 



614,5 











Risers lengths cm. 



13



Risers lengths cm. 



A B 



C D



A B 



C D 







47 



47 



47 



47 Standard 







47 



47 



47 



47 Standard 







36 



38 



42 



47 Accelerated 







36 



38 



42 



47 Accelerated 



Niviuk KOYOT 31



Lines height cm. A B 



C D 



rib BR



1 



719 



709,5 



714 



728,5 



2 



816



2 



714 



704 



707,5 



720,5 



4 



783,5



3 



712,5 



703 



706,5 



718,5 



6 



759



4 



715 



706 



710,5 



724,5 



7 



755,5



6 



713 



704,5 



709 



724,5 



8 



749,5



7 



707,5 



700 



702,5 



715 



9 



737



8 



705 



697 



699,5 



711 



10 



736,5



9 



704 



697 



700,5 



711,5 



11 



735,5 



10 



707,5 



701,5 



706,5 



722 



12 



736,5



12 



701 



696,5 



700,5 



711,5 



13 



745,5



13 



694,5 



691,5 



694 



703,5 



14 



732



14 



691 



687,5 



690,5 



702 



15 



724



15 



685 



682,5 



686 



695 



16 



723,5



16 



679,5 



678 



681,5 



689,5 



17 



724



17 



675,5 



674,5 



678,5 



688 



stb 



646,5 



643,5 



644,5



Risers lengths cm. 
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A B 



C D







47 



47 



47 



47 Standard 







36 



38 



42 



47 Accelerated 



Suspension technical data Code material Teijim Niviuk Lines TNL TNL TNL TNL TNL Code strength Kg 



080 



140 



220 



280 



Code color f/yellow 



ylw 



ylw 



ylw 



ylw 







s/blue 



blu 



blu 



blu 



blu 







pink 



pnk 



pnk 



pnk



Diameter in m/m 



ø 



1,1 



1,4 



2,3



1,6 



1,8 



400



Material core Technora Technora Technora Technora Technora Material sleeve Polyester Polyester Polyester Polyester Polyester Weight meter g/m Total 



1,1 



1,96 



2,35 



2,7 



4







Core 



0,45 



0,76 



1,22 



1,55 



2,23



Sleeve 



0,65 



1,2 



1,13 



1,15 



1,77



Breaking strength Min



daN 



80 



140 



220 



280 



460



Max



daN 



92 



160 



250 



320 



470



Strength ø after 5.000 bending Test DHV daN 



36,7 



76,1 



114,2 



134,7 



160,1



cycles Elongation at 



5 daN en % 



0,3 



0,2 



0,2 



0,2 



0,05



10 daN en % 



0,5 



0,3 



0,3 



0,3 



0,1







15 daN en % 



0,7 



0,5 



0,5 



0,4 



0,2







20 daN en % 



1 



0,6 



0,6 



0,4 



0,2







25 daN en % 



1,3 



0,8 



0,7 



0,5 



0,3







50 daN en % 



2,3 



1,5 



1,2 



0,9 



0,6







75 daN en % 



2,8 



2,3 



1,8 



1,3 



0,8







100 daN en % 



2,7 



2,2 



1,7 



1,1







125 daN en % 



3,2 



2,7 



2 



1,4







150 daN en % 



3 



2,3 



1,7







175 daN en % 



3,3 



2,7 



2







200 daN en % 



3,8 



2,8 



2,2



Elongation max. breaking strength % 



3 



3,4 



4 



4,1 



4,6
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1 daN = 10 N = ca. 1 Kg.



Fabric technical data upper surface



Fabric technical data bottom surface



DESCRIPTION 



DESCRIPTION 



Skytex 45 Evolution Ref. : F09092 - E85A 



Skytex 40 Classic Ref. : F09017 - E38A 











Fabric 9092 



Fabric 9017 



Type of finish Side coated (polyurethane) 



Type of finish Side coated (polyurethane) 



Type of yarn Polyamide 6.6 high tenacity – 33 dtex 



Type of yarn Polyamide 6.6 high tenacity – 33 dtex 



Width 158 cm 



Width 158 cm 



Pattern Rip Stop 



Pattern Rip Stop 











TECHNICAL SPECIFICATIONS Coated fabric’s weight 



g/sqm ISO 2286-2 



TECHNICAL SPECIFICATIONS 45 +3/-2



Coated fabric’s weight 



g/sqm ISO 2286-2 



40 +/-2



Tear Strength - Warp DaN ISO 4674 



1 mini



Tear Strength - Warp DaN ISO 4674 



2,8 +/-1



Tear Strength - Weft DaN ISO 4674 



2 mini



Tear Strength - Weft DaN ISO 4674 



2,8 +/-1



Elongation on bias 3 lbs 



% Internal method NCV 044 



4,5 +/-2



Elongation on bias 3 lbs 



% Internal method NCV 044 



5 +/-3



Elongation on bias 5 lbs 



% Internal method NCV 044 



13 +/-2



Elongation on bias 5 lbs 



% Internal method NCV 044 



12,5 +/-4



Elongation on bias 10 lbs 



% Internal method NCV 044 



19 +/-4



Elongation on bias 10 lbs 



% Internal method NCV 044 



24 +/-4



40



Break Strength DaN/5 cm ISO 1421 



Break Strength DaN/5 cm ISO 1421 Warp direction Break Strength Weft direction DaN/5 cm ISO 1421 



38 mini



Warp direction 33



Break Strength Weft direction DaN/5 cm ISO 1421 



38 mini



20



40 maxi



Air porosity 



1/sqm/mn 2000 Pa 



Air porosity 



1/sqm/mn 2000 Pa 







* under 100 cm2







* under 100 cm2







surface







surface 
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TECHNICAL SPECIFICATIONS COLOR 



TECHNICAL SPECIFICATIONS COLOR 



Deep blue ref. 354 UV 5-6 



Deep blue ref. 354 UV 5-6 



Green ref. 551 UV 5 



Green ref. 551 UV 5 







Gold ref. 939 UV 5-6 



Gold ref. 939 UV 5-6 



Sunflower ref. 921 UV 5-6 



Sunflower ref. 921 UV 5-6 



Orange ref. 744 UV 5 



Orange ref. 744 UV 5 



Dragón red ref. 636 UV 5-6 



Dragón red ref. 636 UV 5-6 



White ref. 001 UV 4 



White ref. 001 UV 4 



Grey ref. 120 UV 5 



Grey ref. 120 UV 5 



Dark grey ref. 121 UV 5-6 



Dark grey ref. 121 UV 5-6 



Black ref. 102 UV 5-6



Black ref. 102 UV 5-6











dark red ref. 615 



uv 4-5 



dark red ref. 615 



uv 4-5 



Maillon technical data DESCRIPTION Maillon Delta Code MRI4 Material Acero inox Size 4,3 m/m Weight 12 g/pc TECHNICAL SPECIFICATIONS 







Dimensions 



m/m



L.T. 



28



L.I. 



20



H.T. 



38



H.I. 



30



O 



4



E 



11



T 



4



Load Kg working limit 150 breaking 



750



Material AISI 304 Stainless steel Standard Closing applied by manual & entire screwing of the nut to guarantee the highest safety (no thread should be obvious). Systematic control of Maillon quick-links before every flight.
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Thread technical data Name SERAFIL nº of reference 40 Material Polyester Type of finish Silk Linear density Nm 41 / 3 (dtex 244 * 3) Breaking strength 4.500 cN Elongation 17,00% Name SERAFIL nº of reference 60 Material Polyester Type of finish Silk Linear density Nm 61 / 3 (dtex 163 * 3) Breaking strength 3.000 cN Elongation 17,00% Proprieties SERAFIL Solidity artificial light ISO 105 B02 > 5 - 6 Solidity sweat ISO 105 E04 > 4 Solidity washing ISO 105 C04 > 3 Solidity graze in dry ISO 105 X12 > 4 Solidity washing in dry ISO 105 D01 > 3 - 4 Treatment water repellent WR Name BONDED NYLON nº of reference N/F-66 Material Nylon Type of finish Silk Linear density 210D / 6 Breaking strength 9,7 Kg Elongation 25/30 % 
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Risers technical data risers nº of reference G-R 22 Material Polyester Width 22 m/m Thickness 1,52 m/m Breaking strength 1.100 daN Elongation Max. 15% Weight 25 g/m Color Black Color indicator nº of reference IC-G 1-2 Material Polyester Width 70 m/m Thickness 0,80 m/m Breaking strength 130 dN Elongation 35% Weight 32 g/m Loops nº of reference LKI - 10 Material Nylon Width 10 m/m Breaking strength 84 Kg Elongation 25/35 % Weight 3 g/m Color white 
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The importance of small details
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Koyot 3 22. - Niviuk 

2016. Glider model. Koyot 3 22. Classification. A. Serial number. Koyot 3 19-22. Representative. None. Trimmer no. Place of test. Villeneuve. Folding lines used.
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Koyot Fra. - Niviuk 

NIVIUK KOYOT 24. LonGUeUrs totaLes CM. A. B. C. C. rIB. Br. 1. 632,5. 625. 628,5. 642. 2. 718,5. 2. 628,5. 620,5. 622,5. 635. 4. 690,5. 3. 626,5. 619,5. 621,5.
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Artik 4 Eng. - Niviuk 

123. = 4,24. 64. 3,05. 74. = 3,22. 89. = 3,56. 104. = 3,89. 124. = 4,28. 65. 3,10. 75. = .... 363 br9. DC. 40. WHT. 492 a10. DC. 40. WHT. 715 b10. DC. 40. WHT. 721.
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Link 23 Eng. - Niviuk 

Inflation/Take-off. A. Rising behaviour. Smooth, easy and constant rising A Smooth, easy and constant rising. A. Special take off technique required. No. A No. A.
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212 b3. 8000. 60 nature. 178 c3. 8000. 45 nature. 471 d3. 8000. 45 nature. 637 br3. DC. 40 white. 1.408 a4. 8000. 60 nature. 226 b4. 8000. 60 nature. 195 c4.
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Artik 3 25 Eng. - Niviuk 

Flight test report: PG_0463.2011 / page 1 of 3. 1. Inflation/Take-off. A. Rising behaviour. Smooth, easy and constant rising A Smooth, easy and constant rising. A.
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N-gravity 4 Eng. - Niviuk 

W-420. D-P (GERMANy). TRAILING EDGE REINFORCEMENT. MyLAR. D-P (GERMANy). RIB REINFORCEMENT. LTN-0.8 STICK. SPORTWARE CO. (CHINA).
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Artik 3 27 Eng. - Niviuk 

Place of test. Villeneuve. Glider model. Artik 3 27. Classification. C. Trimmer no ... Smooth, easy and constant rising A Smooth, easy and constant rising. A.
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Icepeak 6 21 Eng. - Niviuk 

0. Max. weight in flight 80 kg to 100 kg. Symmetric control pressure / travel not available. 0. Increasing / 45 cm to 60 cm. C. Max. weight in flight greater than 100 ...
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Artik 3 21 Eng. - Niviuk 

Flight test report: PG_0614.2012 / page 1 of 3. 1. Inflation/Take-off. C. Rising behaviour. Overshoots, shall be slowed down to avoid a front collapse. C Smooth ...
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Artik 3 21 Race Eng. - Niviuk 

Flight test report: PG_0517.2012 / page 1 of 3. 1. Inflation/Take-off. C. Rising behaviour. Overshoots, shall be slowed down to avoid a front collapse. C Smooth ...
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user's manual koyot 3 - Para2000 

or down motions even when pushing the speed-bar full-out during acceleration. The glide ..... nearby, and never try these attempts close to the obstacles. If the knot is too tight and .... Contract a personal insurance and become a licensed pilot.
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user's manual koyot 3 - Para2000 

for proper adjustment, while taking this extra length into consideration. 3. THE FIRST ... Repeat the procedures detailed in chapter 2 'UNPACKING AND ... To become familiar with those manoeuvres, we recommend practicing under the ...
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takoo - Niviuk 

activities with the TAKOO, NIVIUK Gliders decided to present his tandem to the strict ... the used materials respond to our desire to improve what we established. The ... to deal with these fatigues, surely are the elements that indicate how much ...
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MANUAL Niviuk 

This manual offers all the necessary information that will familiarize you with the .... Each wing is then individually inflated for the last visual revision. ... fabric repair kit made of auto-adhesive ripstop and a user s manual with the answers ..
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BEtriEBsAnlEitung - Niviuk 

ermÃ¶glichen aber auch eine ÃœberprÃ¼fung aLLer Leinen nach spÃ¤testens. 100 Flugstunden oder 12 Monaten erforderlich macht. beim PeaK 2 wurden nicht nur ...
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ENG 1.1 

SNACK - SNACK amuse BOUCHE - AMUSE BOUCHE. Zeewier KrOepOeK - 'One bite'. DUMPLING - GAMBA - MANGO - RODE PEPER - SESAM. Seaweed ...
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user's manual koyot 2 - Para2000 

+34 972 42 28 78 Fax +34 972 42 00 86 [email protected] ...... 27,86. 30,85. spaM. M. 10,21. 10,79. 11,21. 11,65. 12,26. aspeCT raTIo. 4,87. 4,87. 4,86. 4,87.
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user's manual kougar - Niviuk 

safe, aesthetic and high with performance, these are just some of the qualities of ... pilot input and thanks to the new (rsp) Niviuk reflex system profile and the addition ... with high security. it will very quickly become apparent to the pilot tha










 


[image: alt]





Flight test report - Niviuk 

Date of flight test. 14. 06. 2011. Representative. None. Place of test. Villeneuve. Glider model. Link 27. Classification. B. Trimmer no. Test pilot Thurnheer Claude.
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+34 972 42 28 78 Fax +34 972 42 00 86 [email protected] ..... 2,27. 2,39. MiniMUM. M. 0,5. 0,53. 0,56. MoYenne. M. 1,75. 1,86. 1,96. SUSPenTeS. ToTaL. M. 271.
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user's manual - Niviuk 

making the quality control more efficient. all the different parts of the canopy are cut and ... information about the TaKoo 2 and also the niviuk catalogue which can be .... To provoke a deep stall you have to take the wing to minimum flight speed.
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manuel d'utilisation link - Niviuk 

2. NIVIUK GlIders C/ del Ter 6, NaVe d 17165 la Cellera de Ter - GIroNa - spaIN. Tel. +34 972 42 ... Ã  tous les pilotes. sa plage d'utilisation rÃ©pond aussi bien aux pilotes ..... se produit, la lINK ne va pas rÃ©agir violemment, la tendance de vir
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EN-T5_CABINET_V1_16 - ENG&FRE 

T5 LED CABINET LIGHTING. PLEASE READ THESE INSTRUCTIONS CAREFULLY ... These luminaires are for indoor use only, under shelves, cabinets, pelmets bookcases and cabinets. â€¢. Maximum Input Voltageâ€“ 240VAC 50Hz .... Bleu (Neutre) Connectez au secteur
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