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KYMI LED

LIGHT SOURCE: High Powered LED. WATTAGE: 5.5W. LAMP INCLUDED: Yes (Integral). MAXIMUM LAMP LENGTH (mm/inch):. -. LUMINOUS FLUX (lm):. 327. 
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KYMI LED GENERAL LOCATION:



Interior



CLASS:



cETLus (Class I)



LOCATION RATING:



Dry



DRIVER REQUIRED:



Mains 120V



INSTALLATION ORIENTATION:



Wall Mount - Vertical



FITTING METHOD: MAIN MATERIAL:



1/2in Stub Mount or 3x2in Switch Box or 4in Octagon Box Plaster



DIMENSIONS (mm):



H: 220 W: 133 D: 90



DIMENSIONS (inch):



H: 8.66 W: 5.24 D: 3.54



CUT OUT HOLE (mm/inch):



-



RECESS DEPTH (mm/inch):



-



FIRE RATING:



-



CABLE LENGTH (mm/inch):



-



GROSS WEIGHT (lb):



3.86



ADA COMPLIANT:



Yes



IC RATING:



-



CODE: 1335004 (7745) FINISH: PLASTER



LAMP LIGHT SOURCE:



High Powered LED



WATTAGE:



5.5W



LAMP INCLUDED:



Yes (Integral)



MAXIMUM LAMP LENGTH (mm/inch):



-



LUMINOUS FLUX (lm):



327



COLOUR TEMP (K):



3000



CRI (Ra):



80



MACADAM ELLIPSE:



To Be Advised



TILT ADJUSTABLE ANGLE (°):



-



ROTATION ADJUSTABLE ANGLE (°):



-



LIFETIME (hrs):



39300



BEAM ANGLE (°):



-



ELECTRICAL SWITCHED:



No



DIMMABLE:



No



DIMMING METHOD:



-



SUPPLY FREQUENCY (Hz):



50/60



DRIVER / BALLAST VOLTAGE (V):



100-277



DRIVER LIFETIME (hrs):



50000



EFFICACY (lm/W):



60



ADDITIONAL INFORMATION: SHADE INCLUDED:



-



SHADE / DIFFUSER MATERIAL:



-



SHADE / DIFFUSER FINISH



-



F MARK:



-



TO MAINTAIN THIS PRODUCT TO ITS BEST CONDITION, PLEASE VIEW OUR CARE AND CLEANING GUIDE ON THE SUPPORT SECTION OF THE ASTRO WEBSITE. Pour entretenir au mieux ce produit, veuillez consulter notre guide d’entretien et de nettoyage, dans la rubrique d’aide sur le site Web d’Astro. Um dieses Produkt im besten Zustand zu erhalten, beachten Sie bitte unseren Leitfaden zu Pflege und Reinigung im Abschnitt „Support“ auf der Astro-Website. Per mantenere questo prodotto nelle sue migliori condizioni, consultare la nostra guida per la manutenzione e la pulizia nella sezione dedicata all’assistenza del sito Web Astro.
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220mm / 8.66”



PRODUCT ELEVATIONS



133mm / 5.24”



Please note that some dimensions may vary slightly due to manufacturing tolerances, this includes cable entry and fixing holes
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90mm / 3.54”



Veuillez noter que certaines dimensions peuvent varier légèrement en raison des tolérances de fabrication, y compris l’entrée de câble et les trous de fixation.



Bitte beachten Sie, dass die Maße Fertigungstoleranzen unterliegen und daher in geringem Umfang von der angegebenen Größe abweichen können. Dies gilt auch für Kabeleingänge und Befestigungslöcher.



Ø89mm / 3.5”



Si prega notare che possono esserci piccole variazioni in alcune dimensioni dovute alle tolleranze di produzione, queste includono l’ingresso del cavo e i fori di fissaggio.
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KYMI LED - D3R 

Issue: 1 05.05.2015. KYMI LED. 7745 / SKU 1335004. P.01 /02. LIRE ATTENTIVEMENT LES INSTRUCTIONS AVANT DE COMMENCER LE MONTAGE.
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led a21 lamp installation guide - LED T8 Tubes : LED Retrofit 

COMBINAISON DOIT ÊTRE DETERMINÉ PAR UL OU LES AUTORITÉS COMPÉTENTES AYANT JURISDICTION. •. Les dimensions minimum du compartiment ...
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INSTALLATION INSTRUCTION LED- LED Picture Light 

... of our products at any time as part of the company's continuous improvement .... power-up the fixture in order to allow the 0-10V dimming to function properly.
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LED HIGHBAY 

Vérifiez l'absence de conducteurs exposés, de fils lâches ou d'éléments d'isolation coincés. 6. Mettez sous tension. Protection de l'environnement (D.E.E.E.) ...
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mains voltage led floodlights - LED Bulbs | MyLights.co.uk 

South Africa. Tel: +27 .... altération et du retrait de l'étiquette de contrôle de qualité, d'une installation dans un environnement mal approprié ou d'une installation ...
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Remplacement SolaDyne LED Lantern Circuit Board LED 

Pincez la moitiÃ© avant du corps sur les deux cÃ´tÃ©s avec le pouce et l'index juste en dessous du premier rebord d'extrusion de la plaque avant tout en tirant ...
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lunera t8 led 4ft - LED Lighting Wholesale 

Turn power OFF to the fixture. 2. Remove existing T8 4FT fluorescent lamp from the fixture. 3. Inspect the sockets and wiring to ensure they are in proper working ...
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704730 LED INST SHEET.qxd:HALO LED - Villa Lighting 

While holding reflector cone or baffle in place, align three ... CONSTRUCTION recessed cans, please use the .... wise to release trim ring and reflector cone or.
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LED Security Floodlight Proyector LED Exterior 

... should be replaced. • Recycle: For information on how to recycle LED electronic products, ... ▻Keep combustible and other materials that can burn, away from lamp/ lens. ▻Do not ..... Le réfracteur/la lentille doit être lavé(e) dans une solution .
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LED Security Floodlight Proyector LED Exterior 

Recycle: For information on how to recycle LED electronic products, please visit www.epa.gov. • These instructions do not purport to cover all details or ...
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led flat panels led power supply AWS 

PLEASE READ THESE INSTRUCTIONS CAREFULLY BEFORE INSTALLATION. LEAVE A ... Isolate the mains supply before servicing or installation. FOR DALI ... 2. Connect the mains supply to the LED Driver supplied with the panel as per figure below: 220-240V. Sup
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LED TV 

1 janv. 2009 - To stop the search before it has finished, press the ENTERE button with Stop selected. ..... selecting Tools â†’ Switch to Cable (or Switch to Air).
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LED TV 

1 janv. 2009 - Samsung Electronique Canada Inc., Service ...... bordures à gauche, à droite et au centre de l'écran, à cause de la différence d'émission de lumière sur ...... À brancher aux prises d'entrée audio de votre amplificateur/chaîne ...
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led stair lights 

Website: www.auroralighting.com ... of the National Wiring Regulations and taking into consideration the latest Building ... Should this product fail during the warranty period it will be replaced free of charge, this is subject to correct installati
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ravello led - D3R 

Issue: 1 05.05.2015. RAVELLO LED. 7713 / SKU 1222029. P.01 /03. LIRE ATTENTIVEMENT LES INSTRUCTIONS AVANT DE COMMENCER LE MONTAGE.
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LED IMPORTANT SAFETY INSTRUCTIONS 

Once all connections are complete, gently push the LED trim into ... LED module, plug connector from the module into the mating connector just installed into the.
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12W DIMMABLE LED DOWNLIGHT 

iThis luminaire is not suitable for covering with insulation material. INSTALLATION INSTRUCTIONS. 1. Before commencing installation or maintenance ensure ...
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LED Guide - liniLED 

Enfin, choisissez l'alimentation. Tenez compte de l'endroit ou vous voulez l'installer (intÃ©rieur/extÃ©rieur). 2700K. 3000K. 4000K. 6500K. RGB. Rouge. Vert. Bleu.
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foco led espejo 

... de procéder à tout changement sans notification préalable www.sonia-sa.com espec_461. Imagenes no a escala / Draw not to scale / Echelle non respectée.
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T8 LED TUBES 

Les étiquettes ou marquages existants doivent être retirés et un nouvel étiquetage doit être ajouté au luminaire. •. Lors de l'installation ou du remplacement des ...
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mains voltage led stairlights 

Before commencing installation or maintenance, ensure electricity is ... Attach the earth lead to the circuit earth conductor using an approved terminal block. 5.
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mains voltage led floodlights 

Document version â€“ EN-FLXXX_V3_16_ENG&FRE.DOC. UK. Tel: +44 (0) 1727 83 66 11. Email: [email protected]. France. Tel: +33 (0) 1 30 11 11 88.










 


[image: alt]





Siemens LED englisch .fr 

Infrared: detectors and emitters for many different applications. Areas of use include: â€¢ infrared remote control. â€¢ photometry. â€¢ distance measurement. â€¢ wireless ...
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foco led espejo 

Sonia S.A se reserva el derecho de realizar cualquier cambio sin previo aviso. Sonia S.A has the right to make changes without notice. Sonia S.A se rÃ©serve le ...
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