






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































Lancaster Fastener Co Ltd

M4. M5. M6. M8. SchweiÃŸbolzen mit Gewinde - PT. Goujons FiletÃ©s - PT. â–¡ A2 - Stainless Steel l A2 - Edelstahl l Inox - A2. â–¡ Aluminium l Aluminium l ... 

















 Télécharger le PDF 






 862KB taille
 21 téléchargements
 469 vues






 commentaire





 Report
























DIN EN ISO 13918



CD Weld Studs CD Schweißbolzen Goujons à Souder CD
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DIN EN ISO 13918



Threaded - PT Schweißbolzen mit Gewinde - PT Goujons Filetés - PT
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DIN EN ISO 13918 Threaded Stud Schweißbolzen mit Gewinde Goujons Filetés
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CD Weld Studs



CD Schweißbolzen



Goujons à Souder CD



Capacitor Discharge (CD) stud welding is used to weld small diameter studs to thin base materials such as mild steel, stainless steel or aluminium. The capacitor discharge welding process operates on the principle that the energy stored in a capacitor battery is discharged within between 1 and 3 milliseconds through the ignition pip of the part being welded. In view of the fact that the welding process is completed instantaneously, welds can be made without evident distortion, burn-through or reverse side discolouration.



Das Kondensatorentladungs-Bolzenschweißen dient zum Aufschweißen von Bolzen geringer Durchmesser auf dünne metallische Werkstoffe wie Normalstahl, rostfreien Stahl oder Aluminium. Bei diesem Schweißverfahren wird die gespeicherte Energie einer Kondensatorbatterie in der Zeit von 1-3 ms über die Zündspitze des aufzuschweißenden Teils entladen. Da die Schweißzeit extrem kurz ist, hinterlässt der Schweißvorgang keine ohne weiteres erkennbaren Verformungen, keinen Durchbrand und auch keine Verfärbungen auf der Rückseite.



La technique de soudage par décharge de condensateurs (CD) permet de fixer des éléments à souder sur les matières d’une épaisseur fine comme l’acier, l’inox ou l’aluminium. Le processus de soudage par décharge de condensateurs utilise l’énergie stockée dans une batterie de condensateurs qui se décharge en 1 à 3 millisecondes à travers la pipe d’amorçage de l’élément à souder. Etant donné que le processus se déroule en un temps trés court, le soudage se fait sans distortion ou décoloration.



Lancaster Fastener Co Ltd Threadforming Screw Specialists



Tel: +44 (0)1524 62645



Fax: +44 (0)1524 66367



Website: www.lancasterfastener.co.uk Email:[email protected]
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comet co.,ltd. - RadioManual 

â–¡Features. â—‹ M ax Pow er : 3 kW (SSB). â—‹ M anually adjustable variable capacitor and variable inductor. â—‹ Connectors for both balanced / unbalanced ...
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EVERLIGHT ELECTRONICS CO.,LTD 

Device Number : DDS-516-013. REV: 1.0. 0.52" Single Digit Displays. MODEL NO : ELS-516SURWA/S530-A2 .... 1000 HRS. 76 PCS. 0/1. 5. Low Temperature.
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comet co.,ltd. - Passion Radio 

â–¡Specification. â—‹Frequency : 7/18/21/28/50MHzã€�CHV-5ã€‘, 7/14/21/28/50MHzã€�CHV-5Xã€‘. â—‹ InputPow er : 7 /1 4 /1 8 M H z 1 5 0 W (SSB), 2 1 /2 8 /5 0 N H z 2 2 ...
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TIANJIN TAIYITO TECHNOLOGY CO.,LTD 

Q 100. 100
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Untitled - P.Audio System Co., LTD 

Basket. : Cast Aluminium. Magnet Type, Size ODxIDXH (mm) : 97 x 40 x 12. Neodymium. : 13.0 oz. Voice Coil Former. : Fiber Glass Polyinid. High Temp 400Â°C.
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Ã‡Ã‘Â¹Ã¡ÃƒÂ¡Â¢Ã�Â§Â¡Ã’ÃƒÃ Â´Ã”Â¹Â·Ã’Â§ ÃŠÂ¹Ã’Ã�ÂºÃ”Â¹ÃŠÃ˜Ã‡ÃƒÃƒÂ³Ã€Ã™Ã�Ã”-Ã�Ã”ÃŠÂµÃ‘Â¹ÂºÃ™Ã…. 18.00 Â¹. Â¾ÂºÂ¡Ã‘Â¹Â·Ã•Ã¨Ã Â¤Ã’Â¹ Ã ÂµÃ�Ãƒ Ã ÂªÃ§Â¤Ã�Ã”Â¹ S Â»ÃƒÃ�ÂµÃ™ 9 ÃŠÃ’Ã‚Â¡Ã’ÃƒÂºÃ”Â¹ Ã ÂµÃ�Ãƒ Â¡Ã”Âª Ã¡Ã�Ãƒ Ã¤Ã…Â¹ TK ...










 


[image: alt]





Avenue Inter Travel Group Co., Ltd 
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Ningbo Dongxing Electronics Co.,Ltd - UserManual.wiki 

Le prÃ©sent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence. L'exploitation est autorisÃ©e aux deux ...
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comtech technology co., ltd. fm2400rtim8b - F5AD 

Oct 3, 2000 - COMTECH TECHNOLOGY CO., LTD. FM2400RTIM8B. Oct. 3, 2000. 4. Address. 1 1 0 0 0 MA1 MA0 0 A BYTE 1. Programmable Divider 0 214.
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COMTECH TECHNOLOGY CO., LTD. DFM2400RTIM8-00 

Oct 12, 1999 - illuminates. LED illuminates to in- dicate which channel it is receiv- ing. To auto-scan each channel, press button SW for 3 seconds.
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COMTECH TECHNOLOGY CO., LTD. FM2400TSIMB 1. SCOPE 

Oct 3, 2000 - SCOPE. This specification outlines the pertinent electrical requirements of the RF output modulator which converts the FM video and FM audio ...
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comtech technology co., ltd. bss479laidf - F5AD 

Jun 3, 2005 - Too High 0.0 ~ 0.75V. Video waveform white 100% pal frequency deviation 16MHz p-p without pre-emphasis. White to sync. 0.55 0.75 0.95.
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... (The Caucasus Mountain) Ã Â»Å¡Â¹Ã Â·Ã—Ã�Â¡Ã Â¢Ã’Â·Ã•Ã¨ÂµÃ‘Ã©Â§Ã�Ã‚Ã™â€¹ÃƒÃ�Ã‹Ã‡â€¹Ã’Â§Â·Ã‡Ã•Â»Ã‚Ã˜Ã¢ÃƒÂ» Ã¡Ã…Ã�Ã Ã�Ã ÂªÃ•Ã‚ ..... MONUMENT OF MTSKHETA) Ã Â»Å¡Â¹Ã�ÃƒÂ´Â¡Ã¢Ã…Â¡ Ã Ã�Ã—Ã¨Ã�Â»â€š Â¤.Ãˆ.1994 ...
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Avenue Inter Travel Group Co., Ltd. 

âœˆÃ Ã‹Ã”Â¹Â¿â€¡Ã’ÃŠÃ™â€¹Â´Ã™Ã¤Âº Ã¢Â´Ã‚ÃŠÃ’Ã‚Â¡Ã’ÃƒÂºÃ”Â¹ EMIRATES Ã Â·Ã•Ã¨Ã‚Ã‡ÂºÃ”Â¹Â·Ã•Ã¨ EK377 AIRBUS A380. (ÂºÂ¹Ã Â¤ÃƒÃ—Ã¨Ã�Â§ÂºÃ”Â¹Ã�Ã•ÂºÃƒÃ”Â¡Ã’ÃƒÃ�Ã’Ã‹Ã’Ãƒ Ã¡Ã…Ã�Ã Â¤ÃƒÃ—Ã¨Ã�Â§Â´Ã—Ã¨Ã�ÂµÃ…Ã�Â´Ã ÃŠÅ’Â¹Â·Ã’Â§). 19.00 Â¹.
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Ningbo Dongxing Electronics Co.,Ltd - UserManual.wiki 

channels PWM, three quadrature decoders, GPIOs.8 pins are easy installation with removable to be an SMT module (PCB stamp holes linking) in the mean time.
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Leak Sandwich Loudspeaker HJ LEAK & CO. LTD 

Dec 10, 2012 - The marketing of the Sandwich system produced some interesting photographs, two of which are shown above. Harold Leak is shown standing ...
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Â¤Â³Ã�Â¾ÃƒÅ’Ã�Ã�Â¡Ã‘Â¹Â·Ã•Ã¨ Â·â€¹Ã’Ã�Ã’Â¡Ã’ÃˆÂ´Ã�Â¹Ã Ã�Ã—Ã�Â§ ÂªÃ‘Ã©Â¹ 3 Â»ÃƒÃ�ÂµÃ™ 7 Ã Â¤Ã’Â¹ Ã ÂµÃ�Ãƒ THAI LION AIR (SL) Ã¢Â´Ã‚Ã�Ã•Ã Â¨Å’Ã’Ã‹Â¹Å’Ã’Â·Ã•Ã¨Â¢Ã�Â§. ÂºÃƒÃ”Ã‰Ã‘Â·Ã� Â¤Ã�Ã‚Ã�ÃÃ’Â¹Ã‡Ã‚Â¤Ã‡Ã’Ã�ÃŠÃ�Â´Ã‡Â¡Ã¡Â¡â€¹Â·â€¹Ã’Â¹. 07.10 Â¹.
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spk electronics co., ltd. - SparkFun Electronics 

PIN DEFINITION. Terminal No. Name. Description. 1. ANT. RF input. 2. N.C.. 3. Left Out. Left chanel audio output. 4. Right Out Right chanel audio output. 5. GND.










 


[image: alt]





Avenue Inter Travel Group Co., Ltd 
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Â¨Ã’Â¡Â¹Ã‘Ã©Â¹. Â¹ÃÃ’Â·â€¹Ã’Â¹ÂªÃ� GRAND MOSQUE Ã‹ÃƒÃ—Ã� SHEIKH ZAYED BIN SULTAN AL .... Â¹ÃÃ’Â·â€¹Ã’Â¹Ã Â´Ã”Â¹Ã Ã…â€¹Â¹Ã‚â€¹Ã’Â¹ Ã Ã�Â´Ã”Ã¡Â¹Â· Â¨Ã™Ã¤Ã�Ãƒâ€¹Ã’ Â«Ã˜Â¤ (Madinat Jumeirah Souk) ÃˆÃ™Â¹Ã‚ ...
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REUEX INDUSTRIAL CO., LTD. - Nagoya Antenna 

TEL: +886-3-3644980 FAX: +886-3-3622014 EMAIL: [email protected]. Web: http://www.nagoya.com.tw. INTRODUCTION. 1. GENERAL DESCRIPTION.
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