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LDK-235P-20 Value Series

Modules manufactured in isO 9001 certified factories. â€¢ High-reliability with guaranteed â€“ 0/+5 W positive power tolerance. WARRANTIES. â€¢ 10 years for product ... 
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Multicrystalline MODULES



LDK-235P-20 Value Series WHY LDK SOLAR MODULES • Industry leading module power output warranty • International quality, safety and performance certifications • Modules manufactured in ISO 9001 certified factories • High-reliability with guaranteed – 0/+5 W positive power tolerance



WARRANTIES • 10 years for product defects in materials & workmanship 4-Step Power Warranty • Up to 5 years a minimum of 94% Nominal Output • Up to 11 years a minimum of 90% Nominal Output • Up to 18 years a minimum of 85% Nominal Output • Up to 25 years a minimum of 80% Nominal Output



CERTIFICATES • IEC EN 61215, IEC EN 61730-1-2, CE Conformity • UL 1703 2002/03/15 Ed:3 Rev:2008/04/08 • ULC/ORD-C1703-01 second edition 2001/01/01 • UL and Canadian standard for safety flat-plate • CEC Listed: modules are eligible for California rebates LDK-225P-20, LDK-230P-20, LDK-235P-20, LDK-240P-20



• MCS The Microgeneration Certification Scheme UK • ISO 9001:2008 Quality Management System • PV CYCLE: voluntary module take back and recycling program



DIMENSIONS



PERFORMANCE AT LOW IRRADIANCE 40
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2-Ø4 2 Ground holes



The typical relative change in module efficiency at an irradiance of 200W/m² in relation to 1000 W/m² (both at 25°C and AM 1.5 spectrum) is less than 5%



I-V CURVE AT DIFFERENT IRRADIANCE LEVELS 9
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Tolerance of length and width dimensions is ± 2 mm
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Above graphics according to LDK-235P-20



www.ldksolar.com
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Multicrystalline MODULES



LDK-235P-20 Value Series ELECTRIC CHARACTERISTICS (STC*) TYPE



225P-20



230P-20



235P-20



240P-20



Nominal Power (Pmax) [W]



225



230



235



240



Voltage at Pmax (Vmp) [V]



29.0



29.3



29.5



29.8



Current at Pmax (Imp) [A]



7.78



7.88



7.98



8.08



Open Circuit Voltage (Voc) [V]



36.6



36.9



37.1



37.3



Short Circuit Current (Isc) [A]



8.36



8.43



8.50



8.56



– 0/+5



– 0/+5



– 0/+5



– 0/+5



Tolerance on Nominal Power [W] Maximum System Voltage



IEC EN: 1000 V / UL: 600 V



Cell Efficiency [%]



15.41



15.75



16.09



16.44



Module Efficiency [%]



13.79



14.09



14.40



14.70



240P-20



STC* (Standard Test Conditions): Irradiance 1000 W/m2, Module Temperature 25 °C, Air Mass 1.5 Best in Class AAA solar simulator (IEC 60904-9) used, power measurement uncertainty is within +/-3%



Electrical PERFORMANCE AT NOCT TYPE



225P-20



230P-20



235P-20



Power Output (Pmax) [W]



164



167



171



175



Voltage at Pmax (Vmp) [V]



26.4



26.5



26.8



27.1



Current at Pmax (Imp) [A]



6.22



6.30



6.38



6.46



Open Circuit Voltage (Voc) [V]



33.9



34.2



34.4



34.5



Short Circuit Current (Isc) [A]



6.77



6.82



6.88



6.93



NOCT: Irradiance 800 W/m2, Module Temperature 45±2°C, Wind Speed 1 m/s Best in Class AAA solar simulator (IEC 60904-9) used, power measurement uncertainty is within +/-3%



TEMPERATURE CHARACTERISTICS TYPE NOCT**



MECHANICAL CHARACTERISTICS



LDK-P-20 Series



LDK-P-20 Series



Solar Cells



– 0.33% / °C



Front Glass



3.2 mm thick, tempered glass / AR coating glass



0.06% / °C



Backsheet



TPT (Tedlar-PET-Tedlar) / BBF



Temperature Coefficient of Pmax



– 0.45% / °C



Temperature Coefficient of Voc Temperature Coefficient of Isc Maximum Series Fuse Rating



TYPE



60 (6x10) multicrystalline silicon solar cells 156 x 156 mm



45±2°C



20 A



Operating Temperature



from – 40 to +85 °C



Storage Temperature



from – 40 to +60 °C



NOCT** (Nominal Operating Cell Temperature): Irradiance 800 W/m2, Air 20 °C, Wind Speed 1 m/s



Encapsulant Frame



Double-layer anodized aluminium alloy



Diodes



6 (3 x 2 in parallel) serviceable Bypass Diodes



Junction Box



Packing configuration TYPE



V3 – August 2012 – © LDK Solar Co, Ltd. All rights reserved. E.&O.E.



Packing Configuration



Connectors



IP65 rated MC4 or compatible connectors



LDK-P-20 Series Cables



Length: 1000 mm / Section: 4.0 mm2



25 pcs. / box Dimensions



Quantity / Pallet



50 pcs. / pallet



Loading Capacity



700 pcs. / 40 ft (High Cube Container)



LDK Solar reserves the right to make specifications changes without any prior notice.



www.ldksolar.com



EVA (ethylene vinyl acetate)



Weight



1642 x 994 x 40 mm / 64.64 x 39.13 x 1.57 in 19 kg / 41.9 lbs



Max. Load



Wind Load: 2400 Pa / Snow Load: 5400 Pa



Partner
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energy value 

17 avr. 2008 - ENERGY VALUE. 21,77% -15,45% 17,17% -38,54% -33,12%. 2,30%. 4,40% au 28/9/2018. * Pour 2018 il s'agit de la performance du début ...
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reliable value 

PLB200X P. 1/2" Nom Comp x 3/8" OD Comp. 039166124701. 039166126873. 60. ANGLE. PLB100X B. PLB100X P. 1/2" Nom Comp x 3/8" OD Comp. 039166124718. 039166126798. 60. PUSH CONNECT X COMPRESSION. STRAIGHT. PLB201X B. PLB201X P. 1/2" Nom Push Connect x 3/
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reliable value 

1/2" Nom Comp x 3/8" OD Comp. 039166124701. 039166126873. 60. ANGLE. PLB100X B. PLB100X P. 1/2" Nom Comp x 3/8" OD Comp. 039166124718.
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energy value 

17 avr. 2008 - 13,06% -16,08% -15,45% 17,17% -38,54% -33,12%. 2,30% .... r-09. 17. -ju il-09. 17. -oc t-09. 17. -ja n v-10. 17. -av r-10. 17. -ju il-10. 17. -oc.
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reliable value 

39600 Orchard Hill Place. Novi, Michigan 48375-5331. TOLL-FREE: (877) ... St. Thomas, Ontario Canada N4P 4C4. TOLL-FREE: (800) 265-4322. FAX: (800) ...
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reliable value 

By Brasscraft Manufacturing Co. WATER. STOPS. â€¢ 1/4 turn ball stop ... 1/2" Nom Push Connect x 3/8" OD Comp. 039166124725. 039166126880. 60. ANGLE.
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reliable value 

By Brasscraft Manufacturing Co. WATER. STOPS. • 1/4 turn ball stop. • Chrome plated for corrosion resistance. • 1 year warranty. RELIABLE VALUE™ ...










 


[image: alt]





reliable value 

PLB200X P. 1/2" Nom Comp x 3/8" OD Comp. 039166124701. 039166126873. 60. ANGLE. PLB100X B. PLB100X P. 1/2" Nom Comp x 3/8" OD Comp. 039166124718. 039166126798. 60. PUSH CONNECT X COMPRESSION. STRAIGHT. PLB201X B. PLB201X P. 1/2" Nom Push Connect x 3/
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percocet 3325 street value 

icd 9 code for percocet overdose treatment percocet 10mg infowars percocet 10 325 generic name effects of percocet on fetus in fetu percocet 5 325 street value ...
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Lean for value 

Page 1. DIALOGUE STRATÃ‰GIQUE. â€‹LE DIALOGUE STRATÃ‰GIQUE : NOTRE APPROCHE ALTERNATIVE. POUR CONSTRUIRE LES PROCESSUS ...
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Craft & Technique: Face Value 

magic on my helmet and headset is nothing short of fantastic!â€� Bruce Bohannon ... piece of aluminum or plastic. Flat or satin finishes are often best because.
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reliable value - cloudfront.net 

PLB203X P. 1/2" Nom Sweat x 3/8" OD Comp. 039166124763. 039166126903. 60. ANGLE. PLB103X B. PLB103X P. 1/2" Nom Sweat x 3/8" OD Comp. 039166124770. 039166126828. 60. CRIMP PEX BARB X COMPRESSION. STRAIGHT. PLB204X B. PLB204X P. 1/2" Nom Crimp Barb x 
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Position Isoâˆ’value 

(c) Segmentation of cortical surface. (d) Surface segmentations and associated topology graphs for four different human brain data sets. cÂ© The Eurographics ...
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Lean for value 

RH et DG ont du mal à correctement positionner la fonction dans le projet d'entreprise et les transformations à mener. Faute de réflexion, elle se cantonne à un ...
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51799-Haddock- Battered Value # 

Calories / Calories 180. Fat / Lipides 6g. Saturated / saturÃ©s 0.5g. Trans Fat / trans 0g. Cholesterol / CholestÃ©rol 30mg. Sodium / Sodium 500mg. Carbohydrate ...
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st 10 pro value 

Applications : L' enduit ST 10 PRO VALUE est un matÃ©riau de ragrÃ©age Ã  grain fin qui permet d'aplanir ... tabulÃ©e; P= 50%). Substances dangereuses : Aucune ...
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Dot Com Value EVAluation 

Feb 14, 2000 - Erik Stern, +44 (0) 171 399 3616, [email protected] ... The important strategic insight is that every company must ... We have always claimed that accounting is not useful .... effectiveness of the web site software toward givi
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energy value AWS 

Le pÃ©trole a poursuivi sa hausse en septembre, frÃ´lant les 60 dollars le baril (pour le Brent) et atteignant un plus haut depuis l'Ã©tÃ© 2015. Au global, sur le mois, le Brent gagne 9,85 % et le WTI finit en hausse de 9,40 %. Les valeurs pÃ©troliÃ¨
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EUROPE valUE InvEstOR COnfEREnCE 

he has had the great honor of getting to know Warren Buffett, the man and ... Attendees may enjoy a registration fee discount for a limited time only, so register.
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HUB6 - Value Testers 

A. Home Screen: Refrigerant Side. A. Home .... D. Tap to view Features +. Benefits Video ... Copyright © 2018 Kane USA Inc. All Rights Reserved. 17500 01/18.










 


[image: alt]





Lean for value 

Page 1. LES IMMATERIELS ACTIFS. â€‹DEVELOPPEZ VOS FORCES ET VOS IMMATERIELS ACTIFS. â€‹Dirigeants, vous Ãªtes plus riches que vous ne le ...
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24-Compartment Value Sorter - Newegg.com 

assembly into the TOP ends of the C Side Panels ... Line up the holes in the Back Panel with the holes in ... of the long edge), line up all corner holes, and fasten.
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6.3 Ã‰value une explication 

Ã‰value une explication. Fiche LA6.3. Utilise ce tableau pour Ã©valuer un texte explicatif. Note la faÃ§on dont chaque caractÃ©ristique est prÃ©sente dans le texte.
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202B Series, 202G Series, 202R Series, 222C Series M12 

such as a person with poor blood circulation. â€¢ If you have a medical condition ... manual supplied with your charger and battery. ... DÃ© mantenimiento a la chaqueta con calefacciÃ³n ... baterÃa y el portabaterÃas del bolsillo del porta- baterÃ
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