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LED Î¦60 - Main

The downloadable complimentary programming software can be used to easily control which colors are displayed and how they are to behave. 16. LA. 6. LED. 
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LA6



LA6 Signal Tower



LED 11 Alarm Sounds 85dB at 1m IP65 Φ60 (B Type:IP54)



Display a variety of colors in various ways to improve your processes. • Indicate abnormal conditions with a variety of color patterns. Can freely set up multiple colors. For example, a serious condition can be indicated with the "All-point Lighting" where the entire signal tower is the same color, thus conveying important information. • Use "Operating Modes" to enhance a visual status condition. The downloadable program can be used to make patterns change at set intervals so the signal tower can be used to count time or set a pace. • Simple and easy to use complimentary programming software. The downloadable complimentary programming software can be used to easily control which colors are displayed and how they are to behave.



Dimensions



(Unit: mm)
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< LJ/WJ Specification : Height > 5 - B : 320 3 - B : 254 5 - N : 280 3 - N : 214
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< TN Specification : Height > 5 - B : 330 3 - B : 264 5 - N : 290 3 - N : 224
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■ WJ Direct Mount / Cable Connection Type



■ [LJ Steel Pole & ‘L’ Bracket Cable Type



■ T N Direct Mount / Terminal Block Type
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1 Mounting Surface Thickness Range: 4mm or less.
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FEATURES



313.5



Wire Length：1360



2 T N Type Underside View
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L Bracket



Cable Gland Mounting Screw Hole （M16×1.5 Eﬀective Screw Length: 12mm）



3 Mounting Surface Thickness Wire Length：1060



Range: 16mm or less.



Cable Gland 〈Note〉Cable gland is not included with this product.



  L L Bracket Dimensional Drawing Front Direction



Top View



(Alarm Direction)



（Unit: mm）



Mounting Hole（∅5） .5 22



0° 12



0°



∅40
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Outer Dimension



Signal Tower



LA6-



Example: LA6-5DTNUB-RYGBC 䐟㻌㻌LED Tiers 3: 3 Tiers 5: 5 Tiers



䐟



D



䐠



䐡



䐢



䐣



• Mounting/Wiring…Direct Mount/Terminal Buss • LED Tiers…5 • Color…Red/Amber/Green/Blue/White • Body Color…Silver • Flashing• Alarm…with Flash and Alarm



䐠 Mounting/Wiring 䐡㻌㻌Body Color 䐢㻌㻌Flashing/Alarm 䐣 Color WJ: Direct/Cable W: Off-white B: With RYG: 3 Tiers TN: Direct/Terminal U: Silver N: Without RYGBC: 5 Tiers LJ: Steel Pole & Angle/Cable



䈜㻌The LED light color for each tier can be changed after purchase. 䈜 LJ type does not have a "U" (Silver) specification.
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Mounting Hole（∅5） Nameplate Location
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Mounting Hole（∅5） Wiring Hole



10



6 ∼ 17 (10)



How to Order
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Side View



Bottom View



4.5
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（∅12※2）



66



( TN Type) ※2 Use φ23 for Cable Gland



(34.6) 2-
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Replacement Parts



An internal Mode Switch is available.



Headcover (Off-white) B31310001-7F1 (Silver) B31310001-9F1



Use the internal mode switch to easily set up various functions, such as the alarm volume.



USB Port Cover (Off-white) B22100071-7F1 (Silver) B22100071-9F1



A new lens design optimizes visibility. The newly developed lens design efficiently diffuses LED light so that it is unmistakably visible, even from great distances.



Waterproof Ring ‘B’ B25110042-F1



Freely change luminescence colors and patterns with editing software. Upload colors and patterns using the editing program to the signal tower using an USB cable* connected to a PC. * The USB cable is sold separately (USB microB type with Charging/ Data Transfer capability).



Off-white



Pole Bracket (Off-white) B22210134-7F1



Sound



Diffusion & Water Resistance



Waterproof O-ring B25110047-F1



The alarm has a total of 11 sounds to match various applications. The water-resistant speaker design is able to play clear sounds of up to 85 dB (at 1m) despite it's compact size. Alarm sounds can be set up with every display pattern.



Wiring External Contact Classification Contact Relay



Don’t Apply Voltage!
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N No Flashing/Alarm



B



External Contact Classification PLC （NPN Transistsor）



Flashing/Pulse Enable External Contact



Flashing/Alarm



Flashing/Pulse Enable Brown / ⑨ Com m on Lin e LED Tier 1/ Input1 Red / ① LED Tier 2/ Input2 Amber / ② LED Tier 3/ Input3 Green / ③ LED Tier 4/ Input4 Blue / ④ LED Tier 5/ Input5 White / ⑤ Purple / ⑥ Alarm 1/ Input6 Sky Blue / ⑦ Alarm 2/ Input7 Pink / ⑪ Mode Change



Lighting/Alarm External Contact



Power Supply Wire Gray / ⑩ Power Supply Wire Yellow / ⑧



B Flashing/Alarm Type DC 24V (Class2) (Non-polarized)
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N No Flashing/Alarm



Don’t Apply Voltage!



PLC



Flashing/Pulse Enable PLC Output Unit 2



B Flashing/Alarm



Flashing/Pulse Enable Brown / ⑨ C o m m o n L i ne Red / ① LED Tier 1/ Input1 LED Tier 2/ Input2 Amber / ② LED Tier 3/ Input3 Green / ③ Blue / ④ LED Tier 4/ Input4 LED Tier 5/ Input5 White / ⑤ Purple / ⑥ Alarm 1/ Input6 Sky Blue / ⑦ Alarm 2/ Input7 Pink / ⑪ Mode Change



Lighting/Alarm PLC Output Unit 1 Circuit Diagram



C E



Gray / ⑩ Power Supply Wire Power Supply Wire Yellow / ⑧



B



B Flashing/Alarm Type DC 24V (Class 2)



17



LA6



Specifications Model Rated Voltage Operating Voltage Range Standard Rated Power Consumption Maximum Test Condition Signal Wire Current Standby Current Operating Ambient Temperature Operating Humidity Range Storage Temperature Range Storage Humidity Range Mounting Location Mounting Direction Protection Rating Test Condition



Vibration Resistance



Test Condition Insulation Resistance Withstand Voltage Display Color (Typical Luminous Intensity) Flash Rate



Alarm Sound (Typical Frequency)



Sound Level Test Condition Volume Control Main Unit Data Transfer Transfer Interface Cable Application Software Mass (Tolerance 10%)



Compliance Standards Remarks
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LA6-ƑDƑƑƑ-Ƒ DC24 V ±10% of Rated Voltage LA6-5 DƑƑN-RYGBC 5W LA6-5 DƑƑB-RYGBC 6.5W LA6-3DƑƑN-RYG 3.5W LA6-3DƑƑB-RYG 4.5W LA6-5 DƑƑN-YYYYY 7W LA6-5 DƑƑB-YYYYY 8W LA6-3DƑƑN-YYY 4.5W LA6-3DƑƑB-YY 5.5W Power Consumption test with alarm set at Alarm Sound No.1 at maximum volume Maximum 70mA Maximum 15mA -25 to +60 Less than 90% RH (No Dew or Condensation) -25 to +60 Less than 90% RH (No Dew or Condensation) Indoor Only Upright/Inverted Direction IP65 (With alarm: IP54) IEC 60529 Installed in an upright position Sweep Durability: Total amplitude: 0.3 mmp-p (10 - 57.5 Hz), Acceleration: 20.0 m/s2 (57.5 - 150 Hz) LA6-ƑƑLJƑƑ Fixed pitch durability: Acceleration 20.0 m/s2 Sweep Durability: Total amplitude 0.3 mmp-p (10 - 57.5 Hz), LA6-ƑƑTNƑƑ Acceleration: 20.0 m/s2 (57.5 - 150 Hz) LA6-ƑƑWJƑƑ Fixed Vibration Frequency Durability: Acceleration 10.0 m/s2 JIS C 60068-2-6:2010 Tested while installed in an upright position More than 1Mohm at DC500V between the power input lead and chassis. 500VAC for 1min between terminals and chassis without breaking insulation red (1000 mcd) yellow (1700 mcd) green (2600 mcd) blue (1000 mcd) white (1250 mcd) Purple (800 mcd) pink (850 mcd) cyan (2150 mcd) lemon (2150 mcd) * Due to the characteristics of the LED elements, a variation in difference of the color tone and brightness of every product may occur. 60 ±2 fpm No. 1 2400Hz Continuous beep sound No. 2 2400Hz Rapid intermittent beep No. 3 2400Hz Long intermittent beep No. 4 2400Hz Fast intermittent beep No. 5 3600Hz Continuous beep No. 6 3600Hz Rapid intermittent beep No. 7 3600Hz Long intermittent beep No. 8 3600Hz Fast intermittent beep No. 9 2400Hz & 3375Hz Multiplexed Beep No. 10 2400Hz & 3600Hz Multiplexed Beep No. 11 4000Hz & 4800Hz Multiplexed Beep Maximum: 85dB Alarm Sound No.1 measured from the front direction of the alarm opening at 1m The set up button is the fourth step (Factory Default: Maximum). [Maximum] -> [-5dB drop from maximum (standard)] -> [-10dB drop from maximum (standard)] -> [OFF] (-> Returns to [Maximum]) USB micro-B Terminal Female USB2.0/1.1 Interface, Transmission Rate: USB2.0/1.1/1.0 Charge /Data Transfer Micro USB (not included); Connector: USB Male- USB (MicroB) male Exclusive Application Software (Downloadable from our Homepage) LA6-3DTNƑB 480g LA6-3DLJƑB 980g LA6-3DWJƑB 450g LA6-3DTNƑN 420g LA6-3DLJƑN 930g LA6-3DWJƑN 400g LA6-5 DTNƑB 590g LA6-5 DLJƑB 1090g LA6-5 DWJƑB 560g LA6-5 DTNƑN 530g LA6-5 DLJƑN 1040g LA6-5 DWJƑN 510g EMC Directive (EN 61000-6-4, EN 61000-6-2) RoHS Directive (EN 50581) UL508, CSA-C22.2 No.14 KC ( KN 61000-6-4, KN 61000-6-2) FCC Part 15 SubpartB Class A CE Marking UL Recognized Component (File No.E215660)
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Success Story Case 1



Manage and control assembly line ess with "takt takt time visu progress visualization!" Remainder



15 min Before



Remainder 15min



Remainder 5min



After



Task progress is understood in real time!



Uneven task completion!



Visible progress ---> Even completion!



Worker did not know how long it was taking to complete task, causing uneven progress of the entire assembly line and delays.



Workers can pace themselves to complete their tasks on time. The entire line can move more evenly and delays are reduced.



Case 2



Display remaining work time with the number of tiers Remainder 25min



Replenish with precise timing with g fluid level visualization!" "cutting Remaining Oil Low



Remaining tank level indication Oil Level 5



Before



Oil Level 2



Remaining oil low



After



The status of the amount of oil can be seen at a glance from a distance!



Cutting Oil



Flashing



The amount of oil is unknown! n!



The amount of oil is visible v from a distance!



Cutting fluid level in the underground tank was unknown. Operators wasted a lot of time opening the tank to verify how much fluid was left.



The amount of fluid in the tank could be determined with a glance, even from great distances, allowing quicker response to multiple machines, and improved operator productivity.



Case 3



Various machines can be monitored more preciselyy for abnormal conditions! Major Breakdown



Before



After



An error condition is not understood! d!



Various errors are now visible from a distance!



Abnormalities for equipment was displayed and could be seen from a distance but its severity could not be determined unless extra time was taken to approach the machine.



N i Now equipment can be checked for abnormalities at a glance from a distance, and when all tiers light up prompt attention can be given.



All tiers light-up for abnormal conditions. Major Breakdown



Minor Breakdown



Maintenance Required quired



According to color, each status can be seen at a glance from a distance!
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Page 1 Heteroux 60 LED N360-LED DO NOT TOUCH LED LIGHT ... 

LED LIGHT SOURCE. OR. REFLECTOR. UK +44 (O)1793467200 Poor installation will void warranty. Made in UK. C 6. FR +33 (0) 811032727 Toute installation ...
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60 

J, a' rub, 7, FM / passeport 83625. 6. Girardin. Christine. Inschallah XI. PropriÃ©taire : Laemmel ValÃ©rie. H, b, 13, AV / passeport 99868. 7. Malta Vacas. Francisco.
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Main 

TamoSoft: Network Tools & Security Software // Download // Main Downloads. Your Cart ... Operating Systems. Download ... Manuals in PDF format and help.
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Club 60+ Club 60+ - CARP 

West Island YMCA. 230 Bruns. 230 Brunswick Blvd, wick Blvd, wick Blvd,. Pointe Claire,. Pointe Claire,. H9R 5N5. Community Initiatives. Community Initiatives.
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Heater, 60 Watt RÃ©chauffeur, 60 watts Calentador, 60 vatios 

RÃ©chauffeur, 60 watts. Calentador, 60 vatios. Hoffman Enclosures Inc. 2100 Hoffman Way. Anoka, MN 55303-1745. (763) 422-2211 www.hoffmanonline.com.
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led a21 lamp installation guide - LED T8 Tubes : LED Retrofit 

COMBINAISON DOIT ÊTRE DETERMINÉ PAR UL OU LES AUTORITÉS COMPÉTENTES AYANT JURISDICTION. •. Les dimensions minimum du compartiment ...
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60" grander 

La caja de salida debe poder soportar un mÃnimo de ... RECUERDA - Â¡Apaga el poder! NOTA - El ... PRODUCTOS Y FUENTES DE LIBROS, VISITA. HINKLEY.
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ENCIMERA 60 

Sonia S.A se rÃ©serve le droit de procÃ©der Ã  tout changement sans notification prÃ©alable www.sonia-sa.com espec_659. Imagenes no a escala / Draw not to ...
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60 Series 

15 aoÃ»t 2016 - Brizo Kitchen & Bath Company shall not be liable for any damage to the faucet resulting from .... (series T60X90) do not require spacer (1).
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Amiata 60 

25 year warranty. â€¢ Available in seven color finishes. Lavabo sobre encimera. â€¢ Hecho de ENGLISHCASTÂ®. - Hecho en una pieza de piedra volcÃ¡nica y resina.
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60 MIN 

INSTALLATION INSTRUCTIONS: REV-A-MOTION® KIT FOR TOP MOUNT WASTE CONTAINERS. 12400 Earl Jones Way. Louisville, KY 40299 rev-a-shelf.com.










 


[image: alt]





60 kg 

FFBJ. WEDSTRIJDDUUR 5 MINUTEN. DUREE DES COMBATS 5 MINUTES. BODSON CHRISTOPHE. Ardennes Judo. FFBJ. HEYLEN RAF. 1K. JC Herenthout.
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60 kg 

07-Feb-2020 - 14:24:07 www.ippon.org (c) International Judo Federation IJF. Grand Slam Paris 2020. (FRA Paris, 8-9 February 2020). -60 kg. 44 Judoka. Pool A.
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Ravello 60 

www.vandabaths.com. VA/1181/05/March16. Ravello 60. VB-RAV-60-NO / VB-RAV60-xx-NO. Rimless countertop vessel basin. Vasque Ã  poser Ã  reborn fin.
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York 60" 

NOTES. York est une marche Ã  face simple, ciselÃ©e sur 3 cÃ´tÃ©s. * Pour une allure authentique, chaque option de couleur est composÃ©e de tons clairs et foncÃ©s.
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60 kg 

22 mars 2019 - 6 Aristides Lucena Junior / 00. NATIONAL TEAM BRAZIL. BRA 1. 21. 38 Tristan Jacquier / 00. EJ Collombey-Muraz. SUI 1. 22 Dylan Munro / 99.
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Ravello 60 

.dwg | .dxf | .skp www.vandabaths.com. KG. Top view. Ravello 60. Top View. Ã˜44mm. 1Â¾â€�. 612mm. 24 â�„ â€�. 306mm. 12â€�. 206mm. 8 â�„ â€�. 411mm. 16 â�„ â€�. A. A.
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Amiata 60 

One piece casting of rare volcanic limestone and resin. - Harder & more ... Top view. Amiata 60. VB-AMT-60. Top View. Front View. Side View. Ã˜44mm. 1Â¾â€�.










 


[image: alt]





SV 60 

AppliquÃ© Ã  l'aide de la machine Ã  malaxage continu et tous les types Ã©quivalents de ... trame de verre : elle doit Â« nager Â» dans la couche d'enduit SV 60 Ã  une.
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INSTALLATION INSTRUCTION LED- LED Picture Light 

... of our products at any time as part of the company's continuous improvement .... power-up the fixture in order to allow the 0-10V dimming to function properly.
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60 kg 

17-Oct-2018 - 01:52:13 www.ippon.org (c) International Judo Federation IJF. World Championship Juniors 2018. (BAH Nassau, 17-20 Oct. 2018). -60 kg.
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60 kg 

17 oct. 2018 - MALDONADO, Carlos. ABDULAEV, Ramazan. DAHLIN, Alexander. DEMAERE, Joel. SAHA, Luukas. BORS DUMITRESCU, Lucian. AZE. CHI.
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Amiata 60 

GR Light grey / Gris clair / Gris claro. MB Matt black / Noir mat / Negro mate. AN Anthracite / Gris anthracite / Antracita. SG Stone grey / Gris pierre / Gris piedra.
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