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led a21 lamp installation guide - LED T8 Tubes : LED Retrofit

COMBINAISON DOIT ÊTRE DETERMINÉ PAR UL OU LES AUTORITÉS COMPÉTENTES AYANT JURISDICTION. •. Les dimensions minimum du compartiment ... 
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LED A21 LAMP INSTALLATION GUIDE – WARNING PACKAGE INCLUDES – LED bulb (1pc), Cautionary label (1pc), Installation instruction (1pc). CAUTION – IF THE LAMP OR LUMINAIRE EXHIBITS UNDESIRABLE OPERATION (BUZZING, FLICKERING, ETC.), IMMEDIATELY TURN OFF POWER, REMOVE LAMP FROM LUMINAIRE AND CONTACT THE MANUFACTURER. WARNING – Risk of fire or electric shock. LED Retrofit Kit installation requires knowledge of luminaire electrical systems. If not qualified, do not attempt installation. Contact a qualified electrician. Installation should be performed only by a qualified electrician in accordance with the National Electrical Code and relevant local code. WARNING – Risk of fire or electric shock. Install this kit only in the luminaires that have the construction features and dimensions shown in the photographs and/or drawings and where the input rating of the retrofit kit does not exceed the input rating of the luminaire. WARNING – To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects. • • • • • • • • • • • • • • • • •



Disconnect power at the source before installation, inspection or removal. Do not simply switch off fixture. This item is rated at 120-277V. Installer must determine whether line voltage 120-277V is available at the luminaire before installation. The installation should comply with local regulations. Not intended for use with emergency exit fixtures or emergency exit lights. Not for use with luminaire ballast. Do not use if product is damaged. This lamp is non-dimmable. Not for use with dimmers. Do not make or alter any open holes in an enclosure of wiring or electrical components during kit installation. “This luminaire has been modiﬁed to operate LED lamps” shall be marked on the retrofit luminaire where readily visible by the user during normal maintenance including re-lamping. Risk of fire or electric shock. Do not open or modify. No user serviceable parts inside. Installers should not disconnect existing wires from lamp holder terminals to make new connections at lamp holder terminals. Instead installers should cut existing lamp holder leads away from the lamp holder and make new electrical connections to lamp holder lead wires by employing applicable connectors. SUITABLE FOR DAMP LOCATIONS. Suitable for use in wet locations when used in an outdoor-rated fixture. Not for use where directly exposed to the weather or water. Complies with Part 15 of FCC. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) This device must accept any interference received including interference that may cause undesired operation. No external weight or mechanical force should be applied to lamp or components. THE RETROFIT ASSEMBLY IS ACCEPTED AS A COMPONENT OF A LUMINAIRE WHERE THE SUITABILITY OF THE COMBINATION SHALL BE DETERMINED BY UL OR AUTHORITIES HAVING JURISDICTION. MIN. LAMP COMPARTMENT DIMENSIONS: 4.0” (DIA) x 5.5” (H). Please examine all parts that are not intended to be replaced by the retrofit kit for damage and replace any damaged parts prior to installation of the retrofit kit.



GUIDE D’INSTALLATION – ATTENTION LE PACK INCLUT – Ampoule LED (1pc), Etiquette d'avertissement (1 pc), Manuel d'installation (1 pc). MISE EN GARDE – SI LA LAMPE OU LE LUMINAIRE MONTRE UN FONCTIONNEMENT INAPPROPRIÉ (BOURDONNEMENT, CLIGNOTEMENT, ETC.), INTERROMPRE IMMÉDIATEMENT LE COURANT, ENLEVER LA LAMPE DU LUMINAIRE ET CONTACTER LE FABRICANT. ATTENTION – Risque d’incendie ou de choc électrique. L’installation de ce kit LED nécéssite la connaissance des systèmes électriques des luminaires. L’installation doit être faite par un électricien qualifié en accord avec les normes électriques nationales et locales en vigueur. ATTENTION – Risque d’incendie ou de choc électrique. Installer uniquement dans des luminaires aux spécificités et dimensions similaires au dessin et/ou photos. ATTENTION – Afin d’éviter tout dommage ou abrasion ne pas laisser de câble en contact avec les bords métaliques ou autre endroit abrasif. • • • • • • • • • • • • • • • • •



Eteindre le courant au compteur avant vérification, installation ou suppression. Ce produit est classifié 120-277V. L’installateur doit s’assurer que le courant de l’installation au luminaire est de 120-277V. L'installation doit être conforme aux normes locales. Ne convient pas aux éclairages et luminaires de sorties de secours. Ne pas utiliser avec ballast. Ne pas utiliser si le luminaire est endommagé. Ne pas utiliser avec des gradateurs. Ne pas faire ou modifier des trous dans les boîte de câblage ou tout composant électrique pendant l’installation. Risque de choc électrique. Ne pas ouvrir. Aucune pièce ne peut être changée à l’intérieur. “Ce luminaire a été modifié pour opérer une lampe LED. Ne pas installer ou opérer de lampe fluorescente dans ce luminaire” doit être inscrit sur le luminaire converti de manière à être visible pendant l’entretien et notamment le changement de lampe. L’installateur ne doit pas déconnecter les câbles existants au niveau des connecteur de la douille. L’installateur doit couper le câble existant à distance des douilles et utiliser des connecteurs appropriés pour faire une nouvelle connection. CONVIENT AUX EMPLACEMENTS HUMIDES. Convient aux emplacements mouillés si installé dans un luminaire pour extérieur. Ne pas utiliser si directement exposé aux éléments ou à l’eau. Ce produit est conforme à la partie 15 des règlements de la FCC. Son utilisation est soumise à deux conditions: 1) Ce produit ne cause pas d’interférence dangereuse, et 2) Ce produit peut accepter les interférences recues qui pourraient causer des opérations non voulues. Ne pas appliquer de force sur la lampe ou les composants. L’INSTALLATION DE CE KIT DE CONVERSION EST ACCEPTÉ COMME UN COMPOSANT DU LUMINAIRE POUR LEQUEL LE CARACTÈRE APPROPRIÉ DE LA COMBINAISON DOIT ÊTRE DETERMINÉ PAR UL OU LES AUTORITÉS COMPÉTENTES AYANT JURISDICTION. Les dimensions minimum du compartiment de la lampe doivent être de: 4.0" (DIA) x 5.5” (H). Veuillez examiner toutes les pièces qui ne sont pas destinés à être remplacé par le kit retrofit pour d'éventuels dommages subis, et remplacer les pièces endommagées avant l'installation du kit retrofit.
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For model #: 18.5A21/xxx/277V, 16.5A21/xxx/277V Where xxx means 824-965 which indicates CRI and color temperature Pour les produits suivants: 18.5A21/xxx/277V, 16.5A21/xxx/277V Où xxx signifie 824-965 qui correspond au CRI et couleur de température



For model #: 18.5A21/xxx/277V, 16.5A21/xxx/277V Where xxx means 824-965 which indicates CRI and color temperature Pour les produits suivants: 18.5A21/xxx/277V, 16.5A21/xxx/277V Où xxx signifie 824-965 qui correspond au CRI et couleur de température



LED A21 LAMP INSTALLATION GUIDE – INSTALLATION STEPS / GUIDE D’INSTALLATION – ETAPES D’INSTALLATION Lire tous les points d’ATTENTION. Verifier que le luminaire soit bien en 120-277V. Assurez-vous que le COURANT SOIT COUPÉ À LA SOURCE. Retirez l’optique et capot du luminaire (si nécéssaire) et retirez les lampes. Verifier le type de ballast et se référer au diagramme (“diagram”) approprié avant tout cablage. Verifier le nombre de lampe par luminaire et se référer au diagramme (“diagram”) approprié avant tout cablage. Pour un luminaire sans ballast, se référer au “Cf. Diagram 1.” Si l'équipement utilise un ballast, veuillez-vous referer au “Cf. Diagram 2.” Installater la lamp dans la douille. Coller l’autocollant de modification du luminaire de maniere visible et reinstaller l’optique si necessaire. Refermer le luminaire et remetter le courant, l’installation est terminèe.
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Diagram 1 – New fixture without ballast wiring Single lamp N L



Diagram 2 – Ballast fixture wiring modification Cut all wires that connect ballast. Cut wire away from lampholder



120V POWER SUPPLY



CAP OFF UNUSED LEADS



HID Lamp SOCKET



120V
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240V 208V
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Read all WARNINGS before continuing this section. Ensure fixture is 120-277V. Make sure POWER IS TURNED OFF AT THE SOURCE. Remove lens if applicable, remove cover and lamp. Before rewiring, check the ballast type and refer to the relevant diagram. Before rewiring, please check the number of lamps per fixture and refer to the relevant diagram. If fixture is new without ballast, please refer to Cf. Diagram 1. If fixture uses a ballast, please refer to Cf. Diagram 2. Install lamp into the wired lampholder. Visibly affix “Modification Sticker” and reinstall housing cover and lens if applicable. Return power back to source and installation is now complete



BLACK lead from LAMP socket
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Input AC Dry Type Capacitor



RED(X1)



Ballast CAP



Pri. Coil



Sec. Coil



Blue(X3)



Starter



Ballast COM White(X2) Ballast COM WHITE lead from LAMP socket



Remove HID Lamp SOCKET



Rewire power source directly to wires leading to lampholders



Single lamp N L
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T8 LED TUBES 

When modifying an existing T8 fluorescent luminaire to accept T8 LED tubes ... tubes the free end cannot be 'LIVE' and will not cause an electrical shock hazard.
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T8 LED TUBES 

Isolate from the mains supply before installation, maintenance and lamp replacement. To install T8 LED tubes in existing luminaires with electronic ballasts - See ...
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T8 LED TUBES 

Installation should be carried out in accordance with the latest edition of the National wiring regulations (For Australia please check the latest edition of the ...
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T8 LED TUBES 

When modifying an existing T8 fluorescent luminaire to accept T8 LED tubes it is the installer's responsibility to ensure that that the luminaire is electrically safe.










 


[image: alt]





T8 LED TUBES 

Les étiquettes ou marquages existants doivent être retirés et un nouvel étiquetage doit être ajouté au luminaire. •. Lors de l'installation ou du remplacement des ...










 


[image: alt]





T8 EMERGENCY LED TUBES 

Schéma 3 Installation du tube. Protection de l'environnement (D.E.E.E.) – N° d'inscription DEEE d'Aurora en Grande-Bretagne WEE/BG0130YX (Royaume-Uni ...
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T8 LED TUBES 

Grip one end of the tube at points 1 and 2 and twist the tube 900 to lock the G13 lamp holders. The tube rotatable caps should not move while locking the lamp ...
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t8 led tubes 

Email: [email protected]. T8 LED TUBES. PLEASE READ THESE INSTRUCTIONS CAREFULLY BEFORE INSTALLATION. LEAVE A COPY FOR ...
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t8 led tubes - PDFHALL.COM 

When installing or replacing Enlite T8 LED tubes the free end cannot be 'LIVE' and will not cause an electrical shock hazard. EMERGENCY LUMINAIRES. Existing emergency pack will not have been designed to operate correctly with T8 LED tubes and may eit
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t8 led tubes - AWS 

Waste Electrical & Electronic Equipment Regulations (WEEE) requires that any of our products showing this marking (left) must not be disposed of with other household or commercial waste. ... Enlite does not accept responsibility for any installation 
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t8 led tubes 

Remove existing labelling and apply new labelling, ensure that no reference to ... working environment or installation not according to the current edition of the ... de retirer le ballast du circuit pour une efficacitÃ© et une performance optimales.
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t8 emergency led tubes - PDFHALL.COM 

When modifying an existing T8 fluorescent luminaire to accept T8 LED tubes ... tubes the free end cannot be 'LIVE' and will not cause an electrical shock hazard.
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lunera t8 led 4ft - LED Lighting Wholesale 

Turn power OFF to the fixture. 2. Remove existing T8 4FT fluorescent lamp from the fixture. 3. Inspect the sockets and wiring to ensure they are in proper working ...
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INSTALLATION INSTRUCTION LED- LED Picture Light 

... of our products at any time as part of the company's continuous improvement .... power-up the fixture in order to allow the 0-10V dimming to function properly.
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LED Guide - liniLED 

Enfin, choisissez l'alimentation. Tenez compte de l'endroit ou vous voulez l'installer (intÃ©rieur/extÃ©rieur). 2700K. 3000K. 4000K. 6500K. RGB. Rouge. Vert. Bleu.
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LED Guide - liniLED 

Spécial IP68, Profile en U Alu, Profile en U, Selle, catégories 'Control' et ... bandeau lumineux liniLED® doit être installé et – si nécessaire le profil de montage.*.










 


[image: alt]





LED Caving Lamp Development & Use - Souterweb 

... has made primary LED caving lamps a practical and decidedly advantageous alter- ... One of the design requirements for my white LED lamp was that power would be ... voltage of each LED using a 13.3mA current source. ... The switches protrude from
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led decorator guide light led decorator guide light AWS 

Hubbell Incorporated (Delaware). Shelton, CT 06484. Shelton, CT 06484. 1-800-288-6000. 1-800-288-6000 www.hubbell-wiring.com www.hubbell-wiring.com. PD2602 (Page 1) 06/14. PD2602 (Page 1) 06/14. LED DECORATOR GUIDE LIGHT. INSTALLATION INSTRUCTIONS. G
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led decorator guide light led decorator guide light 

Do not use guide light as a power status indicator. â€¢ Never wire energized ... Connect the green lead wire on the nightlight to the grounding conductor. (green ...
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Installation Instructions LED-8929***-HAZ & LED-8929***C-HAZ 

This retrofit kit is accepted as a component of ... and lamp to cool before proceeding. 3. .... 6. Using the included wire connectors connect the lamp holder wires to ...
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installation instructions pixels configurable led 

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. Apr 2019. 1.
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INSTALLATION INSTRUCTIONS 159-Outdoor LED 

44 Harbor Park Drive • Port Washington, NY 11050 ... Place the fixture over the mounting back plate and secure with mounting screws (B) and rubber gaskets ...
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INSTALLATION INSTRUCTION 3020 LED Track 

www.waclighting.com. Phone (800) 526.2588 • Fax (800) 526.2585. Headquarters/Eastern Distribution Center. 44 Harbor Park Drive • Port Washington, NY ...
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KYMI LED 

LIGHT SOURCE: High Powered LED. WATTAGE: 5.5W. LAMP INCLUDED: Yes (Integral). MAXIMUM LAMP LENGTH (mm/inch):. -. LUMINOUS FLUX (lm):. 327.
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