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LIGHTS MODELS RB80L1, RB110L1

Unique telescoping mounting frame fits through retrofit ... Use only an ON/OFF or timer switch to operate the fan. • Use only an ... SPECIFICATION SHEET ... 
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SPECIFICATION SHEET



ULTRA PROTM SERIES FAN / LIGHTS MODELS RB80L1, RB110L1 Quick Installation and Quiet Operation FEATURES UltraQuickTM Installation Technology • Unique telescoping mounting frame fits through retrofit drywall opening to allow easy installation from the room side. No attic access needed! • Captive mounting frame screws allow for easy new construction installation • Mounting frame positioning tabs provide easy vertical positioning for new construction • Works with any type of joist or truss system • Duct connector and electrical knockout plate mount to outside or inside of housing, providing flexibility for new construction and retrofit applications • Easy to insert and remove snap-in housing and blower QStreamTM Sound Technology • Airflow-smoothing baffles reduce turbulence QFlowTM Damper Technology • When fan is on, damper position in the airstream is minimized to reduce static pressure and noise • When fan is off, damper provides a tight seal to prevent back drafts UltraLucentTM Lighting Technology LIGHTING / GRILLE: • Highly efficient, 18 Watt, integrated LED, dimmable • LED lasts up to 25,000 hours • Unique, low profile design for wide light pattern • Even lens diffusion eliminates hotspots



DIMMING CONTROLS: • May not be compatible with all dimmer controls • Each application is unique and various factors such as load, common neutrals or other electrical products on the circuit can, in certain instances, cause variance in system performance. • Dimmer model numbers vary slightly depending on color, packaging type, etc. such that variations of Model numbers may be suitable. Consult dimming system manufacturer for additional support in operation * For a list of compatible controls, see broan.com. Blower • Plug-in, permanently lubricated motor, engineered for continuous use Housing • Height allows for installation in 2” x 8” (nominal) construction Grille • Polymeric construction, innovative design U.L. Listed for use over bathtubs and showers when connected to a GFCI-protected branch circuit (ceiling mount only) Use an ON/OFF switch, timer, or speed control to operate this ventilator. Use of speed control other than the Broan 78V and 78W may cause a motor humming noise. 3 Year Warranty



TO OPERATE FAN AND LIGHT: • Use only an ON/OFF or timer switch to operate the fan. • Use only an ON/OFF switch, timer switch or relay-switch to operate the LED light. • The LED light can be used with some dimmable switches (see below). • Both the fan and LED light can be put on one switch. Broan 
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PERFORMANCE SPECIFICATIONS ULTRA PROTM SERIES FAN / LIGHTS HVI PERFORMANCE Model



ELECTRICAL & WEIGHT



0.1 Ps - Static Pressure (inH2O) 0.25 Ps Airflow Sound Power Efficacy Airflow (CFM) (Sones) (Watts) (CFM/Watt) (CFM)



Model



Volts Hz Amps*



Shipping Weight (lbs.)



RB80L1



80



< 0.3



28.0



2.9



60



RB80L1



120



60



0.5



13.6



RB110L1



110



0.8



32.4



3.4



90



RB110L1



120



60



0.5



13.6



* Total connected load



HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures prescribed by the Home Ventilating Institute, for off-the-shelf products, as they are available to consumers. Product performance is rated at 0.1 in. static pressure, based on tests conducted in a state-of-the-art test laboratory. Sones are a measure of humanly-perceived loudness, based on laboratory measurements.



JA8-2016



DIMENSIONS (Inches)



ModelRB80L1 RB80L Model Static Pressure (inH2O- Inches of Water Gauge)



0.6



SPANS 14 TO 24 ON-CENTER FRAMING
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ModelRB110L1 RB110L Model Static Pressure (inH2O- Inches of Water Gauge)



0.8 0.7 0.6 0.5 0.4 0.3 0.2 0.1 0.0



0



10



20



30



40 50 60 70 80 90 100 110 120 130 Airflow (CFM- Cubic Feet per Minute)



FEUILLE DE SPÉCIFICATION



VENTILATEUR / ÉCLAIRAGE SÉRIE ULTRA PRO™, MODÈLES RB80L1, RB110L1 Installation rapide et fonctionnement silencieux CARACTÉRISTIQUES UltraQuick™ - Technologie d'installation • Le cadre de montage télescopique unique s'insère dans l'ouverture existante de l'ancien ventilateur pour permettre l'installation facile à partir de la pièce, sans avoir à passer par le grenier! • Les vis de montage de cadre intégrées facilitent l'installation dans de nouvelles constructions. • Les languettes du cadre de montage assurent un positionnement vertical facile à réaliser. • Convient à tous types de systèmes de solives ou d'entretoises • Le connecteur de conduit et la plaque d'interrupteur se montent sur l’extérieur ou l'intérieur du boîtier, assurant une certaine flexibilité dans les nouvelles ou anciennes applications. • Boîtier et ventilateur encliquetables à insertion et à retrait facile. QStream™ - Technologie de réduction du bruit • Les chicanes de lissage d’air réduisent les turbulences QFlow™ - Technologie anti-refoulement • Lorsque le ventilateur est en marche, la position du clapet dans le flux d’air est minimisée pour réduire la pression statique et le bruit. • Lorsque le ventilateur est à l'arrêt, le clapet se ferme hermétiquement pour empêcher tout refoulement d’air UltraLucent™ - Technologie d’éclairage ÉCLAIRAGE / GRILLE : • DEL intégrée, hautement efficace, 18 watts, à intensité réglable • La DEL dure jusqu’à 25 000 heures • Conception unique à profil bas pour éclairer une vaste surface • Diffusion uniforme des lentilles pour éliminer les point chauds POUR FAIRE FONCTIONNER LE VENTILATEUR ET L’ÉCLAIRAGE : • Pour faire fonctionner le ventilateur, utilisez uniquement un interrupteur MARCHE/ARRÊT ou une minuterie. • Pour faire fonctionner la DEL, utilisez uniquement un interrupteur MARCHE/ARRÊT, une minuterie ou un relais de commutation. • La DEL peut être utilisée avec certains interrupteurs à intensité réglable (voir ci-dessous). • Le ventilateur et la DEL peuvent être reliés à un seul interrupteur.
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COMMANDES DE GRADATION : • N’est peut-être pas compatible avec toutes les commandes à intensité réglable • Chaque application est unique et divers facteurs tels que charge, neutres communs or autres produits électriques sur le circuit peuvent dans certains cas causer des variations de performance du système. • Les numéros de modèle des gradateurs varient légèrement suivant la couleur, le type d'emballage, etc.; il est possible que les variations de numéros de modèle soient acceptables. Consultez le fabricant du système de gradation et demandez-lui de l'aide pour faire fonctionner l'appareil. * Visitez le site broan.com pour consulter une liste des commandes compatibles. Ventilateur • Moteur enfichable à lubrification permanente, conçu pour fonctionnement en continu Boîtier • Hauteur permettant l'installation dans une construction de 5 cm x 20 cm (2 po x 8 po) Grille • Construction en polymère, conception innovante Homologué UL pour utilisation au-dessus de la baignoire ou de la douche lorsque raccordé à un circuit de dérivation protégé par un disjoncteur de fuite à la terre (DDFT) (installation au plafond seulement). Utilisez un interrupteur MARCHE/ARRÊT ou une commande de vitesse pour actionner le ventilateur. L’utilisation de commandes de vitesse autres que les modèles Broan 78V et 78W risque de causer un bourdonnement du moteur. Garantie de 3 ans
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SPÉCIFICATIONS DE PERFORMANCE VENTILATEUR / ÉCLAIRAGE SÉRIE ULTRA PRO™ PERFORMANCE HVI



INSTALLATION ÉLECTRIQUE ET POIDS



0,1 Ps - Pression statique (poH2O) Modèle



0,25 Ps



Débit d'air Son Puissance Rendement Débit d'air (PCM/m3/min) (Sones) (Watts) (PCM/m3/min) (PCM/m3/min)



Modèle



Volts



Hz



Ampères*



Poids d’expédition (lb)



RB80L1



80



< 0,3



28,0



2,9



60



RB80L1



120



60



0,5



13,6



RB110L1



110



0,8



32,4



3,4



90



RB110L1



120



60



0,5



13,6



*Charge totale connectée



L’HOMOLOGATION CERTIFIÉE HVI-2100 est conforme aux nouvelles techniques et procédures d’essai prescrites par le Home Ventilating Institute pour les produits d’emploi courant, dès leur disponibilité pour les consommateurs. le rendement du produit est évalué à une pression statique de 0,1 po, d’après les tests effectués dans un laboratoire d’essai ultra-perfectionné. le sone est une mesure de la perception humaine de la puissance sonore, d’après des mesures effectuées en laboratoire.
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DIMENSIONS (POUCES)



ModèleRB80L1 RB80L Modèle Pression statique (poH2O - pouces de colonne d’eau)



0.6



ACCEPTE SOLIVES ESPACÉES DE 14 À 24 PO
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Débit d’air (PCM = pieds cubes par minute)



ModèleRB110L1 RB110L Modèle Pression statique (poH2O - pouces de colonne d’eau)
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lights 

Blown or faulty fuse. â€¢ Loose terminals or connectors. â€¢ Shorted wire in the wire harness. TEMPERATURE GAUGE. Disconnect the wire from the thermosensor.
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lights, camera, cash! 

Trois gros lots de 75 000 $. • JEUX 1 À 5 : Grattez VOS SYMBOLES, un à la fois. Grattez seulement les symboles des. JEUX 1 à 5 qui correspondent à VOS ...
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Lampholders Indicator Lights - PDFDOKUMENT.COM 

Klar. Clair. Green. GrÃ¼n. Vert. Red. Rot. Rouge. White. Weiss. Blanc. A1. B1. C1 .... B1. C1. G1. R1. W3 with/mit/ avec. FRESNEL. Yellow. Gelb. Jaune. Blue ...... Centre and side contact: gold plated ..... SLOAN's longstanding experience and in-.
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led pendant lights 

LEAVE A COPY FOR THE USER / MAINTENANCE ENGINEER FOR FUTURE REFERENCE ... depressed and the cable gently pulled back through. 5. Connect ...
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led pendant lights - Aurora Lighting 

Beware of joists, water pipes and electric cables when drilling holes. 2. ... Aurora does not levy any WEEE disposal charges to its customers for affected WEEE.
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led stair lights 

Website: www.auroralighting.com ... of the National Wiring Regulations and taking into consideration the latest Building ... Should this product fail during the warranty period it will be replaced free of charge, this is subject to correct installati
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Wireless® WirelessTM WirelessTM - Environmental Lights 

provide reasonable protection against harmful interference in a residential installation. This equipment ... For warranty service, return unit to place of purchase or mail to Lutron at 7200 Suter .... Multiple Dimmer Applications. If multiple Maestro
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BATHROOM BACK LIT MIRROR LIGHTS 

soit bien placÃ© et que le miroir avant puisse Ãªtre installÃ©. 4. ... NÂ° d'inscription DEEE d'Aurora en Grande-Bretagne WEE/BG0130YX (Royaume-Uni uniquement).
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Installez LED Lights License Plate 

27 oct. 2016 - Ce guide vous montre comment installer LED feux de plaque d'immatriculation. RÃ©digÃ© par: Eric Wu. INTRODUCTION. HaÃ¯ssez le regard des ...
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Gottlieb Lights Camera Action Manual 

THE PREMIER NAME IN PINBALL. LUGHTSCANERAL. FRAGILE. INTRODUCING. SYSTEM 3. Premier. INSTRUCTION MANUAL. Technology ...
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WirelessÂ® WirelessTM WirelessTM - Environmental Lights 

Ne pas utiliser sur une charge totale supÃ©rieure Ã  la charge nominale indiquÃ©e ... plus d'un module de commande dans un boÃ®tier mural, la capacitÃ© de charge ...
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MAINS VOLTAGE LED WALL LIGHTS 

Aurora Limited 16 Alban Park Hatfield Road St Albans Hertfordshire AL4 0JJ United ... appartiennent Ã  la classe Ã©lectrique 1 et nÃ©cessitent d'Ãªtre reliÃ©s Ã  la terre. ... pour obtenir des conseils sur la reprise du produit en vue de son Ã©limina
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WirelessÂ® Wirelessâ„¢ Wireless - Environmental Lights 

Voir l'estampage du contrÃ´le pour un positionnement exact. 19. NE PAS procÃ©der au cÃ¢blage si le disjoncteur n'est pas coupÃ© (on). Des dommages permanents ...
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TURN ON THE BRIGHT LIGHTS 

TURN ON. THE BRIGHT LIGHTS. Photobook by Petra Arnold .... without the prior written permission of Petra Arnold. COVER. Self Portrait. MONOLITHS & ...
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mains voltage led wall lights 

Aurora Limited 16 Alban Park Hatfield Road St Albans Hertfordshire AL4 0JJ ... This product is guaranteed for a period of 2 years from the date of purchase.
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EspaÃ±ol English - Environmental Lights 

Made and printed in U.S.A. 8/08 P/N 030-723 Rev. D. Installation ... single-pole Dimmer. 3-Way: .... Strip insulation 3/8 in (10 mm) for 14 AWG (1.5 mm2) wire.
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Wireless® Wireless™ Wireless - Environmental Lights 

Increase the separation between the equipment and receiver. .... 60 Hz 600 W Halogène / incandescence à basse Tension magnétique 600 VA / 450 W ...
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mains voltage ip rated wall lights 

These luminaires should be installed where they cannot easily come into contact with bare skin. Do not touch the luminaire or lamp without allowing sufficient ...
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Reading wall lights Lampadaire â€“ Floor lamp 

64. 65. LINK. Suspension, applique, liseuse, lampadaire â€“ Pendant, wall & reading light, floor lamp. Ã‰milie Cathelineau. 2017-2018. LINK. Suspension, applique ...
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0301629 Maestro CL Instruction sheet - Environmental Lights 

service, return unit to place of purchase or mail to Lutron at 7200 Suter. Rd., Coopersburg, PA ..... Use the screw or push-in terminals when making connections.
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dimmable fluorescent lights bulbs dbid 6p8t 
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MAINS VOLTAGE IP RATED WALL LIGHTS 

Ensure there is adequate free air circulation of at least 50mm around the luminaire. All luminaires run hot. It is the installer's responsibility to consider fire risk and ...
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4 models 

Diatonic button accordion making workshop. 10/9/6 or 11/10/4 models with either 12 or 14 basses. Button board suggested by Emmanuel. My own button board.
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OneTouch 4.0 Scanned Documents - Environmental Lights 

metal polish be used, as its abrasive nature could damage the protective finish placed ... Aucune pièce ne doit être remplacée ou inutilisée et aucune ... inclus dans ce luminaire, veillez à ne jamais fixer ce fil au fil d'alimentation sous tension.
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