













Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































LigoDLB Propeller 5 LigoDLB Propeller 2

og aÃ°rar krÃ¶fur, sem gerÃ°ar eru Ã tilskipun 1999/5/EC. Italiano [Italian]. Con la presente Wilibox dichiara che questo LigoDLB Propeller 2, LigoDLB Propeller 5, Ã¨ conforme ai requisiti essenziali ed alle altre disposizioni pertinenti stabilite dalla direttiva 1999/5/CE. Latviski [Latvian]. Ar Å¡o Wilibox deklarÄ“, ka LigoDLB Propeller ... 
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Package content



Assembling



LigoDLB Propeller 2 LigoDLB Propeller 5



Mounting



Operating modes



RSSI LEDs



installation



Azimuth beamwidth



Azimuth beamwidth



15o



60o



LAN LED Power LED Reset LAN + PoE



CPE mode



x4 screws and plastic inserts



x2 plastic clamps



AP mode



PoE connection



Insert brancket



Power cord is region dependent Wall mounting



Power cord



PoE power adapter



Wall/pole mount



Data In



Pole mounting



LAN + PoE



Default login settings



IP address:



DHCP client (fallback IP 192.168.2.66)



Login:



Login: admin Pass: admin01



Important information Copyright © 2015 LigoWave This guide and the software described in it are copyrighted with all rights reserved. No part of this publication may be reproduced, transmitted, transcribed, stored in a retrieval system, or translated into any language in any form by any means without the written permission of LigoWave. Notice Product size and shape are subject to change without prior notice, and actual product appearance may differ from that depicted in the user guide. While the information in this guide has been compiled with great care, it may not be deemed an assurance of product characteristics. LigoWave shall be liable only to the degree specified in the terms of sale and delivery. The reproduction and distribution of the documentation and software supplied with this product and the use of its contents is subject to written authorization from LigoWave. Trademarks LigoWave logo is trademark of LigoWave. All other registered and unregistered trademarks in this document are the sole property of their respective owners.



FCC warning This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one of the following measures: • Reorient or relocate the receiving antenna. • Increase the separation between the equipment and receiver. • Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. • Consult the dealer or an experienced radio/TV technician for help. • This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation. The device with integrated antenna should be installed no closer than 50 cm from the human body. FCC caution To assure continued compliance, any changes or modifications not expressly approved by the party responsible for compliance could void the user’s authority to operate this equipment. FCC radiation exposure statement To comply with FCC RF exposure requirements in section 1.1307, a minimum separation distance of 16.4 feet is required between the antenna and all persons.



CE mark warning This is a Class A product. In a domestic environment this product may cause radio interference in which case the user may be required to take adequate measures.



Suomi [Finnish] Wilibox vakuuttaa täten että LigoDLB Propeller 2, LigoDLB Propeller 5, tyyppinen laite on direktiivin 1999/5/EY oleellisten vaatimusten ja sitä koskevien direktiivin muiden ehtojen mukainen.



Norsk [Norwegian] Wilibox erklærer herved at utstyret LigoDLB Propeller 2, LigoDLB Propeller 5, er i samsvar med de grunnleggende krav og øvrige relevante krav i direktiv 1999/5/EF.



R&TTE compliance statement This equipment complies with all the requirements of the Directive 1999/5/EC of the European Parliament and the Council of 9 March 1999 on Radio Equipment and Telecommunication Terminal Equipment and the Mutual Recognition of their Conformity (R&TTE). The R&TTE Directive repeals and replaces in the directive 98/13/EEC (Telecommunications Terminal Equipment and Satellite Earth Station Equipment) As of April 8, 2000.



Français [French] Par la présente Wilibox déclare que l’appareil LigoDLB Propeller 2, LigoDLB Propeller 5, est conforme aux exigences essentielles et aux autres dispositions pertinentes de la directive 1999/5/CE. Par la présente, Wilibox déclare que ce LigoDLB Propeller 2, LigoDLB Propeller 5, est conforme aux exigences essentielles et aux autres dispositions de la directive 1999/5/CE qui lui sont applicables.



Slovensky [Slovak] Wilibox týmto vyhlasuje, že LigoDLB Propeller 2, LigoDLB Propeller 5, spĺňa základné požiadavky a všetky príslušné ustanovenia Smernice 1999/5/ES.



Safety This equipment is designed with the utmost care for the safety of those who install and use it. However, special attention must be paid to the dangers of electric shock and static electricity when working with electrical equipment. All guidelines of this manual and of the computer manufacturer must therefore be allowed at all times to ensure the safe use of the equipment. EU countries not intended for use None.



Declaration of conformity Česky [Czech] Wilibox tímto prohlašuje, že tento LigoDLB Propeller 2, LigoDLB Propeller 5, je ve shodě se základními požadavky a dalšími příslušnými ustanoveními směrnice 1999/5/ES. Dansk [Danish] Undertegnede Wilibox erklærer herved, at følgende udstyr LigoDLB Propeller 2, LigoDLB Propeller 5, overholder de væsentlige krav og øvrige relevante krav i direktiv 1999/5/EF. Nederlands [Dutch] Hierbij verklaart Wilibox dat het toestel LigoDLB Propeller 2, LigoDLB Propeller 5, in overeenstemming is met de essentiële eisen en de andere relevante bepalingen van richtlijn 1999/5/EG. Bij deze verklaart Wilibox dat deze LigoDLB Propeller 2, LigoDLB Propeller 5, voldoet aan de essentiële eisen en aan de overige relevante bepalingen van Richtlijn 1999/5/EC.



Deutsch [German] Hiermit erklärt Wilibox, dass sich diese LigoDLB Propeller 2, LigoDLB Propeller 5, in Übereinstimmung mit den grundlegenden Anforderungen und den anderen relevanten Vorschriften der Richtlinie 1999/5/ EG befndet. (BMWi) Hiermit erklärt Wilibox die Übereinstimmung des Gerätes LigoDLB Propeller 2, LigoDLB Propeller 5, mit den grundlegenden Anforderungen und den anderen relevanten Festlegungen der Richtlinie 1999/5/EG. (Wien) Ελληνική [Greek] ΜΕ ΤΗΝ ΠΑΡΟΥΣΑ Wilibox ∆ΗΛΩΝΕΙ ΟΤΙ LigoDLB Propeller 2, LigoDLB Propeller 5, ΣΥΜΜΟΡΦΩΝΕΤΑΙ ΠΡΟΣ ΤΙΣ ΟΥΣΙΩ∆ΕΙΣ ΑΠΑΙΤΗΣΕΙΣ ΚΑΙ ΤΙΣ ΛΟΙΠΕΣ ΣΧΕΤΙΚΕΣ ∆ΙΑΤΑΞΕΙΣ ΤΗΣ Ο∆ΗΓΙΑΣ 1999/5/ΕΚ. Magyar [Hungarian] Alulírott, Wilibox nyilatkozom, hogy a LigoDLB Propeller 2, LigoDLB Propeller 5, megfelel a vonatkozó alapvetõ követelményeknek és az 1999/5/EC irányelv egyéb elõírásainak. Íslenska [Icelandic] Hér með lýsir Wilibox yfr því að LigoDLB Propeller 2, LigoDLB Propeller 5, er í samræmi við grunnkröfur og aðrar kröfur, sem gerðar eru í tilskipun 1999/5/EC. Italiano [Italian] Con la presente Wilibox dichiara che questo LigoDLB Propeller 2, LigoDLB Propeller 5, è conforme ai requisiti essenziali ed alle altre disposizioni pertinenti stabilite dalla direttiva 1999/5/CE. Latviski [Latvian] Ar šo Wilibox deklarē, ka LigoDLB Propeller 2, LigoDLB Propeller 5, atbilst Direktīvas 1999/5/EK būtiskajām prasībām un citiem ar to saistītajiem noteikumiem.



English Hereby, Wilibox, declares that this LigoDLB Propeller 2, LigoDLB Propeller 5, is in compliance with the essential requirements and other relevant provisions of Directive 1999/5/EC.



Lietuvių [Lithuanian] Šiuo Wilibox deklaruoja, kad šis LigoDLB Propeller 2, LigoDLB Propeller 5, atitinka esminius reikalavimus ir kitas 1999/5/EB Direktyvos nuostatas.



Eesti [Estonian] Käesolevaga kinnitab Wilibox seadme LigoDLB Propeller 2, LigoDLB Propeller 5, vastavust direktiivi 1999/5/EÜ põhinõuetele ja nimetatud direktiivist tulenevatele teistele asjakohastele sätetele.



Malti [Maltese] Hawnhekk, Wilibox, jiddikjara li dan LigoDLB Propeller 2, LigoDLB Propeller 5, jikkonforma mal-ħtiġijiet essenzjali u ma provvedimenti oħrajn relevanti li hemm fd-Dirrettiva 1999/5/EC.



Svenska [Swedish] Härmed intygar Wilibox att denna LigoDLB Propeller 2, LigoDLB Propeller 5, står I överensstämmelse med de väsentliga egenskapskrav och övriga relevanta bestämmelser som framgår av direktiv 1999/5/ EG. Español [Spanish] Por medio de la presente Wilibox declara que el LigoDLB Propeller 2, LigoDLB Propeller 5, cumple con los requisitos esenciales y cualesquiera otras disposiciones aplicables o exigibles de la Directiva 1999/5/ CE. Polski [Polish] Niniejszym, frma Wilibox oświadcza, że produkt serii LigoDLB Propeller 2, LigoDLB Propeller 5, spełnia zasadnicze wymagania i inne istotne postanowienia Dyrektywy 1999/5/EC. Português [Portuguese] Wilibox declara que este LigoDLB Propeller 2, LigoDLB Propeller 5, está conforme com os requisitos essenciais e outras disposições da Directiva 1999/5/CE. To get full CE declaration of conformity documents, refer at http://www.ligowave.com/wiki/declarations-conformity/



Contact information Technical support If you encounter problems when installing or using this product, please consult the LigoWave website at www.LigoWave.com for: • Direct contact to the LigoWave support centers. • Frequently Asked Questions (FAQ). • Download area for the latest software, user documentation and product updates. EU office: Sauletekio ave. 15 – 610 Vilnius, LT-10244, Lithuania [email protected]



US office: Ligowave 138 Mountain Brook Drive Canton, GA 30115 United States of America For support: [email protected] For sales enquiries: [email protected]



This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation. Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the equipment. NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: -- Reorient or relocate the receiving antenna. -- Increase the separation between the equipment and receiver. -- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. -- Consult the dealer or an experienced radio/TV technician for help.



Warnings: This device complies with Industry Canada’s licence-exempt RSSs Operation is subject to the following two conditions: (1) This device may not cause interference and (2) this device must accept any interference, including interference that may cause undesired operation of the device. Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence.L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement. Under Industry Canada regulations, this radio transmitter may only operate using an antenna of a type and maximum (or lesser) gain approved for the transmitter by Industry Canada. To reduce potential radio interference to other users, the antenna type and its gain should be so chosen that the equivalent isotropically radiated power (e.i.r.p.) is not more than that necessary for successful communication. Conformément à la réglementation d'Industrie Canada, le présent émetteur radio peut fonctionner avec une antenne d'un type et d'un gain maximal (ou inférieur) approuvé pour l'émetteur par Industrie Canada. Dans le but de réduire les risques de brouillage radioélectrique à l'intention des autres utilisateurs, il faut choisir le type d'antenne et son gain de sorte que la puissance isotrope rayonnée équivalente (p.i.r.e.) ne dépasse pas l'intensité nécessaire à l'établissement d'une communication satisfaisante. This radio transmitter (identify the device by certification number, or model number if Category II) has been approved by Industry Canada to operate with the antenna types listed below with the maximum permissible gain and required antenna impedance for each antenna type indicated. Antenna types not included in this list, having a gain greater than the maximum gain indicated for that type, are strictly prohibited for use with this device. Le présent émetteur radio (identifier le dispositif par son numéro de certification ou son numéro de modèle s'il fait partie du matériel de catégorie I) a été approuvé par Industrie Canada pour fonctionner avec les types d'antenne énumérés ci-dessous et ayant un gain admissible maximal et l'impédance requise pour chaque type d'antenne. Les types d'antenne non inclus dans cette liste, ou dont le gain est supérieur au gain maximal indiqué, sont strictement interdits pour l'exploitation de l'émetteur



The distance between user and products should be no less than 50cm La distance entre l'utilisateur et de produits ne devrait pas être inférieure à 50cm
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LigoDLB 5-15ac, LigoDLB 5-15n - UserManual.wiki 

INSTALLATION. Package content. Overview .... product characteristics. LigoWave shall be liable only to the degree specified in the terms of sale and delivery.










 








PROPELLER TRACKING 

HINTS FOR HOMEBUILDERS. IT'S IMPORTANT TO CHECK for proper track- ing whenever installing a propeller. A propeller that is not tracking properly will.










 








Propeller fatigue.pdf 

Much has been written about detecting metal fatigue through inspection for cracks. This should not give the false impression that the absence of cracks indicates ...










 








Propeller Care 

Apr 19, 1993 - the hub failed, releasing a propeller blade. The resultant ... Many assume dry air helps preserve metal. ... A propeller stored with its blades in a.










 








HARTZELL PROPELLER INC. SERVICE ... - Precision Propeller Service 

Hartzell Manual 100E, (ATA 61-10-00) Hydro-Selective Propeller Overhaul Manual. .... B. Hydraulic Unit Installation. (1) ... Clean and oil the engine shaft. (2).










 








Propeller balancing.pdf 

By Larry Schubert, EAA #40030 Designee #874, as originally published in Wichita, Kansas Chapter 88 newsletter, "THE HOMEBUILDER". Balancing of the ...










 








Nomograph for Propeller Design 

of the Playboy which contains the fuselage and tail group - zinc chromated, landing gear, wheels, wing ribs, spars, plans, plus many fittings and other parts.










 








The Maloof Controllable Propeller 

By Ralph P. Maloof (EAA 89233). P.O. Box 38. Calabasas, CA 91302. L.LMOST TWO YEARS have passed since I initiated the design of the Model C-3.6 ...










 








Propeller Fatigue - Size 

fatigue limit is exceeded, metal lite is being used up. Virtu- ally all metal .... the blade or running a pencil tip lightly along the blade ... Node Location from tip. 17".










 








Demystifying Propeller Pitch 

way of life. We can take comfort in Oscar ... Turning a bolt into a nut moves it forward a given distance for each full turn. This is its pitch. If you have a 16-pitch bolt, one full turn will advance it 1/16 inch, or 16 full turns will move it 1 ...










 








Propeller Dynamic Balance 

(IPS) and location of the mass trim weights. (in degrees) from the engine index mark. The ACES manual provides an excellent guide to dynamically balancing ...










 








Choosing A Propeller 

aircraft construction project when the builder is faced with a .... TYPE CERTIFICATE DATA SHEET NO. 3A12 ..... first page of the Cessna 172 data sheets which ...










 








The Felix Propeller 

Australia and other ocean front countries. ... ous work, then an hour of rest. .... Jon Krapfl and Oiane Johnson with the U.S. Fish and Wildlife Service airboat at ...










 








The Airpower Propeller 

I never really wanted to build or sell propellers. Looking back over the three years of development and testing that has resulted in the Airpower Propeller,.










 








Avia-Propeller~Manue 

May 19, 2010 - instructions for operation and maintenance of AV- propeller type series. ...... Long-term storage could require additional preservation.










 








PROPELLER- General thrust equation 

force equals mass time acceleration a. F = m * a ... force term equal to the exit area Ae times the exit pressure minus the free stream pressure. The general.










 








Demystifying Propeller Pitch 

the hub. Measuring the blade angle at the 75- percent radius station (three-fourths of the way out on the blade from the hub axis) may calculate to 74 inches of ...










 








Metal Propeller Failure 

arrow "a", Fig. 1. Arrow "b" indicates a pit in the camber surface. Arrows "c" indicate some of the shallow grooves resulting from scratches on the fracture surface.










 








Choosing A Propeller 

you may want to quit reading here. However, there are .... those readers who are not, please refer to Figure 3. The S-N .... els and static rpm limits. Engine data ...










 








McCauley Propeller - Squarespace 

in the development of significant new propellers and ... PROPELLER OPTIONS. 15. D E - I C E S .... settings of a controllable-pitch prop â€“ for feather, reverse ...










 








McCauley Propeller Systems 

Jan 1, 2011 - appropriate Type Certificate Data Sheet (TCDS) or Supplemental Type ...... 172. IO-360-C (TCM). 2A34C203/90DCA-8. 82.0. 30. SA00728SE.










 








Dynamic propeller balancing 

imbalance of .45 inches per second velocity (IPS). This level is considered 4 times higher than what is an acceptable vibration limit of 10 IPS. This vibration.










 








maintenance & restoration Propeller Maintenance 

trifugal force acting to pull the blades from the hub. While ... easily tear the engine from its mounts, rendering the air- .... Issue Frequency: Monthly. 5.










 








Propeller Safety - AOPA 

are not widespread, they are serious and most are easi- ly avoidable. In 2003 ... We're not going to tell you how to hand prop an air- ..... Consultant: Marc Cook.
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