













Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































Link 23 Eng. - Niviuk

Inflation/Take-off. A. Rising behaviour. Smooth, easy and constant rising A Smooth, easy and constant rising. A. Special take off technique required. No. A No. A. 

















 Télécharger le PDF 






 514KB taille
 7 téléchargements
 268 vues






 commentaire





 Report
























Flight test report: EN Manufacturer



Niviuk Gliders / Air Games S.L.



Certification number



PG_0489.2011



Address



C. Del Ter, 6 – Nave D 17165 La Cellera de Ter Girona Spain



Date of flight test



14. 06. 2011



Representative



None



Place of test



Villeneuve



Glider model



Link 23



Classification



B



Trimmer



no Test pilot Dupont Philippe



Thurnheer Claude



Harness Sup'Air - Altiplume S



Sup'Air - Altiplume S



Total weight in flight (kg) 65



85



1. Inflation/Take-off



A



Rising behaviour



Smooth, easy and constant rising A



Smooth, easy and constant rising



A



Special take off technique required



No



A



No



A



2. Landing



A



Special landing technique required



No



A



No



A



3. Speed in straight flight



A



Trim speed more than 30 km/h



Yes



A



Yes



A



Speed range using the controls larger than 10 km/h



Yes



A



Yes



A



Minimum speed



Less than 25 km/h



A



Less than 25 km/h



A



4. Control movement



A Increasing / greater than 55 cm



A



Increasing / greater than 55 cm



A



not available



0



not available



0



Symmetric control pressure / travel



not available



0



not available



0



5. Pitch stability exiting accelerated flight



A



Dive forward angle on exit



Dive forward less than 30°



A



Dive forward less than 30°



A



Collapse occurs



No



A



No



A



6. Pitch stability operating controls during accelerated flight



A



Collapse occurs



No



A



No



A



7. Roll stability and damping



A



Oscillations



Reducing



A



Reducing



A



8. Stability in gentle spirals



A



Tendency to return to straight flight



Spontaneous exit



A



Spontaneous exit



A



9. Behaviour in a steeply banked turn



B



Sink rate after two turns



More than 14 m/s



B



More than 14 m/s



B



10. Symmetric front collapse



A



Entry



Rocking back less than 45°



A



Rocking back less than 45°



A



Recovery



Spontaneous in less than 3 s



A



Spontaneous in less than 3 s



A



Dive forward angle on exit / Change of course



Dive forward 0° to 30° / Keeping course



A



Dive forward 0° to 30° / Keeping course



A



Cascade occurs



No



A



No



A



Max. weight in flight up to 80 kg Symmetric control pressure / travel Max. weight in flight 80 kg to 100 kg Symmetric control pressure / travel Max. weight in flight greater than 100 kg



With accelerator
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Entry



Rocking back less than 45°



A



Rocking back less than 45°



A



Recovery



Spontaneous in less than 3 s



A



Spontaneous in less than 3 s



A



Dive forward angle on exit / Change of course



Dive forward 0° to 30° / Keeping course



A



Dive forward 0° to 30° / Keeping course



A



Cascade occurs



No



A



No



A



11. Exiting deep stall (parachutal stall)



A



Deep stall achieved



Yes



A



Yes



A



Recovery



Spontaneous in less than 3 s



A



Spontaneous in less than 3 s



A



Dive forward angle on exit



Dive forward 0° to 30°



A



Dive forward 0° to 30°



A



Change of course



Changing course less than 45°



A



Changing course less than 45°



A



Cascade occurs



No



A



No



A



12. High angle of attack recovery



A



Recovery



Spontaneous in less than 3 s



A



Spontaneous in less than 3 s



A



Cascade occurs



No



A



No



A



13. Recovery from a developed full stall



A



Dive forward angle on exit



Dive forward 0° to 30°



A



Dive forward 0° to 30°



A



Collapse



No collapse



A



No collapse



A



Cascade occurs (other than collapses)



No



A



No



A



Rocking back



Less than 45°



A



Less than 45°



A



Line tension



Most lines tight



A



Most lines tight



A



14. Asymmetric collapse



B



With 50% collapse Change of course until re-inflation / Maximum dive forward or roll angle



Less than 90° / Dive or roll angle 0° to 15°



A



Less than 90° / Dive or roll angle 0° to 15°



A



Re-inflation behaviour



Spontaneous re-inflation



A



Spontaneous re-inflation



A



Total change of course



Less than 360°



A



Less than 360°



A



Collapse on the opposite side occurs



No



A



No



A



Twist occurs



No



A



No



A



Cascade occurs



No



A



No



A



Change of course until re-inflation / Maximum dive forward or roll angle



90° to 180° / Dive or roll angle 15° to 45°



B



90° to 180° / Dive or roll angle 15° to 45°



B



Re-inflation behaviour



Spontaneous re-inflation



A



Spontaneous re-inflation



A



Total change of course



Less than 360°



A



Less than 360°



A



Collapse on the opposite side occurs



No



A



No



A



Twist occurs



No



A



No



A



Cascade occurs



No



A



No



A



Change of course until re-inflation / Maximum dive forward or roll angle



Less than 90° / Dive or roll angle 15° to 45°



A



Less than 90° / Dive or roll angle 15° to 45°



A



Re-inflation behaviour



Spontaneous re-inflation



A



Spontaneous re-inflation



A



Total change of course



Less than 360°



A



Less than 360°



A



Collapse on the opposite side occurs



No



A



No



A



Twist occurs



No



A



No



A



Cascade occurs



No



A



No



A



Change of course until re-inflation / Maximum dive forward or roll angle



90° to 180° / Dive or roll angle 15° to 45°



B



90° to 180° / Dive or roll angle 15° to 45°



B



Re-inflation behaviour



Spontaneous re-inflation



A



Spontaneous re-inflation



A



Total change of course



Less than 360°



A



Less than 360°



A



Collapse on the opposite side occurs



No



A



No



A



Twist occurs



No



A



No



A



Cascade occurs



No



A



No



A



15. Directional control with a maintained asymmetric collapse



A



Able to keep course



Yes



A



Yes



A



180° turn away from the collapsed side possible in 10 s



Yes



A



Yes



A



Amount of control range between turn and stall or spin



More than 50 % of the symmetric control travel



A



More than 50 % of the symmetric control travel



A



With 75% collapse



With 50% collapse and accelerator



With 75% collapse and accelerator
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16. Trim speed spin tendency



A



Spin occurs



No



17. Low speed spin tendency



A



Spin occurs



No



18. Recovery from a developed spin



A



Spin rotation angle after release Cascade occurs 19. B-line stall



A



Change of course before release



A



No



A



A



No



A



Stops spinning in less than 90°



A



Stops spinning in less than 90°



A



No



A



No



A



Changing course less than 45°



A



Changing course less than 45°



A



Behaviour before release



Remains stable with straight span



A



Remains stable with straight span



A



Recovery



Spontaneous in less than 3 s



A



Spontaneous in less than 3 s



A



Dive forward angle on exit



Dive forward 0° to 30°



A



Dive forward 0° to 30°



A



Cascade occurs



No



A



No



A



20. Big ears



A



Entry procedure



Dedicated controls



A



Dedicated controls



A



Behaviour during big ears



Stable flight



A



Stable flight



A



Recovery



Spontaneous in less than 3 s



A



Spontaneous in less than 3 s



A



Dive forward angle on exit



Dive forward 0° to 30°



A



Dive forward 0° to 30°



A



21. Big ears in accelerated flight



B



Entry procedure



Dedicated controls



A



Dedicated controls



A



Behaviour during big ears



Stable flight



A



Stable flight



A



Recovery



Recovery through pilot action in less than a further 3 s



B



Recovery through pilot action in less than a further 3 s



B



Dive forward angle on exit



Dive forward 0° to 30°



A



Dive forward 0° to 30°



A



Behaviour immediately after releasing the accelerator while maintaining big ears



Stable flight



A



Stable flight



A



22. Behaviour exiting a steep spiral



A



Tendency to return to straight flight



Spontaneous exit



A



Spontaneous exit



A



Turn angle to recover normal flight



Less than 720°, spontaneous recovery



A



Less than 720°, spontaneous recovery



A



Sink rate when evaluating spiral stability [m/s]



15



23. Alternative means of directional control



A



180° turn achievable in 20 s



Yes



A



Yes



A



Stall or spin occurs



No



A



No



A



24. Any other flight procedure and/or configuration described in the user's manual



0



Procedure works as described



not available



0



not available



0



Procedure suitable for novice pilots



not available



0



not available



0



Cascade occurs



not available



0



not available



0



22



25. Comments of test pilot Comments
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Artik 4 Eng. - Niviuk 

123. = 4,24. 64. 3,05. 74. = 3,22. 89. = 3,56. 104. = 3,89. 124. = 4,28. 65. 3,10. 75. = .... 363 br9. DC. 40. WHT. 492 a10. DC. 40. WHT. 715 b10. DC. 40. WHT. 721.










 








Koyot Eng - Niviuk 

COLORS TECHNICAL DATA boby. 1 ... top Color. reF: 636. 4. dragoN red bottom Color. reF: 636. 2 dark red. HorN. reF: 615. 3 ...... solidity artiFiCial ligHt iso 105 ...










 








Icepeak 7 Eng. - Niviuk 

212 b3. 8000. 60 nature. 178 c3. 8000. 45 nature. 471 d3. 8000. 45 nature. 637 br3. DC. 40 white. 1.408 a4. 8000. 60 nature. 226 b4. 8000. 60 nature. 195 c4.










 








Artik 3 25 Eng. - Niviuk 

Flight test report: PG_0463.2011 / page 1 of 3. 1. Inflation/Take-off. A. Rising behaviour. Smooth, easy and constant rising A Smooth, easy and constant rising. A.










 








N-gravity 4 Eng. - Niviuk 

W-420. D-P (GERMANy). TRAILING EDGE REINFORCEMENT. MyLAR. D-P (GERMANy). RIB REINFORCEMENT. LTN-0.8 STICK. SPORTWARE CO. (CHINA).










 








manuel d'utilisation link - Niviuk 

2. NIVIUK GlIders C/ del Ter 6, NaVe d 17165 la Cellera de Ter - GIroNa - spaIN. Tel. +34 972 42 ... Ã  tous les pilotes. sa plage d'utilisation rÃ©pond aussi bien aux pilotes ..... se produit, la lINK ne va pas rÃ©agir violemment, la tendance de vir










 








Link 27. - Niviuk 

In accordance with EN standards 926-2:2005 & 926-1:2006: PG_0490.2011. Date of issue (DMY):. 03. 01. 2012. Manufacturer: Niviuk Gliders / Air Games S.L..










 








Artik 3 27 Eng. - Niviuk 

Place of test. Villeneuve. Glider model. Artik 3 27. Classification. C. Trimmer no ... Smooth, easy and constant rising A Smooth, easy and constant rising. A.










 








Icepeak 6 21 Eng. - Niviuk 

0. Max. weight in flight 80 kg to 100 kg. Symmetric control pressure / travel not available. 0. Increasing / 45 cm to 60 cm. C. Max. weight in flight greater than 100 ...










 








Artik 3 21 Eng. - Niviuk 

Flight test report: PG_0614.2012 / page 1 of 3. 1. Inflation/Take-off. C. Rising behaviour. Overshoots, shall be slowed down to avoid a front collapse. C Smooth ...










 








Artik 3 21 Race Eng. - Niviuk 

Flight test report: PG_0517.2012 / page 1 of 3. 1. Inflation/Take-off. C. Rising behaviour. Overshoots, shall be slowed down to avoid a front collapse. C Smooth ...










 








takoo - Niviuk 

activities with the TAKOO, NIVIUK Gliders decided to present his tandem to the strict ... the used materials respond to our desire to improve what we established. The ... to deal with these fatigues, surely are the elements that indicate how much ...










 








MANUAL Niviuk 

This manual offers all the necessary information that will familiarize you with the .... Each wing is then individually inflated for the last visual revision. ... fabric repair kit made of auto-adhesive ripstop and a user s manual with the answers ..










 








BEtriEBsAnlEitung - Niviuk 

ermÃ¶glichen aber auch eine ÃœberprÃ¼fung aLLer Leinen nach spÃ¤testens. 100 Flugstunden oder 12 Monaten erforderlich macht. beim PeaK 2 wurden nicht nur ...










 








ENG 1.1 

SNACK - SNACK amuse BOUCHE - AMUSE BOUCHE. Zeewier KrOepOeK - 'One bite'. DUMPLING - GAMBA - MANGO - RODE PEPER - SESAM. Seaweed ...










 








user's manual kougar - Niviuk 

safe, aesthetic and high with performance, these are just some of the qualities of ... pilot input and thanks to the new (rsp) Niviuk reflex system profile and the addition ... with high security. it will very quickly become apparent to the pilot tha










 








Flight test report - Niviuk 

Date of flight test. 14. 06. 2011. Representative. None. Place of test. Villeneuve. Glider model. Link 27. Classification. B. Trimmer no. Test pilot Thurnheer Claude.










 








Zion Fra. - Niviuk 

+34 972 42 28 78 Fax +34 972 42 00 86 [email protected] ..... 2,27. 2,39. MiniMUM. M. 0,5. 0,53. 0,56. MoYenne. M. 1,75. 1,86. 1,96. SUSPenTeS. ToTaL. M. 271.










 








user's manual - Niviuk 

making the quality control more efficient. all the different parts of the canopy are cut and ... information about the TaKoo 2 and also the niviuk catalogue which can be .... To provoke a deep stall you have to take the wing to minimum flight speed.










 








EN-T5_CABINET_V1_16 - ENG&FRE 

T5 LED CABINET LIGHTING. PLEASE READ THESE INSTRUCTIONS CAREFULLY ... These luminaires are for indoor use only, under shelves, cabinets, pelmets bookcases and cabinets. â€¢. Maximum Input Voltageâ€“ 240VAC 50Hz .... Bleu (Neutre) Connectez au secteur










 








CamÃ©ras 35mm eng 

Speed: forward / reverse (magazines 1000fts). Weight: lbs body and view finder without ...... 25-250 mm MKII lens + Super Panazoom anamorphic adaptation.










 








ENG - Luonto - Monika King.cdr 

Page 1. Page 2.










 








Flight test report - Niviuk 

Rising behaviour. Smooth, easy and constant rising A Smooth, easy and constant rising ... C. Max. weight in flight up to 80 kg. Symmetric control pressure / travel.










 








Ikuma P 27. - Niviuk 

In accordance with EN standards 926-2:2013 & 926-1:2006: PG_1058.2016. Date of issue (DMY):. 13. 05. 2016. Manufacturer: Niviuk Gliders / Air Games S.L..
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