






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































LiteOn Technology Corp. - FCC ID

802.11a/b/g/n/ac 2Tx2R USB Combo Module. WN4519L. User Manual .... This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. ... contact its test lab, TCB or LITE-ON to determine if additional FCC compliance evaluation is required to meet FCC ... 

















 Télécharger le PDF 






 460KB taille
 1 téléchargements
 339 vues






 commentaire





 Report
























PRODUCT SPECIFICATION 802.11a/b/g/n/ac 2Tx2R USB Combo Module



WN4519L



User Manual



Page 1/12



CONTENT PRODUCT FEATURES .................................................................................................................... 8 PRODUCT SPECIFICATIONS ........................................................................................................ 9 MAIN CHIPSET ....................................................................................................................................... 9 FUNCTIONAL SPECIFICATIONS ............................................................................................................... 9 RECOMMENDED OPERATION CONDITIONS ........................................................................ 11 DC CHARACTERISTICS ............................................................................................................... 11 RESET TIMING SPEC .................................................................................................................... 11 EEPROM INFORMATION ............................................................................................................ 12 WI-FI ................................................................................................................................................... 12 ENVIRONMENTAL ........................................................................................................................ 12 OPERATING .......................................................................................................................................... 12 STORAGE.............................................................................................................................................. 12



Page 2/12



FCC Statement: Federal Communication Commission Interference Statement This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one of the following measures: ˗Reorient or relocate the receiving antenna. ˗Increase the separation between the equipment and receiver. ˗Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. ˗Consult the dealer or an experienced radio/TV technician for help. FCC Caution: Any changes or modifications not expressly approved by the party responsible for compliance could void the user’s authority to operate this equipment. This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation. For product available in the USA/Canada market, only channel 1~11 can be operated. Selection of other channels is not possible. This device is restricted for indoor use. This device and its antenna(s) must not be co•located with any other transmitters except in accordance with FCC multi•transmitter product procedures. Refering to the multi•transmitter policy, multiple•transmitter(s) and module(s) can be operated simultaneously without C2PC. IMPORTANT NOTE: FCC Radiation Exposure Statement: This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance 20 cm between the radiator & your body.
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IMPORTANT NOTE: This module is intended for OEM integrator. The OEM integrator is responsible for the compliance to all the rules that apply to the product into which this certified RF module is integrated. Additional testing and certification may be necessary when multiple modules are used. 20 cm minimum distance has to be able to be maintained between the antenna and the users for the host this module is integrated into. Under such configuration, the FCC radiation exposure limits set forth for an population/uncontrolled environment can be satisfied. Any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment. USERS MANUAL OF THE END PRODUCT: In the users manual of the end product, the end user has to be informed to keep at least 20 cm separation with the antenna while this end product is installed and operated. The end user has to be informed that the FCC radio•frequency exposure guidelines for an uncontrolled environment can be satisfied. The end user has to also be informed that any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment. If the labelling area is small than the palm of the hand, then additional FCC part 15.19 statement is required to be available in the users manual: This device complies with Part 15 of FCC rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation. LABEL OF THE END PRODUCT: The final end product must be labeled in a visible area with the following " Contains TX FCC ID: PPQWN4519L ". If the labelling area is small than the palm of the hand, then additional FCC part 15.19 statement is required to be available in the users manual: This device complies with Part 15 of FCC rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation. OEM Integrator Checklist The party below will implement the LITE-ON Module in host systems in accordance with the instructions specified in this document and the documents referenced herein.
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1. The OEM integrator will ensure the Module is integrated in a host systems using only the approved antenna model(s) described in this document. 2. The OEM integrator will ensure the antenna placement inside the host system will maintain the required spacing to end user for RF Exposure compliance, as specified in this document. 3. If other radios are integrated inside the host with the LITE-ON Module, the OEM integrator will contact its test lab, TCB or LITE-ON to determine if additional FCC compliance evaluation is required to meet FCC collocation rules. 4. The OEM integrator will ensure end user documentation will contain the specified regulatory wording and ensure the host system and the Module itself are labeled as specified in this document. 5. The OEM integrator will ensure the Module is programmed in the factory with compliant transmit power not exceeding the levels specified in this document. LITE-ON requests that the OEM integrator acknowledge its receipt of this document and the above instructions. You may contact LITE-ON with any questions concerning this document or the responsibilities of the OEM integrator. IC Statement: This device complies with Industry Canada license•exempt RSS standard(s). Operation is subject to the following two conditions: (1) this device may not cause interference, and (2) this device must accept any interference, including interference that may cause undesired operation of the device. Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement. For product available in the USA/Canada market, only channel 1~11 can be operated. Selection of other channels is not possible. Pour les produits disponibles aux États•Unis / Canada du marché, seul le canal 1 à 11 peuvent être exploités. Sélection d'autres canaux n'est pas possible. This radio transmitter (IC: 4491A-WN4519L) has been approved by Industry Canada to operate with the antenna types listed below with the maximum permissible gain indicated. Antenna types not included in this list, having a gain greater than the maximum gain indicated for that type, are strictly prohibited for use with this device. Le présent émetteur radio (IC: 4491A-WN4519L) a été approuvé par Industrie Canada pour fonctionner avec les types d'antenne énumérés ci-dessous et ayant un gain admissible maximal d'antenne. Les types d'antenne non inclus dans cette liste, ou dont le gain est supérieur au gain maximal indiqué, sont strictement interdits pour l'exploitation de l'émetteur.
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This device and its antenna(s) must not be co•located with any other transmitters except in accordance with IC multi•transmitter product procedures. Refering to the multi•transmitter policy, multiple•transmitter(s) and module(s) can be operated simultaneously without reassessment permissive change. Cet appareil et son antenne (s) ne doit pas être co•localisés ou fonctionnement en association avec une autre antenne ou transmetteur. The device for operation in the band 5150-5250 MHz is only for indoor use to reduce the potential for harmful interference to co•channel mobile satellite systems. les dispositifs fonctionnant dans la bande 5150-5250 MHz sont réservés uniquement pour une utilisation à l’intérieur afin de réduire les risques de brouillage préjudiciable aux systèmes de satellites mobiles utilisant les mêmes canaux.



The maximum antenna gain permitted for devices in the band 5725-5850 MHz shall be such that the equipment still complies with the e.i.r.p. limits specified for point-to-point and non-point-to-point operation as appropriate. le gain maximal d’antenne permis (pour les dispositifs utilisant la bande 5725-5850 MHz) doit se conformer à la limite de p.i.r.e. spécifiée pour l’exploitation point à point et non point à point, selon le cas.



Dynamic Frequency Selection (DFS) for devices operating in the bands 5250-5350 MHz, 5470-5600 MHz and 5650-5725 MHz. Sélection dynamique de fréquences (DFS) pour les dispositifs fonctionnant dans les bandes 5250-5350 MHz, 5470-5600 MHz et 5650-5725 MHz. The maximum antenna gain permitted for devices in the bands 5250-5350 MHz and 5470-5725 MHz shall be such that the equipment still complies with the e.i.r.p. limit. le gain maximal d’antenne permis pour les dispositifs utilisant les bandes 5250-5350 MHz et 5470-5725 MHz doit se conformer à la limite de p.i.r.e.



Users should also be advised that high-power radars are allocated as primary users (i.e. priority users) of the bands 5250-5350 MHz and 5650-5850 MHz and that these radars could cause interference and/ or damage to LE-LAN devices. De plus, les utilisateurs devraient aussi être avisés que les utilisateurs de radars de haute puissance sont désignés utilisateurs principaux (c.-à-d., qu’ils ont la priorité) pour les bandes 5250-5350 MHz et 5650-5850 MHz et que ces radars pourraient causer du brouillage et/ou des dommages aux dispositifs LAN-EL. For indoor use only. Pour une utilisation en intérieur uniquement. Page 6/12



IMPORTANT NOTE: IC Radiation Exposure Statement: This equipment complies with IC RSS-102 radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance 20 cm between the radiator & your body. Cet équipement est conforme aux limites d'exposition aux rayonnements IC établies pour un environnement non contrôlé. Cet équipement doit être installé et utilisé avec un minimum de 20 cm de distance entre la source de rayonnement et votre corps. IMPORTANT NOTE: This module is intended for OEM integrator. The OEM integrator is still responsible for the IC compliance requirement of the end product, which integrates this module. 20cm minimum distance has to be able to be maintained between the antenna and the users for the host this module is integrated into. Under such configuration, the IC RSS-102 radiation exposure limits set forth for an population/uncontrolled environment can be satisfied. Any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment. USERS MANUAL OF THE END PRODUCT: In the users manual of the end product, the end user has to be informed to keep at least 20 cm separation with the antenna while this end product is installed and operated. The end user has to be informed that the IC radio•frequency exposure guidelines for an uncontrolled environment can be satisfied. The end user has to also be informed that any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation.



LABEL OF THE END PRODUCT: The final end product must be labeled in a visible area with the following " Contains TX IC: 4491AWN4519L ". The Host Model Number (HMN) must be indicated at any location on the exterior of the end product or product packaging or product literature which shall be available with the end product or online.
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PRODUCT FEATURES  Operate at ISM frequency Band (2.4/5GHz)  IEEE Standards Support, 802.11a ,802.11b, 802.11g 802.11n and 802.11ac  Support for both 20 MHz/40 MHz channel width in 2.4GHz and 20 MHz/40 MHz/80MHz channel width in 5GHz



 Enterprise level security supporting: WPS2.0, WPA, WPA2  Dual-stream IEEE 802.11n support for 20MHz and 40MHz channels provides PHY layer rates up to 300Mbps



 Dual-stream IEEE 802.11ac support for 80MHz channels provides PHY layer rates up to 867Mbps



 Support for WI-Fi Direct  Support 802.11ac wave-2 compliant with MU-MIMO  Support Wake-on-WLAN via Magic Packet and Wake-up frame    



Transmit Beamforming Fully compliance with USB v2.0 specification Support OS: Linux based RoHS compliance



 Low Halogen compliance
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PRODUCT SPECIFICATIONS MAIN CHIPSET Realtek RTL8812BU FUNCTIONAL SPECIFICATIONS



Wi-Fi Function Standard



IEEE802.11a; IEEE802.11b; IEEE 802.11g; IEEE 802.11n; IEEE802.11ac



Bus Interface



USB2.0



Data Rate



802.11a: 54, 48, 36, 24, 18, 12, 9, 6 Mbps 802.11b: 11, 5.5, 2, 1 Mbps 802.11g: 54, 48, 36, 24, 18, 12, 9, 6 Mbps 802.11n: MCS 0 to 15 for HT20MHz MCS 0 to 15 for HT40MHz 802.11ac: MCS 0 to 8 for HT20MHz MCS 0 to 9 for HT40MHz MCS 0 to 9 for HT80MHz



Media Access Control



CSMA/CA with ACK



Modulation Technique



Network Architecture



Operation Channel



Frequency Range Transmit Output Power – 2x2 (Tolerance: ±2dBm)



802.11a: 64QAM, 16QAM, QPSK, BPSK 802.11b: CCK, DQPSK, DBPSK 802.11g: 64QAM, 16QAM, QPSK, BPSK 802.11n: 64QAM, 16QAM, QPSK, BPSK 802.11ac: 256QAM, 64QAM, 16QAM, QPSK, BPSK Ad-hoc mode (Peer-to-Peer) Infrastructure mode 2.4GHz 11: (Ch. 1-11) – United States 13: (Ch. 1-13) – Europe 14: (Ch. 1-14) – Japan 5GHz 21: USA 19: EU 8: Japan 802.11bg 2.400 ~ 2.4835 GHz 802.11a 5.15 ~ 5.85 GHz 802.11a: 13 dBm@6-54Mbps 802.11b: Page 9/12



Receiver Sensitivity



Security



15 dBm@1-11Mbps 802.11g: 14 dBm@6-54Mbps 802.11n(2.4GHz): 20MHz: 13 dBm@MCS0-7 40MHz: 13 dBm@MCS0-7 802.11n(5GHz): 20MHz: 12 dBm@MCS0-7 40MHz: 12 dBm@MCS0-7 802.11ac: 20MHz: 12 dBm@MCS0-8 40MHz: 12 dBm@MCS0-9 80MHz: 10 dBm@MCS0-9 802.11a: -86 dBm@6Mbps -70 dBm@54Mbps 802.11b: -88 dBm@1Mbps -82 dBm@11Mbps 802.11g: -86 dBm@6Mbps -70 dBm@54Mbps 802.11n(2.4/5GHz): 20MHz -84 dBm@MCS0 -69 dBm@MCS7 40MHz -81 dBm@MCS0 -66 dBm@MCS7 802.11ac: 20MHz -64 dBm@MCS8 40MHz -62 dBm@MCS8 -60 dBm@MCS9 80MHz -59 dBm@MCS8 -57 dBm@MCS9 WPS, WPA, WPA2, WEP 64bit & 128bit, IEEE 802.1X, IEEE 802.11i



Common Function Operating Voltage



3.3 V ±10% I/O supply voltage Mode



Power Consumption



Average 2.4G 5G



TX RX Standby Page 10/12



2.4G



Peak 5G



WiFi+BT



@Wake up mode Single Metal antenna for WiFi Single External antenna for WiFi



Antenna Type



RECOMMENDED OPERATION CONDITIONS Symbol



Rating



VDD33



3.3V Supply Voltage



VDD10



1.05V Core Supply Voltage



Min



Typ



Max



Units



3.0



3.3



3.6



V



0.998



1.05



1.10



V



Min



Typ



Max



Units



DC CHARACTERISTICS Symbol



Parameter



VIL



Input Low Voltage



-



0



0.9



V



VIH



Input High Voltage



2.0



3.3



3.6



V



VOL



Output Low Voltage



0



-



0.33



VOH



Output High Voltage



2.97



-



3.3



Note: 3.3V ripple 
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FEDERAL COMMUNICATIONS COMMISSION INTERFERENCE. STATEMENT. This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protecti
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LiteOn Technology Corp. - UserManual.wiki 

4 juin 2015 - Data Rate. 802.11b ... the instructions, may cause harmful interference to radio communications. ... safety nor interfere a legal communication, if.
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LiteOn Technology Corp 

This document contains confidential proprietary information and is property of LTC. The contents of this document should not be disclosed to unauthorized ...
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LiteOn Technology Corp 

*Environmental factors dependent ... Federal Communication Commission Interference Statement ... population/uncontrolled environment can be satisfied.
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LiteOn Technology Corp 

installed such that 20cm may be maintained between the antenna and users. The final end .... WPA, WPA2, WPS, WEP 64b&128bit, IEEE 802.1X,. IEEE 802.11i.
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pax technology limited - FCC ID 

Before inserting the IC card, please check inside and around the IC card slot. If there is any ... -Consult the dealer or an experienced radio/TV technician for help. ... www.fcc.gov/oet/ea/fccid after searching on FCC ID: V5PD210WF. For this ...
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MLX90609-N2 - SYRIS Technology Corp 

continuous self tests. â�‘ Factory .... TESTIN. Do not connect. TESTOUT. Do not connect. User Diagnostic Pins. SELFTEST .... http://www.melexis.com/quality.asp ...










 


[image: alt]





FCC Statement - FCC ID 

This equipment generates, uses, and can radiate radio frequency energy, and if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will n
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fcc warning - FCC ID 

The power door locks will cycle when you have successfully entered ... If programming has failed, repeat this procedure from the beginning. ... Changes or modifications not expressly approved by Dorman Products Inc. could void the user's ...
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D180 mPOS Terminal PAX TECHNOLOGY LIMITED - FCC ID 

1) Turn on Bluetooth of the mobile equipment and scan for D180. By default, the device name of. D180 is PAX D180_XXXX, and XXXX are the last 4 letters of the ...
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FCC Part 15 - FCC ID 

licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en
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Scanned Document - FCC ID 

instructions. When end-user instructions are required, as in the case of this product, the grantee must notify the OEM to notify the end-user. Robert Bosch Corporation will supply this document to the reseller/distributor dictating what must be inclu
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door sensor - FCC ID 

batterie CR2450. COMPATIBILITÃ‰ DU CAPTEUR DE PORTE. Visiter www.LiftMaster.com/door-sensor ou www.chamberlain.com/door-sensor pour prendre connaissance des produits compatibles avec ce capteur de porte. DÃ‰TECTEUR SUR PORTE. MODÃ‰LES MYQ-G0302, 821L
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MoCA - FCC ID 

Read me first! Lisez-moi d'abord! QUICK START GUIDE. GUIDE DE DÃ‰MARRAGE. HT-EMN3. 1. STEP/ Ã‰TAPE. Check the box contents/ VÃ©rifier le contenu de la boÃ®te. Look in the box and make sure you have the following: Regardez dans la boÃ®te et assurez-vo
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Smoke Detector - FCC ID 

Two AA-size Alkaline batteries. â€¢ Over two years battery's lifetime. SIZE and WEIGHT: â€¢ H: 46.7 mm, Diameter: 135 mm. Weight â€“ 210 grams including batteries. ENVIRONMENT: â€¢ Storage range: -20oC â€“ +50oC. â€¢ Operating Ambient Temperature ran
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MP-840 - FCC ID 

For pet rejection, the optimal height is 2.1 m (7 ft). Surface or corner ... 7. Slide the detector upward until a click is heard. Note: It is recommended to wait about 1 minute after battery removal, before inserting the new battery. Caution! ... Ins
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LightStrips - FCC ID 

22 juil. 2013 - NOTICE: Changes or modications made to this device not expressly approved by. Philips Lighting Company (USA) and Philips Electronics Ltd ...
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Download - FCC ID 

PARPADEO RAPIDO LUZ AZUL: MODO EMPAREJAMIENTO. BLAUW LICHT: VERBONDEN. LANGZAAM KNIPPEREN: BEZIG MET VERBINDEN. SNEL KNIPPEREN: VERBIND MODUS. Wireless Subwoofer Model S3. 02 014 Orbitsound td. USB 500mA Power. Upgrade Port. AL POWER upozÐ½Ð¾ Ð¼A do.
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ESTE4606 Mnl.indd - FCC ID 

... radio exempts de licence. L'exploitation est autorisÃ©e aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioÃ©lectrique subi, mÃªme si le brouill
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MBI1804 - FCC ID 

controlling the light intensity of LEDs. In addition, users can .... tof. VDD= 5.0 V. VDS= 1-1.5V. VIH= VDD. VIL= GND. Rext= 300 Î©. VL= 4.0 V. RL= 10 Î©. CL= 10 ...
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Untitled - FCC ID 

(1) this device may not cause harmful interference, and. (2) this device must accept any .... The supply terminals are not to be short-circuited. 7. .... Slide to Open.
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Untitled - FCC ID 

Declaration of conformity with regard to the EU Directive 1999/5/EC. Kronoz LLC hereby declares that this device is in compliance with the essential ...
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Untitled - FCC ID 

FCC Class A digital device notice. This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part. 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful inte
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Untitled - FCC ID 

App, Google Play, or. Windows App Stores. My icon looks like this! He's no ordinary duck f /the.edwin.duck y @EdwinTheDuck. Edwin. Edwin's head lights up briefly when placed on charger correctly. Green flash indicates ... Note: This product has been 
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