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LSV1 Load Shuttle, Ball-Type

O-rings standard. Standard Ported Body: Anodized high-strength 6061 T6 aluminum alloy, rated to 207 bar (3000 psi). Weight: 0.13 kg. (0.28 lbs.). MATERIALS. 
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DIRECTIONAL VALVES



LSV1 Load Shuttle, Ball-Type DESCRIPTION An in-line plumbed, low leak, load-shuttling hydraulic check valve for use as a directional selector.



OPERATION The LSV1 will allow flow from the higher pressure of ➀ or ➂ to ➁. The valve is commonly used to direct oil from the pressure side of a bidirectional hydraulic motor to a pressure-released hydraulic brake.



FEATURES • Hardened seat for long life and low leakage. • Rapid response to load direction changes. • Compact size.



RATINGS Operating Pressure: 240 bar (3500 psi) Flow: See Performance Chart Internal Leakage: 0.25 cc/minute (5 drops/minute) max. at 207 bar (3000 psi) Temperature: -40 to 120°C with standard Buna seals Filtration: See page 9.010.1 Fluids: Mineral-based or synthetics with lubricating properties at viscosities of 7.4 to 420 cSt (50 to 2000 sus); See Temperature and Oil Viscosity, page 9.060.1 Installation: No restrictions Seal Kit: Non-serviceable



SYMBOLS USASI/ISO:



PERFORMANCE (Cartridge Only) PRESSURE DROP bar/psi



➀ or ➂ to ➁ 32 cSt/150 ssu oil at 40°C 8.6/125 6.9/100 5.2/75 3.4/50 1.7/25



7.5 2



15.1 4



22.7 6



30.2 8



FLOW lpm/gpm
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LSV1 DIMENSIONS



MATERIALS Internal Parts: Steel; Zinc-plated exposed surfaces. Buna N O-rings standard. Standard Ported Body: Anodized high-strength 6061 T6 aluminum alloy, rated to 207 bar (3000 psi). Weight: 0.13 kg. (0.28 lbs.).
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TO ORDER LSV1 - __ __ - __ Porting SAE 6 SAE 6 (Steel)



6T 6TS



Seals N Buna N (Std.) V Fluorocarbon



4.260.2



SHUTTLE VALVE TYPE: SV25 STAINLESS STEEL (316 / 1.4404) SUITABLE FOR LIQUID USE. ALL DIMENSIONS IN INCHES.



Valves Ltd



2.36



1.48 Ctrs



2 off Fixing Holes (plain) for M6 bolts



INLET



1.00



OUTLET



0.24



INLET



0.65 1.26 1.50 SQ. Body



Circuit Symbol



ORDERING EXAMPLE



TECHNICAL SPECIFICATION Valve Type: Porting / Connection Options: Max.Working Pressure - Liquid Port Size:



P = BSP (Parallel)



N = NPT (Taper)



10,000 psi 1/4"



Valve Seat Material:



Seal Material:



Stainless Steel - 316/1.4404



Viton (other materials available by request)



CV Value:



0.33



Dry Weight: (kg)



0.75



Working Temperature Range:



C.1602.00.0002



SV25



SV25



09/07



-10°C to +160°C
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Tropic Reservoir Shuttle Routes Bryce Shuttle Stops Camp Grounds 

Shuttle Routes. Bryce Shuttle Stops. Camp Grounds. Picnic Areas. Mountains. Trails. Bryce Canyon. Airport. Mossy Cave Trail. Sunrise Point. Visitor Center.










 


[image: alt]





Liasse fiscale TRANSDEV SHUTTLE FRANCE 

CrÃ©ances rattachÃ©es Ã  des participations. BB. BC. Autres titres immobilisÃ©s. BD .... TRANSDEV SHUTTLE FRANCE. 38 907. -1 992. -902 807. -865 892. 40 335.
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shuttle valve type: sv25 - Size 

STAINLESS STEEL (316 / 1.4404). SUITABLE FOR LIQUID USE. ALL DIMENSIONS IN INCHES. SHUTTLE VALVE TYPE: SV25. Viton (other materials available ...Missing:
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Space Shuttle Glider pdf - NASA 

Your Space Shuttle Glider is a scale model of the U.S. Space. Shuttle ... What To Do: Spread open two paper clips so that they become "S" hooks. Straighten out ...
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W10913408 - Direct Drive, Front Load Washers - Load 

Potential Causes: This concern could have various causes, including improper loading, using too much detergent, and basket obstruction. Under certain circumstances, however, it is possible that the washer Appliance Control Unit (ACU) may detect an un
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dallo sputnick allo shuttle dbid 1eo4 
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maytagÂ® commercial single-load and vended multi-load washer and ... 

Damage resulting from improper handling of product during delivery, theft, accident, alteration, misuse, abuse, fire, flood, acts of. God, improper installation ...
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Load-bearing Masonry 

Association8 some partly empirical and partly theoretical guid- ance has been incorporated in ... 'racking' shear strength of the shear walls is great enough. Even.
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SAG = No load - Sagshok 

How ?? Orange Measure Ring. Red Screw for Â« ZÃ©ro Â» adjustement. Double scale in cm / inch. SAGSHOK. Page 4. More explanations â€¦ â€¢ In five minutes, with ...
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W10611623 - All Top-Load & Front-Load Washers - Drain Hose ... 

Registered trademark of Whirlpool, U.S.A., KitchenAid, U.S.A., Jenn-Air, ... also occur if there is no air gap between the drain pipe and drain hose, or if the hose is.
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888, Termaline Coaxial Load Resistor 

Page 1. Page 2. Page 3. Page 4.
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22, Termaline Coaxial Load Resistors 

Page 1. Page 2.
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8221, Termaline Coaxial Load Resistor 

Page 1. Page 2. Page 3.
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8578A100GIG, Termaline Coaxial Load Resistor 

Warning notes call attention to a procedure, which if not correctly performed could ... interlock terminal is rated to 230 Vac, the potential for electrical shock exists. Caution ... Page 7 ... The remainder of this Instruction Book is divided into C
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55, Termaline Coaxial Load Resistor 

important information in the instruction manual regard- ing that particular area. ..... necessary to slightly readjust the transmitter due to pos- sible differences in .... the following steps and record the value for future com- parison. Check and .
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Navette gratuite du Coloris automnal Fall Rhapsody Free Shuttle 

Centre des visiteurs. Visitor Centre. Aire d'accueil. Welcome area. Lac Pink ... Laurier. St-R Ã©dempteur. SacrÃ©-CÅ“ur. Alexandre-TachÃ©. Des AllumettiÃ¨res. Allard.
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Grand Canyon Village Shuttle Bus Routes ... - Grand Canyon Guru 

Bank, post office,. General Store, and restrooms. 64. Lookout Studio ... Community Library. Community. Building. Train Depot. Garage. RV Parking Available.
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Page 1 DALY SHUTTLE BOAT SERVICE. Operating Hours: 7.20 am ... 

Operating Hours: 7.20 am - 12.00 midnight ANANTARA. RIVERSIDE - BANGKOK. RESORT. Anantara Pier. Å¿ Anantara Pier to Sathorn Pier to Anantara Pier to ...
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Tesla's nonlinear oscillator-shuttle-circuit (OSe) theory - Exvacuo 

This concept is the basislor his polyphase system of energy transfer. Originally ..... ose theory and coherent coupling between modes in a nonlinear waveg- uide.
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Navette gratuite du Coloris automnal Fall Rhapsody Free Shuttle 

Il y a 4Â jours - a u. / G a tin e a u. P k w y. P ro m . de la Gatineau / Gatineau Pkw y. 1. 2. 3. 4. 5. 6. 8. 9 ... Parc-o-bus (gratuit). Park and Ride (free). Information.
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W10667743 - Front-Load, Direct Drive Washers ... - ApplianceJunk.com 

tuyaux flexibles d'écoulement transversal entre la vanne d'arrivée d'eau et le distributeur ... 1 W10577770 Tuyau flexible bleu d'écoulement transversal 1.
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137381200A July 2013 EN FRONT LOAD WASHER 

polarisé et mis à la terre, avec fusible temporisé ... trois alvéoles et mise à la terre de façon adéquate. ...... MARCADORES DE PINTURA DE RETOQUE.
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Configuring a Load-Balancing Scheme - Cisco 

Information About a Load-Balancing Scheme, page 2. â€¢ How to .... If the bulk of the data passing through parallel links is for a single pair, per-destination load.
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Feather bacterial load affects plumage condition, iridescent 

Jul 8, 2014 - the International Society for Behavioral Ecology. All rights ... feather condition and color signaling in vivo, and thus whether birds adjust their investment in preening according to feather bacterial ..... If both factors affect water
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