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LT-10 Lamp Tester

Determine if fluorescent light bulbs are operational prior to installation or removal. â€¢ Verify voltage presence without the need for another tool. â€¢ Increase ... 
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LT-10 Lamp Tester Goes From Your Pocket to Answers in Seconds The Amprobe LT-10 Lamp Tester is a pocket-sized tool that takes the guesswork out of troubleshooting fluorescent lighting systems. Quickly determine by process of elimination, whether it’s the bulb, pins, voltage or ballast. The highly responsive 48” antenna, will save you trips up and down the ladder. The LT-10 Lamp Tester will go from your pocket to answers in seconds. • Determine if fluorescent light bulbs are operational prior to installation or removal



• Industry leading 48” removable, fully retractable antenna • Insulated antenna sleeve for safe testing



• Verify voltage presence without the need for another tool



• Compatible with fluorescent light bulbs:



• Increase productivity by minimizing trips up and down a ladder



- T2, T4, T5, T8, T9, T10, T12 and fluorescent energy saving light bulbs



• All tests performed with easy, single button operation • Ultra-compact design for portability



Troubleshooting Lighting Systems is Easy as 1-2-3: 1. Check if fluorescent light bulb is damaged with LAMP and PIN TEST functions 2. Verify if voltage is present at the ballast with VolTect™ non-contact voltage detection 3. If light bulb passes the test in step 1 and the voltage is present in step 2, but the lamp is still not working, then replace ballast.



LT-10 Specifications Speciﬁcations Compatible lamps Test voltage Field strength Maximum antenna length Filament test VolTect™ non-contact voltage detection Supplied with



LT-10 T2, T4, T5, T8, T9, T10, T12 and fluorescent energy saving light bulbs Approximately 3 kV / 280 kHz Approximately 100 μV/m at 260 - 300 kHz 48" T2, T4, T5, T8, T9, T10, T12 AC 90 V to AC 600 V, 50/60 Hz CAT II 300 V, CAT I 600 V 48” antenna, adaptor plate, users manual, battery and carrying case



For more detailed specifications see users manual.
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For detailed specifications and ordering info go to www.Amprobe.com



4265812 B



www.Amprobe.com



LT-10 Detailed Specifications Speciﬁcations Compatible lamps Test voltage Field strength Maximum antenna length Filament test VolTect™ non-contact voltage detection Non-contact voltage sensitivity with probe tip (typical) Drop proof Operating time



Range T2, T4, T5, T8, T9, T10, T12 and fluorescent energy saving light bulbs Approximately 3 kV / 280 kHz Approximately 100 μV/m at 260 - 300 kHz 48" T2, T4, T5, T8, T9, T10, T12 AC 90 V to AC 600 V, 50/60 Hz CAT II 300 V, CAT I 600 V LED illuminates and beeps at approx. 3 mm (0.12 in) distance from a wire carrying 120 Vac LED illuminates and beeps at approx. 5 mm (0.2 in) distance from a wire carrying 230 Vac 36” One second ON, one second OFF for maximum five cycles and wait for 1 minute before taking another measurement



Operating temperature



-10°C to +50°C (14°F to 122°F) ≤ 85% RH



Storage temperature



-10°C to +50°C (14°F to 122°F) ≤ 85% RH



Operating altitude Battery Battery life Dimensions (L x W x H) Weight Safety compliance



Up to 2000 meters One 9V lithium or alkaline battery only, 6LR61/6LF22/MN1604 or equivalent. Up to 500 tests (Alkaline typically) Approximately 170 x 40 x 24 mm (6.69 x 1.57 x 0.94 in) without antenna Approximately 80 g (0.18 lb) with battery installed, excluding 48” antenna IEC 61010-1, UL 61010-1, CAN/CSA-C22.2 No. 61010-1-2004



EMC compliance



IEC 61326-1



Certification



CSA and CE



Calibration Warranty



NA 1 Year



For complete specifications please download the product datasheet and the users manual on www.Amprobe.com.



Amprobe® [email protected] Everett, WA 98203 Tel: 877-AMPROBE (267-7623) ©2013 Amprobe. All rights reserved.



Amprobe® Europe In den Engematten 14, 79286 Glottertal, Germany Tel.: +49 (0) 7684 8009 - 0 For detailed specifications and ordering info go to www.Amprobe.com
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Krill lamp 

Jan 14, 2003 - the same amount on light on half the surface. The prices range from 20 to 25 US $, they are waterproof to 30 meters, they come in Green, Blue, ...
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Continuity Tester 

El probador se agita a un nivel crecientemente variable que permite al usuario notar la diferencia entre 60 V, 120 V, 240 V y 480 V. Indicador de baterÃas con poca carga: El LED / â€¢))) destella con luz roja si el voltaje de las baterÃas es bajo c
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compression tester 

Readers are invited to submit entries to EAA's Hints For Homebuilders, Att: Golda Cox, P.O. Box. 3086, Oshkosh, WI ... INTERNET http://www.airtechintl.com.
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Insulation Tester 

Replace battery as soon as low battery indicator appears to avoid false readings. ... Never ground yourself when taking electrical measurements. • Connect the ... Null (ZERO) test leads by touching test lead tips tightly together. Press >2 sec.










 


[image: alt]





Insulation Tester 

Para evitar posibles riesgos de electrocuciÃ³n, lesiones o la muerte, siga estas instrucciones: â€¢ No use el instrumento si el mismo parece estar daÃ±ado. â€¢ InspecciÃ³nelo ..... santÃ© humaine et d'utiliser les ressources naturelles prudemment et 
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Continuity Tester 

Place the black test lead into the “COM” input and the red test lead into the “V+” input on the tester. • Connect the tester in parallel with the load or circuit. • The tester will automatically turn on, ..... Utiliser la méthode de sécurité en 3 poi
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Floor lamp - Shop CNIB 

devices that use a wireless remote control, such as televisions. If interference occurs, move the product away from the device, plug the product or device.
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514-64b Lamp attachments.pdf 

housing (included in the outfit BEECH):. Groundglass .................. NAOTZ. Blue glass (produces illumination resembling daylight; its colour may be further varied ...
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Campfireâ„¢ Big Lamp 

Application Note: Consult your local fire code authorities .... RING. Page 8 of 30. 939500548 Rev B. NOTE: The Shade and. Diffuser are packaged folded up.
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TOUCHY-FEELY LAMP 

The most recent version of the CapacitiveSensor library is here: http://www.arduino.cc/capacitive. Download the file to your computer and unzip it. Open your ...
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taberÂ® abrasion tester - CALILAB 

An area of 30 square centimeters is subjected to ... Removal of abraded particles with a vacuum pickup ... The height of the vacuum pick-up nozzle is normally.
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air permeability tester - Rycobel 

life approved speakers. The speaker in the lower enclosure generates an oscillating aircolumn which displaces air through the test sample. A second spea-.
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GT-10GFI Circuit Tester 

The GT-10GFI cannot properly test two-wire circuits. 4455 Boeing Drive â€¢ Rockford, IL 61109-2988 â€¢ USA â€¢ 815-397-7070. An ISO 9001 Company â€¢ Greenlee ...
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opacity tester - CALILAB 

the scale, absolute accuracy at the low end of the scale, photometric linearity and day-to-day repeata ... Standards. TAPPI T-425. Cardboard. Packaging. Plastics.
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Utility Lighting, Lamp Protection, and Lamp Changers ... - wesco 

Replacement Parts and Accessories. Pieces de rechange et accessoires. Universal end cap for T-12, 2260 series. Heat sink screen for HO and VHO lamp bases.
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Magetic Lamp 

Le cÃ¢ble d'alimentation ne soit pas dissimulÃ© et qu'il ne passe pas Ã  travers des ouvertures dans le meuble , les murs, le plafond ou le sol. Cette exigence.
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12 & RJ45 Tester Instructions 

... comerciales son propiedad de sus respectivos dueÃ±os. Toutes les marques et noms commerciaux sont la propriÃ©tÃ© de leurs propriÃ©taires respectifs. Wszystkie znaki towarowe i nazwy handlowe naleÅ¼Ä… do ich wÅ‚aÅ›cicieli. Tutti i marchi registrat
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peel tester - CALILAB 

acceptance throughout industry and educational ... well as peel properties of paper, paperboard, plastic films, adhesives, labels and packaging materials.










 


[image: alt]





Motor Rotation Tester 

Warranty Statement: This tester is warranted to the original ... claim or claims for such damage, expenses or economic loss. State laws vary, so the above ...
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Motor Rotation Tester 

Warranty Statement: This tester is warranted to the original ... claim or claims for such damage, expenses or economic loss. State laws vary, so the above ...
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compression tester - Size 

body punch at the local tool store that fit the rivet gun, and this ... complete the project as drawn. ... Repair Kits - Small quantity Kit of Vacuum Bagging materials.
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cobb tester - CALILAB 

tion or resistance to absorption of water, oil and other liquids. Features. â€¢ Easy testing of absorption or resistance to absorption. â€¢ Different surfaces can be tested ...
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The RV Tester â€“ 

Do not call out the number or even whisper it. Just point ... â€œIn the center of the book is a numbered list of all of the targets. Please .... 07 Indianapolis Speedway.
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Receptacle Tester - PK Safety 

conçus pour détecter les problèmes de câblage les plus courants dans les prises de courant standard. Humidité relative: < 85%. Température de service: de 0° ...
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