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Philips Components Image-Optics Modules www.philipspcg.com



Applications The Philips FTM1010 D/22/IG/M camera module is specifically suited for applications in: • Medical imaging • Scientific imaging • Machine vision • General purpose digital imaging



Description The Philips FTM1010 D/22/IG/M is a 1K x 1K digital camera module that is designed for OEM applications. It consists of a sensor board containing a Philips FTT1010 CCD image sensor and a board that contains the circuitry required to drive the FTT1010 CCD. The boards are connected by two flat flex cables, allowing maximum configuration capability in the camera system.



Features The Philips FTM1010 D/22/IG/M has: • The Philips FTT1010 1K x 1K progressive scan CCD • True 10 bit 1K x 1K images at 22 frames per second • Support for vertical binning at 1024 x 512, 44 frames per second • Continuous or triggered integration control readout modes • Data and sync outputs that can be tri-stated • Oscillator shutdown mode • Flexible mechanical design



Camera Target Performance Summary AD Conversion ----------------------- 10 bits Total RMS Dark Noise --------------- ‹ 2 DN QMax --------------------------------- 50 kel Gain ----------------------------------- 50 el/ DN Black Level Adjusted To ------------ 35 ± 5 DN Black Level Stability ----------------- ± 20 DN Pixel Separation --------------------- › 90% Operating Temperature Range ----- 10°…45°C Power Requirements ---------------- +5V DC +7V DC ±12V DC



Philips Components Image-Optics Modules 100 Providence Pike P.O. Box 278 Slatersville, RI 02876 Tel: (401) 762-3800 Fax: (401) 767-4493 A division of Philips Electronics North America February 1999
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Philips Components Image-Optics Modules FTM1010 D/22/IG/M Digital Camera Module www.philipspcg.com



Sensor The Philips FTT1010 CCD is a one inch lens format, 1024 x 1024 pixel image sensor that supports demanding professional imaging applications, offering high resolution, high dynamic range, high speed, and low dark current. The built-in vertical anti-blooming mechanism of the FTT1010 allows the camera to experience a high degree of overexposure without producing any visible blooming artifacts. Figure 1. shows the structure of the FTT1010 in the FTM1010 module. Data is extracted from output W.
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R A S H T - M A S U L E H - T A L E S H 

Every house carry each otherâ€¦ ... GHALEH RUDKAN HILL. This is an isolated castle situated on the ... The hill is a wildlife park, very foggy and very green ...










 








A M E N D E M E N T 

Nb : La prÃ©sente rectification porte sur la liste des signataires. PROJET DE LOI. ACCES AU LOGEMENT ET URBANISME RENOVE NÂ°. 418 rect. DIRECTION.










 








Z I Y A R A T & E M A M Z A D E H 

NOTA Several famous quranic high schools were founded around, and Mashhad is the only religious school that can be compared in fame . KHOMEYNI was ...










 








Â¡nter rise suite W h e n t h e t e c h nology m a t t e r s A new edge for 

SQLServer, MySQL ). O pen and scalable. Theperformance of the server mainly relies on the architecture ... The browser does not need recompilation for a new.










 








Â¡nter rise suite W h e n t h e t e c h nology m a t t e r s A new edge for 

A relational database server. â€¢ Awebserver ... SQLServer, MySQL). Open and scalable ... Thebrowser does not need recompilation for a new application : it ...










 








Â¡nter rise suite W h e n t h e t e c h nology m a t t e r s A new edge for 

m a t t e r s. A new edge for middleware solutions ... An easy way to build your information system. Suite ... HBrowser downloads pages at each new version.










 








D A T A S H E E T GP-PP-88 Black colored polypropylene compound 

Polymer properties. Norm. Unit. Value. Value. Value min average max. Physico-chemical properties. Melt flow index. ISO 1133 g/10mn. 6. 8. 10. Density interne.










 








GaAs FET D a t a s h e e t 

Dec 17, 1996 - -38.8. 12.58. 150.7 0.01326. 73.7. 0.17. -148.4. 0.2. 0.92. -50.8. 11.98. 141.9 0.01702. 69.3. 0.2. -148.5. 0.25. 0.89. -62.1. 11.34. 133.7 0.02026.










 








D A T A S H E E T GP-PP-128 Black colored polypropylene compound 

Jan 1, 2010 - Polymer properties. Norm. Unit. Value. Value. Value min average max. Physico-chemical properties. Melt flow index. ISO 1133 g/10mn. 10. 12.










 








w w w . D a t a S h e e t 4 U . n e t 

One of these regulators can deliver up to 100 mA ... mV voltage regulation. VI = 8 V to 20 V. 25Â°C. 26. 100. mV. Ripple rejection ... Datasheet pdf - http://www.










 








Â¡nter rise suite W h e n t h e t e c h nology m a t t e r s Batasheet Â¡nter 

Performance. Server load. In web and Java architectures with a web browser client, servers generate HTML pages containing business data. At each user ...










 








N A T A N Z - N A I N - Z A V A R E H - A R D E S T A N 

QOM â€“ emamzadeh KHAN HAMZAH. ARDESTAN, KASHAN PROVINCE â€“ Assistants blow aspand smokes (evil eye traditional repellant) along the Ashura ...










 








Page 1 K E N N E T H R . W | L S O N M E M O R I A L A W A R D ... 

Hermione Wilson. Name / Nom. LAB Business and Bio Business. Publication / Publication. Best Regularly Featured Department or Column. Meilleure chronique ...










 








E Ã©* t h^o 

JE SUIS EN MER. MAMIAN. paroles: France LÃ©a musique : Paul-AndrÃ© Mafur .5!* --{F a erll r. _4t#F*. AJ. ÃŠ'J. -rl a-. > E t'- n. B*' bf. -'=+ffr-z-. AJ. I. TH Ã¢ $ ll-. 1-.










 








S a m u e l T o u l o u s e 

L e a d P r o g r a m m e r. Top Spin 3 (2008). Xbox 360/PS3. Lead Programmer PS3. Pre production and production stages. Managed a team of 8 programmers.










 








A S S E M B l E E 

A sa 4eme seance pleniere' le 21 septembre 1979' l I Assemblee generale a decidtf'' ... Nations Unies pour l 1 Afrique australe : rapport du Secretaire general".










 








S A M E 8 

1960 1965 1970 1975 1980 1985 1990 1995 2000. 120. 100. 80. 60. 40. 20. 0. 1960 1965 1970 1975 ... 03-Aug-9931-Aug-9913-Sep-9929-Sep-9914-Oct-99.










 








A S S E M B l E E ~ 

INDUSTRIEL. BUDGET-PROGRAt1ME DE L 'EXERCICE BIENNAL 1970-1979 ... rale, a ~x&mine l 1 etat presente par le Secretaire general (A/C.5/J4/90).










 








A L U T H E R M O 7 M M 

L'Aluthermo® est un isolant agissant par réflexion, composé de deux couches dissociées de bulles d'air placées en nid d'abeille, enfermées dans un film de ...










 








A L U T H E R M O 21 M M 

18 mars 2014 - couches dissociÃ©es de bulles d'air placÃ©es en nid d'abeille, enfermÃ©es dans un film de polyÃ©thylÃ¨ne ignifugÃ© recouvert de part et d'autre d'une ...










 








R E S P E C T 

ÃŠtre au fait des questions qu'il con- vient de poser. S'adresser clairement et directement aux employÃ©s; Ã©couter. PrÃ©voir des mesures d'adaptation en adoptant ...
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tête de ce manuel . Vérifier le zéro mécanique du galvânomètre et I'ajuster si .... F421OO SAINT-ETIENNE. Tel : +33 (0)4 77 59 36 81. Fax: +33 (01477 57 2323.










 








K A S H A N â€“ A R D E H A L 

Deeper to the promising South : a meditative pause out of Kashan. At least small roads led me closer to the mountains. I detoured after seeing this cone-shaped ...










 








C H A R T S & R E F E R E N C E U.S. TO METRIC CONVERSION 

.4218â€�. 10,716mm. 7/16â€� .4375â€�. 11,113mm. 29/64â€� .4531â€�. 11,509mm. 15/32â€� .4687â€�. 11,906mm. 31/64â€� .4843â€�. 12,303mm. 1/2â€� .50â€�. 12,700mm. INCH. INCH.
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