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SPECIFICATIONS 1.



Scope This manual is intended for use by personnel who are familiar with the basic functions and operation of a military lighted altimeter intended for Freefall Parachuting operations. The manual covers basic operation and maintenance only, it is NOT an instruction manual for use of the altimeter for freefall parachuting.



2.



MA8-30 / MA9-30 Overall dimensions Weight: Max altitude Altitude per pointer revolution: Temperature range Max depth (waterproofing) Body material Battery Type Battery life Low battery detection Battery drain prevention Dial face illumination Back-up illumination
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3.76 x 3.20 x 1.74” 10.5 oz 30,000 feet MSL MA8-30 = 12,000 feet MA9-30 = 30,000 feet -40 +80 oC 6 feet for 1 hour Aluminum Qty 2 A76 or equivalent Approx 6 hours Illumination flashes 6 times and stays on Illumination will turn off 45 minutes after being turned on Electroluminescence Qty 2 Chemical light stick 4.5mm x 39mm
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INDICATED ALTITUDE ADJUSTMENT 3.



The instrument may be zeroed by rotating the knob at the 3 o’clock position. The knob may be rotated continuously in either direction.
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DIAL FACE ILLUMINATION 4.



To turn on the light, push and release the button at the 2 o’clock position. A battery test will be performed and the faceplate illumination will flash once if battery is OK and then stay on for 45 minutes. Note: If a low battery condition is detected the faceplate illumination will flash 6 times (approx 1 per second) and then stay on. When this first occurs there is sufficient energy in the battery for approximately 30 minutes of illumination. The batteries should be replaced. To turn light off, push and release the button. Note: It is not possible to turn the light off within 5 seconds of activation.
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SECONDARY (BACKUP) ILLUMINATION 5.



The MA8-30 and MA9-30 have the facility to use mini chemical light sticks for backup illumination. Insert one or two 4.5mm x 39mm light sticks in the aperture at the 5 o’clock position. NOTE: The chemical light sticks provide emergency illumination only. NOTE: It is possible that the light sticks will leak if left in the altimeter for a prolonged period. Alti-2 recommends that light sticks are removed after use to prevent leaking liquid from damaging the lens.
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BATTERY REPLACEMENT 6.



The MA8-30/MA9-30 requires 2 x A76 button cell batteries. To change the batteries: 1 2 3 4 5 6 7



Remove the 4 screws retaining the battery cover Remove the old batteries and discard Insert new batteries as indicated on the altimeter label Lightly lubricate O Ring with silicon lubricant Replace cover Check for a continuous contact line between the O ring and the transparent cover Check operation of illuminated faceplate



Note: If the faceplate fails to illuminate after battery replacement, remove the new batteries wait 60 seconds and reinsert.



7.



Disassembly Note: Alti-2 does not recommend that the user disassemble the altimeter. Special equipment is required for re-assembly. Unless specifically described here, all maintenance on your altimeter should be performed by Alti-2. If any of the screws on the top or bottom covers are loosened or removed: 1 2 3



Any warranty is voided The unit is no longer waterproof The unit should be returned to Alti-2 for resealing and re-certification
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CLEANING AFTER SALTWATER SUBMERSION 8.



Equipment needed to clean MA-10 altimeters. Tap, bottled or filtered water. Two (2) clean containers.



9.
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Fill two adequately sized containers (for the number of altimeters to be rinsed) with tap, bottled or filtered water.
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10.



STEP 2 Remove wrist strap Open battery compartment and remove batteries.



NOTE: Do not reuse these batteries.



11.



Step 3 With the battery door open, completely submerge altimeters in the first container and let soak for 10 minutes. NOTE: Be sure to remove any air pockets from the battery compartment.
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12.



STEP 4 When soak time is completed, dunk the soaked altimeters at least five times in the same container. Shake off excess water by hand.



13.



STEP 5 Place the drained altimeters into the second container and again dunk at least five times.



14.



STEP 6 Place rinsed altimeters right side up with battery door open, on a stable surface to drip dry.
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15.



DO NOT attempt to touch the filter!! The filter is located in the center of the backplate.



16.



CLEANING AFTER FRESH WATER SUBMERSION Follow the procedure for “Cleaning After Saltwater Submersion” using one rinse container. NOTE: The removed batteries may be reused.
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Service For product service, contact: Alti-2, Inc. 1400 Flightline Blvd. Suite E Deland, FL 32724 Tel: (386) 943 9333 Fax: (386) 943 9303 e-mail: [email protected] Return Material Authorization (RMA) may be obtained from our web site: http://www.alti-2.com/customer support/repairs.htm ALTIMASTER is a registered trademark of Alti-2 Incorporated The Altimaster Dial Face design is a trademark of Alti-2 Incorporated VELCRO® is a registered trademark of Velcro Ind. B.V.
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TC-10 Operation Manual - Complete Parachute Solutions 

Jan 11, 2008 - Once the selector switch has been returned to the â€œSTANDBYâ€� position, the pump will start again to evacuate the air in the booster vacuum ...
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TC-21 Operation Manual - Complete Parachute Solutions 

1/8/2008. D-90040. OPERATION and MAINTENANCE MANUAL. TC-21 TEST CHAMBER. Rev 5 ..... When all units under test have been adjusted for error:.
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Emergency Parachute Manual 

The question some pilots now ask is "what will happen if I bail out and open the .... The parachute will normally open fully within 3 seconds of activation. If an ...
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Emergency Parachute Manual 

Step 17 - Depending on the size of the canopy (PH24, PH26 or PH28), tuck the apex part under or lay flat (as in this photo) and tuck only apex lines under, ...
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complete embedded solutions 

Phone: (904) 880-1840 â€¢ Fax: (904) 880-1632 .... Please note that there are specific references made in this user's manual, in our marketing literature, and in the ...
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complete lifestyle solutions a complete lifestyle solutions dbid k5tm 
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manual final - Parachute Systems 

or tube stows on spectra or micro lines. Use the correct tube stows or elastics. Replace .... the shock cord is still in good condition and its elasticity is still good.).
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Solutions Fleet Complete de TELUS. 

au tableau de bord d'Intact Assurance pour vous permettre de ... de prévenir le vol et les dommages. □ Ajoutez la ... l'hypothèse d'un litre à 1 $). Ce geste ...
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Solutions Fleet Complete de TELUS 

TELUS vous permet de savoir à chaque instant où se trouvent vos actifs et vos ressources mobiles. Suivez vos véhicules et vos chauffeurs. Fleet Complete de ...
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Solutions Fleet Complete de TELUS 

... sur les véhicules, y compris la tension de la batterie, l'état de l'allumage, l'état ... Dispositif de consignation électronique et Heures de service de Fleet ...
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maintenance manual - Contrails 

Oct 1, 2010 - Procedure for classification of â€œOn Condition Partsâ€� at maintenance/ repair: â—‡ NOTE: .... circulation can be combined with a shifted phase A.C. circulation . The ...... design as for configuration 912/914 - 3, with the exception t
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maintenance manual - Bondline 

Dec 8, 2005 - components and assuring that all performance, safety and warning ...... brake components is a violation of the TSO of which the units are jointly qualified, and is prohibited. ..... 208. Parker Hannifin Corporation. Aircraft Wheel & Bra
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maintenance manual - Bondline 

Dec 8, 2005 - Fax (440) 937-5409 â€¢ Technical Service Hotline: 1-800-BRAKING (1-800-272-5464) â€¢ (440) 937- ... conditions shall become part of the contract between Buyer and Seller .... is based on information provided by Buyer or if the design fo
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Solutions Fleet Complete de TELUS. 

Fleet Complete de TELUS – Repère-véhicules accroît la sécurité, l'efficacité et la .... actifs mobiles de grande valeur, qu'ils soient non motorisés ou motorisés à ...
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maintenance manual - Bondline 

Dec 8, 2005 - such tax, the amount thereof shall be in addition to the amounts for the ..... External Design Wheels & Brakes. 2. SUBJECT. PAGE. C. Wheel Disassembly . ...... Remove hubcap/wheel cover, grease seals, and bearing cones.
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Component Maintenance Manual 

Jun 30, 1995 - Field Modification Kit 199-86 for Cessna Models 190 & 195 (Ref. ESL 7011) .... 40-279 / 30-210 Wheel & Brake - Brake Disc / Pressure Plate -.
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Conception et maintenance de solutions informatiques EXPRESSIO 

E4 â€“ Conception et maintenance de solutions informatiques. Coefficient 4. EXPRESSION DES BESOINS. Ã‰preuve ponctuelle. ContrÃ´le en cours de formation.
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Maintenance manual - Documentation CN 

Jun 8, 1994 - Whenever you need to contact NUM for service or parts information, you will be asked for the 8-digit Affaire Number, used by NUM to ..... PWR FAIL LED. This LED is lit in case of a fault in the input voltage. ...... BMS 75 4 1840.
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User's Manual - HDTV Solutions 

en la parte frontal o superior de la carcasa que podrÃa hacer volcar el producto. â€¢ AdemÃ¡s, no se ponga en peligro, o a los niÃ±os, colocando equipo electrÃ³nico o ...
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User's Manual - HDTV Solutions 

responsible for compliance could void the user's authority to operate the ..... The broadcasting standard, which allows stereo sounds to be transmitted with the.
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complete survival manual dbid i5hg 
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Installation and Maintenance Manual - DOCUMENTOP.COM 

INSTALLATION AND SERVICE INSTRUCTIONS. FOR ... Use a tool against wrench flats on conduit hub for final ... E. Tighten locking screw on lens to secure. F. Test light for ..... Phone: 1-877-289-3246 â€¢ 1-708-534-4756 â€¢ Fax: 1-708-534-4887.
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A75P Maintenance Manual Part 1 

If not, injury could occur by drop of the unit because strength of rail is not ... off the power of the equipment which is already mount- ed before ..... 1-10-2. AU-260 Board. HEAD TUNE switch (For Betacam/Betacam SP longitudial audio playback).
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Installation and Maintenance Manual - Zoro.com 

Disconnect light from the power supply before any installation or ... For AC units, connect the phase side of the line to the black wire, the neutral side of the.










 














×
Report MA8-30 Maintenance Manual - Complete Parachute Solutions





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



