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Manual

Increase the separation between the equipment and receiver. •. Connect the equipment into an outlet on a circuit different from that to which the receiver is ... 
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Feature



Details



Feature



Details



Model number



CI20



GPIO



25 available on headers



SoC



Ingenic JZ4780



SPI



CPU



Dual 1.2 GHz XBurst MIPS32 little endian



2 ports on primary and secondary expansion header, with 4 chip selects



Caches



32 kl + 32 kD per core, 512K shared L2



I2C



1 port on primary expansion header



RAM



1 GB DDR3



ADC



NAND



8 GB



7 inputs on secondary expansion header, including 5-wire touch and battery monitoring functions



SD card



1x full size slot + 1x slot via secondary expansion header



UART



1 on dedicated UART header, 2 via primary expansion header



USB



1x USB otg + 1x USB host



Audio



Audio in and out via 3.5mm 4-wire connector



Ethernet



1x 10/100 Mbps using Davicom DM9000C controller over 8-bit interface



JTAG



Standard 14-pin MIPS EJTAG header



Wi-Fi



IW8103 Wi-Fi + BT4.0, built-in ceramic aerial



Transport Stream Interface



Via secondary expansion header



GPU



SGX540



Power



5V via 4 mm (shield) x 1.7 mm (pin) centre positive connector



Video



Hardware video decode up to 1080



Rating



DC input 5V 500 mA – 1000 mA



Display



HDMI, up to 2k resolution



Approvals



FCC ID: X280073, IC: 8864A-0073



Camera



ITU645 dedicated connector



Get started at



www.imgtec.com/creator



Creator CI20 Microcomputer



www.imgtec.com 105XR



Safety instructions 1. 2. 3. 4. 5. 6. 7. 8. 9. 10. 11. 12. 13. 14. 15. 16. 17. 18. 19. 



Read these instructions – All the safety and operating instructions should be read before this apparatus is operated. Keep these instructions – The safety and operating instructions should be retained for future reference. Heed all warnings – All warnings on the apparatus and in the operating instructions should be adhered to. Follow all instructions – All operating and use instructions should be followed. Do not use this apparatus near water – The apparatus should not be used near water or moisture – for example, in a wet basement or near a swimming pool and the alike. WARNING: To reduce the risk of fire or electric shock, do not expose this apparatus to rain or moisture. The apparatus shall not be exposed to dripping or splashing and objects filled with liquids, such as vases, shall not be placed on the apparatus. Unplug this apparatus during lightning storms or when unused for long periods of time. Refer all servicing to qualified personnel. Servicing is required when the apparatus has been damaged in any way. Take care whilst handling to avoid mechanical or electrical damage to the printed circuit board and connectors. Avoid handling the printed circuit board while it is powered. Only handle by the edges to minimise the risk of electrostatic discharge damage. This apparatus is not designed to be powered from a USB port on other connected equipment, if this is attempted it may malfunction. Shielded cables must be used with this unit to ensure compliance with the Class B FCC limits. This apparatus shall only be connected to an external power supply rated at 5V DC, and a minimum current of 500–1000 mA. Any external power supply used with this apparatus shall comply with relevant regulations and standards applicable in the country of intended use. This apparatus should not be over-clocked without using the governor as this may make certain components very hot. This apparatus should be used in a well ventilated environment and should not be covered. This apparatus should be placed on a stable, flat, non-conductive surface when in use and should not have contact with conductive items. The connection of unapproved devices to the GPIO connector may affect compliance or result in damage to the apparatus and invalidate the warranty. All peripherals used with the apparatus should comply with relevant standards for the country of use and be marked accordingly to ensure that safety and performance requirements are met. These articles include but are not limited to keyboards, monitors, and mice used in conjunction with the apparatus. Where peripherals are connected that do not include the cable or connector, the cable or connector used must offer adequate insulation and operation in order to meet the relevant performance and safety requirements.



FCC notice to a user in the United States This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation. WARNING: Changes or modifications to this unit not expressly approved by the party responsible for compliance could void the user’s authority to operate the equipment. NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: • • • • 



Reorient or relocate the receiving antenna Increase the separation between the equipment and receiver Connect the equipment into an outlet on a circuit different from that to which the receiver is connected Consult the dealer or an experienced radio/TV technician for help



IC notice to a user in Canada This device complies with Industry Canada licence-exempt RSS standard(s). Operation is subject to the following two conditions: (1) this device may not cause interference, and (2) this device must accept any interference, including interference that may cause undesired operation of the device. Under Industry Canada regulations, this radio transmitter may only operate using an antenna of a type and maximum (or lesser) gain approved for the transmitter by Industry Canada. To reduce potential radio interference to other users, the antenna type and its gain should be so chosen that the equivalent isotropically radiated power (e.i.r.p.) is not more than that necessary for successful communication.



Notice IC pour un utilisateur au Canada Conformément à la réglementation d’Industrie Canada, le présent émetteur radio peut fonctionner avec une antenne d’un type et d’un gain maximal (ou inférieur) approuvé pour l’émetteur par Industrie Canada. Dans le but de réduire les risques de brouillage radio électrique à l’intention des autres utilisateurs, il faut choisir



le type d’antenne et son gain de sorte que la puissance isotrope rayonnée équivalente (p.i.r.e.) ne dépasse pas l’intensité nécessaire à l’établissement d’une communication satisfaisante. Le présent appareil est conforme aux CNR d’Industrie Canada applicables aux appareils radio exempts de licence. L’exploitation est autoris é e aux deux conditions suivantes : (1) l’appareil ne doit pas produire de brouillage, et (2) l’utilisateur de l’appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d’en compromettre le fonctionnement.



Important modular approval information



This device is intended only for OEM integrators under the following conditions: (For module device use) 1) The antenna must be installed such that 20 cm is maintained between the antenna and users, and 2) The transmitter module may not be co-located with any other transmitter or antenna. 3) Module approval valid only when the module is installed in the tested host or compatible series of host As long as 3 conditions above are met, further transmitter test will not be required. However, the OEM integrator is still responsible for testing their end-product for any additional compliance requirements required with this module installed. IMPORTANT NOTE: In the event that these conditions cannot be met (for example certain laptop configurations or co-location with another transmitter), then the Canada authorization is no longer considered valid and the IC ID can not be used on the final product. In these circumstances, the OEM integrator will be responsible for re-evaluating the end product (including the transmitter) and obtaining a separate Canada authorization. Cet appareilest con çu uniquement pour les intégrateurs OEM dans les conditions suivantes: (Pour utilisation de dispositif module) L’antennedoitêtreinstallée de tellesortequ’une distance de 20 cmestrespectée entre l’antenne et les utilisateurs, etLe module émetteurpeut ne pas êtrecoïmplanté avec un autreémetteurouantenne.L’approbation du module estvalableuniquementlorsque le module estinstalledansl’equipementtesteoudans des equipements compatibles testes. Tantque les 3 conditions ci-dessussontremplies, des essaissupplémentairessurl’émetteur ne seront pas nécessaires.Toutefois, l’intégrateur OEM esttoujoursresponsable des essaissur son produit final pour toutesexigences de conformitésupplémentairesrequis pour ce module installé. NOTE IMPORTANTE: Dans le casoùces conditions ne peuventêtresatisfaites (par exemple pour certaines configurations d’ordinateur portable ou de certaines co-localisation avec un autreémetteur), l’autorisation du Canada n’est plus considérécommevalide et l’ID IC ne peut pas êtreutilisésur le produit final. Danscescirconstances, l’intégrateur OEM sera chargé de réévaluer le produit final (y comprisl’émetteur) etl’obtentiond’uneautorisationdistincte au Canada.



End Product Labeling FOR MOBILE DEVICE USAGE (>20cm/low power)



This transmitter module is authorized only for use in device where the antenna may be installed such that 20 cm may be maintained between the antenna and users. The final end product must be labeled in a visible area with the following: “Contains IC:8864A-0073,FCC ID:X280073”.



Plaque signalétique du produit final



Ce module émetteurestautoriséuniquement pour uneutilisationdans un dispositifoùl’antennepeutêtreinstallée de tellesortequ’une distance de 20cmpeutêtremaintenue entre l’antenne et les utilisateurs. Le produit final doit être étiqueté dans un endroit visible avec l’inscription suivante: “Contient des IC: 8864A-0073,FCC ID:X280073”.



End Product Labeling FOR PORTABLE DEVICE USAGE ( 
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Instruction Manual Instruction Manual 

Siga el ajuste de la prueba de tensiÃ³n de CA. 8. .... A menos que mida tensiÃ³n o corriente, apague y bloquee el suministro ..... O.L. Â» en cas de polarisation.
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MANUAL 

YES: The current result will be stored. NO: The current result will not be stored. Note: If your age reaches 100 years old or more, the only weight result will be ...
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Manual 

Sep 30, 2002 - DOC CTRL CH K. QA CH K. F105 WILL BE CHANGED BETWEEN 1 AND 3 IN LAYOUT. D. SGH-A500_REV1.9B. A3. 1.9B. Kim H. K. Kim H. K.
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THERMISTOR-NTC. 1405-001082. V400. VARISTOR. 1405-001082. V601. VARISTOR. 1405-001082. V602. VARISTOR. 1405-001082. V700. VARISTOR.
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Manual 

R221. R303. R305. R306. R307. R308. R309. R310. R399. R405. R. 4. 0. 6. R413. R420. R421. R. 4. 2. 2. R. 4. 2. 3. R. 4. 2. 4. R. 4. 2. 5. R426. R. 4. 2. 7. R499.
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Manual 

Accessories: RJ45 connector *2 (IP66) ... 32-113 F (045 °C). 906151 ... The adapter should be connected to a mains socket outlet with a protective earth ground ...
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Manual 

Modulation. 0.3GMSK. 0.3GMSK. 0.3GMSK ... There is 32.768KHz wave form at the C327, C328 ? .... Continuous TX ON condition. TX Power Code : 500 code ...
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Manual 

SGH-E400. SERVICE. Manual. GSM TELEPHONE. CONTENTS. 1. Specification. 2. Exploded Views and Parts List .... 2203-000278 C450. 2203-000812 C451.
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Manual 

Baseband Circuit description of SGH-X450. 1) PSC2106. 1. Power Management. Seven low-dropout regulators designed specifically for GSM applications ...
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3. Windtech. w w w . w i n d t e c h . e s. TONIC. 25-27-29-32 flight manual .... 180 gr. Line attachment points are made of polyester. --lines. The lines are .... ther paraglider & being 'waked' by the wing tip vortices of the glider and turbulence 
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Manual 

Le plaque chauffante 15 000 BTU en option est fabriqué en acier usiné avec une finition Blanchard et elle a été spécialement conçue pour off rir d'excellentes ...
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Manual 

Nous apprécions votre choix d'une plaque de cuisson Brigade et espérons ..... de cet appareil a été testée à l'aide d'une batterie de cuisine conventionnelle.
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Manual 

Target power ( required power level according to the specification which should be set by ... Download again. Charge the Battery ...... 3001-001484. QMO01.
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BP. _VF. FU. LL. _C. HA. RG. _EN. TA. _D. ET. C ha rg er_. D is ab le. TA. _P re ..... C129. V_IO. C1. 21. NC. 10. 0n. H. L1. 01. 30 0. R125. V_B. AT. R1. 2 0. 10. 8.
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Manual 

Enable Auto-answer mode .... 4-3. 14 15 16 17 18 19 20 21 22 23 24 25. 1. 2. 3. 4. 5. 6. 7. 8. 9 10 11 12 13 ..... MPR-SCREW CAP. 16 ... RMO-MOBILE CAP. 24.
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Manual 

Open the window and place the main window panel into ..... For US Customers: This warranty is extended to the original purchaser and any succeeding owner ...
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Manual 

Call an authorized service company ..... local or state consumer affairs office or your state's Attorney General. ...... Ne pas enlever la prise de liaison à la terre.
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Manual 

blink when there is traffic through LAN port. LAN2 - Solid ... Method 1. 1. Connect one end of your Ethernet cable to the LAN1 (PoE) port on the access point. 2.










 


[image: alt]





Manual 

A complete constant-current/constant-voltage linear charger for single cell lithium-ion batteries. If ta connected to ... It has 8x1Kword on-chip program/data RAM, 55Kwords on-chip ... JPEG encoder and decoder are baseline ISO/IEC 10918-1.
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Manual 

NE PAS utiliser un feu fort pendant de longs temps de cuisson. ..... de quatre-vingt-dix (90) jours Ã  partir de la date d'achat d'origine ou la date de clÃ´ture pour ...
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Manual 

3. Leakage Current Hot Check (Figure 1-1):. WARNING: Do not use an isolation transformer during this test. Use a leakage current tester or a metering system.
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Manual 

Service Manual Online Homepage: http://manual.kmip.net/ Email: [email protected] ICQ: 343183001 QQ: This Service Manual is a property of Samsung ...
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4. KEYPAD 12. C2. 22. 47. 0n. F. 0. LED212. C2. 24. R214. VC. CB. 10. 0N. F. 12. L. E. F. T. KEYPAD. 12. 12. 8 ...... MEC-FOLDER BRACKET. GH75-03247A ...
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120ohm,5%,1/16W,DA,TP,1005. 2007-001319. R221. R-CHIP. 1.2Kohm,5%,1/16W,DA,TP,1005. 2007-001320. R219. R-CHIP. 1.8Kohm,5%,1/16W,DA,TP,1005.










 














×
Report Manual





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



