






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































master control panels

dock devices to prevent operation until all the .... Interlocks equipment to ensure safe, sequential operation. ... Dock leveler & Restraint Interconnect/Interlock. 

















 Télécharger le PDF 






 3MB taille
 3 téléchargements
 238 vues






 commentaire





 Report
























MASTER C O N T R O L PA N E L S S T R E A M L I N E D O P E R A T I O N . U LT I M A T E E F F I C I E N C Y. E N H A N C E D S A F E T Y. T h a t ’s t h e p o w e r o f t o t a l c o n t r o l f r o m K e l l e y.



KELLEY MASTER CONTROL PANELS:



The Power of Total Control. LOADING DOCKS ARE BUSY PLACES, and are becoming busier every day. Naturally, as workloads increase, so does the need for a variety of automated dock equipment to meet those demands effectively. Unfortunately, so much equipment per dock means multiple controls and excessive electrical conduit cluttering up the dock wall, decreasing productivity and increasing installation costs.



Leveler functions are interlocked with other dock devices to prevent operation until all the safety systems are operational and the dock doors are opened.



Vehicle restraints are controlled through the Master Control Panel and interlocked with other dock devices to prevent operation until the trailer is securely locked in place.



Exterior dock doors are controlled and monitored for increased dock security and prevention of accidental door damage.



Interior dock lights can be powered through control panel and can be programmed to operate before dock operations begin.



Inflatable seals and shelters are sequentially controlled and monitored for increased environmental efficiency and security.



ON



OFF



RED



Integral maintenance disconnect cuts power to the control panel for routine service and maintenance; two styles available.



GREEN



SHELTER Off



ENTER VEHICLE ON GREEN LIGHT ONLY ALWAYS RESTRAIN VEHICLE BEFORE LOADING OR UNLOADING



THE SOLUTION: Kelley Master Control Panels. These panels are easy to install, with just one electrical feed per dock, and can improve the functionality of a variety of dock equipment from one convenient location. Kelley Master Control Panels can even control two dock positions from a single panel. Compared to conventional installations of separate control panels, disconnect, power on/off and warning lights, this can save hundreds of dollars in installation costs per dock position. In addition, the all-in-one-place convenience of Kelley Master Control Panels can drastically improve productivity on your dock. FEATURES:



VEHICLE RESTRAINT



DOOR



NOTE: If vehicle restraint fails to release, the red light on the control panel will remain flashing. If the hook is jammed on the trailer, back the trailer to free it, then press and hold the RELEASE button until the hook is properly stored.



USE RESTRICTED TO TRAINED OPERATORS



TO HITCH VEHICLE: ● Press “HITCH” button. ● If vehicle cannot be hitched, RED light will continue to flash. ● Make certain vehicle wheels are chocked and the brakes are set. ● Press “RESTRAINT OVERRIDE” button, lights will flash RED/GREEN.



TO RELEASE VEHICLE: ● Store dock leveler. ● Press “RELEASE” button. ● Vehicle may now pull out.



Store Dock Leveler before allowing vehicle to pull away.



TO STORE DOCK LEVELER 1. After completing cargo transfer, push and hold button until lip is fully withdrawn from trailer.



120V GFI duplex receptacle, located on the side of the panel, provides auxiliary power for other devices.



Raise



2. Release button; Dock Leveler will lower to stored position at dock level.



ATTACHER



ROUGE



Close



Restraint Override



Stay clear of leveler unless lip is supported by the vehicle platform or the Dock Leveler is stored; unsupported Dock Leveler can lower unexpectedly.



TO POSITION DOCK LEVELER 1. Push and hold the button until Dock Leveler stops raising. Release; lip will extend as Dock Leveler lowers until lip is supported by the vehicle platform.



Stop



Release



DOCK LEVELER Before pressing button, ensure lip avoids contact with the vehicle platform sides and cargo. If lip does not lower to the vehicle platform, reposition trailer.



Open



Hitch



• Fully integrates operations for the dock leveler, vehicle restraint, overhead door and other dock equipment. • Single power source saves field electrical labor and hard wiring costs.



Auto



END LOADING BELOW DOCK LEVEL See procedures on laminated placard posted near leveler; if missing, call 262-518-1000 for replacement.



VERT



Entrer dans le camion au feu vert seulement TOUJOURS ATTELER VOTRE VÉHICULE AVANT DE CHARGER OU DÉCHARGER AVERTISSEMENT



LIBERER



Ne pas activer la fonction «DÉSAFFECTER» sans avoir calé les roues du véhicule. Seul le personnel autorisé devrait initier la fonction «DÉSAFFECTER».



POUR ATTELER LE VÉHICULE : • Appuyer sur le bouton «Atteler». • Si le véhicule ne peut être attelé, le Feu Rouge continuera à clignoter. • Assurez-vous que les roues du véhicule sont calées et que les freins sont serrés. • Appuyer sur le bouton «Désaffectation», la lumière clignotera Rouge/Vert.



ANNULER



POUR DÉGAGER LE VÉHICULE : • Remiser le niveleur de quai. • Appuyer sur le bouton «Relâcher». • Le véhicule peut maintenant sortir.



NIVELEUR DE QUAI DANGER Danger d’arc électrique et d’électrocution



• Interlocks equipment to ensure safe, sequential operation.



Équipement de protection individuelle requis



Do not initiate RESTRAINT OVERRIDE unless vehicle wheels have been chocked. Only authorized personnel should initiate RESTRAINT OVERRIDE.



• Centralized equipment controls simplify operations. • Compact Panel size optimizes wall space in confined areas and provides a more aesthetic, organized appearance. • Standard LED communication lights dramatically increase the brightness of your indoor/outdoor communication system and eliminates the need to change incandescent light bulbs.



Avant d’appuyer sur le bouton, assurez-vous que la bride n’est pas en cotact avec les côtés de la plateforme du véhicule et la cargaison. Si la bride ne descend pas jusqu’à la plateforme du véhicule, repositionnez la remorque.



Ce tableau peut comprendre plus d’une source d’alimentation.



Remisez le niveleur avant de laisser sortir le véhicule.



AVERTISSEMENT Des blessures graves ou le décès de personne peut survenir lorsque les véhicules se retirent de façon inattendue du quai de chargement. Avant de charger ou décharger, assurez vous que les roues du véhicule sont bloquées ou qu’un dispositif de retenue de véhicule est engagé. Avant de bloquer les roues ou d’engager le dispositif de retenue du véhicule, réduisez la pression du système pneumatique d’amortissement de chocs et engagez le frein de stationnement. Pour prévenir les blessures lors de l’utilisation des équipements de quai, lisez et assurez vous de comprendre les instructions de fonctionnement comprises à leurs manuels d'utilisation. N’utilisez pas l’équipement de quai s’il semble être endommagé ou ne semble pas fonctionner correctement. Informez immédiatement votre superviseur. En tout temps que le dispositif de retenue du véhicule sera défectueux, vous devrez installer des cales de blocage des roues.
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Additional Warnings and Instructions On Side Of Enclosure



Kelley Master Control Panels can be customized to operate auxiliary equipment such as a door heater and air curtains and can be customized with company logos.



AVERTISSEMENT UTILISATION RÉSERVÉE AU PERSONNEL FORMÉ



Couper l’alimentation à l’équipement avant d’y accéder. N’ouvrez pas le couvercle sans protection appropriée Ne pas vous conformer résultera en de graves blessures ou la mort. Pour connaître les exigences de protection, référez vous à la norme NFPA 70E.



Demeurez à l’écart du niveleur jusqu’à ce que sa bride soit supportée par la plateforme du véhicule ou que l’appareil soit remisé ; un niveleur non supporter peut s’affaisser brusquement.



POUR METTRE LE NIVELEUR EN POSITION 1. Enfoncez et maintenez le bouton appuyé jusqu’à ce que l'appareil cesse de monter. Relâchez; la bride sortira à mesure que le niveleur de quai descend et jusqu’à ce que la bride soit supportée par la plateforme du véhicule. POUR REMISER LE NIVELEUR 1. À la fin du transfert de cargaison, enfoncez et maintenez le bouton jusqu’à ce que la bride soit complètement retirée de la remorque.



ÉLÉVATION DU NIVELEUR



AVANCÉE DE LA BRIDE



2. Relâchez le bouton; le niveleur s’abaissera à la position de remisage au niveau du quai.. FIN DU CHARGEMENT EN DESSOUS DU NIVEAU DE QUAI Voir les procédures sur la plaquette qui se trouve près du niveleur; en cas de disparition, appeler le 262-518-1000 pour remplacement.



Élever



Kelley Master Control Panels can be customized with bilingual labels for clearer communication on operating instructions. ART-959A
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MASTER CONTROL PANEL COMBINATIONS MASTER CONTROL PANELS can be customized to include a variety of equipment combinations to meet your exact needs. Here are three of the most common combinations, but many more combinations exist.



Dock leveler & Restraint Interconnect/Interlock



With this safety-enhancing combination, operating the dock leveler and extending the lip causes the restraint to automatically engage. The restraint cannot be released until the lip has been returned to its stored position. RED



DANGER Arc Flash and Shock Hazard Appropriate PPE Required De-energize equipment before working on or inside. Do not open cover without appropriate PPE. Failure to comply will result in death or serious injury. Refer to NFPA 70E for PPE requirements. This panel may contain more than one power source.



GREEN



Death or serious injury may result when vehicles unexpectedly pull away from the dock. Before loading or unloading, make certain the vehicle wheels are chocked or a vehicle restraining device is engaged. Before chocking wheels or engaging vehicle restraint, dump air from air ride suspensions and set parking brakes. To avoid injury, before using the dock equipment, be certain to read and understand the operating instructions which are printed in the User's manuals. Do not use the dock equipment if it looks damaged or does not seem to function properly. Inform your supervisor immediately. Use wheel chocks on all vehicles until the vehicle restraint is repaired.



ENTER VEHICLE ON GREEN LIGHT ONLY ALWAYS RESTRAIN VEHICLE BEFORE LOADING OR UNLOADING



VEHICLE RESTRAINT



DOCK LEVELER USE RESTRICTED TO TRAINED OPERATORS Before pressing button, ensure lip avoids contact with the vehicle platform sides and cargo. If lip does not lower to the vehicle platform, reposition trailer. Stay clear of leveler unless lip is supported by the vehicle platform or the Dock Leveler is stored; unsupported Dock Leveler can lower unexpectedly.



Hitch



Store Dock Leveler before allowing vehicle to pull away.



TO HITCH VEHICLE:



● Press “HITCH” button. ● If vehicle cannot be hitched, RED light will continue to flash. ● Make certain vehicle wheels are chocked and the brakes are set. ● Press “RESTRAINT OVERRIDE” button, lights will flash RED/GREEN.



TO POSITION DOCK LEVELER 1. Push and hold the button until Dock Leveler stops raising. Release; lip will extend as Dock Leveler lowers until lip is supported by the vehicle platform.



TO STORE DOCK LEVELER



Release



Raise



1. After completing cargo transfer, push and hold button until lip is fully withdrawn from trailer.



TO RELEASE VEHICLE: ● Store Dock Leveler. ● Press “RELEASE” button. ● Vehicle may now pull out.



2. Release button; Dock Leveler will lower to stored position at dock level.



NOTE: If vehicle restraint fails to release, the red light on the control panel will remain flashing. If the hook is jammed on the trailer, back the trailer to free it, then press and hold the RELEASE button until the hook is properly stored.



END LOADING BELOW DOCK LEVEL See procedures on laminated placard posted near leveler; if missing, call 262-518-1000 for replacement.



Restraint Override



Leveler Raise



Lip Extend Do not initiate RESTRAINT OVERRIDE unless vehicle wheels have been chocked. Only authorized personnel should initiate RESTRAINT OVERRIDE.
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Dock leveler, Restraint & Dock Door Interconnect/Interlock



This combination ensures a safe sequence of operation. The restraint must be engaged before the door can be opened, then the overhead door must be opened before the dock leveler can be operated. When loading/unloading is complete, process works in reverse. RED



DANGER Arc Flash and Shock Hazard Appropriate PPE Required De-energize equipment before working on or inside. Do not open cover without appropriate PPE. Failure to comply will result in death or serious injury. Refer to NFPA 70E for PPE requirements. This panel may contain more than one power source.



GREEN



Death or serious injury may result when vehicles unexpectedly pull away from the dock. Before loading or unloading, make certain the vehicle wheels are chocked or a vehicle restraining device is engaged. Before chocking wheels or engaging vehicle restraint, dump air from air ride suspensions and set parking brakes. To avoid injury, before using the dock equipment, be certain to read and understand the operating instructions which are printed in the User's manuals. Do not use the dock equipment if it looks damaged or does not seem to function properly. Inform your supervisor immediately. Use wheel chocks on all vehicles until the vehicle restraint is repaired.



ENTER VEHICLE ON GREEN LIGHT ONLY ALWAYS RESTRAIN VEHICLE BEFORE LOADING OR UNLOADING



VEHICLE RESTRAINT



DOOR



DOCK LEVELER USE RESTRICTED TO TRAINED OPERATORS Before pressing button, ensure lip avoids contact with the vehicle platform sides and cargo. If lip does not lower to the vehicle platform, reposition trailer. Stay clear of leveler unless lip is supported by the vehicle platform or the Dock Leveler is stored; unsupported Dock Leveler can lower unexpectedly.



Hitch



TO HITCH VEHICLE:



● Press “HITCH” button. ● If vehicle cannot be hitched, RED light will continue to flash. ● Make certain vehicle wheels are chocked and the brakes are set. ● Press “RESTRAINT OVERRIDE” button, lights will flash RED/GREEN.



Open



Store Dock Leveler before allowing vehicle to pull away.



TO POSITION DOCK LEVELER 1. Push and hold the button until Dock Leveler stops raising. Release; lip will extend as Dock Leveler lowers until lip is supported by the vehicle platform.



TO STORE DOCK LEVELER



Release



Stop



TO RELEASE VEHICLE: ● Store dock leveler. ● Press “RELEASE” button. ● Vehicle may now pull out.



1. After completing cargo transfer, push and hold button until lip is fully withdrawn from trailer.



Raise



2. Release button; Dock Leveler will lower to stored position at dock level.



NOTE: If vehicle restraint fails to release, the RED light on the control panel will remain flashing. If the hook is jammed on the trailer, back the trailer to free it, then press and hold the RELEASE button until the hook is properly stored.



Restraint Override



END LOADING BELOW DOCK LEVEL See procedures on laminated placard posted near leveler; if missing, call 262-518-1000 for replacement.



Close



Leveler Raise



Lip Extend Do not initiate RESTRAINT OVERRIDE unless vehicle wheels have been chocked. Only authorized personnel should initiate RESTRAINT OVERRIDE.
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Dock leveler, Restraint, Inflatable Dock Seal/Shelter & Dock Door Interconnect/Interlock



This combination ensures a safe sequence of operation is followed: The restraint must first be engaged. Then the seas or shelter must be inflated before the door can be opened. Once the overhead door is opened, the dock leveler can be operated. When loading/unloading is complete, process works in reverse ON



OFF



RED



GREEN



SHELTER Off



ENTER VEHICLE ON GREEN LIGHT ONLY ALWAYS RESTRAIN VEHICLE BEFORE LOADING OR UNLOADING



VEHICLE RESTRAINT



Auto



DOOR



NOTE: If vehicle restraint fails to release, the red light on the control panel will remain flashing. If the hook is jammed on the trailer, back the trailer to free it, then press and hold the RELEASE button until the hook is properly stored.



USE RESTRICTED TO TRAINED OPERATORS Before pressing button, ensure lip avoids contact with the vehicle platform sides and cargo. If lip does not lower to the vehicle platform, reposition trailer.



Open



Hitch TO HITCH VEHICLE: ● Press “HITCH” button. ● If vehicle cannot be hitched, RED light will continue to flash. ● Make certain vehicle wheels are chocked and the brakes are set. ● Press “RESTRAINT OVERRIDE” button, lights will flash RED/GREEN.



TO RELEASE VEHICLE: ● Store dock leveler. ● Press “RELEASE” button. ● Vehicle may now pull out.



TO STORE DOCK LEVELER 1. After completing cargo transfer, push and hold button until lip is fully withdrawn from trailer.



Raise



2. Release button; Dock Leveler will lower to stored position at dock level.



Close



Restraint Override



Stay clear of leveler unless lip is supported by the vehicle platform or the Dock Leveler is stored; unsupported Dock Leveler can lower unexpectedly. Store Dock Leveler before allowing vehicle to pull away.



TO POSITION DOCK LEVELER 1. Push and hold the button until Dock Leveler stops raising. Release; lip will extend as Dock Leveler lowers until lip is supported by the vehicle platform.



Stop



Release



DOCK LEVELER



END LOADING BELOW DOCK LEVEL See procedures on laminated placard posted near leveler; if missing, call 262-518-1000 for replacement.



Do not initiate RESTRAINT OVERRIDE unless vehicle wheels have been chocked. Only authorized personnel should initiate RESTRAINT OVERRIDE.
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Additional Warnings and Instructions On Side Of Enclosure



1612 Hutton Dr., Suite 140 Carrollton, TX 75006 Tel: 800.558.6960 Fax: 972.389.4766 email: [email protected] www.kelleycompany.com A continuing research program is in effect at Kelley. We reserve the right to incorporate product improvement at any time without prior notice.
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