






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































Minimec Pump Timing

Remove the pump drive inspection cover from the timing case cover. ... For this procedure you will require an old fuel injector pipe shaped as in the diagram. 1. 
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Simms Minimec Injection Pump Timing - 34TD, 38TD, 4/98NT & 4/98TT Engines This procedure requires the use of a few special tools, but can be carried out without them. Also it assumes that the original flywheel is still fitted. Different models of engine have different injection timing degrees. 1.



Insert timing pin AMK 9990 through the flywheel housing hole above the starter motor (A ¼ inch (6 mm) twist drill will suffice in the absence of the correct tool) and engage the pin with the hole in the flywheel when number one piston is on its compression stroke. (Remove the rocker cover to verify that both valves on number one cylinder are closed)



2.



Remove the pump drive inspection cover from the timing case cover. Slacken the three Allen screws in the gear hub half a turn. Note; these three screws are ‘captive’ and can’t be removed without removing the complete hub.



3.



Remove the tractometer drive housing from the pump.



4.



Fit timing pointer 18G 1114 to the pump camshaft and rotate the camshaft to align the pointer with the timing mark on the pump body. (In the absence of the special tool one can be made from a suitable washer and a ¼ inch (6 mm) Allen key, cut, shaped and welded to the washer - see diagram)



5.



Tighten the drive gear Allen screws and refit the inspection cover.



6.



Refit the tractometer drive housing and cable.



7.



Thoroughly bleed the fuel system and, if necessary, reset both maximum running speed and engine idling speed.



REMEMBER TO REMOVE THE TIMING PIN FROM THE FLYWHEEL HOUSING BEFORE STARTING THE ENGINE Data; Injection Timing; 10/42 and 10/60 3/45 and 4/65 344 384 4/98NT & TT
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Alternative ‘Spill’ timing method. For this procedure you will require an old fuel injector pipe shaped as in the diagram. 1.



Insert timing pin AMK 9990 through the flywheel housing hole above the starter motor (A ¼ inch (6 mm) twist drill will suffice in the absence of the correct tool) and engage the pin with the hole in the flywheel when number one piston is on its compression stroke. (Remove the rocker cover to verify that both valves on number one cylinder are closed)



2.



Remove the pump drive inspection cover from the timing case cover. Slacken the three Allen screws in the gear hub half a turn. Note; these three screws are ‘captive’ and can’t be removed without removing the complete hub. Turn the pump as far as possible against normal rotation (Anti-clockwise).



3.



Remove number one fuel injection pipe then remove the clamp and unscrew the delivery valve holder from number one element, remove the delivery valve, valve spring and volume reducer and refit the delivery valve holder. Connect the test pipe to the delivery valve holder.



4.



Set the stop control lever in the ‘Run’ position and the throttle lever in the maximum position.



5.



Operate the fuel lift pump to prime the fuel system, fuel should now flow from the test pipe.



6.



Turn the injection pump slowly in the direction of normal rotation (Clock-wise). As the element inlet port is progressively closed by the rising plunger, the fuel issuing from the test pipe will gradually diminish, the instant of inlet port closure will be observed when there is no drip of fuel from the test pipe for a period of 15 sec's. (The term ‘inlet port closure’ refers to the instant when the flow of fuel through the barrel inlet port from the fuel gallery is cut off by the pumping plunger on its upward stroke, and corresponds to the theoretical commencement of injection)



7.



Tighten the drive gear Allen screws and refit the inspection cover.



8.



Remove the test pipe and delivery valve holder. Refit the delivery valve, valve spring and volume reducer and refit the delivey valve holder. Refit number one injection pipe.



9.



Thoroughly bleed the fuel system and, if necessary, reset both maximum running speed and engine idling speed.



REMEMBER TO REMOVE THE TIMING PIN FROM THE FLYWHEEL HOUSING BEFORE STARTING THE ENGINE This ‘Spill’ procedure can be used on Minimec pumps with the three part drive coupling. The engine timing mark is on the flywheel and lines up with a mark behind the square inspection cover on the clutch cover. The timing pointer is on the front of the pump with a scribe line on the coupling. 2
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Dimensions for Simms Minimec Fuel Injection Pump Timing Tool 

1/4 inch (6.35 mm) 'Allen' key, cut and shaped to 30Âº point. 13/16 inch (20.63 mm). 1 inch (25.4 mm). 2 3/8 inch (60 mm). Dimensions for Simms Minimec Fuel ...
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Timing Verification 

Error: Setup violation on. Instance:/chip/BITSLIUCOREU/RX9U/RXBC/U3UFLOWUERRU with path D-CP at Time=998926.275ns : Violation=1.147ns against.
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Course timing 

Replication of RNA viruses. Reverse genetics system of RNA viruses. 10th. 9 Dec. - Rabies situation in Vietnam. - Cell culture of rabies vaccine for human use.
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Energy Timing 

Page 1 ... Formule de prix. Vous pouvez utiliser la formule sui vante pour calculer quotidienne ment le prix pour chaque tranche et dÃ©cider si le moment d'achat.
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TIMING ONCOREâ„¢ RECEIVER 

100 meters 2dRMS with SA as per DoD specification. Less than 25 m SEP without SA. Timing Accuracy ... Motorola, Inc. 2002. M12+Timing 9.02 500.
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BKW timing comfort 

ro fi. l d e fo u rn itu re. Tranche 1. Temps. BKW timing comfort. BKW timing comfort est le produit idÃ©al si vous consommez plus de. 3 GWh d'Ã©lectricitÃ© par an.
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www.chronorace.be - Electronic Timing 

H QT lmeJlLkgh Kkwv d[i Ighli @R POGV TZ NSZY Q@ Y@ZSTZ .... YY +VOGx YT ZSRR YX QR@USNX@SRTSQo+O/VO=; QN QY @SQT QN ZN QTS@Z ...
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timing disc - Scooterhelp.com 

Vespa Rally 180: Vespa 180 SS: Vespa GS160: Vespa P150X: GS150 (VS1-5):. GS150 (VS5):. 150 Sprint, Sprint Veloce, Super: Vespa 150 (VBA, VBB, VL3):.
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multi-purpose pump - Red Lion Pump 

Support the pump and its piping during assembly and after installation. Failure to ..... any customer in removing and/or affixing any product, part, or component ...
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RJSE Jet Sprinkler Pump - Red Lion Pump 

a) Emplacement de la pompe : La pompe devrait être installée dans un endroit ... être boulonnée sur une base solide, de préférence en béton, et bénéficier d'un ...
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condensate pump c20st - Red Lion Pump 

for future reference. The product you have purchased is of the highest quality ... DESCRIPTION. Your Red Lion condensate pump is designed as an automatic.
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Battery Backup Sump Pump - Pump Products 

5. Do not lift pump by electrical cord. 6. Pump water only with this pump. 7. Pump is ... nals are short circuited. Install battery in box. ... The charger is equipped with a self-resetting circuit breaker .... Número de modelo de la bomba: Número de
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shallow well jet pump - Red Lion Pump 

filtre permettant Ã  l'eau de pÃ©nÃ©trer Ã  l'intÃ©rieur du tuyau, tout en retenant le sable et les ..... Lubrifier les composants en caoutchouc du joint rotatif (9) (eau.
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pedestal sump pump - Red Lion Pump 

nécessaires pour utiliser en toute sécurité les pompes Red Lion. Garder le présent .... des supports, ne pas la faire fonctionner à vide. Remplir le bassin.
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pedestal sump pump - Red Lion Pump 

The Red Lion pump you have purchased is of the highest quality ..... any product returned under warranty to confirm that the warranty applies before repair or ...
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condensate pump c15 - Red Lion Pump 

et l'arrivÃ©e doit se trouver sous le serpentin d'Ã©coulement. Son carter en plastique n'est pas compatible avec la tuyauterie. 4. Courant flexible tubage ou pipe ...
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Oil Pump 

Page 1. Oil Pump. Disassembly/Reassembly. Prior to reassembling, clean all the parts in solvent, dry them, and apply lubricant to any contact surfaces.
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FUEL PUMP 

Air Bleed Holesâ†’ Mixtureâ€¦â€¦. Air Bleed Holesâ†’ Mixture ... Fuel tank capacity: 10.5 liters ... 100#. Slow jet. 38#. 35#. Idle speed. 1700. 1600. Fuel pump output.
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Heat Pump 

Bradford White Heat Pump Water Heater RE2H50, RE2H80. IMPORTANT SAFETY NOTICE. This information is intended for use by individuals possessing ...
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FUEL PUMP 

The fuel pump adopted for this model is a vacuum-type fuel pump which ... and deliver fuel from the fuel tank to the carburetor through the suction valve and ...
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gear pump 

API CD engine oils per SAE J183. â€¢ M2C33F or G automatic ...... Ã˜ 16.662 [.656]. 11.95-12.7 [.471-.473]. 16.05 [.632] max. 17 [.670]. B max. 18 [.709]. 5 [.020]. C/c.
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Sewage Pump 

services or replacement power, downtime costs, or claims of buyer's cus tom ers for such damages. You MuSt retain your purchase receipt along with this form.
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fuel pump 

Incorrect idle speed. â€¢ Restricted fuel line. â€¢ Rich mixture. â€¢ Too much fuel getting to cylinder. â€¢ Lean mixture. â€¢ Clogged air cleaner. â€¢ Clogged air cleaner.










 


[image: alt]





multi-purpose pump - Red Lion Pump 

prong grounded outlet equipped with a ground fault circuit interrupter (GFCI) device. ... power source, wait 5 seconds, then reconnect the cord. P. O. Box 12010.
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