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MIRA Caratteristiche principali: MIRA Main features: MIRA

CODER OPER. Audio input impedance. 600Î©/10kÎ©(internal jumper), balanced. Audio input connector. XLR. Audio input level. 2Vpp nominal (-6dB / +12dB from ... 
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MIRA Caratteristiche principali:



MIRA Main features:



MIRA Caracterìsticas principales:



Qualità del suono digitale



Digital sound quality



Calidad de sonido digital



Elevato rapporto segnale/rumore 90dB



High signal-to-noise ratio 90dB



Alto índice de señal/ruido 90dB Alta separación stereo 60dB



Elevata separazione stereo 60dB



High stereo separation 60dB



L'unico con display touch-screen



The only one with touch-screen display



El único con pantalla digital (touch-screen)



Tutte le funzioni sono gestite attraverso il touch-screen



All functions are managed via touch-screen



Todas las funciones son manejadas via pantalla digital (touch-screen)



Controllato completamente da microprocessore



Completely microprocessor controlled



Alimentazione switching-mode



Switching-mode power supply



Ampio range di potenza disponibile 30/150/250W



Wide power range available 30/150/250W



Completamente telecontrollabile con RS232 e software dedicato



Completely remotely controllable with RS232 and dedicated software



Microprocesador contolado completamente Fuente de poder switching-mode Amplio rango de poder disponible 30/150/250W Completamente controlable remotamente con el software dedicado RS232



Complete series of FM MIRA Transmitter: - MIRA30, Power 30W



- MIRA30S, Power 30W, with Stereo Coder



- MIRA250, Power 250W



- MIRA250S, Power 250W, with Stereo Coder



TECHNICAL SPECIFICATIONS RF SECTION Frequency range Reference stability Lockable to external reference Output power Automatic level control Output impedance/connector RF Monitor level/connector Off lock attenuation Asynchronous AM S/N ratio Synchronous AM S/N ratio Spurious and harmonic suppression Modulation capability



87.5 - 108MHz, 10/50/100kHz (from front panel) ± 2.5ppm (0° - 50°C) 5/10MHz (from front panel) 30W (250W on request) 5-100% (from front panel) 50Ω/N -30dBc/BNC > 60dB > 65dB > 60dB Meets or exceeds all FCC and CCIR requirements Meets or exceeds all FCC and CCIR requirements



MPX



Audio input impedance Audio input connector Audio input level Frequency amplitude response Harmonic distortion S/N Ratio with CCIR unweighted S/N Ratio with CCIR weighted S/N Ratio with RMS Detector



600Ω/10kΩ (internal jumper), balanced XLR 2Vpp nominal (-6dB / +12dB from front panel) ± 0.05dB 20-53kHz ±0.1dB 53-100kHz < 0.1% 20-100kHz (0.05% 20-53kHz) 83dB (400Hz reference for ± 75kHz deviation with 50µs de-emphasis) 80dB (400Hz reference for ± 75kHz deviation with 50µs de-emphasis) 90dB (400Hz reference for ± 75kHz deviation with 50µs de-emphasis)



MONO OPERATION



Audio input impedance Audio input connector Audio input level Frequency amplitude response Harmonic distortion Pre-emphasis S/N Ratio with CCIR unweighted filter S/N Ratio with CCIR weighted filter



600Ω/10kΩ (internal jumper), balanced XLR 2Vpp nominal (-6dB / +12dB from front panel) ± 0.2dB 30-15kHz < 0.05% 30-15kHz Flat, 50µs, 75µs (from fron tpanel) 82dB 78dB



INT. CODER OPER.



Audio input impedance Audio input connector Audio input level Frequency amplitude response Harmonic distortion Pre-emphasis Stereo separation S/N Ratio with CCIR unweighted filter S/N Ratio with CCIR weighted filter



600Ω/10kΩ (internal jumper), balanced XLR 2Vpp nominal (-6dB / +12dB from front panel) ± 0.2dB 30-15kHz < 0.05% 30-15kHz Flat, 50µs, 75µs (from front panel) > 50dB (tip. 60dB) 30-15kHz 76dB (with 50µs de-emphasis) 72dB (with 50µs de-emphasis)



SCA OPER. (2 Input)



Audio input impedance Audio input connector Audio input level Frequency amplitude response



10kΩ, unbalanced BNC 2Vpp nominal for ± 75kHz deviation (-6dB / +12dB from rear panel) ± 0.1dB 40-100kHz



AUXILIARY



Serial interface Serial interface



RS232, RS485 (with host computer/modem) I2C bus for power amplifier control



AC Power requirements Panel size Ambient temperature range Dimensions Weight



110-220Vac 50/60Hz Rack 19"-3U -5° to +45°C 370x485x130mm 12kg



These specifications are therefore subject to change without notice. Per esigenze tecnico-costruttive ci riserviamo il diritto di apportare varianti ai prodotti, senza preavviso.
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Mira, celle qui regarde 

de livres Ã  la bibliothÃ¨que. J'en mets plein mon sac Ã  dos et je les apporte jusqu'au demi-sous-sol de la rue des AmÃ©lanchiers oÃ¹ nous habitons, elle et moi.
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Mira - CAD Interop 

specialises in product engineering and test services. There are some ... analysis techniques rather than building prototypes and seeing how ... MIRA's Advanced Engineering Electrical Group. â€œThere ... in terms of overall impact on car design.
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Mira - CAD Interop 

Electromagnetic compatibility (EMC) is a growing issue for many ... industry. The problem stems from the increasing use of ... www.transcendata.com. CADfix is a ...
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heinemann spanish mira 3 answers pdf 

instructions or guides in the manual Online e-Book heinemann spanish mira 3 ... are entirely free to find, use and download, so there is no cost or stress at all.
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RÃ©sultats PG gest2011.xlsx - UniversitÃ© Abderrahmane Mira - Bejaia 

AMIRAT LAMIA. Liste d'attente. Science GEST/FIN. BEJAIA. 10. 09,750. 04,500. 07,125. HADDOUCHE SOUAD. Liste d'attente. Sciences COM/MANG. ALGER.
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Prijs ABCA/BVKC beste tentoonstelling 2016: Mira Sanders 'Inland ... 

De prijs wordt overhandigd op zaterdag 24 juni in LUCA School of Arts ... L'Association belge des critiques d'art a relancÃ© en 2016 son prix d'honneur Â« Prix de ...
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descendant a mira raiden adventure dark trinity book 2 dbid qmtdk 
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dulces problemas las hermanas keyes 3 mira spanish edition dbid 4nup0 
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Main Features 

q Features an LCD screen for graphic display of the equalization setups stored in â€œMEMORY.â€� The screen has a handy backlit for use on stage and in dark ...
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Multiple Factor Analysis: main features and application ... - FactoMineR 

Page 1 ... unit vector along the rank-s principal direction of NI (resp. NK) in RK ..... sets, it is possible to calculate, for each set j and each factor s, the correlation.
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features 

5A Low Dropout Positive Regulator. Analog Integrations Corporation. Si-Soft Research Center. DS-1084P-02 061804. 3A1, No.1, Li-Hsin Rd. I , Science Park ...
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From theory to modelizationâ€¦ Main features of SimTTheC 

thermography and data processing. >Three years with a technical team in an international research center near to industrial applications.
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Technical Features: Product Features 

With external high gain and low noise amplifier. Stylish and compact size design with Shiny black finish. Excellent reception for digital, freeview and analog TV signals. Powered by DTV set-top box or included separate power adapter. Specially Compat
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1 Features 

Cost effective alternative to a fossil fuel boiler ... The sound pressure level is measured via a microphone at 1m from the unit. It is a ..... Transformer 24V for PCB.
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Basic Features 

In this lesson you will learn how to create basic CATIA features. ... The case study for this lesson is the engine support used in the drill support assembly as.
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Main 

TamoSoft: Network Tools & Security Software // Download // Main Downloads. Your Cart ... Operating Systems. Download ... Manuals in PDF format and help.
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Basic Features 

Student Notes: CATIA V5 Automotive - Chassis Lesson 3: Basic Features ... The Timing Chain Cover is a part of the Powertrain sub-assembly. The focus of this ...
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Additional Features 

2a. 2b. 1. 3. Both options, Mirror and Symmetry, allow you to mirror the selected geometry about an axis. The Mirror .... element(s) and all elements that form a chain with it are offset. ...... you will construct a damper assembly cap. High-level ..
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Basic Features 

Student Notes: CATIA V5 Automotive - Powertrain Lesson 3: Basic Features ... The Timing Chain Cover is a part of the Powertrain sub-assembly. The focus of ...










 


[image: alt]





Key Features 

visualisation of all Dorna flag signals received through Dorna Transponder X2 CAN BUS ... Red Flag. Blue Flag. White Flag. White Flag with diagonal Red Cross.
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1 Features 

Cost effective alternative to a fossil fuel boiler ..... Optional electric heater has 2 capacity steps except for the 3V3 model which has only 1 capacity step. For 6W1 ...
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Basic Features 

Basic Features. In this lesson you will learn how to create the basic CATIA features. ... The Timing Chain Cover is a part of the Powertrain sub-assembly. The.
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datasheet general features - RobotShop 

SOFTWARE COMPATIBILITIES. OS. PROGRAMMING LANGUAGES. Embedded Linux (32bit x 86. ELF) using custom OpenEm- bedded based distribution.
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features - Cinematography Mailing List 

The Digital Signal Processing (DSP) used in the camera sections allows the use of set-up ... camcorders, i.e. the '709 and the '790 now have 12 bit A/D converters and a new DSP ... Cards can be read or overwritten as many times as you like.
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