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Mixer Connection Details

For DD35 vision mixers only, a software update may be needed depending on ... A Parallel I/O module is available in TallyMan for connection via a TCP/IP link ... 
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The TSL Tally and UMD Configuring Program



Mixer Connection Details



Television Systems Limited.
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TallyMan V 1.60 on



Contents 1. GVG Kalypso / Zodiak Mixer / Ross Mixers 2. Philips / Thomson KayakDD Mixer 3. Sony DVS 6000 / 7000 / 8000 / 9000 Series Mixers 4. Snell & Wilcox HD / Golden DaVE Mixer 5. Philips/BTS Saturn Mixer 6. GVG M2100 Mixer



Note: In all cases pease check pin functions on the mixers as these connections shown might be out of date.
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1



GVG Kalypso / Zodiak Mixer



• The cable details in the boxes refer to the cable connectors. • Incoming tally activity may be observed in TallyMan under Tools > Tally Mimic. • It is possible to read the names tables from the Kalypso into TallyMan. • For the Zodiac Mixer: The Zodiac does not send M/E bus data (and therefore P/P bus data) on the tally link; unlike the Kalypso. Aux 1-13 and switched preview only are available, as follows: Out 1-5 = Aux 1-5 Out 6 = switched preview Out 41-48 = Aux 6-13 Kalypso Frame Kalypso serial tallies are only available from the mainframe on connector J12 with version 5.11 or above software. The cable details are as follows:



TALLYMAN TM1/TM2 CONTROLLER RS-422



TALLYMAN TMC-1 CONTROLLER RS-422



KALYPSO J12 RS-422



D9 Plug
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D9 Plug
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Inspect the incoming tally activity in TallyMan under Tools > Tally Mimic for tally/button association. Notes • • •



Use a Baud rate of 38K4. It is only possible to read Names from the mixer. As of TallyMan release V1.41, o Mixer name download into TallyMan .
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2.



Philips / Thomson / Grass Valley DD35 / XtenDD / KayakDD / KayakHD Mixers This section describes how TallyMan connects to: •



DD35 Vision Mixers



•



XtenDD and XtenHD Vision Mixers



•



KayakDD and KayakHD Vision Mixers



There are three ways of communication: 1.



ACOS Protocol for Crosspoint Status and Input Names via RS422



2. Tallies via IP Network 3. Tallies over RS422 (Winsoft only systems). 2.1



Using only ACOS protocol.



This may be used where PGM only tally information is required. ACOS is also used for downloading names from TallyMan into the mixer use the ACOS linking. In TallyMan it is possible to get mnemonics from the Kayak by ticking the “Enable Import” box under “Configure mixer names”. TallyMan may need to be restarted after doing this in order to refresh the data. For tallies, in TallyMan, an ON System Tally must be set to the PGM bus. The sources will therefore be tallied. Please see the Tallies section on how to set an ON System Tally. The ACOS protocol is included in the Mixer. For DD35 vision mixers only, a software update may be needed depending on the installed software version.
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This pin-out is used for the ACOS router cross-point connections. The cable details in the boxes refer to the cable connectors. TallyMan Controller TM1/TM2



TallyMan Controller TMC-1



TMX



KayakDD Mixer



RS422



RS422



RS422



D9 Plug



D9 Skt



D9 plug



2



1



→



TX-



→



2



7



2



→



TX+



→



7



4



5



8



4



←



RX-



←



8



3



3



←



RX+



←



3



6



5



GND



GND



4
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Communication details. Baud Rate: Data bits: Parity: Stop bits:



2.2.



38K4 8 NONE 1



Tallies via a Network • • • • •



A Parallel I/O module is available in TallyMan for connection via a TCP/IP link for the tally information. Add additional I/Os for the Green and Yellow tallies from the mixer. The IP address for the DDxx panel multicast protocol starts 239..... so you need e.g. 239.168.0.70 E.g. If the mixer is at 192.168.0.70 (which is the default when the mixer ships) then the Multicast address for TM is 239.168.0.70. Note: IP addresses: 192.168.0.71 … 73 are also used by the mixer components. TallyMan’s default IP address is 192.168.100.220. It must be changed to match the mixer IP group .e.g. 192.168.0.220.



Note: The Internet Assigned Numbers Authority (IANA) controls the assignment of IP multicast addresses. It has assigned the old Class D address space to be used for IP multicast. This means that all IP multicast group addresses will fall in the range of 224.0.0.0 to 239.255.255.255. Notes: o o o



Mixer label update using ACOS DD35 link. As of TallyMan release V1.41 Support for KayakDD IP Tally out to mixer. As of TallyMan release V1.41 Yellow tally is always assigned to the preview in the Kayak
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2.3



DD configuration for serial tally over RS422.



This is used for Winsoft only systems Select Install EBox in the DD set up. In the first (top) module on the screen select Stand Alone and then select the port that will be used to communicate with the TSL Winsoft System Controller. This could be Port 1. Initially, make sure that the Red, Green and Yellow tally boxes on the screen do not have any addresses set when selected. For PGM Tallies Only the Red tally box must have addresses set. Under the Box headings across the screen select: • •



Box 1 set the address to 0F000000 for tallies Box 2 set the address to 0F000001 for tallies



1 – 40 41 – 80



Box 1. It will be seen from the DD35 manual that numbers 0 – 31 correspond to DD35 prime tally output functions 1 – 32. DD35 tallies 32 – 39 are other tallies. Note that tally 32 (Mon Tally Main), for example, will always be on as long as the Red PGM tallies are enabled. Box 2. It will be seen that numbers 0 – 15 correspond to DD35 prime tally out numbers 33 – 48. Box 3. Inputs > 48
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For PST Tallies The Yellow tally box is for setting the PST tally addresses. Under the Box headings across the screen select: • •



Box 1 set the address to 0F000002 for tallies Box 2 set the address to 0F000003 for tallies



1 – 40 41 – 80



Notes 1. The screen will not display the leading 0 for the address. 2. Green tallies are user assignable tallies.
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3



Sony DVS 6000 / 7000 / 8000 / 9000 Series Mixers



• The cable details in the boxes refer to the cable connectors. The wiring of the connection cable is shown below.



TALLYMAN TM1/TM2 RS-422



TALLYMAN TMC-1 CONTROLLER RS-422



DVS 6000/7000/8000 RS-422



D9 Plug



D9 Skt



D9 Plug
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The serial data runs at 38K4 baud, 8 data, odd parity and 1 stop bit. There is no method of changing this in the mixer. 128 tallies are available. The mixer manual will need to be checked for the meaning or function of the tallies. »



It is recommended that the Router / Tally Mimics in the TallyMan program is used to determine correct operation



The bus numbers / function are as follows:



BUS NUMBER



FUNCTION



BUS NUMBER



FUNCTION



1



PGM



13



AUX 5



2



PST



14



AUX 6



3



ME 1A



15



AUX 7



4



ME 1B



16



AUX 8



5



ME 2A



17



AUX 9



6



ME 2B



18



AUX 10



7



ME 3A



19



AUX 11



8



ME 3B



20



AUX 12



9



AUX 1



21



AUX 13



10



AUX 2



22



AUX 14



11



AUX 3



23



AUX 15



12



AUX 4



Note On smaller mixers (e.g. DVS 7150 / 7151) ME 3A / ME3B is the PGM / PST row - but it varies between models.
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Outline DVS-9000 setup overview – please read in conjunction with the Sony Installation Manual. Under "Router/Tally" menu: Router panel •



Select Compact



SWR1 must be defined as follows: • •



SWR1 128x128 Source 1 Press tally load



Dest 1 Level 1



Tally Enable panel •



Set Enable for PGM physical output(s). Choices are Disable/Enable/Tally Input (from DCU)



Serial Tally panel •



Set R1 for the relevant port.



It is possible to get the serial tally information from two types of ports, "Editor" on the MKS unit and "Serial Tally" on the DCU unit. If no GPI I/Os are needed, the DCU is not mandatory. However the routing and serial tally information is only available from DCU ports. MKS ports give only tally status. Note: For older mixers where the router information may be off set by 1.



•



Check the Legacy Protocol box.
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4



Snell & Wilcox HD / Golden DaVE Mixer



Golden DaVE This unit uses RS422 connections. Set the desired serial port on the HD/Golden DaVE to "S&W Tally" using the Config-System-Port_Protocols menu.



TALLYMAN TM1/TM2 RS-422



TALLYMAN TMC-1 CONTROLLER RS-422



GOLDEN DAVE RS-422



D9 Plug
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D9 Plug
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RS 422/485 CONNECTIONS



CONTROLLER



DEVICE



TX +



RX +



3



TX -



RX -



8



RX +



TX +



7



RX -



TX -



2



TX COMMON (0V)



RX COMMON (0V)



4



RX COMMON (0V)



TX COMMON (0V)



FRAME GROUND



D9



6 1&9



Notes The HD/Golden DaVE mainframe has four RS-422 serial ports. Each serial port can run any protocol. The hardware allows each serial port to be separately configured as a Controller or Device, as required. The user selects which protocol is present on which port using the switcher' s Config-System-Port_Protocols menu. When the user selects "S&W Tally" on a port, that port is automatically configured by the software to be wired as a Controller. Note: The Kahuna mixer uses GVG Kalypso protocol.
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5



Philips/BTS Saturn Mixer



• The cable details in the boxes refer to the cable connectors. • Serial tally information from the mixer/switcher is usually plugged into a Comms Port on the TallyMan Controller for decoding to parallel information. The Automation Port on the Saturn frame should be used. Depending on the configuration, the following cables should be made up and tested.



TALLYMAN TM1/TM2



TALLYMAN TMC-1 CONTROLLER



BTS MIXER



RS422



RS422



RS422



D9 Plug



D9 Skt



D9 plug
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←
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←
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TALLYMAN TM1/TM2



TALLYMAN TMC-1 CONTROLLER



GND



4



GND



6



BTS MIXER



RS422



RS422



RS422



D9 Plug



D9 Skt



D9 plug
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→
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GVG M2100 Mixer



• The cable details in the boxes refer to the cable connectors. •



In TallyMan be sure to set priority numbers for the active Router Buses.



TALLYMAN TM1/TM2 RS-422



TALLYMAN TMC-1 CONTROLLER RS-422



GVG 2100 RS-422



D9 Plug



D9 Skt



D9 Plug
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The UMD System Controller is fitted with an RS422 port on Control 2 for the interface. The GVG M2100 connector is the Expansion Port connector, J23, with the serial tally module suitably configured. Tally 1 – 16 Tally 17 Tally 18 Tally 19 Tally 20 Tally 21 Tally 22 Tally 23 Tally 24 Tally 25



Primary sources. Key 1 Key 2 Key 3 Key 4 “Squeeze Back” Fade to Black Bypass Matte



Virtual Router information: Bus 1 Bus 2 Bus 3 Bus 4 Bus 5 Bus 6



PGM PST Aux 1 Aux 2 Aux 3 Aux 4



Communication details. • • • •



38K4 baud 8 bits No parity 1 stop bit
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Router Connection Details 

The system will only import the names that exist on the selected level. ... The TSL TallyMan Controller uses the names that are programmed into the router to ...










 








mixer - Soundland 

Make certain that dripping or splashed water cannot enter the equipment. Do not place containers filled with liquids, such as vases or drinking vessels, on the equipment. 13. ..... Controls: Main Input Level, Main Output Level, Main Link, Level. Chan










 








Aircraft Building: Details, Details 

ments from door frames, etc., to ensure the exact same pattern on both sides. Once you're .... Exotic Real Wood. â€¢ Carbon Fiber. â€¢ Machined Plastic. For more ...










 








Hand Mixer - HamiltonBeach.com 

Rincer et sÃ©cher. Ã‰tui de rangement du batteur. Essuyer avec un linge savonneux humide. Virole. Ailette Fente. 840126200 FRv00 3/19/04 1:49 PM Page 14 ...










 








Aircraft Building: Details, Details - Size 

If the test caus- es no damage, you're ready to mask your trim colors. Because you must mask each trim color individually, most builders create a design with no.










 








Multi-Layer Video Mixer 

Jun 25, 2005 - Program Video In Video Bypass. Relay in the event of power loss. Powerful, Four-Layer Mixer for Duet Family of SD CGs. Designed for use in ...










 








KITCHENAIDÂ® STAND MIXER WARRANTY 

DÃ‰SAVEU DE GARANTIE TACITE, LIMITATION DES RECOURS LES ... TOUTE GARANTIE TACITE IMP0SÃ‰E PAR LA LOI EST LIMITÃ‰E Ã€ UN AN, OU LA.










 








Stand Mixer Reviews 

Run a knife around edges and center of tube to loosen then remove cake. 9-inch graham crust. 2 ounces semi-sweet chocolate. 2 tablespoons butter. 1 clove garlic, minced. 1 cup parmesan cheese. 1â�„8 teaspoon pepper. 1â�„2 teaspoon paprika. 2 baguette










 








FRENCH CONNECTION 

Martin (voice, piano, gui- tar), Jona- than Buck- ... He plays the guitar and the piano. He is a song ... Against Music". 11. it is a music genre which appeared in the 1960s and Michael. Jackson is one of the most famous singer of this form of music.










 








Electrical Connection 

The electrical connections and wiring for a pump installation should only be made by ... DO NOT use this product in applications where human contact with the ...










 








french connection 

FRENCH CONNECTION. Burger & Bowls. 1000 %. U.S Prime Beef. Burgers. Jean Reno Brioche Bun. Beef, Cheddar, Römersalat,Tomate, Zwiebel ...










 








Product Details 

villeneuve que pensez vous du costa rica voulez vous coucher avec moi soir spice girl daddy k - voulez vous coucher avec moi ulub un homme amoureux film streaming voulez vous coucher avec moi meaning in english dit asseyez vous assoyez vous voulez vo










 








Product Details 

vient de loin corneille lyrics,pour vous meaning,parce que ma vie sans toi,julie pour vous servir,omdat (parce que because),parce que car puisque comme exercises ... costa gavras,vous pouvez appeler,unis pour vous servir,un homme et son peche,pour vo










 








Reflexologie - Details 

Download, techniques de self dÃ©fense pour femme - vidÃ©os+guide More details >> ... fresh fruit script,self defense conditioning exercises,self defense classes ...










 








Cottage details 

│-||-ŒIOOJūnę|-~~~~）————. --------- --- +úIOO?!§uȚAȚgſ- ------- -， !· ſ--- … ·· · · --— — --------. ---–|-. } - - -_i ， ! |. |. |. }| |--------- — —————— ———----. :|į.










 








Product Details 

Continuous Output Torque (oz-in). 50. Output Speed @ Cont. ... No Load Current (A). 0.24. No Load Output Speed ... taken to limit the peak torque so as not to.










 








CELTIC CONNECTION 

Dec 14, 2012 - â€œA family afternoon of good old fashioned carol singing â€“ mince pies and mulled wine. N.B. Limited numbers. Participation aux fraisâ€� from ...










 








Integrated LNA and Mixer Basics 

lCs b Coptl2 l1 a Coptl2 (1 b lCsl2). (7) where Rn e noise .... press at the RF port LO leakage through the RF port usual- ly results in a re-radiation through the ...










 








Product Details 

sheet music Real User Experience, :: Download eBook - Scam or Work?. vous ne ... pouvez synonyme,je suis un homme download mp3,je suis la bryan adams ...










 








Design Details 

process of a major operation. ... cal design detail, especially the chap who designs and builds his own .... fied individuals conduct a detail design survey or "haz-.










 








Read Details 

There will be a film and live competitions between the ... to implement robotic theory in the framework of an entertaining project. EUROBOT is also an excellent ...










 








i Cavex Alginate Mixer - Cavex Holland BV 

résultat nal. Cavex propose une ligne ... manière très intense, ce qui fait que la vitesse de réaction des composants ... D'un travail manuel à grande intensité de.










 








The Schottky Diode Mixer Application Note 995 

A balanced mixer (Figure 10) provides a better solution. The hybrid circuit splits the L.O. power ... ED-30, pp 860-862, July, 1983. 2. Hewlett-Packard Application ...










 








Owner's Manual - Appliances Connection 

page to record your model and serial numbers for future reference at .... 6. Do not remove cardboard backing from the Opti-myst Pro. Flange. Back. Panel.
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