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MM0022 Mag metal

Precautions. Waste Disposal. Storage. Spill or leak. Protective Clothing. Acute effects on humans ... Store in oil and manipulate under moisture free atmosphere. 
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MATERIAL SAFETY DATA SHEET 5100 W. Henrietta Rd. West Henrietta, NY 14586 TEL: (866) 260-0501



SECTION I Product



NAME



MSDS No. Effective Date:



9501202 October 8, 2002



24 HOUR EMERGENCY ASSISTANCE 416-984-3000



Magnesium Metal



Health



0



Flammability



2



Reactivity



2



1 Chemical Synonyms



Magnesium Metal, Ribbon, Chips, Turnings



Formula



Mg



NFPA



HAZARD RATING



WHMIS



SLIGHT



MODERATE



HIGH



EXTREME



1



2



3



4



0



7439-95-4



SECTION II Name



2 W



LEAST



CAS No.



0



DANGEROUS INGREDIENTS %



Magnesium



SECTION III



100%



N/A



Specific Gravity (H2O



= 1)



1.74 @ 20°C



Boiling Point (°C)



1110°C



Percent Volatile by Volume (%)



N/A



Vapor Pressure (mm Hg)



1 mm @ 621°C



Evaporation Rate ( N-Butyl acetate



=1)



N/A



Vapor Density (Air=1)



N/A



Solubility in Water



Negligible.



Appearance & Odor



Metallic ribbon, chips, turnings; no odor.



Flash point



Chemical Stability Incompatible with Other products



Yes



No



X



Water, acids, chlorine, bromine, iodine and oxidizing agents.



No



Hazardous Decomposition Products



When exposed to acids and water, hydrogen will be produced.



Reactive under what conditions



The product REACTS violently with water to emit FLAMMABLE BUT NON TOXIC GASES.



SECTION VI



TOXICOLOGICAL PROPERTIES



Route of Entry



Ingestion.



TLV



N/A



Toxicity for animals



N/A



Chronic effects on humans



There are no known effects from chronic exposure to this product. Target organs: None known.



Acute effects on humans



May cause burns to eyes.



SECTION VII



PREVENTIVE MEASURES



Waste Disposal



Discharge, treatment, or disposal may be subject to local laws. Consult your local or regional authorities.



Storage



Store in oil and manipulate under moisture free atmosphere.



Precautions



Keep under inert atmosphere. Keep container dry. DO NOT breathe dust. Never add water to this product.



Spill or leak



Use appropriate tools to put the spilled solid in a convenient waste disposal container.



Protective Clothing



Safety glasses. Lab coat. Dust respirator.



FIRE AND EXPLOSION HAZARD DATA 636°C



Flammable Limits in Air N/A % by Volume



Lower



Upper



Firefighting Procedures Flammable solid that, when in contact with water, emits flammable gases. DO NOT USE WATER. Smother with dry graphite, talc, dry sand, G-1 powder or purple K. In fire conditions, fire-fighters should wear an appropriate mask or a self-containing breathing apparatus.



SECTION VIII



FIRST AID MEASURES



Specific first aid measures



Flammability and Explosion Hazards



Ingestion: Call physician or Poison Control Center immediately. Induce vomiting only if advised by the appropriate medical personnel. Eye contact: Check for and remove any contact lenses. Do NOT flush with water. Carefully remove particles with cotton-tipped applicator. Seek immediate medical attention. Skin contact: Gently and thoroughly wash the contaminated skin with running water and non-abrasive soap. Inhalation: Move victim to fresh air. If not breathing, give artificial respiration. If breathing is difficult, give oxygen. Allow victim to rest in a well ventilated area. Seek immediate medical attention.



Product is combustible. Easily ignited and burns with intense heat and brilliant white flame. Powders form explosive mixtures with air, which may be ignited by a spark. Auto-ignition temperature: 510°C



TDG



X



MM0022



If no, under what conditions?



PHYSICAL DATA 651°C



SECTION IV



REACTIVITY DATA Yes



TLV Units



DANGER! FLAMMABLE SOLID! DANGEROUS WHEN WET!



Melting Point (°C)



SECTION V



Class 4.1 Flammable solid. UN1869



The information contained herein is furnished without warranty of any kind. Employers should use this information only as a supplement to other information gathered by them and must make independent determinations of suitability and completeness of information from all sources to assure proper use of these materials and the safety and health of employees. For laboratory use only. Not for drug, food or household use. Keep out of reach of children. Printed on recycled paper.



SECTION IX Rev. No.



4



PREPARATION OF THE MSDS Date



October 8, 2002



Approved



Michael Raszeja



Fiche Signalétique 5100 W. Henrietta Rd. West Henrietta, NY 14586 TEL: (866) 260-0501



SECTION I Produit



Identification



SECTION V



# MSDS Validé par:



Chimique Stabilité 9501202 8 octobre, 2002



416-984-3000 Santé



0



Flammabilité



2



Reactivité



2



1 Synonymes



Métal de magnésium, ruban, morceau, tournage



Formule



Mg



# CAS



NFPA



2 W



Niveau de risque



WHMIS



Minime



Légere



Modéré



Serieux



Extréme



0



1



2



3



4



7439-95-4



SECTION II Nom



0



Ingrédients Dangereux 100%



Sans objet.



DANGER! SOLIDE INFLAMMABLE! DANGEREUX SI HUMIDE.



SECTION III



651°C



Gravité spécifique (Eau



Point d'ebullition (°C)



1110°C



Volatilité % par volume



Tension de vapeur (mm Hg)



1 mm @ 621°C



Taux d'évaporation ( Acetate de n-butyl



Densité de la vapeur (Air=1)



Sans objet.



Solubilité



Négligeable.



Odeur et apparence



Métallique copeaux ruban, tournage, morceau; inodore.



Point d'éclair



= 1)



1,74 @ 20°C



L’eau, l’acides, le chlore, le brome, l’iode et l’agents comburantes.



non



Produits de decomposition dangereux



Quand exposé aux acides et à l’eau, de l’hydrogène sera produit.



Conditions de Réactivité



Le produit réagit violemment avic de l’eau pour émettre les gaz inflammables mais non toxiques.



SECTION VI



Propriétés Toxicologiques



Voies d'absorption



Ingestion.



LMP



Sans objet.



Toxicité pour les animaux



Sans objet.



Effets chroniques sur les humains



II n'y a aucun effet connu dû à une exposition chronique à ce produit. On ne connaît aucun organe de cible.



Effets aigué sur les humains



La cause de mai brûle aux yeux.



Sans objet. Sans objet.



=1)



SECTION VII



Mesures Préventives



Élimination des résidus



Consulter vos autorités locales ou régionales.



Entreposage



Entreposer dans l'huile et manipuler sous une atmosphère exempte d'humidité.



Précautions



Conserver sous atmosphère inerte. Conserver le récipient à l'abri de l'humidité. NE PAS inhaler les poussières. NE jamais ajouter d'eau à ce produit.



Déversement ou fuite



Utiliser les instruments nécessaries pour mettre le solide répandu dans un contenant de récupération approprié.



Vêtements de protection



Lunettes de sécurité. Blouse de laboratoire. Respirateur anti-poussières.



Risques D'incendie ou D'explosion 636°C



Limites d'inflmmabilité % par volume Sans objet.



Seuil minimal



Seuil maximal



Moyens d'extinction Solide inflammable qui, quand en contact avec de l'eau, émet les gaz inflammables. N’EMPLOYEZ PAS L’EAU. Étouffez avec le graphite sec, le talc, le sable s``che, la poudre G-1 ou le K pourpre. En cas de feu, sapeurpompeir devra porter en masque adéquate ou un respirateur autonome.



SECTION VIII Premier Soins Particuliers à Administrer



Inflammabilité et risques d'explosion



Classe 4.1 Solide inflammable. UN1869



Au meilleur de nos connaissances, l'information contenue dans ce document est exacte. Toutefois, ni le fournisseur ci-haut mentionné ni aucune de ses succursales ne peut assumer quelque responsabilité que ce soit en ce qui à trait à l'exactitude ou à l'état complet de l'information contenue dans ce document. La détermination finale de la convenance de tout matérial ou produit est la responsabilité exclusive de l'utilisateur. Tous les matériaux ou produits peuvent présenter certains risques et devraient être utilisés avec prudence. Bien que certains risques soient décrits dans ce document, nous ne pouvons garantir que ce sont les seuls risques qui existent.



SECTION IX # Rev.



4



Premiers Soins Ingestion: Consulter une médecin ou le centre de poison commande immédiatement. Induisez le vomissement seulement s’informé par le personnel médical approprié. Contact oculaire: Vérifer si la victime porte des verres de contact et dans ce cas lui les enlever. Ne rincez pas avec de l’eau. Enlevez soigneusement les particules avec l’applicateur cotonincliné. Obtenir immédiatement de l'aide médicale. Contact cutane: Laver doucement et entièrement la peau contaminée à l'eau courante avec un savon doux et non-abrasif. Inhalation: Sortir la victime à l'air frais. Si elle ne respire plus il faut lui donner de la respiration artificielle. Si la respiration est difficile, donnez l'oxygène. Assurez-vous que la victime se repose dans un endroit bien aéré. Obtenir immédiatement de l'aide médicale.



Facilement mis à feu et brûlures avec la chaleur intense et la flamme blanche brillante. Saupoudre les mélanges explosifs de forme avec de l’air, qui peut être mis à feu par une étincelle.



TMD



X



Caractéristiques Physiques



Point de fusion (°C)



SECTION IV



oui



TWA



%



Métal de magnésium



X



MM0022



Si non, dans quelles condition?



non



Incompatibilité avec d'autres produits



Telephone D'urgence



Métal de magnésium



Données sur la Réactivité oui



Renseignements sur la Préparation de la FS Date



8 octobre, 2002



Vérifié par



Michael Raszeja
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mag mag - Cyr Detournay 

1 sept. 2017 - Jus de raisin rouge en carton slr. 12x1L. â‚¬ 14,88 / Par carton. 124. La piÃ¨ce. 5482. VARESA. Jus de pomme. 30x20cl. â‚¬ 7,80 / Par carton. 026.
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mag mag - Cyr Detournay 

1 sept. 2017 - GEWY. Cheeseburger. 24x125g. â‚¬ 14,88 / Le carton. â‚¬062. La piÃ¨ce. 300238. GEWY. â‚¬197. Le sac. 240076. Oignon rondelles. 1kg. Par sac ...
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warattah is metal: new- metal, thrash, death-metal, thrash ... .fr 

Warattah is a metal band: brutal, full and perfectly ..... and the success is a pleasure welcome. ... 'We all invite you to put your ears on the screaming. Warattah.
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Ignition_systems~mag 

by how they work during the engine start-up phase: impulse coupling mag- netos and retard breaker magnetos. (sometimes called shower of sparks).
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speak metal 

Son puissant et de haute qualitÃ© grÃ¢ce au haut-parleur 40 mm avec aimants nÃ©odyme. Arceau rÃ©glable pour un maintien et confort parfaits. Microphone ...
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METAL COVERING 

Ã‰tape : on enlÃ¨ve les guides (a) aprÃ¨s le vissage. Step : remove the installation templates (a) after having screwed. Ã‰tape : calage des barres transversales si le ...
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Metal Corrosion 

mechanic handbooks, to guide you in identi- .... of new materials, and (4) damage that requires part replacement. ... is suspected. These advanced inspection ... manual prior to treatment of ferrous met- ... application of a solution of phosphoric.
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Chardasz (Metal) 

og og goggagoggy. 105. â€¢â€¢ â€¢â€¢â€¢..â€¢Â°. #...... #â€¢Â°â€¢..â€¢. # ........ #. 1". Overdrive. Em. 105. Acoustic 1 non gay ay ay ay ay ay ay ay ay ay ay. "O â€¢â€¢ ag at ay ay ay ay ay ay ay.
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metal bending 

as polishing the 3"x3"x1" bar and the. 1" round bar roller may be difficult for you - you don't want to leave marks on the item that you are bend- ing. There may be ...
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TG Mag scans 148 

People just aren expecting to gains in this car. Most people are going to ise around .... The vehicle of choice could only be a bright-red convertible V6 Mustang.
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Rhums mag - WordPress.com 

20 oct. 2014 - Les rhums d'assemblage Plantation sont d'excellents rhums pour dÃ©couvrir le style ... ner de la plus belle maniÃ¨re ces rhums d'assemblage.
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MM0035 Mag carb block 

gathered by them and must make independent determinations of suitability and completeness of ... Estimated lethal dose in humans -0.5-5.0 g/kg (based on.
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LE MAG - Gaumont PathÃ© 

7 juin 2015 - super agents vivant Ã  Galaxity. Sortie prÃ©vue en 2017. Jamais 2 sans 3. Pitch Perfect 2, suite de la comÃ©die musicale phÃ©nomÃ¨ne The Hit Girls,.
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LE MAG - Gaumont PathÃ© 

7 juin 2015 - que le monde physique. Ils comprennent ce que ..... quille. Les premiers jours, tout semble aller pour le mieux. Puis tout bascule. Apparitions ...
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metal legs 

As it is exposed to sunlight, wood darkens as a result ... particles. To remove more difficult stains, use a dampened soft cloth with either soapy luke warm water.
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Liasse fiscale GIFI MAG 

( dont taxe intÃ©rieure sur les produits pÃ©troliers. ZS. ) 9Z. Total du poste correspondant Ã  la ligne FW du tableau nÂ° 2052. YX. T. VA. â€“ montant de la TVA collectÃ©e.
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Rhums mag - WordPress.com 

20 oct. 2014 - faire de deux "Master Blender" primÃ©s, en 2012 pour Laurie. Barnard (St Lucia Distillers) et 2013 pour Alexandre Gabriel. (rhums Plantation).
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MM0050 Mag chloride 

REACTIVITY DATA ... Waste Disposal. Storage. Spill or leak. Protective Clothing. Acute effects on humans ... Solutions can be aggressively corrosive to metals.
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Pierre Vincent - Vigneron-mag 

duits naturels pour retourner Ã  la chimie ?â€�Et de formuler un vÅ“u : que l'agriculture du futur soit pensÃ©e de maniÃ¨re durable. â€œRe- gardez, nous avions implantÃ© ...
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mag andre 160119 

12850 ONET LE CHATEAU. Canebiere. 2 Et 4 Cours ... GALERIES LAFAYETTES 8 RUE DU CHATEAU. 21000 DIJON ... 29200 Brest. MORLAIX. 20 Grand Rue.
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MM0130 Mag sulfate 

3 févr. 2003 - Discharge, treatment, or disposal may be subject to local laws. Consult your ... FIRE AND EXPLOSION HAZARD DATA ... Protect from moisture.
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olivier stankiewicz - CCI mag 

4 avr. 2014 - Newtec (satellite), Outside Broadcast (diffusion d'images), Philips Bel- gium (Ã©clairage), Skylane Optics (tÃ©lÃ©communication) et SchrÃ©der (Ã©clai-.
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Liasse fiscale MAG FINITIONS 

Reprises sur amortissements et provisions, transferts de charges * (9). FP. Autres produits (1) (11). FQ. Achats de marchandises (y compris droits de douane)*.
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200 mag. 2001 1 

AXIAL NEEDLE BEARING AXK 1226. 1. 98. 546.37.098.200. AXIALSCHEIBE AS1226 12X26X1. AXIAL WASHER AS1226 12X26X1. 1. 98. 546.37.098.300.
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