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Mopho Manual Addendum The latest version of the Mopho operating system makes some additions and changes that are not documented in the manual.



Global Parameters Pedal Mode: Norm, Arp – When set to Arp, MIDI sustain pedal on messages (CC# 64) will latch the arpeggiated notes when the arpeggiator is on. When the arpeggiator is off, sustain pedal messages have the normal, expected effect. M Program Ch: On, Off – When on, Mopho responds to MIDI program and bank change messages. When off, Mopho ignores program and bank change messages, but continues to receive other MIDI messages.



Program Parameters Arpeggiator Mode: see table – Several new arpeggiator modes have been added. See the table below for details. Arpeggiator Mode



Behavior



Up



Plays from lowest to highest note.



Up Down



Plays from lowest to highest and back to lowest.



Down



Assign



Random



2 Octaves Up 2 Octaves Down 2 Octaves Up Down 2 Octaves Assign



Plays from highest to lowest note.



Plays notes in the order keys were pressed. Randomly plays notes.



Plays keyed notes and the same notes one octave higher, from lowest to highest. Plays keyed notes and the same notes one octave higher, from highest to lowest.



Plays keyed notes and the same notes one octave higher, from lowest to highest and back to lowest.



Plays a keyed note, then the same note one octave higher, in the order keys were pressed.



Arpeggiator Mode



Behavior



2 Octaves Random



Randomly plays keyed notes and the same notes one octave higher.



3 Octaves Up 3 Octaves Down 3 Octaves Up Down 3 Octaves Assign 3 Octaves Random



Plays keyed notes and the same notes one and two octaves higher, from lowest to highest. Plays keyed notes and the same notes one and two octaves higher, from highest to lowest. Plays keyed notes and the same notes one and two octaves higher, from lowest to highest and back to lowest.



Plays a keyed note, then the same note one and two octaves higher, in the order keys were pressed. Randomly plays keyed notes and the same notes one and two octaves higher.



Sequence 2 Destination: Seq1 Slew Sequence 4 Destination: Seq3 Slew – In modular analog synthesizers, a lag processor or slew limiter is used to create a time-varying change—a smooth transition—between successive, discrete control voltage levels. The rate of change is called the slew rate and one common application is to create a glide (aka portamento) effect between notes. Among the possible destinations for Mopho sequences two and four is a sequence-only parameter called Slew. Slew behaves a little differently from the other modulation destinations, in that it is not really a destination at all; instead, it affects the sequence above it. That is, if Seq1 Slew is the chosen destination for sequence two, it controls sequence one, and Seq3 Slew in sequence four controls sequence three. In Mopho’s sequencer, Slew sets the slew rate between the previous step’s value and the current step’s value when the step is gated on. Confused yet? This should help: let’s say sequence one is routed to oscillator frequency and sequence two to Seq1 Slew. Increasing the Slew value for step four will cause the oscillator frequency to glide from the step three value when step four is gated on. The higher the Slew value, the slower the slew rate. And



the slew rate can be different for each step. But its not just for oscillator glide. Slew can be applied to any of the destinations. For example, sequence three could be routed to filter cutoff with Slew in sequence four used to create a less abrupt transition from one step to the next. Note: Depending upon the BPM and Clock Divide settings, the slew rate can actually exceed the time the envelopes are gated on, causing a step in the affected sequence to not reach its set value. For example, if Slew is applied to oscillator frequency, high Slew values may cause a step to sound flat or sharp. If that’s not what you want, simply reduce the Slew value.



Other New Features Tap Tempo – Hold down Assign Parameters and tap Push It to set the tempo. On the fifth tap, the tempo changes and is displayed on the LCD. Quick Edit – When Assign Parameters is on, choose a parameter to edit with any of the four Assignable Parameters knobs, and change the value using the Program knob.
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CONTAINER PACKING MANUAL ADDENDUM 

CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE ... 2.1.2 CLOSING THE RESERVE CONTAINER.
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SUPERNOVA Owners Manual Addendum 

The Page Up and Page Down buttons now auto-repeat if they are pressed and held. ... When this parameter is set to â€œPickupâ€� mode no controller data will be sent & no edits to ..... For example a setting of 8 voice will produce a fat sound ... syst
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NEXGEN ICON PACKING MANUAL ADDENDUM 

NEXGEN ICON HARNESS/CONTAINER PACKING MANUAL. Addendum July 2013. ICON PRO, STUDENT & ACCURACY. CONTAINER & HARNESS SIZES.Missing:
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Tyan Thunder K8WE S2895 Manual Addendum 

6-pin SSI EEB 3.51 Workstation Power. Connector. For more information go to http://www.ssiforum.org. 1 3.3VDC 6 GND. 2 3.3VDC 5 GND. 3 +12V2. 4 +12V2.
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Age of Wonders Manual Addendum 2.3 - Aggelonware 

Dec 20, 1999 - This represents the second release of the Age of Wonders manual addendum. Version 2.3 .... 2. Cold,. Physical. Death Strike. Melee. Unit's Attack. Unit's Damage. 2. Death, .... Road (with Enchant Roads spell in effect). 3 (2).
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version 2.0 addendum - Tascam 

Real Hard Drive Size. (Actual Storage Capacity). 1 GB = 1,073,741,824 Bytes. 1024 bytes. 1024 KB. 1024 MB. 1 KB (kilobyte). 1 MB (megabyte). 1 GB (gigabyte).
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DR16 V2.1 Addendum (E) 

Mar 10, 1997 - 6) Press the STORE/ENT key. FORMATTING appears on the display, and the DR16 starts formatting the disk. Note: Formatting takes awhile.
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trax 3.6 addendum 

TRAX has a small but powerful vocabulary, proving commands to manipulate .... Chapter 2: Devices. 15. As an alternative to typing the port assignment, you can ...
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DR16 V2.3 Addendum (E) 

May 22, 1997 - Bi-phase 24fps pull-down I/O is supported. ... The DR16 now can select the 8-channel digital output signals on the optional digital ... during the format, copy, back-up, or snapshot operation, the DR16 may sometimes display NO .... Not
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trax 3.6 addendum 

Provide named constants and sub-expressions, making the program easier to maintain. Please refer to .... using the â€œDownloadâ€� button in the â€œDevice Supportâ€� window. ..... The Tao of AppleScript, 2nd Edition, Derrick Schneider/Hayden Books, ..
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PD Series Ram-Air Reserve Parachute Owner's Manual Addendum 

been tested and found to work well using both the PRO Pack method shown here, and the Flat Pack method shown in section XVII of the PD Reserve Owner's ...
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Drive Rack Addendum 2.5 

DriveWare allows configuration and parameter editing for System Control. The following gives a brief explanation of the System Control elements within ...
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ASPM Addendum Document - Buyandsell.gc.ca 

22 juin 2016 - Bentonite Seal. Native Backfill. Bentonite Seal. Silica Sand. Standpipe. WL in Standpipe at. Elev. 109.36 m on. Nov. 5, 2015. PIEZOMETER. OR.
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version 2.0 addendum - Tascam 

3. Table of Contents. WAV File Import/Export Function. About WAV Files (16/24 bit, mono files) .... The 788 can only export up to 99 tracks at a time. If you run into ...
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DR16 V2.0 Addendum (E) 

Connect the SCSI connector of the SCSI Tape Drive to the SCSI-A connector of the DR16 using an appropriate SCSI cable (bearing in mind all the precautions ...
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PRICE LIST ADDENDUM 

1 juin 2012 - *You may order this product for personal consumption by calling Distributor Services to place a cross border order. LITERATURE/SALES AIDS.
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ar8200 series 2 addendum - TSF70 

Use the main dial or ï ð keys to toggle the. DIMMER ON / OFF. The key may be used as a short cut to OFF. to accept the data and return to a standard display.
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Addendum III. â€“ Advance Credit Ledger 

ain in g. A dv an ce. S tr ea m. C re dits. R em ain in g. A dv an ce. We tla nd. C re dits. BROAD. 03050105. 50,000.00. 25.00. 0.00. 0.00. 25,000.00. 25.00. 6/30/ ...
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pic18 configuration settings addendum - Microchip Technology 

Apr 20, 2005 - DS51537C-page 38. External Block Table Read - Block 1: External Block Table Read - Boot Block: PIC18F2331. Oscillator Selection: Fail Safe ...
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International Radio Sailing Association Addendum Q 

May 15, 2010 - Please read with IRSA Addendum Q Advice notes. This addendum ... (b) Add to end of the first sentence of rule 63.1: "and Q3". (c) E5.2 is ...
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pic18 configuration settings addendum - Microchip Technology 

Apr 20, 2005 - DS51537C-page 38. External Block Table Read - Block 1: External Block Table Read - Boot Block: PIC18F2331. Oscillator Selection: Fail Safe ...
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Gods of the Goblins Aldryami Addendum #8 

men are. Certainly, it is true that the 'true elfs' do not have much to do with the red elfs. ... few who are known all across Glorantha .... practice. Runes: Death, Fertility, Plant. Type: Ancestor spirit. Pantheon: Elf. ... Requirements: Anyone who
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Addendum to Vectrix VX1 owners manual for bikes modified with â€œThe 

The Vectrix battery chemistry is NiMH which has a high self discharge rate. This means ... charging each of the 102 cells of the battery back will self discharge.
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Addendum III. â€“ Advance Credit Ledger 

Number. USACE Action ID. Number. CAMA. Permit ID. S tre a m. R e s tora tion. C re dits. S tre a m. R e s tora tion. E quiv a le nt C re dits. R ipa ria n. R e s tora.
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