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Mounting instruction

Install the left and right adjustable mounting brackets to the ... Note: lower round security rings on the mounting ... center on the video wall frame left to right and. 
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PFF7805 Video Wall Floor Stand 2x2 for 46-55 Inch Displays



INSTALLATION INSTRUCTIONS



9589-006-Z00-01
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Step 1 Loosely assemble all base assemblies and cross bar assemblies with the 1/2-13” bolts, washer and nuts



1/2”-13 Nut



supplied.



1/2”-13 Washer 1/2-13 x 4” Bolt



Step 2



1/2”-13 Nut



1/2”-13 x 4” Bolt



1/4”-20 x 3.75” Bolt 1/4” -20 Washer



1/2” -13 Washer



1/4” -20 Washer 1/4”-20 Nut



Step 3
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Step 4 Insure the three "V" alignment notches on each mounting bracket are at their factory preset center with all notches together to indicate you are in the center of your alignment adjustment field. If not in center alignment, adjust the top Allen head screw(s) to adjust the center to the correct starting position on each mounting bracket.



Display



See arrow.



Install the left and right adjustable mounting brackets to the displays aligning the "V" notch on the display mounting plate to the rear center height of the display. See arrow to center notch.



Display mounting hardware



Note: lower round security rings on the mounting bracket need to face to the center of the display. See arrow.



Once center of display alignment is confirmed, securely tighten all mounting bracket to display mounting screws with correct pitch hardware supplied.



Center Marker Step 5 Start by installing the lower center monitor first to the video wall frame and loosely secure as shown.



Securing brackets when installed Preparing brackets for installation www.vogels.com
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In/Out Tilt



Level Level



Now that you have your first lower center



In/Out Tilt



display attached to the frame, the beauty of the three part alignment features of the mounting bracket come into play. The fact that all the adjustments are on top will make the final adjusting effortless.



Step 6 With your level in hand, first place the level on top of the display bezel to set side to side level. Next, place the level on the face of the display to adjust top to bottom level of the display parallel to the frame. Once you have these steps confirmed, make sure the mounted display is center on the video wall frame left to right and tighten the security screws to secure the display to the round wall frames to further prevent side to side movement. Next, follow the same steps for the lower left and right displays. Once all three display are aligned and secured, the final fine adjustment of tilt and in/out can be used to insure all bezel edges are closely aligned. This will take a few adjustments back and forth to determine final screen adjustment. With the lower two or three display properly aligned you can move up to the second row, following the same procedure as the first row. It is important that the time be taken to maximize the first row alignment before moving up as you do not want to have to go back and forth between rows. If done correctly your bezel edges should match very closely top and bottom. www.vogels.com



4



Step 7 As you are installing the second and possible third level of monitors to the frame, you want to insure there is proper minimal bezel edge clearance between the upper and lower display. Some models have sensitive materials incorporated in the top and bottom edges of their display that do not allow for resting the weights of the display on top of each other. Side to side clearance of bezel edges is equally as important for natural chassis expansion that occurs as the display come up to full operating temperatures. Without the minimal clearance allowance, the display would push against each other causing some potential distortion of the chassis alignment. Use a standard business card fold in half to double



Note: A 1.27 mm gap between bezels



its thickness and use this to set your minimum



is recommended for heat expansions.



clearance between display; not only top to bottom, but also side to side for better over all symmetry for the finished video wall. The business card should slide with ease the total length of the bezel edge. If not, adjust the clearance to allow for smooth movement of the card. This should be done at each level of monitors being installed before moving up to the next row of monitors. Use the bracket upper level screws to set the upper and lower bezel edge clearance, and the side to side security screw to adjust the side clearance.
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Triple Clamp Mounting Triple Clamp Mounting - RevZilla 

acheter des boulons longs 4 x 65 mm pour remplacer les boulons 4 x 60 mm fournis. Ceci permet de s'assurer que l'on a un engagement sur le filetage d'au moins 12 mm. Phone: +61 (0)2 4271 8244. Email: [email protected]. Web: www.barkbusters.net. Ma
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Mounting Instructions - SW-Motech 

Schablone / Template. 7. Copyright by. SW-MOTECH GmbH & Co. KG & BAGS-CONNECTION GmbH & Co. KG. IrrtÃ¼mer und Ã„nderungen vorbehalten. Technische und Design-Ã„nderungen vorbehalten. Errors and omissions expected. Technical and design-modifications ar
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Mirror Mounting Instructions 

Outils requis. Niveau Ã  bulle, ruban Ã  mesurer, localisateur de montants, tournevis Ã  tÃªte cruciforme no 2, crayon Ã  mine. MatÃ©riel fourni. â€¢ (2) Twist 'n' Lock.
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SOPRA® stand mounting - Focal 

I x1 x1 x1 x2 x4. 5 mm. 3 mm x2 x3 x2 x4. I. 5 mm. 5 mm. 3 mm. Focal-JMlab® - BP 374 - 108, rue de l'Avenir - 42353 La Talaudière cedex - France - www.focal.com - Tel. (+33) 04 77 43 57 00 - Fax (+33) 04 77 43 57 04. SCEB-140410/1 - codo1463. • Acces
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Mirror Mounting Instructions 

This mirror includes four D-rings on the back for mounting to a wall in either orientation ... fabriqués à partir de béton, de brique ou de plâtre, veuillez ... Le matériel de montage est conçu pour être fixé à une cloison sèche ou à un poteau mural.
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Mounting Instructions - SW Motech 

+49 (0) 64 25 / 81 68 - 00 Â· Fax +49 (0) 64 25 / 81 68 - 10 [email protected] Â· www.sw-bc.com. Konfektionierung durch / Packed by: Datum der Konfektionierung ...Termes manquantsÂ :
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mounting instructions - Office Zone 

L'INSCRIPTION POUR LA GARANTIE DU PRODUIT est disponible sur l'Internet : www.safcoproducts.com. New Hope, MN 55428 www.safcoproducts.com.
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Fluorescent Fixture Mounting 

dificilmente. y no puede utilizar el cable electrico como medio de soporte. EI accesorio no se puede armar en un techo con caler radiante. Fluorescent Fixture ...
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Mounting Bracket Inlets - NuTone 

up from finished floor level. (Height ... flanged fitting and inlet seal to back of inlet. 5. Replace ... Guide excess wire back through the hole in inlet bracket and.
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mounting instructions - Safco Products 

EL DESTORNILLADOR DE PHILLIPS,. TALADRE CON 3/16 â€œ PUNTA DE BARRENA. Ponga el nivel de un carpintero a lo largo de la lÃnea rota. Use la cinta adhesiva para atar el modelo del papel en la pared dÃ³nde la percha se montarÃ¡. Taladre a travÃ©s del m
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mounting instructions instructions 

Si vous avez des questions pour poser ou les préoccupations pour exprimer, connecter au 1-800-664-0042 de 8H00 à 16H30 (Heure centrale) (Opérateurs de ...
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Mounting Instructions - SW-Motech 

SW-MOTECH GmbH & Co. KG & BAGS-CONNECTION GmbH & Co. KG. Ernteweg 8/10 Â· 35282 Rauschenberg / Germany. Tel. +49 (0) 64 25 / 81 68 - 00 Â· Fax ...
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mounting instructions - Safco Products 

Rev. 2: 07/09. For questions or concerns, please call the Safco Consumer Hot Line 1-800-664-0042 available Monday-Friday 8:00 AM to 4:30 PM (Central Time) ...
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UNIVERSAL MOUNTING PLATE, CGE 

Celestron International â€¢ 2835 Columbia Street â€¢ Torrance, CA 90503 USA â€¢ Telefono 310-328-9560 â€¢ Fax: 310.212.5835. Â©2011 Celestron â€¢ Tutti i diritti sono ...
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mounting instructions - Newegg.com 

Hardware Pack / Paquet Matérial / Paquete Materiel: 4321-19NC. DESCRIPTION / DESCRIPTION / DESCRIPCIÓN. QTY. /. QUANTITÉ /. CANTIDAD. PART NO.
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mounting instructions - Etilize 

an LDI Company. TOOLS NEEDED: PHILLIPS SCREWDRIVER,. DRILL with ... Black (BL) or Sand (SA). Â§Noter: Quand correspondre au sujet de parties, soyez ...
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mounting instructions instructions - Etilize 

For questions or concerns, please call 1-800-664-0042 available Monday-Friday 8:00 AM to 4:30 PM (Central Time) (English-speaking operators). Si vous avez ...
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Mirror Mounting Instructions 

Mounting Instructions: 1. Determine your desired hanging location. Measure the distance between the d-rings on the back of the mirror, making sure the ...
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Mounting Kit.qxd - Smartpool 

Silicone Sealant, (GE II or equivalent) if on roof. • Phillips Head ... HIGH WIND AREAS: Additional high wind hold down kit is available for installations that may ...
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mounting instructions - SW-Motech 

Technische und Design-Ã„nderungen vorbehalten. Errors and omissions excepted. Technical and design modifications are subject to change. Konfektionierung ...
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Flex track mounting rod 

FLEX TRACK MOUNTING ROD. INSTALLATION INSTRUCTIONS. IMPORTANT SAFETY INSTRUCTIONS. CONSIGNES DE SÃ‰CURITÃ‰ IMPORTANTES. 1.
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mounting instructions - Safco Products 

12 sept. 2016 - Rondelle spÃ©cial. Arandela especial. Qty. / Qte. / Cant.: 2. #5705-82NC. A. C. B. D. IMPORTANT: If you printed this from our website, use the dimensions shown rather than the template. IMPORTANT: Si vous avez imprimÃ© ce Ã  partir de
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Mounting instructions Montagevoorschrift Instructions 

Mounting instructions. Montagevoorschrift. Instructions de montage. Montageanleitung. GuÃa de montaje. Istruzioni di montaggio. InstruÃ§Ãµes de montagem.
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mounting instructions - Safco Products 

PRODUCT WARRANTY REGISTRATION is available online at: www.safcoproducts.com. I N S T R U C T I O N S DE SUPPORT â€¢ INSTRUCCIONES DEL ...
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